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Preface 



This manual is a combined user and reference guide to the occann 2 toolset. 
Part 1 'User guide and tools' (this book) describes the toolset and shows how 
it is used to develop and run transputer programs. Part 2 'occam libraries and 
appendices' (72 TDS 276 02} describes the libraries supplied with the toolset 
and provides reference data in the form of appendices. A guide to how to use 
this manual, follows immediately after this preface. 

The Occam 2 toolset 

The occam 2 toolset is a set of software tools for developing transputer pro- 
grams on host systems. Used with the Occam libraries, it provides a complete 
environment for developing programs on transputers and transputer networks. 

The toolset allows Occam programs to be written using any convenient text 
editor. Programs are then compiled and linked using programs resident on the 
host or njnning on the transputer board. Self-booting code for single transputers 
and multitransputer networks is produced using separate tools, and loaded from 
the host system down the transputer link. 

Tools that assist program development include a librarian tool for building code 
libraries, a network debugger which provides both interactive and post-mortem 
debugging facilities, and a transputer simulator that allows programs to be tested 
without transputer hardware. A Makefile generator is provided to assist with 
program version control, and a binary lister tool allows object files to be decoded 
and displayed in a readable form. 

Transputer programs are normally written in Occam to make full use of trans- 
puter parallel processing. Programs can also be written in C and included in 
Occam programs as separately compiled procedures. 

The Occam 2 toolset is intended for developing programs on transputers and 
transputer boards that are loaded from the host via a transputer link. Boards 
that boot from on-board ROfwl require application software to be in a format 
suitable for blowing into ROM. Two tools are provided with the toolset to support 
EPROM programming, they are the EPROM program formatting tool and the 
EPROM memory configurer. 
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Host versions 

The manual is designed to cover ail iiost versions of the tooiset: 

IMS D7205 - IBM and NEC PC running MS-DOS. 

IMS D5205 - Sun 3 systems running SunOS 

IMS D4205 - Sun 4 systems running SunOS 

IMS D6205 - VAX systems running VMS 
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How to use the manual 



About the manual 

The Occam 2 user manual is divided into two parts, as follows: 

• User Guide and tools 72 IDS 275 02 

- Chapters 1 to 11 show how the tools are used to develop pro- 
grams on single transputers and transputer networks. 

- Chapters 12 to 26 provide details of individual tools in terms of 
command line syntax, command options, running the tool and 
possible error messages. 

• Occam libraries ar)d appendices 72 IDS 276 02 

- A detailed description is given of all the libraries supplied with the 
toolset. 

- A number of appendices provide reference material for program- 
mers such as predefined names and constants, transputer in- 
stajctions, and the implementation of OCCam on the transputer. 
A glossary of terms and a short bibliography is also included. 

References which span the two parts, take the form of a part number followed 
by a chapter or section number. Each part contains its own index. 

This manual does not contain details of how to install the software, which is to 
be found in the Delivery Manual that accompanies the shipment. 

The manual is intended to cover all host versions of the toolset; where there are 
differences between the various host implementations, they are highlighted and 
explained. 

Readership 

This manual is intended for programmers and system designers who wish to 
develop transputer programs on host systems. Readers of the manual should 
already be familiar with programming in a high level language, the software de- 
velopment process, and the general ideas of OCCam and parallel processing. 
Familiarity with the syntax of Occam will also be an advantage, because Oc- 
cam programs and code fragments are used throughout the book to illustrate 
concepts and procedures. For information about the Occam language, refer 
to the Vccam 2 Reference Manual, which accompanies this release. For an 
introduction to OCCam programming, read "A iutoriaf introduction to OCCam 
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programming'. 

The reader should also be familiar with the hardware and operation of the trans- 
puter evaluation board on which the programs will be developed. Information 
about INMOS transputer evaluation boards is avaitable in the form of product 
datasheets. 

User guide 

The User Guide, provided in part 1 of this manual, contains Information to show 
programmers how to use the tools to develop transputer programs. It describes 
how to design and build programs for transputers and transputer networks. 

Example programs supplied with the toolset are used extensively throughout the 
User Guide to iliustrate program design and development. 

Chapter breakdown 

For those who do not wish to read the entire Guide or wish to get started quicl^ly, 
some recommendations follow. 

if you have not used the toolset before then you shouid first read chapter 2, 
which contains an overview of the toolset. 

Chapter 3, 'Getting started' is provided as a tutorial to show users how to compiie, 
link and run simple OCcam programs on a single transputer. The example used 
is provided in the examples directory supplied with the toolset. 

Before attempting to write any programs of your own you should read chapters 
4 and 8. which show how to compile simple programs that use host terminal i/o. 
If you are new to OCCam you should begin by writing a program which runs on 
a single processor before attempting to write multiprocessor code. 

Chapter 7 explains how to debug programs running on transputer boards, and 
describes how to use the T425 simulator to test programs before loading them 
onto hardware. Reading this chapter thoroughly and working studiously through 
the examples will help to familiarise you with the operation of the debugger and 
simulator tools. 

Chapter 9 gives details of how to develop mixed language programs. It shows 
how modules written in C can be inserted into an OCcam program using a set 
of library procedures to initialise static and heap areas. Read and digest the 
information in this chapter carefully before attempting to write mixed language 
programs. 

Chapters 10 and 11 provide more specialised information covering the use of 
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the low level programming and EPROM progrannining facilities provided with the 
toolset. These facilities are not aimed at the users who are new to Occam or 
transputers. Users intending to use the EPROM tools should be familiar with 
INMOS transputers and with memory products. 

Tools 

The Tools section, provided in part 1 of the manual, contains reference informa- 
tion for all tools in the toolset. Each tool is described in a separate chapter. 

The Tools section is not intended to be read in chapter order. Chapters should 
be consulted as required to obtain information about how to use specific tools. 

The Occam libraries 

Reference information for the OCCam libraries is given in part 2 of this manual. 
All the Occam library routines provided with the toolset are described. Routines 
are grouped according to the library to which they belong. 

Appendices 

These appear at the end of part 2 of the n^anual. They provide reference infor- 
mation on the following topics: 

• Predefined names. 

• Transputer instnjctions. 

• Constants. 

• The implementation of Occam on the transputer. 
■ Configuration language definition. 

• Bootstrap loaders. 

• I TERM 

• Host file server protocol. 

A glossary of terms and a short bibliography is aEso included. 



72TDS275 02 March 1991 



xxvi _^^ How to use the manual 

Conventions used in the manual 

Convention Description 

Italics Used in command line syntax to denote parameters for which 

values must be supplied. Also used for book titles and for 
emphasis. 



Bold Used for new terms, pin signals, and the text of error mes- 

sages. 



Teletype Used for listings of program exampies and to denote user 
input and terminal output. 



Used to denote function keys for the debugger and simufator 
tools. Keyboard layouts for specific terminals can be found in 
the Delivery Manual that accompanies the shipment. 



□ Used to indicate the continuation o1 a function key description. 

Braces Used to denote lists of items in command line syntax. 
{} 

Brackets Used to denote optional items in command line syntax. 



Option prefix Examples of command line input are duplicated to show both 
option prefix characters. Use the line containing the '/' char- 
acter if you have an MS-DOS or VMS based system and the 
line containing the'-' character if you are using any other host 
including UNIX. 
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1 Introduction 



This chapter gives a gentle introduction to transputers and how transputers are 
programmed. It introduces the Occam model lor programming single and multi- 
ple transputers, and briefly describes some of its advantages. The chapter also 
outlines the development process for building and debugging programs, and 
explains how the tools form an integrated development environment. 



1.1 Overview 

The Occam 2 toolset is a software development system for building and de- 
bugging programs on networks of transputers. The OCCam 2 toolset supports 
the full range of INMOS transputers and mixed networks of transputers. Used 
with the ANSI C compiler the occam 2 toolset can be used to build and debug 
mixed language software systems. 

System performance is substantially increased by parallel processing. Transput- 
ers and the Occam 2 toolset make building high performance parallel systems 
as simple as sequential programming with conventional microprocessors. 



1.2 Transputers 

Transputers are high performance microprocessors that support parallef process- 
ing through on-chip hardware. They can be connected together by their serial 
links in application-specific ways and can be used as the building blocks for 
complex parallel processing systems. 

The transputer is a complete microcomputer on a single chip. It has a very 
fast (single cycle) on-chip memory, on-chip inter-processor links, and a pro- 
grammable memory interface that allows external memory to be added with the 
minimum of supporting logic. 

Figure 1.1 shows the architecture of the transputer. 

Multi-transputersystemscanbe built very simply. The four highspeed links allow 
transputers to be connected to each other in arrays, trees, and many other con- 
figurations. (The IMS M212 and T400 each have two high speed communication 
links). The circuitry to drive these links is all on the transputer chip, and only two 
wires are needed to connect two transputers together. Figure 1.2 shows four 
transputers connected using their communication links, and the communication 
paths between them. 

In addition to providing a communication link between programs running on pro- 
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Figure 1.1 Transputer architecture 

cessors, transputer links allow memory to be examined without loading a pro- 
gram, and permit programs to be loaded and executed. This allows whole net- 
works of transputers to be loaded down a single transputer link. 



Transputer 



Transputer 



Transputer 



Transputer 



Figure 1.2 A node of four transputers 
Each single transputer supports parallel processing through a system of inlernaJ 
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channels implemented as words in memory. Each transputer has a highly effi- 
cient built-in mn-time scheduler; processes waiting for input or output, or waiting 
on a timer consume no CPU resources, and process context switching time on 
an IMS T800-25 is less than one microsecond. The communication links operate 
concurrently with the processing unit and can transfer data on all links wilhout 
affecting the performance of the CPU, 

The range of transputer devices available Includes: 32 and 16 bit processors; a 
peripheral control processor; a link switch; and a parallel link adaptor. 

A wide range of transputer programming boards is supplied by INMOS and other 
suppliers for a variety of hosts. These boards can be used for: 

• Developing and debugging transputer software 

• Running transputer programs (as accelerator boards) 

• Loading software to transputer networks from the host. 

• Building specific transputer networks. 



1,3 Transputers and OCCam 

Occam 2 has been designed to reflect the architecture of the transputer, and 
for maximum coding efficiency the whole system can be programmed in Oc- 
cam 2. The inherent security and code efficiency of OCCam and the ability to 
use the special features of the transputer make Occam 2 a powerful tool for 
programming concurrent systems. 

Transputers can also be programmed in C and FORTRAN, and their optimised 
design ensures efficient code. Where programs need to exploit concurrency but 
still need to use languages other than Occam 2, special OCCam code can be 
used to link modules together. 



1.3.1 The Occam programming model 

The Occam programming model consists of parallel processes communicating 
through channels. Channels connect pairs of processes and allow data to be 
exchanged between them. Each process can be built from a number of parallel 
processes, so that an entire software system can be described as a hierarchy 
of intercommunicating parallel processes. This model is consistent with many 
modern software design methods. 

Communication between processes is synchronized. When a message is passed 
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between two processes the output process does not proceed until the input 
process is ready. Buffered communication can be achieved by explicitly inserting 
a buffer process between the two processes. 

The Occam programming model also provides an excellent basis tor buildmg 
mixed language systems. Components written in languages other than OCCam 
can be defined as processes Inputting and outputting messages on channels. 
The ANSI C and FORTRAN compilers supplied by INMOS are compatible with 
Occam and can be used to build equivalent Occam processes in any of these 
languages. Library functions are provided in each language for the input and 
output of messages on channels. 



1.3.2 Multitransputer programming 

In the Occam 2 programming language parallelism can be expressed directly, 
Each Occam process is an independently executable process. A configuration 
language extension to Occam 2 is used to distribute processes over networks 
of transputers, and can be used to program multi-processor systems. 

Figure 1.3 shows how three discrete processes, programmed in OCCam or in 
a compatible language, can be executed on a single processor or on three 
processors connected in series. 




Three processes on 
one transputer 




The same processes distributed 
over three transputers 



Figure 1.3 Mapping processes onto one or several transputers 
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1.3.3 Reliability 

Because it has a formal mathematical framework, the Occam 2 language can 
be extensively checked at compile time, and many programming errors can be 
detected before the program is njn. This significantly Improves the reliability of 
programs, and makes building correct programs faster and easisr. 

Each construct in the language has a precise meaning. This makes programs 
easier to write and understand, and supports the formal mathematical manipu- 
lation of programs required for program proving and advanced program optimi- 
sation techniques. 



1.3.4 Real time programming 

Occam 2 provides specific support for real time programming. The key features 
of the transputer that support real time programming are listed below. 

• Direct and efficient implementation of parallel processes in hardware 

• Prioritisation of parallel processes 

• Implementation of software interrupts as messages on occam channels, 
so that interrupt routines can be written as high priority processes 

• Easy programming of software timers, allowing delays and non-busy 
polling 



1.4 Program development using the toolset 

The Occam 2 toolset is a complete set of cross-development tools. The tools run 
under standard host operating systems, either on the host itself or on a transputer 
attached to the host, and use standard ASCII source files. All the tools can be 
used in conjunction with existing software for text editing and source control 
and with compilation utilities such as Make programs. For embedded systems, 
programs can be loaded onto the target hardware from the host via a transputer 
link. 



1.4.t System design 

The designer can use the OCCam programming model to design software sys- 
tems at the application level, by identifying the separate components of the sys- 
tem in terms of processes and collections of related functions and procedures. 
The design can be directfy expressed in Occam and then checked by the com- 
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piler before transferring it to liardware. 



1A2 Programmfng and code generation 

To implement components ofthe design the programmer creates Occam source 
texts, then compiles and links them together to produce executable code. Com- 
piled source files can easily be combined into libraries ior code sharing. 

Code is linked using the toolset linker. For multi-transputer systems software 
processes are allocated to transputers, and channels are allocated to links, in a 
configuration description. This description, plus the linked code for each trans- 
puter, is processed by the toolset configurerto create a multi-transputer program. 
This program can then be distributed across a transputer network down trans- 
puter links. 



1.4.3 Debugging 

Programs for multi-processor systems can be debugged at the symbolic level 
using the network debugger that allows a breakpointed or halted program to be 
analysed in terms of its source code. A low level debugging environment us- 
ing direct memory display, instruction disassembly, and processor data is also 
provided. Breakpoint debugging allows programs to executed interactively, and 
post-mortem debugging allows stopped programs to be debugged from the con- 
tents of the transputers' memory. The debugger inserts no additional code into 
the program, but rather reads data from a description file. This guarantees that 
the code generated when debugging is disabled will always run in the same way 
as the final version of the program. 

Occam programs can be executed and tested without transputer hardware us- 
ing the T425 simulator tool which provides low-level debugging facilities. This 
method is appropriate for debugging individual parts of a large transputer pro- 
gram that would njn on a single T425 processor. 
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This chapter introduces the toolset and briefly describes each of the tools in turn. 
It also introduces the Occam libraries, describes host system dependencies, 
and explains the conventions used within Ihe toolset. 



2.1 Introduction 

The Occam 2 toolset is a set of lools and supporting software that help with 
the development of transputer programs. It allows programs developed on host 
machines to be loaded onto transputers and transputer networks via transputer 
evaluation boards such as the IMS B004 and BOOS boards. All of the tools 
operate with files in standard host format. This enables you to use the editor 
with which you are familiar, and allows different types of version control systems 
to be used. 

A [ist of the tools in the toolset is given in table 2.1. 

There are a number of different implementations of the toolset, running on dif- 
ferent host computers. Versions are available for the IBM PC/AT and PC/XT 
(and compatibles) running DOS, DEC VAX systems running VMS. and the Sun 
Microsystems Sun 3/Sun 4 workstations running SunOS. 

This manual covers all host versions of the toolset. Where differences exist 
between implementations they are highlighted and explained. 



2.1,1 Standard file format 

All tools in the OCCam 2 toolset generate and use files in a standard object 
code format known as TCOFF (Transputer Common Object File Format). The 
adoption of this format makes the mixing of code from different compilers more 
convenient and facilitates the porting and transfer of object code. In particular, 
it enables code generated by all INMOS language compilers to be mixed in the 
same system. 

Support is provided for previous versions of the toolset (i.e. the IMS D705, D605 
and D505 products) which used a file format known as LFF linker File Format. 
It is recommended, however, that the current release of the toolset is used to 
recompile existing programs. This has the advantage that the current toolset 
may be used for their further development. 

Two levels of support are provided for LFF format: 



72TDS275 02 March 1991 



10 2 Overview of the toolset 

« The linker tool ilink supplied with the current toolset supports the pro- 
duction of files in IFF format. The tool has a command line option which 
enables output files to be produced that can be used with the iboot 
and iconf tools issued with the IMS D705, D605 and D505 releases of 
the toolset. 

• A file converter tool icvlink supplied with the current toolset enables 
code generated by previous INMOS toolsets (i.e. the IMS D705, D605, 
D505. D511A, D611A and D71 1A products) lo be used with the current 
OCCann 2 toolset. Note: there are some limitations on this tool's use, 
see chapter 13. 



2.1.2 New configuration language 

The toolset introduces a modified configuration language that allows software 
and hardware to be described separately and joined by a mapping description. 
The language is an extension to Occam and can be used on any size of network. 
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Program 



Description 



icollect 

icverait 

icvlink 

i debug 
idump 

iemit 

ieprom 

ilibr 
ilink 

ilist 

imakef 

iserver 

isim 

iskip 

oc 
occonf 



The code collector. Takes the output of the configurer tool and 
generates bootable code for a transputer network. 

Memory interface file converter. The tool converts files produced 
by iemi (a previous version of iemit) into the file format recog- 
nised by the current version of ieprom and iemit. 

The TCOFF file format convertor. Converts LFF object files to 
TCOFF format. 

The toolset debugger. Provides symbolic and assembly level 
debugging. 

The memory dumper for storing the contents of the root trans- 
puter. Used when debugging programs funning on the root 
transputer. 

The transputer memory configuration tooL Used for evaluat- 
ing and defining specific memory configurations for incorporation 
into ROM programs. 

The EPROM program formatter tool. Formats transputer 

bootable code lor ROM programmers. 

The librarian. Builds libraries of compiled code. 

The linker. Resolves external references and links compiled 
code into a single file. 

The binary lister. Displays source level information from object 
code. 

The Makefile generator. Generates Makefiles for building object 
and bootable code. Also creates library usage files. 

The host file server. Loads progranns onto transputer boards 
and provides run-time communications with the host. 
The T425 transputer simulator. 

The skip loader tool. Prepares transputer networks to run pro- 
grams without using the root transputer. 

The Occam compiler. Compiles source tor IMS T212, M212, 
T222. T225, T400, T414, T425, T800, T801 and T805 transput- 
ers. 

The configurer. Checks the configuration description and pro- 
duces a data file for the code collector. 



Table 2.1 The OCCam 2 toolset 
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2.2 oc - the Occam 2 compiler 

The Occam 2 compiler takes as input Occam source code contained within 
standard host format text files. Any text editor that produces standard ASCII 
files can be used to create the occam source. 

The compiler produces code for T212, M212. T222, T225. T400, T414, T425, 
T800, Ta01 or the T805 transputers in one of three program execution error 
modes. Command line options allow you to specify the transputer type, error 
mode, and other information required by the compiler. 

The compiler supports a number of source code directives which enable different 
types of source files to be compiled together. The main directives are: 

* #INCLUDE - includes other source files 

• #USE - uses separately compiled code and libraries 

The compiler also supports the directives #COmment, #import, #option, 
and #PRAGMA. 

The implementation of transputer classes, error modes and channels have all 
changed slightly with this release of the toolset- Details of these changes are 
given in chapters 4 and 25. 



2.3 Code generation tools 

Three tools are used in sequence to generate the executable file for a transputer 
or transputer network from the compiled object code; 

ilink -the toolset linker which links separately compiled program units. 

occonf - the configurer which generates a configuration data file for 
multitransputer programs. This tool is not needed for single transputer 
programs. 

icollect - the code collector which reads the configuration file and 
generates a single bootable file for a transputer network. The collector is 
also used to create a bootable file from linker output for a single transputer 
program. 
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2,3.1 Linker 

The linker ilink links separately compiled modules and libraries into a single 
file, resolving external references and generating a linked unit 

Linked units can be used in configuration descriptions to map software onto 
specific arrangements o' transputers. While a linked unit for a single transputer 
program can used by icollect to generate a bootable file. 



2.3.2 Configurer 

The configurer occonf generates configuration information for transputer net- 
works from a configuration description, written using the transputer configuration 
language. The tool prepares the program for configuring on a specific arrange- 
ment of transputers by analysing the configuration description and producing a 
data file for the collector tool. 



2.3.3 Collector 

The code collector tool icollect takes the data file generated by occonf 
and generates a single file that can be loaded on a transputer network. The file 
contains bootable code modules for each processor on the network, along with 
distribution information that is used by the loader. 

icollect is also used to generate bootable code for single transputer pro- 
grams from linked units. This mode of use must be selected by a command line 
option. 



2,4 Code loading 

Bootable code for single transputers and transputer networks is loaded onto the 
transputer hardware using the host file server tool iserver. The auxiliary skip 
loading tool iskip can be used prior to iserver in order to load a program 
onto an external network connected via a root transputer 



2.4.1 Host file server 

The host file server iserver is a combined host server and loader tooL When 
invoked to load a program it both loads the code onto the transputer hardware 
and provides runtime services on the host (such as program i/o) lor the transputer 
program, iserver runs on the host computer, which is usually not a transputer. 
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2.4.2 Skip loader 

The skip loader iskip is used to force a program to be loaded over the root 
transputer (tiie transputer connected to the host). This is useful for loading 
programs onto a transputer board connected to the host via a root transputer. 

It is also useful for debugging programs that normally use the root transputer to 
run all or part of a program. The debugger always runs on the root transputer. 
Provided the network has at least one processor which is not used by the pro- 
gram, iskip may be used in conjunction with iserver to load the program 
over the root transputer. For details of skip loading see section 6.6, 



2.5 Program development and support tools 

Seven tools are provided to assist and support program development: 

idebug - the network debugger. 

idump - the memory dump tool for use with idebug when debugging 
programs on the root transputer. 

ilibr -the librarian which generates libraries of compiled code. 

ilist - the binary lister which decodes and displays data from object 
files. 

icvlink - the file format converter which allows import of code from 
earlier INMOS toolsets. 

imakef - the Makefile generator which creates Makefiles for use with 
MAKE programs. 

isim - the T425 simulator tool which enables programs to be executed 
in the absence of transputer hardware. 

2.5.1 Network debugger 

The network debugger idebug provides comprehensive debugging facilities for 
transputer programs. It allows stopped programs \o be analysed from their mem- 
ory image or from image dump files (posf-morfem debugging) and supports in- 
teractive debugging with breakpoints. In breakpoint mode variables can be in- 
spected and modified and debugging messages can be inserted in any process 
on the network. 
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2.5.2 Memory dumper 

The special debugging tooi idump is provided to assist with the post-mortem 
debugging of programs that run on the root transputer. When used in post- 
mortem mode idebug executes on the root transputer and overwrites the pro- 
gram image, idump saves the program image to a file which is later read by 
the debugger. 



2,5,3 Librarian 

The librarian ilibr creates libraries of compiled code that can be used in 
application programs. Each separately compiled file, that is supplied as input to 
the librarian, becomes a library module that can be selectiveiy linked. 

A library can contain modules compiled from the same source for different targets 
and compiiation modes. 

Code written using other compatible toolsets can be mixed with occam code in 
the same library. 



2.5.4 Binary lister 

The binary lister ilist decodes object code files and displays data and infor- 
mation from them in a readable form. Command line options select the category 
and format of data displayed. 

Examples of the kind of information that can be displayed are library contents, 
code entry points, and external reference data. 



2.5.5 Makefile generator 

The Makefile generator imakef creates Makefiles for specific program compi- 
lations. Coupled with a suitable MAKE program it can greatly assist with code 
management and version control. 

imakef constructs a dependency graph for a given object file and generates 
a Makefile in standard format. In order to make use of the tool a special set 
of file extensions for source and object files must be used throughout program 
development. 
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2.5.6 File format converter 

The file format convertor icvlink converts object files generated by earlier 
INMOS toolsets to TCOFF format. TCOFF is a standardised object file format 
for transputer code. 

icvlink allows existing object code be used with the current toolset. Files to 
be converted must be compiled or linked ableci files or iibraries. 



2.5.7 T425 Simulator 

The T425 simulator tool isim simulates the operation of the T425 transputer, 
enabling programs to be executed in the absence of transputer hardware. It pro- 
vides low-level debugging features such as the inspection of variables, registers, 
and queues, disassembly of memory, break points, and single step execution. 



2.6 EPROM support tools 

Three tools provide support for installing bootable transputer code in ROM: the 
EPROM programmer ieprom; the memory configurer iemit and icvemit 
the memory interface file convertor. 



2.5.1 EPROM programmer 

The EPROM programmer ieprom converts bootable files into a format suit- 
able for input to ROM programmers. Files are generated for input to several 
proprietary ROM loaders, or in hexadecimal or binary format. 



2.6.2 Memory configurer 

The memory configurer iemit allows specific memory configurations to be eval- 
uated and tested 'on the bench' before committing them to a device. The com- 
pleted configuration can be included in the ieprom output file for automatic 
installation into the processor. 



2.6.3 Memory interface file convertor 

icvemit is an auxiliary tool that converts files produced by iemi (a previ- 
ous version of iemit) into the fiEe format recognised by the current version of 
ieprom and iemit. See section 16.8 for further details. 
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2,7 The Occam libraries 

A comprehensive set of libraries and include files are provided willi tiie tooiset. 
Some form part of the standard support for the OCCam language (the compiler 
libraries), others are user-level librahes to support standard programming tasks 
such as terminal i/o and file access. 

Object code is supplied for all libraries and in some cases source code is supplied 
as well. Table 2,2 lists the libraries that are supplied with the toolset and specifies 
whether the source code is provided. Details of alt the libraries can be found in 
part 2, chapter 1. 



Library 


Description 


Source 
provided 


occamx .lib 


Compiler libraries 


no 


hostio ,lib 


General purpose i/o library 


yes 


streamic.lib 


Stream i/o support 


yes 


snglmath.lib 


Single length maths functions 


yes 


dblmath.lib 


Double length maths functions 


yes 


tbmaths.lib 


T400rr414n"425 optimised maths func- 
tions 


yes 


string, lib 


String handling routines 


yes 


xlink.lib 


Extraordinary link handling routines 


no 


convert. lib 


Type conversion routines 


yes 


crc.lib 


CRC coding 


no 


debug. lib 


Debugging support 


no 


callc.lib 


Mixed languages support 


no 


msdos.lib 


DOS specific hostio library 


yes 



Table 2.2 The Occam 2 libraries 



2,7.1 Constants 



Files containing definitions of constants and protocols are also provided for use 
with the Occam libraries. These are listed in table 2.3. 



2.7.2 Compiler Ubraries 

The compiler libraries are used internally by code generated by the compiler; 
they are not intended for direct use by the programmer. 
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Fi(e 


Oescrlptron 


hostio.inc 

streamio. inc 
mathvals.inc 
linkaddr .inc 
ticks. inc 
msdos . inc 


Host file server constants 
Stream i/o constants 
Mathematical constants 
Transputer link addresses 
Rates of the two transputer clocks 
DOS specific constants 



Table 2.3 Library constants 

The compiler automatically loads the library required for a specific combination 
of compiler options. 

2.7.3 Maths libraries 

The maths libraries provide trigonometric and logarithmic functions .for alj trans- 
puter types supported by the toolset. Single and double length routines are 
supplied in the libraries snglmath . lib and dblmath , lib respectively, and 
versions of the same routines optimised forthe T400, T414 and T425 processors 
are provided in the library tbmaths , lib. Constants for the maths libraries can 
be found in the include fife mathvals . inc. 



2.7.4 I/O libraries 

Two libraries containing routines to assist with i/o are provided with the toolset. 
Constants for the two libraries are provided in separate files. 



Hostio library 

The hostio library contains routines that provide access to the file system and 
other host services via the host file server. The routines are based on commu- 
nication with the server via the SP protocol. The SP protocol is defined in the 
include file hostio . inc. 

The hostio library is used for: 

« File handling 

• Host access 

• Terminal i/o 

Other routines provide facilities such as time and date processing, process buffer- 
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ing and multiplexing. 

Streamio library 

The streamio library contains routines which provide i/o at a higher level than 
the hostio routines. The protocol is based on a stream model. The streamio 
library is used for general character-based i/o using stream protocols, and for 
controlling the screen display Protocols for the streamio library are defined in 
the include file streamio . inc. 

Stream input and output procedures are used to input and output characters uB- 
ing keystream and screen stream protocols. These protocols must be converted 
to the server protocol before communicating with the host. For this reason the 
streamio routines include stream processes to perform this conversion. 

2.7.5 Other libraries 

String handling library 

The string handling library provides string handling functions and procedures to 
perform, for example, string comparison, string search, string editing, and line 
parsing. 

Type conversion library 

The type conversion library converts Occam data types to ASCII strings and 
vice versa. 

Extraordinary link handling library 

The extraordinary link handling library provides facilities for handling error situa- 
tions on links. 

Block CRC library 

The block CRC library provides functions for generating CRC codes from char- 
acter strings. 

Debugging support library 

The debugging support library provides functions for stopping processes, insert- 
ing debugging messages and analysing deadlocks. 
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Mixed language support library 

The mixed languages support library provides functions for initialising static and 
heap areas, enabling modules written in sequential languages to be incorporated 
in Occam programs. 

DOS specific hostio library 

The DOS specific hostio library supports the use of functions specific to the IBM 
PC and other DOS hosts. 



2.8 Program development 

The Occam 2 toolset is a development system for transputers. Creation of 
transputer executable code involves several stages which involve the use of 
specific tools for each stage of the process. 

The main steps in developing a program, for a transputer or transputer network, 
and the tools to use at each stage are listed below. 

• Write tlie source: Source code can be written using any ASCII editor 
available on the system. Code can be divided between any number 
of source files, occam source code must conform to the Occam 2 
language definition. 

• Compile the source: Each Occam source code file must be compiled 
using the OCCam 2 compiler oc to produce one or more compiled object 
files in TCOFF format. Each file must be compiled for the same or a 
compatible transputer type and compilation mode. 

« Linl< the compiled units: Compiled source files are linked together. This 
generates a single file called a finked unit with no external references. 
The linking operation also links in the library modules required by the 
program, which are selected by transputer type and compilation mode 
from the compiled library code. 

• Configure the program: For multitransputer programs a configuration 
description must be constructed to assign linked units to specific nodes 
on the transputer network, and link them by channel variables. The de- 
scription is processed by the configurer tool occonf to produce a con- 
figuration data file. 

• Generate executable code: The configuration data file generated by 
occonf is analysed by the code collector icollect to generate a 
single executable file for a transputer network. The same tool is used 
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to create bootable programs for running on a single transputer, by using 
the linked unit as the input file. 

• Load and run the program: The executable or bootable file is loaded 
onto the transputer network down a host link. Once loaded into memory, 
the code begins to execute. 

Figure 2.1 illustrates the development process in terms of the architecture of the 
toolset. The default file extensions generated by the tools are used to represent 
source and target files. 






occonf 



-^ 



[ .'\r\cj [ .Ink; 

roc^-*" oc •/,tcoVi ilink -/ikuj— i collect "^.btl) 

{ .lib ; [ .lib } ^^'^ I I 




Figure 2.1 Toolset compilation architecture 



2.8.1 Development support 

The development support tools are aids to developing software and software 
systems. They are designed to assist with processes such as debugging, code 
sharing, and software version control. Used systematically during software de- 
velopment they can help to produce reliable code quickly and with the minimum 
of manual recompilation. 

The network debugger idebug can be used in breakpoint mode during code 
development to test and debug programs interactively, [n post-mortem mode it 
can be used to investigate the reasons for program failure. 

The librarian ilibr can be used to build libraries which make it possible to 
share and transfer code between developers. 
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The binary lister ilist can be used throughout program development to assess 
code size and structure, and to determine the contents of object code files such 
as libraries. 

The Makefile generator imakef can be used in conjunction with a MAKE pro- 
gram to ensure that all objact code Is updated to reflect changes in source files. 

The file format converter icvlink can be used to import existing object code 
where the source is unavailable or too complicated to recompile easily. 

The T425 simulator isim can be used to run programs in the absence of trans- 
puter hardware, It provides low-level debugging features such as the inspection 
of variables, registers, and queues, disassembly of memory, break points, and 
single step execution. 



2.9 File extensions 

File extensions can be used to indicate the various types of source and object 
code that they contain and certain default names are assumed and where possi- 
ble generated by the tools. For example, the compiler assumes the suffix .occ 
for the input source file and adds the extension .tco to the output file unless 
otherwise specified. 

Assumed extensions permit common input file extensions to be omitted on the 
command line and default generated extensions allow output files to be easily 
identified and manipulated by the host file system. 

The default output extensions and assumed input extensions are not part of the 
required syntax and may be modified or omitted by personal choice (except when 
imakef is used, see below). None are mandatory parts of the syntax. 

Adoption of a convention is recommended where large systems are being devel- 
oped. The standard set of conventions outlined liere can be used, or a separate 
system can be designed to suit a particular environment. The standard toolset 
system has the advantage of built in defaults, and has been designed io reflect 
the underlying architecture of the toolset. 

The default extensions are listed in table 2.4 and the relationships of the exten- 
sions to the compilation architecture is illustrated in figure 2,1. 

File extensions for use with imakef 

The Makefile generator imakef requires special file extensions for compiled and 
linked object files, which differ from the set of default extensions presented here. 
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Ext 



.btl 
,btr 

,cfb 

. clu 
.dmp 

. inc 
.Iku 
.Ibb 
.lib 
. liu 
.Ink 

-OCC 

.pgm 
.rsc 

.tco 



Description 



Bootable code file. Created by icollect. 

Executable code minus bootstrap information used for input 
to ieprom. Created by icollect. 

Configuration data file. Created by occonf and 
icollect. 

Configuration object file. Created by occonf. 

Core-dump file created by idump or network-dump file cre- 
ated by i debug. 

Include file. Input to oc and occonf. 

Linked unit. Created by ilink. 

Library build file. Input to iiibr. 

Library file. Created by ilibr. 

Library usage file. Created and used by imakef . 

Linker indirect file. Input to ilink. 

Occam 2 source files. Assumed by oc. 

Configuration description. Assumed by occonf. 

Dynamically loadable code file. These files are designed 
to be executed by KERNEL. run, 

Compiled code file. Created by oc. 



Table 2.4 Standard file extensions 

The extensions are used by imakef lo trace file dependencies and construct 
the necessary commands for building all types of object files. 

if you use imakef then you must use the special set of extensions. For more 

details see chapter 21. 



2.10 Host dependencies 

The Occam 2 toolset is hosted on four systems: 

• IBM PC running DOS 

• DEC VAX ainning VMS 

• Sun 3 running SunOS (UNIX) 
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• Sun 4 running SunOS (UNIX) 

Source and object code is portable between all these systems. 

The four implementations have been designed to reflect the 'flavour' of the op- 
erating system. This leads to minor differences between then;^ in the areas of 
command line syntax and the filename character set. Installation issues such as 
the setting of environment variables and the definition of search paths are also 
host dependent, and are covered in detail in the Delivery Manual that accompa- 
nies the release. They are only described briefly here, 

Operating system dependencies are as far as possible made transparent to the 
user. The few differences are summarised below, 

Conimand line syntax 

The major difference between different host implementations is the use of the 
standard host system option prefix. For MS-DOS and VMS based toolsets the 
prefix character is the forward slash 7'- For all other hosts, including UNIX the 
prefix character is the dash '-'; 

2,10.1 Libraries 

Most library routines supplied with the toolset are host independent, but a few 
specific procedures may be provided for some operating systems. For details of 
host dependent routines see the Delivery Manual. 

If you wish to write programs that will be fully portable across different systems, 
use only the host independent routines, which are described in part 2, chapter 
1, 



2.10.2 Filenames 

Filenames, with or without the full directory path, conform to the norma) conven- 
tions of the host operating system except that characters which can be inter- 
preted as directory separators must not be used in the filename part. Prohibited 
characters are: dot ., colon :. semi-coion ;, square brackets [] , round brack- 
ets , angle brackets <>, forward slash /, backslash \. exclamation mark !, 
or the equals sign =. 

Where the host operating system allows logical names to be used in place of 
filenames, such as with VMS, the toolset allows logical names to be used, but 
the name must be followed by a dot ( .). This prevents the tool from adding an 
extension, which would generate a host file system error. 
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2.10.3 Search paths 

All tools which use or generate filenames use a standard mechanism for locating 
files on the host system. This mechanism is used whenever a filename has to be 
interpreted e.g. from'the command \\ne, as part of a directive such as #include 
or #0SE or a library call. The same mechanism is used in all operating system 
versions of the toolset. 

The mechanism is based on a list of directories to be searched. If the name 
includes a directory path only this directory is searched. If the file is not found 
on the path an error is generated. Relative pathnames are treated as relative to 
the current directory i.e. the directory from which the tool fS invoked. 

If no directory path is specified the current directory is searched foHowed by the 
directories specified In the isearch environment variable e.g. 

ISEARCH=C: \IOCTOOLS\LIBS\;C: \MYDIR\ 

The mechanism used to define environment variables depends on the operating 
system. For example, on the IBM PC they are defined using the set command; 
on VAX systems running VMS they can be set up either as logical names or as 
VMS symbols. 

Examples showing how to set up environment variables on your system can be 
found in the Delivery Manual that accompanies the release. Details of the oper- 
ating system commands can be found In the operating system documentation. 



2.10.4 Host environment variables 

The toolset uses several environment variables on the host system. Use of these 
variables is optional but if defined they will affect the behaviour of the tools on 
your system. 
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Variable 



Meaning 



I SEARCH 

I SERVER 

I TERM 

IBOARDSIZE 
TRANSPUTER 
IDEBUGSIZE 



The list of directories that will be searched if the full pathname 
is not specified. Pathnames must be terminated by the direc- 
tory separator character. Used by all tools that read and write 
files. 

Defines an alternative iserver to be used by the host system 
for booting a transputer network and communicating with the 
application program running on the network. 
The file that defines terminal keyboard and screen control 
codes. Used by idebug, isimand iemit. 
The size (in bytes) of memory on the transputer board. Used 
by non-configured programs. 

The host address at which the transputer board is connected 
to the host. Used by iserver. 

The amount of memory (in bytes) on the root transputer avali- 
able for use by idebug. 



2.10.5 Default command line arguments 

An environment variable can be defined on the system to specify a default set of 
connmand line arguments for certain tools. The variable name must be defined 
in upper case and is constructed from the tool name by appending the letters 
'ARG'. For example, the variable for ilist is ILIStarg. 

Tools for which a default comnnand line can be defined, and the variables used 
to define them, are listed below. 



Tool 


Variable 


ilink 
ilibr 
ilist 
icvlink 


ILINKARG 
ILIBRARG 
ILISTARG 

ICVLINKARG 



Command line parameters must be specified within each variable using the spe- 
cific syntax required by each tool. 



2.11 Toolset conventions 

The toolset conforms to a number of conventions for the command line syntax, 
file names, and error reporting- 
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2.12 Command line syntax 

All tools in the toolset conform to a standard command line syntax. Toolset 
commands use the following syntax conventions: 

• Commands, and their parameters and options, obey host system stan- 
dards. 

• Filenames, eitherdirectfy specified on the command line or as arguments 
to options, must conform to the host system naming conventions. 

• Options must be prefixed with the standard option prefix character for the 
operating system 7' for MS-DOS and VMS based toolsets and ('-' for 
all other hosts including UNIX). 

• Command line parameters and options can be specified in any order but 
must be separated by spaces. 

• Lists of arguments to options, where allowed, must be enclosed in paren- 
theses () , and the items in the list must be separated by commas. 

• If no parameters or options are specified the tool displays a help page 
that explains the command syntax. 

Standard options 

Where options are common to more than one tool in the toolset, the following 
conventions apply: 

• Ail tools provide help information if invoked with no options. 

• The 'F' option, where supported, specifies an indirect input file. If no 
name is given then input may be taken either from host standard input 
(normally the keyboard) or the command line. 

« The 'I' option, where supported, displays progress information as the 
tool runs. 

9 The 'L' option , where supported, loads the tool onto a transputer board 
and awaits a command line. Only applies to transputer hosted toois. 

• The 'O' option, where supported, is used to specify an output filename. 
If no filename is given then ASCII output is sent to host standard output 
(normally the screen), or to a file whose name is derived from an input 
file. 
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• The 'xo' option, invokes the tooi in single invocation nDode. Oniy applies 
to transputer hosted tools. The tooi terminates after execution and has 
to be rebooted onto the transputer board when it is next invoked. Single 
invocation is the defauit. 

» The 'XM' option, invokes the tool in continuous execution mode. Only ap- 
plies to transputer hosted tools. Once the tool has completed its current 
operation it remains resident on the transputer board and can be rein- 
voked without rebooting onto the transputer board by the server. When 
the tool is reinvoked, a combination of server options and the tool's own 
options are used on the server's command line. For example: 

UNIX system: 

oc -1 -xm 

iserver -ss -xm myprog.occ -o myprog.t4h 

iserver -ss -xm -t8 myprog.occ -o myprog.tSh 

iserver -ss -xm -t5 myprog-occ -o myprog.t5h 

MS-DOSA/MS system: 

oc /I /xm 

iserver /ss /xm myprog.occ /o myprog.t4h 

iserver /ss /xm /tS myprog.occ /o myprog.tSh 

iserver /ss /xm /t5 myprog.occ /o myprog.tSh 

tn this example the Occam compiler is first loaded onto the trans- 
puter board. It is then invoked in continuous execution mode, wilh 
different compiler options (see section 25) selected for the program 
"myprog.occ". A different output file is specified each time the tool 
is invoked. The server 'ss' option enables the program to communicate 
with the host file server {see chapter 22). The 'xm' option must be used 
each time the tool is to be reinvoked. 



2.12.1 Error handling and message format 

All tools in the toolset use a common system of error handling and a common 
format for error messages. This has the following advantages: 

• The tool generating the error can be identified even when the tool is run 
in a 'background' mode, that is, out of contact with the terminal. 

• Some editors can provide automatic (ocation of the error if the error mes- 
sages are in a fixed formal, 

• Host programs or operating system utilities can be used to detect enrors. 
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The format includes information to assist in locating the error in the file, an 
indication of the error severity, and a message explaining why the error occurred. 
The general format is as follows: 

seventy -toolname -filename {{inenumber)-message 

where: severity indicates the category of error, which can be: Warning] Error, 
Serious: or Fata!. These are described in more detail below. 

toolname is the standard toolset name for the took Names defined using 
host system abbreviations and batch files are not displayed. 

filename and linenumber indicate the file and line where the error was 
detected. They are only displayed when the error occurs in a file. They 
are commonly displayed when files of the wrong format are specified on 
the command line, for example, a source file is specified where an objecl 
file is expected. 

message is the text explaining why the error occurred and, it appropriate, 
how to recover from the problem. 

For example: 

Error-oc-lnvalid command line option {sting) 

Severities 

Warning messages identify relatively minor inconsistencies in code; they may 
also warn of the impending generation of more serious errors. The tool continues 
to run and may produce usable output if no errors of a more serious nature are 
encountered subsequently. 

Error messages indicate errors from which immediate recovery is possible but 
long term recovery is unlikely. The tool may continue to run. but further errors 
are likely and the tool will probably abort eventualiy. No output is produced. 

Serious messages indicate errors from which no immediate recovery is possible. 
Further processing is abandoned and the operation is aborted. No output is 
produced. 

Fafa/errors indicate internal inconsistencies in the software anci cause immediate 
termination. No output is produced. Fatal errors should be reported immediately 
to an INMOS field applications engineer. 
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[nformation messages 

Messages that are part of the normal operation of the tool, lor example, infor- 
mation from the debugger and simulator tools are displayed in special formats. 
The formats will become familiar with use. 
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This Chapter contains a tutorial that shows you how to compile, link, and run a 
simple example program on a single processor. 

A more complex programming example, illustrating separate compilation, can be 
found in chapter 4, together with a detailed description of program development 
for single transputers. While chapter 5 provides a description and examples of 
multitransputer programming. 

The tutorial, given in this chapter, assumes that you have a boot from link board 
containing a [MS T400, T414 orT425 processor. If you have a board fitted with 
any other transputer you must compile and link the program for that transputer 
type, see section 3.3.6. The tutorial also assumes that certain environment 
variables have been set up. These are introduced in sections 2.10.3 and 2.10.4 
and a description of how to set them up is given in the delivery manual supplied 
with this product. 

If you do not have a transputer board use the T425 simulator tool isim to run 
the application program, see section 3.3.5. 



3.1 Example command line 

Where necessary, the example command lines are duplicated for different host 
versions of the toolset; the '-' switch character is used in command lines for 
UNIX based toolsets and the '/' character is used in commands for MS-DOS 
and VMS based toolsets. When reproducing the examples you should use the 
appropriate command line for your host system. 



3,2 Interrupting programs 

To interrupt an application program while it is still running, press the host system 
BREAK key to interrupt the server. See the delivery manual, section 'Server 
Internjpts' for further details. 

When the BREAK key is pressed the following prompt is displayed: 

(x) exit, (s) hell, or (c) ontinue? 

To abort the program type 'x' or press [returnI This terminates the host file 
server. 

To suspend the program so that you can resume it later, type 's'. 
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To abort the interrupt and continue running the program, type 'c\ 

3.3 Compiling and running a simple example program 

The example program simple -occ reads a name from the keyboard and dis- 
plays a greeting on the screen. The source of the program can be found in the 
toolset examples directory. The program uses the library hostio.lib and 
incorporates the include file hostio. inc. 

The program is illustrated below. 

#INCLUDE "hostio. inc" — contains SP protocol 

PROC simple (CHAN OF SP fs, ts, [ ] INT memory) 

#USE "hostio.lib" — iserver libraries 

tJBYTE buffer RETYPES memory: 

BYTE result: 
INT length: 
SEQ 

so. write. string (fs, ts, 

"Please type your name :") 
so. read. echo. line (fs, ts, length, buffer, 

result) 
so.write.nl (fs, ts) 
so. write. string (fs, ts, "Hello ") 
so. write, string.nl (fs, ts, 

[buffer FROM FOR length]) 
so . exit (f s, ts, sps , success) 



The first line in the program loads the file hostio , inc. This file contains the 
definition of protocol SP, used to communicate with the host file server, and a 
number of constants that are used in conjunction with the host i/o library. 

The procedure simple is then declared. All the working code is contained 
within this procedure. Single processor programs must always use a similar 
parameter list. 

The server library hostio , lib is referenced by the #USE directive. This library 
contains all the procedures used by the program. See part 2, section 1.4 for 
descriptions of tUe routines. 
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Before the body of the procedure a number of variables are declared. First, the 
memory array is retyped as a byte array. This enables the program to use the 
free memory on the board as a character buffer. 

The variables length and result are then declared for use by the program. 
The variable length refers to the number of characters in the name read from 
the keyboard, and result is used by the library routine to indicate whether 
or not the read was successful. The result is ignored by this example lor the 
sake of simplicity; it is assumed that screen writes and keyboard reads always 
succeed. 

The working code is contained within a Seq, indicating that the statements which 
follow are to be executed sequentially. All of the statements are calls to library 
routines in hostio.lib. The code prompts for a name, reads the name from 
the keyboard, and types a greeting on the screen. 

The last statement calls a library procedure which terminates the server, returning 
control to the host operating system. Without this statement the program would 
finish and appear to hang, and the server would have to be terminated explicitly 
by interrupting the program. 



3.3.1 Setting environment variables 

Certain environment variables must be set up prior to using the toolset. These 
are introduced in sections 2.10.3 and 2.10.4 and a description of how to set them 
up is given in the delivery manual supplied with this product. For example, the 
compilation will fail with a message indicating that hostio.inc has not been 
found, should the environment variable ISEARCH not be set up correctly. 



3.3.2 Compiling the example program 

In order to compile the program in its simplesi form i.e. wJth all defaults enabled 
the following command line should be used; 

oc simple ft*^^^^ 

Because the file has the default extension of . occ you can omit it when invoking 
the compiJer. 

The compiler will create afile called simple . tco, containing the code compiled 
for a T41 4 in HALT mode. The compiler will perform the necessary syntax, alias 
and usage checks and will insert code to perform njn-time error checking. By 
default the compiler enables interactive debugging with idebug. 
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3.3.3 Linking the example program 

To use the result of your compilation it must be linked with the libraries that it 
uses. 

To link the program type: 

ilinlc simple, tco hostio.lib -f occajna.lnk (UNIX) 

ilink simple. tco hostio.lib /f occama^lnk jMS-DOSA/MS) 



The linked program will be written to the file simple. Iku. As no output file 
is specified, the file is named after the input file and the default link extension 
. iku is added. 

The library hostio. lib is the server library used by this program. 

The 'f option specifies a linker indirect file containing commands and directives 
to ilink. Three indirect files are supplied to support different transputer types. 
They are occam2 . Ink, occama . Ink and occamS . Ink; they are described 
in chapter 19. These files identify various libraries including compiler libraries 
which are required to be Jinked with the program. These files are provided as a 
short-hand method of specifying such libraries to the linker. 

The file occama . Ink is the correct file to use for T4 series transputers. 

Mote: In more complex programs, libraries may be dependent on other files 
and libraries. To ensure all necessary libraries are linked into a program, the 
imakef tool may be used with a suitable MAKE program. (See below). 



3.3.4 Creating a bootable file 

Before the program can be run it must be made 'bootable'. This involves adding 
bootstrap information to make the program loadable and is achieved using the 
collector tool icollect. One of the following commands should be used de- 
pending on the type of host In use, 

icollect simple, Iku -t (UNIX) 

icollect simple. Iku /t (MS-DOSA/MS) 



By default icollect expects the input file to have been produced by the con- 
figurer. Because the example program is going to run on a single processor 
there is no need to configure it. The 't' option instructs the collector to build a 
bootable file from a finked unit. The bootable program will be written to the file 
simple. btl. 
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icollect will also create a configuration binary file as a by-product of creating 
tiie bootstrap. Configuration binary files describe the network configuration, in 
this case a single transputer. This file will have the extension .cfb and is 
created by icollect for use by the debugger. For multitransputer programs 
the configurer is used to create configuration binary files. 

Chapter 12 gives more information on the collector tool. 



3.3.5 Running the example program 

To run the program it must be loaded onto a transputer board using the host 
file server tool iserver. To load and run the program use one of the following 
commands: 

iserver -se -sb simple. btl (UNIX) 

iserver /se /sb simple. btl (MS-DOSA/MS) 



The 'sb' option specifies the file to be booted and loads the program onto the 
transputer board. It has the effect of resetting the board, opening communication 
with the host, and loading the program onto the network. The 'se' option directs 
the server to terminate if the program sets the error flag. For more details about 
the server options see chapter 22. 

Figure 3.1 shows an example of the screen display, obtained by running 
simple. btl on a UNIX based toolset, for a user called 'John'. 

isarvftr -aa -ab «lmpl4.btl 

Pl«a.8« "typo your nama :John 
Sallo John 



Figure 3.1 Exampte output produced by njnning simple. btl. 

If you are using the simulatorto run the example program use one of the following 
commands: 

isim -bq simple, btl UNIX 

isim /bq simple, btl MS-DOSA/WS 



The 'bq' option specifies batch quiet mode which causes the simulator to run the 
program and then terminate. For more details about how to use the simulator 
see chapter 23. 
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3.3.6 Compiling and linking for other transputer types 

If you are using a transputer other than aT400. T414 orT425you must specify a 
target transputer typa for the compilation and linkage function, since the default 
Jype T414 will be inappropriate. Chapters 25 and 19 describe tiie options avail- 
able. The same option must be specified to both the compiler and the linker, 
otherwise the linker will report an error. In addition, you must change the linker 
indirect file as described in chapter 19. 

For example to compile and link the program 'simple. occ' so that it will run 
on a T800, T801 or T805 use the following command lines, as appropriate: 

UNIX hosts: 

oc simple -tBOO 

ilink simple. tco hostio.lib -f occamS.lnk -tSOO 

MS-DOS/VMS hosts: 

oc simple /tSOO 

ilink simple. tco hostio.lib /f occamS - Ink /tBOO 



3.4 Using imakef 

As an alternative method of program development the toolset IVIakefile generator 
imakef can be used, This tool can produce a Makefile for any type of file that 
can be built with the toolset tools, imakef serves two purposes: 

■ It enables the user to generate a target file automatically (e.g. a bootable 
file) without having to manually perform the intermediate stages of pro- 
gram development i.e. compiling, linking, configuring etc. 

« For more complex programs, comprising several modules, It simplifies 
the incorporation of changes to the program by identifying dependencies 
and incorporating them into the Makefile. 

In order for imakef to be able to identify file types, a different system of file 
extensions must be used to that used in the examples above. See chapter 21 
for a description of imakef and the extensions used. 

To create a Makefile for the exannple program, use the following command: 

imakef simple . b^h 
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The .b4h extension informs imakef that we wish to build a bootable program 
for a T41 4 in the default HALT error mode, imakef will create a Makefile called 
simple, mak containing full instructions on how to build the program. 

To build the program run the MAKE program on simple. mak. The entire 
program will be automatically compiled, linked and made bootable, ready for 
loading onto the transputer. 

For example: 

make -f simple. mak UNIX 

make /f simple. mak MS-DOSA/MS 

To run the program: 

iserver -se -sb simple. b4h (UNIX) 

iserver /se /sh simple. b-Sh (MS-DOSA/MS) 

If you are using the simulator to run the example program use one of the following 
commands: 

isim -bq simple. b4h UNIX 

isim /bq simple. b4h MS-DOSA/MS 
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transputers 



This chapter provides an introduction to OCcam programming using Ihe toolset, 
using an example program for single processors. The chapter follows on from 
the information and example given in chapter 3 'Getting started'. For information 
on programming multitransputer networks see chapter 5. 

Before reading this chapter the user should already be familiar with the concepts 
and syntax of the OCCam programming language. For detailed information about 
the language see the 'Occam 2 Reference Manual' and for an introduction to 
Occam see 'A iutoriaf introduction to OCCSm programming'. 



4.1 Program examples 

A simple programming example, to get you started, is provided in section 3.3. 

This chapter uses a more complex example, illustrating separate compilation; 
which can be found in section 4.12, 

All the example programs are designed for boot from link boards. If you have a 
board that boots from ROM you should set it to boot from link or run the example 
programs using the T425 simulator tool isim. 



4.2 Occam programs 

Within the toolset a single processor program is a single Occam procedure with 
a fixed pattern of fornnal parameters, as illustrated below. 

ilNCLUDE "hostio.inc" 

PROC Occam. program (CHAN OF SP fs, ts, 

[] INT memory) 

body of program 



The procedure and its parameters can have any legal Occam names. You must 
always supply the procedure with the same type of formal parameters as shown 
above, to enable communication with the host. 

All Occam procedures are terminated by a colon (:). at the same indentation 
as the corresponding PROC keyword. Do not forget the colon at the end of a 
program. 
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Program input and output ts supported by the hosl file server, which is resident 
on the host computer. Access to the host file server is via the i/o libraries, which 
are described in part 2, chapter 1. Whenever routines from these libraries are 
used the channels fs and ts must be passed to the routine so that it can 
communicate with the host file server. 

Channel f s comes from the host file server and ts goes to the host file server. 
Both use protocol SP, which is defined in the include file hostio.inc. Fig- 
ure 4.1 shows how these channels are connected. 

The array memory contains the free memory remaining on the transputer evalua- 
tion board after the program code has been loaded and the workspace allocated. 
It is calculated by subtracting the area occupied by the program code and data 
from the value specified in the IBOARDSIZE host environment variable. The 
memory array is passed to the program as an array of type INT, where it can 
be used. By allowing programs to be run on boards with different memory sizes, 
this array aids program portability between different boards. 
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Figure 4.1 Program input/output 



4.2.1 CompiHng programs 

The compiler produces object code in TCOFF format tor input to the linker. The 
compiler is capable of compiling code for any one of a range of transputers (the 
IMS T212. M212. T222. T225, T400. T414. T425. T800, T801 or T805) in one 
of three error modes and with interactive debugging either enabled or disabled. 
The compiler enables interactive debugging by default unless the compiler 'y' 
option is used. 

The standard error modes are HALT system and STOP process. A special 
mode, UNIVERSAL, enables code to be compiled so that it may be run in either 
HALT or STOP mode. The target processor and error mode must be specified 
for each compilation, using options on the command line. By default the compiler 
compiles for an IMST414in HALT mode, and when compiling for this transputer 
type and error mode you may omit the options. In all other cases the options 
must be supplied. 
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Other operating features of the compiler may be changed by options. See sec- 
tion 25.2 for a full description of these options. 

If the compiler detects any errors, the file name and line number of each error 
is displayed along with a message explaining the error. 

If the compilation succeeds, the compiler creates a new code file in the current 
directory. The filename for the new file is derived from the name of the source 
file and the default file extension .tco is added. The filename can also be 
specified on the command line. 

Compilation information 

It is sometimes necessary to check how much workspace (data space) will be 
required to run the code. This information is stored in the code file produced 
by the compiler, linker and librarian. To display the information use the 'I' com- 
mand line option or use the binary lister tool ilist. For details of ilist see 
chapter 20. 



4.2.2 Linking programs 

When all the component parts of a program have been compiled they must be 
linked together to form a whole program. Component parts include the mam 
program, any separately compiled units, and any libraries used by the program, 
including the compiler libraries. 

if required, the compiler libraries are automatically loaded by the compiler unless 
specifically disabled with the compiler 'E' option. If you are unsure whether your 
program uses the compiler libraries it is best to always link in the appropriate 
library. Only library modules actually used by the compiled code will be included 
in the linked code file. The correct library for your program depends on the 
transputer type of the compilation. 

To assist the user, three linker indirect files are supplied listing the compiler 
libraries appropriate to different processor types. The relevant file should be 
included on the linker command line using the 'f " option. occam2 . ink is 
provided for the T2 series, occamS , Ink for the T8 series and occama . Ink 
for other 32-bit transputers. 

For further details of the compiler libraries see part 2, section 1 .2. 

By default, the order In which the code modules are specified on the command 
line determines their order within the [inked unit; library modules being placed 
after the separately compiled modules, This default can be overruled by using the 
compiler directive #pragma linkage (see section 25.10.7) and the linkage 
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directive #SECTI0N (see section 19.3,1). These directives enable the user to 
prioritise the order in which modules are linked together and so influence the 
use of on-chip RAM. A map of the linked unit, showing the order of the modules, 
may be produced by specifying the linker command line option 'MO'. 



4.2.3 Viewing code 

Object code files produced by compiling or linking programs can be examined 
using the binary lister tool ilist. Information that can be displayed includes 
procedure definitions, exported names, external references within the code, and 
symbol data. For more details see chapter 20. 



4.2.4 Making bootable programs 

Code that has been linked to form a program cannot be loaded directly onto a 
transputer evaluation board, for two reasons. Firstly, object code produced by 
the linker and compiler tools contains extra information required by some tools. 
This information must be removed before the program can be loaded. Secondly, 
code to be run on a board which boots from link, such as the IMS B004, require 
the addition of bootstrap information to load the program and start it running. 

Extraneous data is removed, and a boot-from-link bootstrap is added, by the 
collector tool icollect. 



4.2.5 Loading and running programs 

Bootable programs can be loaded onto the transputer evaluation board using 
the host file sen/er iserver (see chapter 22). 

The server must be given a number of parameters when it loads a program. All 
server options are two characters long, with 'S' as the first character. Server 
parameters are removed from the command line by the server, so you should 
avoid using the same options for your own program (it is best to avoid giving 
programs two letter options beginning with the letter 'S'). 

To load a program use the 'SB' option and specify the file to be loaded. This 
has the same effect as using options 'SR', 'SS'. 'Si\ and 'SC* together, that is, 
it resets the board, provides access to host facilities such as file access and 
terminal i/o, and loads the program. The 'Si' option directs the tool to display 
progress information as it loads the file. To terminate when the transputer error 
ilag is set, thereby enabling the program to be debugged, add the server *se' 
option. 
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Programs can also be loaded onto transputer networks, without using code on 
the root transputer, by first using the iskip tool to set up a skip process and 
then loading the program using iserver. This can be useful when loading 
programs onto external networks via a transputer evalualion board. It is also 
useful for debugging programs that normally use the root transputer to run all or 
part of a program. The debugger always runs on the root transputer. Provided 
the network has at least one processor which is not used by the program, iskip 
may be used in conjunction with iserver to load the program over the root 
transputer. For details of skip loading see section 6.6- 



4.3 Transputer types and classes 

This section describes the meaning of transputer types and classes and how 
selection of the target processor affects the compilation and linking stages of 
program development. The section describes how to compile and link code 
targetted at a single processor type and then describes how to compile and 
link programs so that they can be executed on different processor types. The 
examples used in this section follow on from the example introduced in chapter 
3. 



4.3.1 Single transputer type 

For those users who have a single transputer or indeed a network of transputers 
ail of the same type, the compilation and linking stages of program development 
are very straighfonward. Simply compile and link all your modules for the required 
processor. 

The compiler and linker both support command line options to select the following 
processor types: 



16-bif processors 
32-bit processors 



T212, M212, T222. T225 

T400, T414. T425, T800, T801, T805 



Example to confipile and link for a T800: 

oc simple -T800 (UNIX) 

ilink simple, tco hostio.lib -T800 -f occamS.lnk 

oc simple /T800 (MS-DOSA/MS) 

ilink simple.tco hostio.lib /TSOO It occamS.lnk 

The default target processor for both the compiler and tinker Is a T414. so if you 
are using this processor type the steps are even simpler: 
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Transputer 


Processors which ciass can be run on 


class 




T2 


T212, IVI212, T222, T225 


T3 


T225 


T4 


T414, T400.T425 


T5 


T400. T425 


T8 


T800, T801,TS05 


T9 


T801, T805 


TA 


T400, T414. T425, T800, 7801, T805 


TB 


T400, T414, T425 



Table 4.1 Transputer classes and target processor 

oc simple (UNIX) 

ilink simple. tco host io. lib -f occama.lnk 

oc simple (MS-DOSA^MS) 

ilink simple. too hostio.lib /f occama.lnk 



4.3.2 Creating a program which can run on a range of transputers 

The compiler and linker use the concept of transputer class to enable programs 
to be developed which may be run on different transputer types without the need 
to recompile. 

A transputer class identifies an instruction set which is common to all the pro- 
cessors in that class. When a program is compiled and linked for a transputer 
class it may be run on any member of that class. 

Note: Code created for a transputer dass will often be less efficient than code 
created for a specific processor type. Therefore, creating code for a transputer 
class is discouraged in situations where program efficiency is a primary concern; 
it should only be performed where there is a genuine need to produce code 
which will run on a range of transputers or to reduce the size of a support library, 
where program efficiency is not a major concern. 

Table 4.1 lists all the transputer classes which the compiler and linker support 
and indicates which processors the program can be run on. 

In order to develop a program which will run on different processor types, perform 
the foNowing steps: 
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1 Identify the processors on which the program is to run. 

2 Using table 4.1 select the class which may be run on all the target pro- 
cessors. 

3 Compile and [ink all the program modules for this class. 

For example to create a program which will njn on both a T400 and a T425. 
compile and link for transputer cJass T5; 

oc simple -T5 (UNIX) 

ilink simple. tco hostio.lib -T5 -f occama.lnk 

oc simple /T5 (MS-DOSA/MS) 

ilink simple. tco hostio.lib /T5 /f occama . Ink 

Alternatively to create a program which will run on a T400, T425 or a T800, 
compile and link for transputer class TA. 

oc simple -TA (UNIX) 

ilink simple. tco hostio.lib -TA -f occama. Ink 

oc simple /TA (MS-DOSA/MS) 

ilink simple. tco hostio.lib /TA /f occama. Ink 

Programs compiled for the T212, M212 or T222 transputers, which make up 
class T2, can be run on a T225 (class T3) because a T225 has a similar but 
larger instruction set than class T2 transputers. Sinnilarly code compiled for a 
T414 (class T4) may be run on a T400 or T425, which form class T5. The 
T400 and T425 have additional instructions to those of the T414. Likewise, code 
compiled for a T800 (class T8) may be run on a TSOl or TS05, which form class 
T9. Again the T801 and T805 have additional instructions to those of the T800. 



4.3.3 Mixing code compiled for different targets 

This section describes how object code compiled for one target processor or 
transputer class can call and be linked with code compiled for different transputer 
iypes or classes. 

The ability to do this provides the user with greater flexibility in the use of program 
modules: 

• An individual module can be compiled once e.g. for class T4, and then 
be called by separate programs to run on different processor types e.g. 
T414andT425. 
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• When the user is preparing a library for use by programs intended to 
run on different processor types, a single copy of code compiled for a 
transputer class can be inserted instead of multiple copies for specific 
transputers. 

When linking a collection of compiled units together into a single Jinked unit, 
the user must select a specific transputer type or transputer class on which the 
linked unit is to run. As before, this determines the set of transputer types on 
which the code will run. When linking for a particular type or class, the linker 
will accept compilation units compiled for a compatible class. Table 4.2 shows 
which transputer classes the linker wjN accept when linking for a particular class. 



Link 


Transputer classes which 


class 


may be linked 


T2 


T2 


T3 


T3, T2 


T4 


T4, TB. TA 


T5 


T5, T4. TB. TA 


T8 


T8 


T9 


T9, T8 


TB 


TB, TA 


TA 


TA 



Table 4.2 Linking transputer classes 

For example if the target processors are a T400 and a T425 the user may compile 
for classes T5 and TB and link the code for class 15. 

Code for a different transputer class can be included in the final linked unit, as 
long as : 

- it uses the instruction set, or a subset of the instruction set, of the link 
class. 

- the calling conventions are the same, (see below). 

The same rules must also be followed during the program design stage, when 
deciding which modules should call each other. Code for a different transputer 
class can be called provided that it uses the instruction set or a subset of the 
instruction set of the calling class. This is because the compiler needs to know 
which modules to select from libraries containing copies for different processor 
types. 
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Hence the headings in table 4.2 can be modified slightly to produce table 4.3 
which identifies for each class the list of possible classes which it may call. 



Calling 


Transputer classes which 


class 


may be called 


T2 


T2 


T3 


T3. T2 


T4 


T4. TB. TA 


T5 


T5. T4, TB, TA 


T8 


T8 


T9 


T9. T8 


TB 


TB, TA 


TA 


TA 



Table 4.3 Calling transputer classes 

In addition, the order in which the program modules are compiled is affected, 
in that a module which is calied must be compiled before the calling module is 
compiled. This is explained in section 4.9 and an example is given in section 
4.12. 

Classes 18 and T9 cannot call or be linked with class TA; this is a change from 
the IMS D705/D605/D505 versions of the toolset. The reason why these classes 
cannot be linked together is explained in section 4.3.4, which gives details of the 
differences between the instruction sets, as additional information. 

A library can be made consisting of the same modules compiled for different 
transputer types or classes. The user then needs only to specify the library file 
to the linker, and the linker will choose a version of a required routine which is 
suitable for the system being linked. 

The linker uses the rules given in table 4.2 to determine whether a complied 
module, found in a library, is suitable for linking with the current systenn. So, for 
example, to create a library which may be linked with any transputer class or 
specific transputer type, all routines could be compiled for classes T2, TA and 
T8. 

If there are a number of possible versions of a module in a library the best one 
(i.e. the most specific for the system being linked) is chosen. 
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4.3.4 Classes/instruction sets - additional information 

The instruction sets of the transputer classes differ in the following ways: 

• Classes T2 and T3 support 1 6-bit transputers whereas all the other trans- 
puter classes support 32-bit transputers. 

• Class T3 is the same as class T2 except that T3 has some extra instruc- 
tions to support CRC and bit operations and includes spectal debugging 
functions. 

• Class T5 is the same as class T4 except that T5 has extra instructions 
to perform CRC. 2D block moves, bit operations and special debugging 
functions. 

• Class T9 is the same as class T8 except T9 has additional debugging 
instructions. 

• The T800. T801 and T805 processors use an on-chip floating point pro- 
cessor to perform REAL arithmetic. Thus a large number of floating point 
instructions are available for these transputers and for their associated 
classes T8 and T9. These instructions are [isted in part 2, section B.6. 

• For the T414, T400 and T425 processors i.e. transputer classes T4 and 
T5 the implementation of REAL arithmetic is in software. These trans- 
puters make use of a small number of floating point support instructions 
listed in part 2, section B.5. 

• The instruction set of class TA only uses instructions which are common 
to the T400. T414, T425, TSOO, T801 and T805 transputers. Therefore 
it does not use the floating point instructions, the floating point support 
instructions or the extra instructions to perform CRC, 2D block moves or 
special debugging or bit operations. 

• The instruction set of class TB only uses instructions which are common 
to the T400, T414 and T425 processors. Therefore it uses the float- 
ing point support instructions, but does not use the extra instructions to 
perform CRC, 2D block moves or special debugging or bit operations. 

Note: code which includes CRC, 2D block moves and floating point operations 
implemented by ASM or guy code cannot be compiled for classes TA or TB. The 
compiler will report an error if this is attempted. 

When considering the similarities and differences in the instnjction sets oi differ- 
ent transputer classes it helps to divide them into the three separate structures 
as shown in figure 4.2, 
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Figure 4.2 Structures for mixing transputer types and classes 

By comparison with tables 4.2 and 4.3 it can be seen that a module may only 
call and be linked with modules compiled for a transputer class which belongs 
to the same structure. 

Classes T2 and T3 which form the first stnjcture are targetted at 16-bit transput- 
ers so it is obvious that they cannot be linked with the other classes which are 
alt targetted at 32-bit transputers. 

The reason why classes T8 and T9 cannot call or be linked with classes TA, 
TB, T5 or T4 is because floating point results from functions are returned in a 
floating point register for T8 and T9 code and in an integer register for aH other 
32-bit processors. Even if your code does not perform real arithmetic, linking 
code compiled for a T9 or T8 with code compiled for any of the other classes is 
not permitted. 

To summarise, compiling code for the transputer classes TA and TB enables it 
to be run on a large number of transputer types, however, the code may not 
be as efficient as code compiled for one of the other transputer classes or for a 
specific transputer type. For example compiling code for dass T5 enables the 
CRC and 2D block move instructions to be used, whereas these instructions are 
not available to code compiled for classes TA and TB. 
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4.4 Error modes 

For systems thai require maximum security and reliability, the error behaviour is 
of great concern, Occam 2 specifies that run-time errors are to be handled in 
one of three ways, each suitable for different programs. The error mode to be 
used is supplied as a parameter to both the compiler and linker. The options are 
listed in table 4.4. 



Option(s) 


Description 


H 
S 
X 


HALT mode 
STOP mode 
UNiVERSAL mode 



Table 4.4 Compiler and linker options for selecting error mode 

The first mode, called HALT systenn mode, causes all run-time errors to bring the 
whole system to a halt promptly, ensuring that any errant part of the system is 
prevented from cornjpting any other part of the system. This mode is extremely 
useful for program debugging and is suitable for any system where an error is 
to be handled externally. iHALT system mode is the default for the compiler, and 
you should use this mode when you may want to use the debugger. 

Note: on the IMS T414, T222 and I\yl212, HALT mode does not work for pro- 
cesses running at high priority, as the HaitOnError flag is cleared when going 
to high priority. 

The second mode, called STOP mode, allows more control and containment of 
errors than HALT mode. This maps all errant processes into the process STOP, 
again ensuring that no errant process corrupts any other part of the system. This 
has the effect of gradually propagating the STOP process throughout the system. 
This makes it possible for parts of the system to detect that another part has 
failed, for example, by the use of 'watchdog" timers. It allows multiply-redundant, 
or gracefully degrading systems, to be constructed. 

The third mode, called UNiVERSAL mode, may behave as either HALT or STOP 
mode depending on the transputer's Halt-On-Error flag. For example if a library is 
compiled in UNIVERSAL mode, it may be linked in HALT mode with HALT mode 
modules and it will behave as if it had been compiled in HALT mode. Alternativeiy 
if it is linked in STOP mode with STOP mode modules it will behave as if it had 
been compiled in STOP mode. 

if a program, targetted at a single processor, is compiled and linked in UNiVER- 
SAL, the collector tool will treat the linked unit as though it had been linked in 
the default error mode which is HALT mode. 

All separately compiled units for a single processor must be compiled and linked 
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with compatibte error modes. Where a library is used the module of the appro- 
priate error mode will be selected. 

Code which is compiled in either HALT or STOP mode can call code compiled 
in UNIVERSAL mode, however code compiled in UNIVERSAL mode may oniy 
call code which has also been compiled in UNIVERSAL mode. Code which has 
been compiled in HALT mode may not call or be called by code compiled in 
STOP mode. The linker will report an error if user attempts to link HALT and 
STOP modules together. 



4.4.1 Error detection 

In some circumstances it may be desirable to omit the run time error checking 
in one pari of a program, for example, in a time-critical section of code, while 
retaining error checks in other parts of a program, for debugging purposes. 

The compiler provides three command line options to enable the user to control 
the degree of run time error detection; they are the 'K\ 'u' and 'NA' options 
and they prevent the compiler from inserting code to explicitly perform run time 
checks. 

These options should only be used on code which is known to be correct. The 
compiler does not insert a lot of error checking code so it should only be disabled 
as a last resort. 

It is the user's responsibility to ensure that errors cannot occur. The ability to 
disable certain error checking code by using the 'K' and 'u' options should not 
be abused in an attempt to use illegal code, since there is no way of telling the 
compiler to ignore al! errors. 

The *K' option disables the insertion of code to perform njn time range checking. 
In this context range checking only includes checks on array subscripting and 
array lengths. Note: in any situation where the compiler can detect a range 
check error without specifically adding code, it may still do so. The type of 
situation where this is likely to happen is when an array subscript such as [i + j] 
is used, and i + j overflows, 

The 'u' option disables the insertion of code whose only purpose is to detect 
some kind of error. This option is stronger than the 'k' option, and includes the 
'K' option, so it is not necessary to use both options together. (Note: thai the 
'U' does not include the 'na" option which is described below). 

The *U' option will disable the insertion of run-time checks to detect occurrences 
such as the following: 
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negative values [n replicators 

errors in type conversion values, 

errors in the length of shift operations, 

zero length moves, 

array range errors. 

errors in replicated constructs such as Seq, par, if and ALT. 

Note: again in any situation where the compiler can detect an error vi/ithout 
specifically inserting code, it may still do so. Thus arithmetic overflows, etc, can 
still cause an error. (To avoid overflow errors the operators PLUS, IVIINUS and 
TIMES can be used). 

If the 'u' option Is used In conjunction with HALT mode, it will prevent explicit 
checking for floating point errors in those cases where library calls are not used 
to perform floating point arithmetic (see below). In addition it the 'U' option is 
used with STOP or UNIVERSAL mode, it inhibits the ability of the system to 
gradually propagate a STOP process throughout the system. This means that 
the 'u' option, when used with any error mode produces identical code. The 
object file, however, is still marked as being compiled in a particular error mode. 

Thus, faster code is produced by using the 'U' option with any error mode. Any 
libraries which are linked with the modules will maintain the error mode and level 
of error detection that they were compiled for. In practice, libraries compiled in 
HALT mode will be fastest, so for benchmarking, modules should be compiled 
in HALT mode and the 'u' option used. 

If the user requires the equivalent of the UNIVERSAL error mode implemented 
by the IMS D705/D605/D505 versions of the toolset, then UNIVERSAL error 
mode should be used and the V option specified. However, the compiler will 
not incorporate library entries compiled with the 'u' option. 

The following points summarise the differences in the implementation of error 
detection between the current release and previous releases of the toolset i.e 
the IMS D705/D605/D505 toolsets. 
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Comparison of error modes witti the IMS D705/D605/D505 toolsets 



The detection of errors and the action that is taken when an error is detected 
are separated in the current toolset. 

HALT and STOP mode behave the same as they did in the previous toolsets, 

UNIVERSAL mode no longer turns error detection off, Instead it produces 
code which may be linked in either HALT or STOP mode. 

The degree oi run-time checking may be reduced by using the 'K' and 'u' 
command line options. 

To obtain the equivalent of the UNIVERSAL mode implemented by the IMS 
D705;D605/D505 toolsets, compile in UNIVERSAL mode and use the 'U' op- 
tion. Note: this will not cause the compiler to incorporate libraries compiled 
with the 'u' option. 

To obtain the equivalent of OCCam UNDEFINED mode (see the 'OCCBm 2 
Reference Manual'}, compile in any error mode and use the 'u' option. 



The *NA' option disables the insertion of code to check calls to assert. 

The Occam 2 compiler recognises a procedure ASSERT with the following pa- 
rameter: 

PROC ASSERT (VAL BOOL test) 

At compile time the compiler will check the value of test and if it is false the 
compiler will give a compile time error; if it is true, the compiler does nothing. If 
test cannot be checked at compile-tinrte then the compiler will insert a run-time 
check to detect its status. The 'na' option can be used to disable the insertion 
of this run-time check, 



4.5 Interactive debugging 

The compiler and linker tools support interactive debugging by default. When in- 
teractive debugging is enabled the compiler or linker will generate calls to library 
routines to perform channel input and output rather than using the transputer's 
instructions. This does cause a performance penalty to be incurred when in- 
teractive debugging is enabled. Disabling interactive debugging by using the 
command line option 'y' results in faster code execution. 

Interactive debugging must be enabled in order to use the interactive features of 
the debugger. However^ the debugger does not have to be present in order to 
run the code. 
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Code which has interactive debugging disabled may call code which has inter- 
active debugging enabled but not vice versa. If interactive debugging is disabled 
for any nnodule in a program this will prevent the whole program from being 
debugged interactively. 



4.6 Alias and usage checking 

The compiler implements the alias and usage checking rules described in the 
'OCCSm 2 Reference Manual'. Alias checking ensures that elements are not 
referred to by more tlian one name within a section of code. Usage checking 
ensures that channels are used correctly for unidirectional point-to-point commu- 
nication, and thai variables are not altered while being shared between parallel 
processes. For a further discussion of the rationale behind these rules, see sec- 
tions 25.13 and 25.14. Information is also given In The Transputer AppHcations 
Notebook - Architecture and Software, Chapter 6 - The development of Occam 
2'. 

Alias and usage checking during compilation may be disabled by means of the 
compiler options 'A" and *N', Using the 'N' option it is possible to carry out alias 
checking without usage checking. However, it is not possible to perform usage 
checking without alias checking, as the usage checker relies on lack of aliasing 
in the program. If you switch off alias checking with option 'A', usage checking 
is automatically disabled. 

The 'K' and 'U' options will also disable the insertion of alias checks that would 
otherwise be performed at run-time. These options do not affect the insertion of 
ajas checks at compile lime nor the insertion of usage checks which are only 
performed at compile time. 

Alias checking can impose sonne code penalties, for example, extra code is 
inserted if array accesses are made which cannot be checked until runtime. 
The 'WO' command line option will produce a warning message every time one 
of these checks is generated. However, alias checking can also improve the 
quality of code produced, since the compiler can optimise the code if nannes in 
Ihe program are known not to be aliased. 

The compiler usage check detects illegal usage of variables and channels, for 
example, attempting to assign to the same variable in parallel. The compiler 
performs most of its checks correctly, but with certain limitations. Normally, 
if it is unable to implement a check exactly, it will perform a stricter check. For 
example, if an array element is assigned to, and its subscript cannot be evaluated 
at compile time, then the compiler assumes that all elements of the array are 
assigned to. If a correct program is rejected because the compiler is imposing 
too strict a rule, it is possible to switch off usage checking. 
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It should also be noted that usage checking can slow the compiler down. For 
example, programs which contain replicated constructs defined with constant 
values for the base and count, will be checked for each iteration of the rou- 
tine. Replicated constructs which have variable base and count values are only 
checked once with a stricter check, because the compiler cannot evaluate, at 
this point, the actual limits of the replication. 



4.7 Using separate vector space 

The compiler normally produces code which uses separate vector space. Arrays 
which are declared within a compilation unit are allocated into a separate Vector 
space' area of memory, rather than into workspace when they are either: 

• greater than 8 bytes or 

• greater than 1 word, where the elements are smaller than a word (e.g. 

[5]BTYE>, 

This decreases the amount of stack required, which has two benefits: firstly, 
the offsets of variables are smaller, access to them is faster; secondly, the total 
amount of stack used is smaller, allowing better use to be made of on-chip RAM. 

The compiler option *V disables the use of a separate vector space, in which 
case arrays are placed in the workspace. 

When a program is loaded onto a transputer in a network, memory is allocated 
contiguously, as shown in figure 4.3. 

This allows the workspace (and possibly some of the code) to be given priority 
use of the on-chip RAM. Generally, the best performance will be obtained with 
the separate vector space enabled. 

The default allocation of an array can be overridden by an allocation immediately 
after the declaration of an array. This allocation has one of the forms: 

PLACE name IN VECSPACE : 
or PLACE name IN workspace : 

For example, in a program which is normally using the separate vector space, 
it may be advantageous to put an important buffer into workspace, so that it is 
more likeiy to be pul into internal RAM. The program would be compiled with 
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Separate compilation units may be nested to any depth and may contain 
#INCLUDE directives. They may also use libraries, as described in section 4.1 1 . 

A separate compilation unit must be compiled before the source which references 
it can be compiled. 

4.9.1 Sharing protocols and constants 

Occam constants and protocols may be declared and used within a compilation 
unit according to the rules of the language. Where a constant and/or protocol is 
to be used across separate compilation boundaries, it should always be placed 
in a separate file. The file should be referenced in any compilation unit where It 
is needed, by using the #include directive before any #USE directive, which 
introduces procedures using the protocol in their formal parameter lists. Proto- 
cols will also need to be referenced in any enclosing compilation unit (because 
the channels will either be declared there or passed through). For example, 
suppose we have a protocol p defined in a file myprot . inc. We might then 
use it as follows: 

PROC main C) 

#INCLUDE "myprot, inc" 
#DSE "mysc.tco" 

CHAN OF P actual. channel : 
. PAR 

do . it ( ac tu a 1 , channe 1 ) 



The separately compiled procedure do.it, in the file xnysc.occ, would look 
like this: 

#INCLUDE1 "myprot, inc" — declares protocol P 
PROC do.it (CHAN OF P in) 

SEQ 

. . . body of procedure 



Since the protocoi name P occurs in the formal parameter list of the separately 
compiled procedure do.it, the compilation unit must include a ^include 
directive, preceding the declaration of do.it, to introduce the name P. 
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4.9.2 Compiling and Uniting large programs 

Building a program which includes separate compilation units and library ref- 
erences is straightforward. Separate compilation units in the program can be 
compiled individually by applying the compiler to them. Nested compilation units 
must be compiled in a bottom-up order before the top level of the program is 
compiled; finally the whole program is linked together. 

Separate compilation units must be compiled before the unit which references 
them can be compiled. This is because the object code contains all the infor- 
mation about a unit (names, formal parameters, workspace and code size, etc.) 
which is needed to arrange the static allocation of workspace and to check cor- 
rectness across compilation boundaries. This information may be viewed using 
the ilist tool. 

When a program is linked the code for all the separate compilation units in the 
program is copied into a single file. In addition, code for any libraries used is 
included in the file. Where libraries contain more than one module, only those 
modules containing routines actually required in a program are linked into the 
final code. This helps to minimise the size of the linked code. 

The target processor or transputer class and error mode must be specified to the 
linker to enable it to select appropriate library modules. Only one processor type 
or class may be used for the linking process and this must be compatible with 
the transputer type or class used to compile the modules. The error mode used 
for the linking process must also be compatible with the error mode[s) used to 
compile the modules. Compatible use of the compiler and linker 'Y' option must 
also be adopted for the modules to be linked. 

If there are a large number of input modules, they may be supplied to the linker, 
within an indirect file, as a list of filenames. Indirect files may also contain 
directives to the linker. Linker directives enable the user to customise the linkage 
operation and include facilities to modify the use of workspace, create forward 
references to symbols and to nest indirect files. Chapter 19 provides detailed 
information of how to run and use the linker. 



4.10 Using imakef 

When a change is made to part of a program it is necessary to recompile the 
program to create a new code file reflecting the change. The purpose of the 
separate compilation system is to split up a program so that only those parts of 
the program which have changed or which depend on the changed units, need to 
be recompiled, rather than needing to recompile the whole program. However, 
It would be tedious to have to remember which modules had been edited, which 
modules might be affected by calls and the order in which the modules were 
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compifed and linked. For this reason a Makefile generator imakef is supplied 
with the toolset and may be used to assist with building programs consisting of 
several modules. This tool, when applied to a program (or part of a program), 
compiles a list of dependencies of compilation units and uses this list to produce 
a Makefile. The Makefile can be used with a suitable MAKE program to recompile 
only the changed parts of a program. This ensures that compilation units will 
always be recompiled where a change has made this necessary. 

To use the Makefile generator you must tell it the name of the file you wish to 
build. The tool can produce a Makefile for any type of file that can be buiit with 
the toolset tools, [n order for imakef to be able to identify file types, a different 
system of file extensions must be used to thai used in this chapter. The file 
name rules for imakef are described in chapter 21 together with details of how 
to use the tool. 



4.11 Libraries 

A library is a collection of compiled procedures and/or functions. Any number 
of separately compiled units may be made into a library by using the librarian. 
Separately compiled units and libraries can be added to existing libraries. Each 
compilation unit is treated as a separately loadable module within a library. When 
compiling or linking, only modules which are used by a program are loaded. The 
rules for selective loading are described in the following section. 

Libraries are referenced from OCCam source by the #USE directive. For exam- 
ple: 

#USE "hostio.lib" — host server library 

The filename is enclosed in quotes. The rest of the line, following the closing 
quote, may be used for comments. Directives must occupy a single line. 

Libraries should always use a .lib file extension, and this must always be 
supplied in a #USE directive. 



4.11.1 Selective loading 

Each module {separately compiled unit) in a library is selectively loadable by the 
linker; i.e. parts of a library not used or unusable by a program are ignored. 
The unit cf selectivity is the library module; i.e. if one procedure or function of a 
library module is used then al! the code for that module is loaded. 

The compiler is selective when a library is referenced. Only modules of a library 
that are ot the same, or compatible, transputer type or class^ error mode and 
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method of channel input/output, are read (see sections 4.3, 4.4 and 4.5). 
Selective loading is based on the following ailes: 

1 The transputer type or class of a library module must be the same as, or 
compatible with, the code which could use it. 

2 The error mode of the library module must be the same as, or compatible 
with, the code which could use it 

3 The interactive debugging mode (i.e. whether interactive debugging is 
enabled or not) of the library must be the same, or compatible with, the 
code which could use it. 

4 At least one routine (entry point) in a module is called by the code. 

Rules 1 to 3 apply to the compiler. All the rules are used by the linker. The 
compiler only selects on transputer type, error mode and method of channel 
input/output. It is not until the linking stage that unused modules are rejected. 
For details on mixing processor classes and error modes see sections 4.3 and 4.4 
respectively. 

4.11.2 Building libraries 

Libraries are built using the librarian tool ilibr. Libraries can be created from 
either separately compiled units (.tco or library files .lib) or from linked units 
(.iku files) but not a combination of both. The librarian takes any number of 
input files and combines them into a single library file. Each separately compiled 
unit forms a single module in the library. 

When forming a library the librarian will warn if there are multiply defined routines 
(entry points). In other words, for each combination of transputer type, error 
mode and method of channel input/output there may only be one routine with a 
particular name. For further information on building libraries see chapter 1 8. 

As an example consider building a library called mylib.lib. The source of 
this library is contained in a file called mylib.occ and has been written to 
be compilable for both 16 and 32 bit transputers. We want the library to be 
available for T212 and T800 processors in halt on error mode only. Having 
compiled the source for the two processors we will have two files, for example: 
mylib,t2h and mylib.t8h. To form a library from these compilation units 
use the following command line: 

ilibr mylib,t2h mylib.tSh 
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When an output filename is not specified, as in this example, the ilbrarian uses 
the first file in the list to make up the output file name and adds the extension 
.lib. In this case it will whte the library to the file mylib. lib. 

The librarian can also lake an indirect fiie containing a list of the files to be built 
into the library. Such files should have the same name as the library, but with a 
. Ibb file extension. So, still using the above example, if the names o* the files 
to make up the library were put in a file called mylib . Ibb, we could then build 
the library using one of the following commands: 

ilibr -f mylib. Ibb -o mylib, lib (UNIX) 

ilibr /f mylib. Ibb /o mylib, lib (MS-DOSA/MS) 

Compiled modules can be added to an existing library file. However, if the 
librarian attempts to create an output file with the same name as an input library 
file, an error will be produced. This can be avoided by specifying a different 
output filename using the 'o' option. Alternatively if one on the compiled modules 
to be added to the library has a different name, this could be specified first on 
the command line. Once the new library file has been created it can be renamed 
if necessary. Adding modules to an existing library does not require programs 
which call it. to be recompiled, provided it is given its original name in its final 
form. 

The Makefile generator imakef can be used to assist with the building of li- 
braries. This is particularly useful where libraries are nested within other iibraries 
or compilation units, because imakef can identify the dependencies of libraries 
on other modules or separately compiled units. For further information about the 
imakef tool see chapter 21 . 

For further details of how to use the librarian and how to optimise libraries see 
chapter 1 8. 



4.12 Example program - the pipeline sorter 

This section introduces an example which serves to show how a large program 
might be structured, in terms of separate compilation units, libraries, and a shared 
protocoL 



4-12.1 Overview of the program 

The program sorts a series of characters into the order of their ASCII code 
values. 

Figure 4.4 shows the basic structure of this program. There are three processes: 
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Figure 4.4 Basic structure of sorter program 



the input process, the output process and the sorter process. We can decom- 
pose the sorter process by using a pipeline structure. This uses the algorithm 
described in 'A tutorial introduction to OCCBm programming'. If we design the 
pipeline carefully we can ensure that each element of the pipeline is identical to 
all the other elements. The pipeline is served by an input process, which reads 
characters from the keyboard, and an output process which writes the sorted 
characters to the screen. Figure 4.5 shows the structure of the program using a 
pipeline. 




INPUT 



element 




element 




element ' 
n-1 




OUTPUT 



Figure 4.5 Pipeline of n elements 

An obvious implementation would be to write an occam process for each pro- 
cess in figure 4.5, using a replicated process for the pipeline. Communication 
between the processes is via Occam channels and to aid program correctness 
we should use an occam protocol for these channels. This protocol must 
be shared by all the processes. As the Occam compiler compiles processes 
(PROCs) and as each of the processes is independent we can implement each 
one as a separately compiled unit. The processes share a common protocol 
and the best way to ensure consistency is to place the protocol in a separate file 
and use the #include mechanism to access it. These processes can then be 
called in parallel by an enclosing program which can access the code ot each 
process by the #USE mechanism. 

There is a problem with this implementation because two processes require 
access to the host file server. The host file server is accessed via a pair of 
Occam channels and occam does not allow the sharing of channels between 
processes. There are a number of ways around this problem. One solution is to 
use a multiplexor process for the server channels, as described in section 8.5. 
Another solution is to merge the two processes into a single process. This 
solution is used because the program accesses the server in a sequential manner 
(read a line then display sorted line, read a line etc.). Figure 4.6 gives the final 
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process diagram for the program. 






Figure 4.6 Program with combined input/output process 
The implementation can be split into four files: 

element .occ the pipeline sorting element 

inout . occ the input/output process 

sorter, occ the enclosing program 

sorthdr . inc the common protocol definition 



Figure 4.7 shows the 


way these files are connected together to form a program. 
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Figure 4.7 File structure of program 

The source of the program is given below and is supplied in the 'examples' 
directory. You can either copy these files to a working directory or you can 
t/pe in the source as given below. For details of the toolset directories see the 
Delivery Manual that accompanies the shipment. 

Two other files are required to complete the program. These are the host file 
server library hostio . lib and the corresponding . inc file containing the host 
file server constants. 
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4,12.2 The protocol 

Declarations of constants and channel protocols are contained in the include file 
sorthdr . inc. which is listed below. 

PROTOCOL LETTERS 
CASE 

letter; BYTE 
end. of .letters 
terminate 



VAL number .elements IS 100: 

This declares a protocol called letters, which permits three different types of 
message to be communicated: 

letter - followed by the character to be sorted. 

end. of -letters - marks the end of the sequence to be sorted, 
terminate - Signals the end of the program. 

The constant number .elements is also declared. This defines both the num- 
ber of sorting elements in tlie pipeline and the maximum length of the sequence 
of characters that can be sorted. 

4.12.3 The sorting element 

The sorting element element. occ is iisted below: 

#INCLUDE " sorthdr. inc" 

PROG sort .element {CHAN OF LETTERS input, output) 

BYTE highest: 
BOOL going; 

SEQ 

going := TRUE 
WHILE going 
input ? CASE 
terrninate 

going := FALSE 
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letter; highest 
BYTE next: 
BOOL inline: 
SEQ 

inline := TRUE 
WHILE inline 
input ? CASE 
letter; next 
IF 

next > highest 
SEQ 

output ! letter; highest 
highest := next 
TRUE 

output ! letter ; next 
end . of . letters 
SEQ 

inline := FALSE 
output ! letter; highest 
output ! end.of. letters 
output ! terminate 



This program consists of two loops, one nested inside the otiier. The outer 
loop accepts either a termination signal or a character sequence for sorting. If it 
receives a character it enters the inner loop. The inner loop reads characters until 
it receives an 'end of letters' signal, signifying the end of the string of characters 
to be sorted. The sort is performed by storing the highest (ASCII) value character 
it receives and passing any lesser (or equal) characters on to the next process. 
The 'end of letters' tag causes the stored value to be passed on and the inner 
loop terminates. 

The maximum number of characters which can be sorted is determined by the 
number of sorter processes. One character is sorted per process. 



4.12.4 The input/output process 

This process consists of a loop which reads a line fronn the keyboard, then 
sends the line to the sorter and, in parallel, reads the sorted line back. It then 
displays the sorted line. If the line read Ironn the keyboard is empty the loop is 
terminated At the end of the process the host file server is terminated with the 
success constant sps . success, which is defined in the file hostio . inc. 

If any i/o errors occur the program will stop, allowing it to be examined by the 
debugger. 
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The input/output process inout.occ is listed below. 

#INCLUDE "sorthdr.inc" 
ftlNCLDDE "hosticinc" 

PROC inout (CHAN OF SP fs, ts, 

CHAN OF LETTERS from, pipe, to. pipe) 

tUSE "hostio.lib" 

[number .elements - IjBYTE line, sorted, line; 
INT line. length, sorted. length: 

BYTE result : 
BOOL going: 

SEQ 

so* write. string.nl {fs, ts, 
"Enter lines of text to be sorted * 
*- empty line terminates") 
going := TRUE 
WHILE going 
SEQ 

SO. read. echo, line (fs, ts, line. length, 

line, result) 
IF 

result <> spr.ok 

STOP -- stop if an error occurs 
TRUE 

so.write.nl (fs, ts) 
PAR 
SEQ 
IF 

(line. length = 0) — no more input 

to .pipe ! terminate 
TRUE 
SEQ 

SEQ i = FOR line. length 

to. pipe ! letter; line[i] 
to. pipe ! end. of . letters 
BOOL end, of, line; 
SEQ 

end -Of. line := FALSE 
sorted , length : = 
WHILE NOT end. of .line 
from. pipe ? CASE 
terminate 
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SEQ 

end. of .line := TRUE 
going := FALSE 
letter; sorted. line [sorted, length] 

sorted. length := sorted. length + 1 
end. of . letters 
SEQ 

so, write. string.nl its, ts, 
[sorted, line FROM 
FOR sorted. length] ) 
end. of .line :- TRUE 
so.exit{fs, ts, sps-success) -- terminate server 



4.12.5 The calling program 

This process calls the input output process in parallel with the sorter elements, 
in a pipeline. The memory parameter must be declared, but the program does 
not use it. 

The calling program sorter. occ is listed below. 

^INCLUDE "hostio.inc" 

PROC sorter (CHAN OF SP fs, ts, []INT memory) 

#USE "hostio.lib" -- host i/o library 
# INCLUDE "sorthdr.inc" 

#USE "inout" — separately compiled units 
#USE "element" 

[number. elements + 1]CHAN OF LETTERS pipe: 
PJ^ — run pipe between i/o processes 

inout(fS/ ts, pipe [number .elements] , pipe[0]) 
PAR i = FOR number .elements 

sort .element (pipe [i] , pipe[i + 1]) 



4.12.6 Building the program 

To build the program, first compile each component of the program separately, 
link them together, and add bootstrap code to the main compilation unit. 
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The program's componenls must be compiled in a bottom up fashion, thai is. 
element . occ and inout . occ first (in either sequence), followed by the main 
program sorter. occ. 

First, compile the sorting element element . occ using the totlowing command; 

oc element 

The fife extension can be omitted on the command line because the source file 
has the conventional extension .occ. 

The compiler produces a file called element. tco. compiled for a T414 in 
HALT mode. 

Compile the input/output process using the following command: 

oc inout 

The compiler will produce a file called inout , tco, compiled for a T41 4 in HALT 
mode. 

Then compile the main body using the command line: 

oc sorter 

The compiler will produce a file called sorter. too, compiled for a T414 in 
HALT mode. 

Having compiled al! the connponents of the program you can now link them 
together to form a whole program. Any libraries used by the program must aJso 
be specified to the linker. The library hostio.lib is the server library used 
by this program. Remember the inciude file, occama . ink, which identifies the 
other libraries, such as compiler libraries, required in the linking process. (See 
section 4.2.2). To link the files use one of the following commands: 

ilinX sorter. tco inout. tco element ,tco hostio.lib -f occama. Ink 
ilink sorter. tco inout. tco element. too hostio.lib /f occama. Ink 

When specifying options for any of the tools remember to use the correct prefix 
character for your version of the toolset ('-' for UNIX implementations, and 7' 
for the IBM PC and VAXA/MS implementations). 

The linker wi!l create the file sorter . iku linked for a T4U in HALT mode. 

If a main entry point is not specified, the linker uses the first valid entry point 
that it encounters in the input. Therefore, in the above example, if is important 
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to list the file 'sorter. tco' first. A main entry point may be specified within 
an indirect file using the linker directive #mainentry or on the command line 
using the 'ME' option. 

Before you can run the program you must add bootstrap code. To do this use 
the collector tool icoiiect, using one of the following command lines: 

icollect sorter. Iku -t (UNIX) 

icoiiect sorter. Iku /t (MS-DOSA/MS) 

The 'f option informs the collector tool that the input file is a linked unit rather 
than the output of the configurer tool. (The configurer is used for multi-processor 
applications). 

The collector tool wil! create the files sorter .btl and sorter. cfb. The 
.btl file contains the bootable program code. The .cfb file is a configura- 
tion binary file which is created by icollect as a by-product of creating the 
bootable file; it is redundant as far as this example is concerned. 

To run the program on a transputer board use one of the following commands: 

iserver -se -sb sorter. btl (UNIX) 

iserver /se /sb sorter. btl (MS-DOS/VMS) 

The 'sb' option specifies the file to be booted and loads the program onto the 
transputer board. It has the effect of resetting the board, opening communication 
with the host, and loading the program onto the network. The 'se' option directs 
the server to terminate if the program sets the error flag. For more details about 
the server options see chapter 22, 

The program reads characters from the keyboard, sorts the line and redisplays 
it. The progrann will run until input is terminated by typing RETURN on an eniipty 
line. 

Figure 4.8 shows an example of the screen display, obtained by njnning 
sorter. btl on a UNIX based toolset. The user inputs the string 'Sorter 
program ' and terminates the program by pressing RETURN. 



l£erv«r -se -6b sorter. btl 

Enter lines of text to b* sorted - enpty line terminatat 

Sorter program 
\^^ SaeginoO'prrzrt ^ 

Figure 4.8 Example output produced by running sorter. btl. 
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To run the program using the simulator use one of the following commands: 

isim -bq sorter. btl (UNIX) 

isim /bq sorter, btl (MS-DOSA/MS) 

The 'bq' option specifies batch quiet mode which causes the simulator to run the 
program and then terminate. For more details about how to use the simulator 
see chapter 23. 



4.12.7 Automated program building 

The imakef tool can be used to automate the development process. From the 
above example it can be seen that there are many steps to go through when 
building a program of any size. Some of these steps must be performed in a 
specific order and if part of the program were changed then all affected parts 
must be recompiled and relinked etc. 

MAKE is a common tool for buiJding programs. It uses information about when 
files were last updated, and performs all the necessary operations to keep object 
and bootable files up to date with changes in any part of the source. Makefiles 
are the standard method of providing the MAKE program with the information it 
needs. 

The Occam toolset is designed in such a way that it is possible tor a tool to 
construct Makefiles to build Occam programs. The Makefile generator imakef 
produces Makefiles in a format acceptable to most MAKE programs, 

imakef requires the user to adopt a particular convention of file extensions. 
The user then only has to specify the target file he requires i.e. a bootable 
file and imakef, using its knowledge of file names rules, creates a suitable 
Makefile. This file has full instructions on how to build the program. 

By running the MAKE program for the file the entire program will be automatically 
compiled, linked and made bootable, ready for loading onto the transputer. 

For more details about the imakef tool and an example of how to create a 
makefile for the pipeline sorter program used in this chapter, see chapter 21. 



72TDS275 02 March 1991 



72 4 Programming single transputers 



72TDS275 02 March 1991 



5 Configuring transputer 
networks 



This chapter describes how to build programs that run on networks of transputers. 
It describes how to configure an OCCam program for a network of transputers us- 
ing the Occam configurer tool occonf and describes how to load the program 
onto a transputer network. These procedures are illustrated with an example 
program for four transputers. 

The chapter introduces the configuration language, whose syntax is specified 
in part2, appendix E and the configurer tool occonf. described in chapter 26. 
This chapter also includes examples illustrating various aspects of configuration. 



5.1 fntroduction 

In order to build programs for multJtransputer networks a program is split into a 
number of self contamed components, and each of these is implemented as an 
Occam process. Each process may communicate with other processes resident 
on the same transputer or, via links, with processes on other transputers. 

Programs consisting of Occam processes can be run on single or multiple trans- 
puters, in any combination. Performance requirements can be met by adapting 
the application to run on differing numbers of transputers, and by using differing 
network topologies. The mapping of processes to processors on a transputer 
network is known as configuration. 

Transputer programs can be configured to run on any physical network of trans- 
puters. They can be configured to be loaded from an external host down a 
transputer link, or to be loaded from ROM. 

Configuration is achieved by including the program in a configuration description 
written in the occam configuration language. A configuration description is 
created by the user as a text file using the configuration language which is an 
extension of occam. The file is expected by occonf to have the file extension 
.pgm. A configuration description may be processed by the configurer tool to 
generate a configuration data file, which in turn may be processed by the collector 
tool icoilect to generate a transputer loadable file. 

Conventional file name extensions may be used for these various file types to 
facilitate the construction of Makefiles using the Makefile generator tool. Chapter 
21 describes how to use the Makefile generator for program development and 
the extensions which should be used. 
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Wtthln a configuration description the hardware natwork and tine software de- 
scription are kept separate. Th:s enables the software description to be used for 
running the same parallel program on a variety of alternative hardware networks. 
Likewise a particular physical network may be described once for use in a vari- 
ety of configurations describing different programs that may be run on the same 
network. 

By using the facilities for calling other languages from occam, programs com- 
piled from mixed language sources may also be configured using the OCCam 
configurer. (These facilities enable the foreign language code to be incorporated 
into the Occam program as equivalent OCCam processes. An example of this 
is provided in the examples directory supplied with the toolset. A description 
of this method of mixed language programming is given In ANSI C toolset user 
manual). Similarly it is possible to configure OCCam modules (which are calied 
by C programs) using the configurer provided with the ANSI C toolset. Details 
o1 how to do this are also given In the ANSI C toolset user manual. 



5.2 Configuration model 

The configuration model consists of the foilowing parts: 

• A hardware network description which declares a network as a connected 
graph of processors. 

• A software description in the form of an occam process. 

• A mapping between the processes and channels of the software and the 
nodes (processors) and arcs (transputer link connections) of the network. 
The mapping is achieved by declaring names and, in the scopes of these 
deciarations, referring lo the names in the structures of the configuration 
description. Normal OCCam scope rules apply. 

The software description takes the form of an occam process with at least 
as many parallel sub-processes as there are hardware processors in the net- 
work. Within the description, each process which may be independently placed 
on a processor, is introduced by a processor construct naming a proces- 
sor. Processors so named may either be the hardware processors declared in 
the network description, or may be logical processors mapped onto the hard- 
ware processors in a separate mapping structure. In either case the processor 
name must have appeared in a NODE declaration in whose scope the software 
description is written. 

The connections between processes in the software description are defined by 
Occam channels. It is thus possible for the configurer tool to determine what 
code is to be loaded onto what processor, and to choose its own mapping of 

72TDS275 02 March 1991 



5.2 Configuration model 75 



channels onto physical connections between processors^ 

Some channels may be used to connect to hardware outside the network, such 
as the development host or other hardware connected by means ot link adaptors. 
External objects of this kind are declared as edges in the hardware description. 

All processors which are connected together are connected via their links, rep- 
resented in the language as attributes, ot type EDGE of declared nodes. 

The connections to external edges, or those between processors may optionally 
be declared as arcs, which associate a name with a particular connection. This 
enables explicit mappings of channels onto these arcs to be made. 



5.2.1 Configuration language 

A configuration description consists of a sequence of declarations and state- 
ments in an extension to occam and follows the usual OCcam scope rules. 
These declarations and statements are evaluated by the occam compiler, which 
is called during configuration by the configurer tool occonf . Appendix E (in part 
2) defines the syntax of the Occam configuration language and also gives de- 
tails of how it differs from previous implementations of the toolset i.e. the IMS 
D705/D605/D505 products. 

Configuration declarations introduce physical processors, arcs and edges of the 
network, network connections and processor attributes, logical processors to be 
mapped onto physical processors, the software description, and the mapping 
between logical and physical processors. 

Arrays of nodes, edges, and arcs may also be declared. A configuration de- 
scription includes one network, one COnfig and, optionally, one mapping. 
Each of the items appearing before CONFIG behaves as an Occam specifi- 
cation, and ordinary val abbreviations may be included amongst these com- 
ponents to facilitate the description of scalable configurations. A network, 
CONFIG or MAPPING js Optionally named by an identifier following its opening 
keyword. 

Configuration declarations are usually followed by statements which perform var- 
ious actions relating to the declaration. Actions are defined by set, connect 
and MAP statements. The DO construct enables these statements to be grouped 
or replicated. PROCESSOR statements introduce processes which may be 
mapped onto named processors. 

The MAP statennent may be replicated, via the do construct, within a mapping 
declaration. SET and CONNECT statements may be used within a network 
declaration and may be combined in any order using the DO construct. 
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Declaration 



NODE 



ARC 



EDGE 



NETWORK 



MAPPING 



CONFIG 



Description 



Introduces processors {nodes of a graph). These processors 
are considered to be physical if they are defined as part of the 
hardware description, or logical if Ihey are defined as part of 
the software description and mapped to a physical processor 
as part of the mapping, 

introduces named connections {arcs of a graph) between pro- 
cessors (using the transputer links). These connections need 
not be declared as arcs unless channels are required lo be 
explicitly placed on particular links. 

Introduces external connections of the hardware description. 
External edges may be the host, or any peripheraJ connected 
via a link adaptor e.g, a joystick, disc drive. 
Defines the connections and attribute settings of previously 
declared nodes (physical processors). 

Defines mappings between logical processors and physical 

processors. 

Introduces the software description. 



Table 5.1 Configuration description declarations 



Statement 


Description 


SET 


Defines values for NODE attributes. 


CONNECT 


Defines a connection between two EDGES, either of two nodes 
or between a node and a declared external edge. 


MAP 


Defines the mapping of a logical processor onto a physical 
processor declared as a node. 


PROCESSOR 


introduces a software process and associates it with a logical 
or physical processor. 


DO 


Groups one or more actions defined by set, connect or 
MAP statements. 



Table 5,2 Configuration description statements 

Code from other files may be referenced by means of the #USe directive, either 
at the top leveJ, or within the CONFIG construct. # INCLUDE directives can be 
used to include other source files. 

It is suggested that the distinct sections are kept in different fiies, accessed by 
#INCLDDE directives from a 'master' file. 
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5.2.2 Overall structure of a configuration description 

A configuration description consists of two or three parts; a hardware network 
description, a software network description, and an optional mapping between 
the two. 

Tine liardware description defines processor connections. It also defines at- 
tributes such as processor types and memory sizes. These processors are 
known as physical processors. 

Tl:e software description is basically an Occam parallel process, annotated with 
PROCESSOR statements to indicate which processes are to be compiled for 
which processors. These processes are allocated to logical processors. 

The mapping section can be used to ease the task of changing a particular pro- 
gram to execute on a different hardware network. The mapping section enables 
this to be performed without modifying the software description in any way, by 
flexibly mapping the logical processors onto the physical processors. As an 
optimisation, for simple programs, or for programs which will never need to be 
re-mapped, the software description may reference the physical processors di- 
rectly, avoiding the need to introduce logicaf processor names. 

The following example illustrates the basic style of the language: 

"- hardware description, omitting host connection 
VAL K IS 1024 : — useful constants for memory 
VAL M IS K * K : ~ sizes ]U-;o.cg,^ 

NODE root.p, worker. p : — declare two processors 

NETWORK simple . network 
DO 

SET root.p (type, memsize := "T414", 1 * M) 
SET worker. p (type, memsize := "T800", 4 * M) 
CONNECT root,p[link] (3] TO worker .p [link] [0] 

-- mapping j , i 

NODE root.l, worker. 1 : -^ ^W'i^^ ^^ f^^-'^\ ^cc^h^dr^ 

MAPPING . -. , . _ 

MAP root.l ONTO root.p » ^ iriJ^ i < 



MAP worker. 1 ONTO worker. p I ^ ^--t .:^ >^W 



I 



-- software description 

#INCLUDE "prots.inc" — declare protocol 

#USE "root.lku" — must be linked units 
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#USE "worker, Iku" 
CONFIG 

CHAN OF protocol root .to .worker^ worker . to , root : 
PLACED PAR 

PROCESSOR root.l 

root . process (worker . to . root, root . to . worker) 
PROCESSOR worker. 1 

worker , process (root . to , worker^ worker , to , root) 



Note that the configurer can, En this example, automatically place the channels 
onto the single connecting link, assuming that the two channels are used in 
different directions. The configurer can make this check by means of the normal 
Occam usage checking rules. 



This example is illustrated in figure 5.1. 
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Figure 5.1 Mapping of software onto hardware 

In a simple configuration such as this one where each physical processor is 
mapped onto a single logical processor, a shortened configuration description 
may be used which omits the mapping section altogether and uses the physical 
processor names directly in the software description. 

To devise this shortened description rernove the mapping section and delete 
the suffixes .p and .1 from the NODE declarations. SET, CONNECT and 
PROCESSOR statements. 
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5.3 Hardware description 

5.3.1 Declaring processors 

Processors are declared to have node type^ as if they were OCCam data items: 

NODE worker : — single processor 

[No. of .workers] NODE pipeline : — array of processors 

5.3.2 NODE attributes 

A NODE has a set of attributes, analogous to fields of a record. An attribute is 
referenced by subscripting the name of the node with the name of the attribute. 
The attributes are: 

[]BYTE "type : — String describing processor type, 

-- see list below 
[]EDGE link : -- Link connections, number may 

— depend on type 
INT memsize : — Memory size in BYTEs 
BOOL root : — Defines root processor if there is 

no HOST connection 
INT romsize : — Size of ROM attached to processor 
order. code : — Defines the priority of the program 

code in jnemory 
order. vs : — Defines the priority of the 

program' s vectorspace in memory 

The list of permissible attributes is in general dependent upon the NODE type 
field, and may be extended for other NODE types in the future. 

The attribute names, which are predeclared by the configurer, do not follow the 
Occam scope rules; they are only recognised in the correct context. 

The use of order-code and order. vs is explained in section 5.5.3. 

5.3.3 NETWORK description 

The NETWORK keyword introduces a seaion which describes the connectivity, 
and attributes of previously declared nodes. These should be declared out- 
side of the NETWORK description, so that they are visible inside and below the 
NETWORK description. 

To describe a single processor, the SET statement provides values for the pro- 
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cesser's attributes in the style of a multiple assignment 

NETWORK single 

SET processor ( type, memsize := "T800", 1024*1024) 



The type attribute must be set to a BYTE array (of any length) whose contents 
describe the processor type. Trailing spaces at the end of the processor's type 
are ignored. 

Supported types are: 

"T212" "T222" "T225" "M212" 

"T400" "T414" "T425" 
^'T800" "T801" "T805" 

The memsize attribute must be set to the amount of usable memory attached 
to that processor, as a contiguous amount starting at the most negative address. 
It is specified in bytes. 

Both the type and memsize attributes must be defined for all processors. No 
attribute may be defined rrsore than once for each processor. 

The above example could also be written as a sequence of SET statements in 
a DO construct: 

NETWORK single 
DO 

SET processor ( type := "TSOO") 
SET processor ( memsize := 1024*1024) 

Since the DO construct does not imply any particular ordering, there Is no con- 
straint on the order in which attributes may be defined. 

If a network is to be configured to be loaded from ROM, the attribute root must 
be set to true for one processor only. By default this attribute is false for 
all processors. The attribute romsize should be set to the number of bytes 
of ROM on the root processor. These attributes are ignored if the network is 
configured to be booted from link. 

IF, SKIP and STOP may be used In DO constructs and are effectively executed 
at configuration time. 

Processors must be connected together by means of CONNECT statements quot- 
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ing a pair o1 edges: 

VAIi K IS 1024 : 

NETWORK pair -from. ROM 
DO 

SET procl ( type, memsize ;= "T800'\ 2048 * K) 
SET procl ( root, romsize := TRUE, 256 * K) 
SET proc2 ( type, memsize := "T414", 1024 * K) 
CONNECT procl [link] [0] TO proc2[linIc] [3] 



The order of the two edges in a CONNECT statement is irrelevant. 

Arrays of processors do not need lo all have the same types or attributes. They 
can be set by using DO replicators within the network construct, and by using 
conditionals, as in this (rather contrived) example: 

NETWORK pipe 
DO 

DO i = FOR 100 
IF 

(i \ 4) = 

SET processor [i] (type, memsize := "TSOO", 
4 * (1024 * 1024) ) 
TRUE 

SET processor [i] (type, memsize := "T414", 
2 * (1024 * 1024) ) 

DO i = FOR 99 
DO 

CONNECT processor [i] [link] [1] TO 

processor [i+1] [link] [0] 
IF 

(i \ 2) = 

CONNECT processor [i] [link] [2] TO 
processor [i+2] [link] [3] 
TRUE 
SKIP 



More complicated expressions may also be used, as long as they can be eval- 
uated at configuration time; 
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VAL processors IS ["T414", "T414", ^'T414", "T800"] : 
NETWORK fancy — every fourth processor is different! 
DO i = FOR SIZE array 

SET array [i] ( type := processors [i \ 4] ) 



5.3.4 Declaring EDGEs 

Declared edges define the ends of external connections of a network. For 
instance, a connection to another machine whose internal structure is irrelevant. 
They are declared as though they were OCCam data types, and as usuai we 
can declare an'ays of Ihem: 

[10] EDGE diskdrive : 
NETWORK disk, farm 
DO i = FOR 10 
DO 

— insert code to set attributes, then: 
CONNECT processor [i] [link] [0] TO diskdrive[i] 



EDGE joystick : 
NODE controller : 
NETWORK n 
DO 

SET controller (type, memsize ;= ''T212", 64 * 1024) 
CONNECT controller [link] [2] TO joystick 



5,3.5 Declaring ARCs 

in Sonne circumstances a programmer may require to name a connection be- 
tween two processors. This isn't normally necessary, because the configurer 
can place channels between processors onto links automatically, but where a 
channel must be connected onto an external edge this is required. Also, if 
there are multiple links between two processors, and one iink is set for sonie 
reason to go at a different data rate than another, the programmer might wish to 
have more control. 

These named links are called arcs, and are declared as though they were 
Occam data types. They are associated with a link connection by adding a 
WITH clause to the end of a CONNECT statement. 
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EDGE joystick : 
ARC link. to. joystick : 
NODE controller : 
NETWORK n 
DO 

SET controller (type, memsize := "T2I2", 64 * 1024) 
CONNECT controller[link] [2] TO joystick WITH 

link . to . joystick 



5.3.6 Abbreviations 

Occam style abbreviations are permitted, to enable easier reference to elements 
of arrays, etc: 

[10] NODE pipe : 
NETWORK pipeline 
DO i = FOR 10 

NODE this IS pipe[i] : 

SET this (type, memsize := "T414", 1024*1024) 



Since NODES have an attribute link, whose type is [ ]EDGE, we can abbreviate 
one link of a processor as an EDGE: 

[10] NODE pipe : 
NETWORK pipeline 
DO 

DO i = C FOR 10 

SET pipe[i] {type, memsize := "T414", 1024*1024) 
DO i = FOR 9 

EDGE this IS pipe[i ] [link] [2] : 
EDGE that IS pipe[i+l] [link] [3] : 
CONNECT this TO that 



Simple one-to-one mappings of logical to physical processors may also be ex- 
pressed as abbreviations: 

NODE root.l IS root,p : 



72TDS275 02 March 1991 



34 



5 Configuring transputer networks 



5.3.7 Host connection 

There is a predefined EDGE named HOST, which indicates the connection to a 
host computer: 

NODE single ; 
ARC hostlink : 
NETWORK BO 04 
DO 

SET single (type, memsize := "TSOO'S 1000000) 
CONNECT single [link] [OJ TO HOST WITH hostlink 



When configuring a program which is designed to be booted via a transputer 
link, one processor must be connected to the predefined EDGE HOST. 



5.3.8 Examples of network descriptions 

1 ) Single processor configuration connected to host: 

NODE MyB004: 

ARC hostlink: 

NETWORK BOO 4 
DO 

SET MyB004 (type, memsize := "T414", 2 * M) 
CONNECT MyB004[link] [0] TO HOST WITH hostlink 

This configuration is illustrated in figure 5.2. 
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Figure 5.2 Example of host connection 
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2) Simple pipe with one processor with different memory size: 

tpJNODE Pipe: 
ARC hostLink: 
NETWORK simple. pipe 

DO 

CONNECT HOST TO Pipe[0] [link] [0] WITH hostLink 
DO i = FOR p-1 

CONNECT Pipe[i] [link] [2] TO Pipe[i+1] [link] [1] 
SET Pipe[0] (type, memory := "T800", 2*M) 
DO i = 1 FOR p 

SET Pipe[i] (type, memory ;= "T800", 1*M) 



This network is illustrated in figure 5.3. 
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Figure 5.3 Simple pipeline with different processor memory sizes 
3) Square array with host interface processor: 

VAL Up IS 0: 
VAL Left IS 1: 
VAL Down IS 2: 
VAL Right IS 3: 
NODE HostSquare; 
[p] [p]NODE Square: 
ARC hostlink: 
NETWORK square 
DO 

SET HostSquare (type, memsize := "T414", 2*M) 
CONNECT HOST TO HostSquare [link] [0] WITH hostlink 
CONNECT HostSquare [link] [1] TO 

Square [p-1] [p-1] [link] [Down] 

DO i = for p 
DO j = for p 
DO 

SET Square[i][j] (type, memsizs := "T800", 1*M) 
IF 
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(i = 0) AND (j = 0) 

CONNECT HostSquare [link] [Down] TO 
Square [0] [0] [link] [Up] 
1 = 

CONNECT Squaretp - 1] I j - 1] [link] [Down] TO 
Square [0 ] [j ] [link] [Up] 
TRUE 

CONNECT Square[i - 1] [j] [link] [Down] TO 
Square [i ] [j] [link] [Up] 

DO i = for p 

DO j = for p 



IF 



j = <P-1) 

CONNECT Square [i] [j] [link] [Right] TO 

Square[(i + 1) \p] [0] [link] [Left] 
TRUE 

CONNECT Square [i] [j] [link] [Right] TO 
Square[i][j + 1] [link] [Left] 



5.4 Software description 

The software description is an Occam process, par. or placed par, with pro- 
cesses annotated by PROCESSOR statements. These identify which processes 
may be placed on particular processors, The keyword placed is retained for 
compatibility with earlier products; it is no longer required and has no effect. 

The NODES which are referenced by a processor statement may be either 
physical processors if they are described as part of the hardware description, or 
logical processors if they are described as part of the software description. If 
the latter, they are mapped onto physical processors by means of a mapping 
section. 

Physical processor names are allowed here to simplify small networks, or those 
which will not be re-mapped, so that the programmer does not need to invent 
two names for each processor. 

The logical processor names must be introduced first by means of node declara- 
tions. These look identical to those used in the hardware description, but cannot 
have attribute settings. Since these must be visible to a following mapping 
section, they must be declared outside the config construct. Channels which 
are to be placed on arcs by mapping statements must also be declared outside 
the CONFIG construct. 

The process 'inside' the PROCESSOR statement may consist of occam text. 
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However, it is recommended that the code should be restricted to simple proce- 
dure calls i.e. to separately compiled procedures, referenced as linked compi- 
lation units using the #DSE directive. Code which generates library calls is not 
allowed. 

A PROCESSOR statement associates the process instance {process) it labels 
with the logical or physical processor it names. The same name may be ref- 
erenced in more than one processor statement. The set of processes so 
named will run in parallel on that processor. 

Note: when imakef is used to build the program, any linked units referenced 
by the software description must be given extensions of the type cxx. This is 
because imakef uses a different convention for file extensions to the normal 
TCOFF file extensions, see chapter 21 . 

5.4.1 Libraries of [Inked units 

The facility to create libraries of linked units provides an easy method of targetting 
a process at different processor types within a software description. 

For example, suppose a process is compiled and linked once for a T2 and 
once for a T8 and the linked units are given imakef file extensions in order 
to distinguish them. Referencing the two linked units directly within the software 
description by #OSE directives, will cause one of them to hide the other from the 
configurer. 

If, however, the linked units are used to create a library and this is referenced 
by a single #USE directive, the configurer will be able to extract the correct copy 
of the process for each PROCESSOR statement it finds. 

Only libraries containing linked units may be referenced from within a software 
description. 



5.4.2 Example 

The following example of a software description, is for the pipeline sorter pro- 
gram introduced in chapter 4. The example is developed to show the complete 
configuration description for the program, in section 5.6. Figure 5.4 illustrates the 
mapping of the software processes onto a network of logical processors, which 
in this example is achieved without an actual mapping section. This method of 
mapping is explained in section 5.5.4. 

#INCLUDE "hostio.inc" — declares SP 
#INCLUDE "sorthdr.inc" — declares LETTERS 
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#USE "inout,lku" — linked unit 

#USE ^'element. Iku" — linked unit 

NODE inout.p ; — logical processor 

[ string. length J NODE pipe. element .p : — logical 

-- processors 
CONFIG 

CHAN OF SP app,in: 
CHAN OF SP app,out: 
PLACE app.in, app.out ON hostlink: 
[string. length+1] CHAN OF LETTERS pipe: 
PAR 

PROCESSOR inout.p 

inout (app.in, app.out, pipe [string. length] , 
pipe[0]) 
PAR i = FOR String. length 
PROCESSOR pipe. element .p[i] 

sort .element (pipe [i] , pipe [i+l] ) 



This example names a single processes inout.p and an array of processes 
pipe . element . p. The code may be mapped onto any hardware configuration 
onto which these logical processors may be mapped and which includes an ARC 
dedaration for the host connection hostlink. 
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Figure 5.4 Pipeline sorter- mapping processes onto processors 



5.5 Mapping descriptioiis 

A MAPPING Structure is used if the user has declared logical processors. The 
MAPPING maps logical processors used in ihe software description onto physical 
processors used in the hardware description. It is possible to map any number 
of logical processors onto any physical processor. 
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The priority at which a process runs may be determined as part of the mapping, if 
that logical process does not explicitly include high priority code. This reflects the 
fact that changes in mapping may not affect the overali structure of the software, 
but can often change the decisions made about which processes should be 
prioritised. 

IF, SKIP and STOP may be used in a mapping structure. 

As would be expected from the Occam scoping ruies, togical processor names 
must be declared as nodes in the software description, before the opening 
keyword mapping of the mapping description. Each name so declared must 
appear once and once only on the left hand side of a mapping item. Physical 
processors may appear on the right hand sides of multiple mapping items. 

The mapping structure itself may appear either before or after the software de- 
scription. 



5.5.1 Mapping processes 

Having declared physical processors, as part of the hardware description, and 
logical processors, as part of the software description, we can assign logical 
processors to physical processors using the MAP statement. 

MAPPING map 

MAP logical. proc ONTO physical. proc 

We can also supply a list of logical processors to all be mapped onto the same 
physical processor: 

MAPPING map 

MAP router. proc, application. proc ONTO root .processor 

* 

This is exactly equivalent to: 

MAPPING map 
DO 

MAP router, proc ONTO root .processor 
MAP application. proc ONTO root .processor 



And we can use DO replicators, and if constructs, etc: 
MAPPING map 
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DO 

DO i = FOR 10 

MAP router.procli] ONTO router .processor [i] 
DO i = FOR 5 

MAP sieve. proc [i] ONTO sieve. processor 



If we require that the process's priority be determined by the mapping, we can 
use the optional PRI clause. The argument to PRI can be either to indicate 
high priority, or 1 to indicate /oiv priority: 

MAPPING map 

DO i = FOR 10 

MAP logical .proc [i] ONTO physical .proc 

PRI (INT (i = 0)) 



The configuration tool will reject the mapping at high priority of a process which 
itself includes a PRI PAR. 



5.5.2 Mapping channels 

Channels between processors need not be placed by the user. The configurer 
will determine that a connection exists, and will allocate all the channels to links 
if they are available. However, if a user wants to override the default allocation, 
channels may be mapped onto named arcs. Also, channels connecting pro- 
cessors to external edges must be mapped onto an arc which connects to that 

EDGE. 

Channels are mapped onto arcs in exactly the same way as logical processors 
are mapped onto physical processors. Two channels may be mapped onto the 
same arc, as long as they are used in different directions (the configurer will 
check this). Obviously the arc must connect edges of the processors onto 
which are mapped the processes which use the channel. 

EDGE peripheral : 
ARC peripheral .arc : 
NODE root, proc : 
NETWORK n 
DO 

— insert code to set attributes, then: 
CONNECT root. proc [link] [0] TO peripheral WITH 

peripheral . arc 

CHAN OF protocol to.periph, from.periph : 
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NODE process : 
CONFIG 

PLACED PAR 

PROCESSOR process 

— reads from channel from,periph, writes to 
-- channel to.periph 



MAPPING 
DO 

MAP process ONTO root^proc 

MAP to.periph, from.periph ONTO peripheral .arc 



5.5.3 Moving code and data areas 

Two processor attributes may be used to provide greater control of the layout of 
code and data areas in memory. Note that changing the default ordering means 
that the INMOS debugger cannot be used with the program, and for this reason 
these attributes must be explicitly enabled on the command line by means of the 
'RE' option. 

Normally the configurer arranges for the program's workspace to be given the 
highest priority, and hence placed at the lowest address on chip. This means 
that the workspace can make best use of the transputer's on-chip RAM, Program 
code is treated with next priority, and vectorspace has the lowest priority. 

These priorities can be overridden by setting two processor attributes: 
'order. code' and 'order. vs', which correspond to the program code, and 
to the program's vectorspace, respectively. These can be set to INT values, 
where lower integers indicate a higher priority. The workspace is given priority 0. 
Hence setting 'order . code' to -1 means that the code will be placed at a lower 
address than the workspace. If an attribute is not set, the priority is considered 
to have value 0. The relative ordering of sections whose priorities are equal is 
undefined. 

Since these attributes are essentially properties of the user's program, not of the 
hardware description, the settings must be made as part of the MAPPING sec- 
tion. However, the processor which is referenced must be a physical processor. 
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Thus we may have a mapping section like so: 

MAPPING prioritise. code 
DO 

SET physical. processor (order. code := -1) 
MAP logical. processor ONTO physical .processor 



If code re-ordering has not been explicitly enabfed by the command line option 
'RE*, these attributes will be ignored. 



5.5.4 Mapping without a MAPPING section 

Without a mapping section a channel allocation may be used instead of a channel 
mapping. 

Any channel in scope at the point where a process is labelled Is available for 
explicit placement on an arc declared in the hardware network. This is done by 
adding the following allocation immediately after the declaration of the channel: 

CHAH OF protocol to.periph, from^periph : 

PLACE to.periph, from.periph ON peripheral .arc : 

CONFIG 

PLACED PAR 

PROCESSOR root,proc 
— as before 



Allowing more than one channel to be placed In a single allocation or mapping 
statement allows the two channels on any one physical transputer link to be 
placed in a single line of code. 



5.5.5 Mapping examples 

1 } pipeline sorter on a single processor 

MAPPING 
DO 

MAP inout.p ONTO MyB004 
DO i = FOR string, length 

MAP pipe, element. p[i J ONTO MyB004 
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2) pipeline sorter on a ring of processors, one per process 

MAPPING 
DO 

MAP inout.p ONTO MyB004 
DO i = FOR string, length 

MAP pipe. element .pli] ONTO ring[i] 



5.6 Example: A pipeline sorter on four transputers 

This section describes how the pipeline sorter program, described in section 4. 1 2, 
may be distributed over four T414 transputers. Each processor has many pro- 
cesses allocated to it. 

An example of how to design and write a configuration description is given, 
followed by detailed instructions about how to compile, configure and run the 
program. 

In the configuration description it is assumed that there is a transputer network 
of four T414 transputers connected as shown in figure 5.5. It does not matter if 
you don't have such a network - you should read through this example and then 
try modifying it for your network. 
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Figure 5.5 Network of four transputers 

The Occam source and configuration description developed in this example is 
supplied with the toolset In the "examples" directory, and you should copy these 
files to a working directory in order to build the program. Alternatively you can 
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type in the source of the program, as it is given below and in section 4.12. 

The files are as follows: 

sorthdr.inc the common protocol definition, 

element. occ the sorting element, 

inout . occ the interface to the host file server. 

sortb3,pgm the configuration description for the network. 

The contents of the files sorthdr . inc, element . occ and inout .occ are 
described in section 4.12. The contents of the other files used in the program 
are described below. 

To complete the program the host file server library hostio.lib, the hostio 
include file hostio. inc, and the compiler library code will be used from the 
toolset library directory. 

The following code is in the file sortb3 .pgm, it describes the hardware network 
shown above and a mapping of processes onto this network which puts an equal 
number of processes on all processors after the first one, which also gets any 
remainder: 

-- problem size 

VAL string, length IS 80: 

— hardware description 

VAIj number .of » transputers IS 4: 

VAli number .of -elements IS string, length: 

VAli elements .per .transputer IS number .of .elements/ 

number . of , transputers : 
VAL remaining. elements IS number.of. element s\ 

number . of . transputers : 
VAL elements .on. root IS elements .per .transputer + 

remaining. elements : 

VAL K IS 1024; 
[4]N0DE B003.t: 
ARC hostlink: 
NETWORK 
DO 

CONNECT B003.t[0] [link] [0] TO HOST WITH hostlink 
DO i = FOR 4 
DO 

SETB003.t[i] (type, memsize := "T414", 256*K) 
CONNECT B003.t[i] [link] [2] TO 
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B003,t[(i+1)\4] [link] [3] 

— mapping 

VAIi HIGH IS 0: — priorities 
VAIi LOW IS 1: 
NODE inout . p : 

[number .of .elements] NODE pipe .element .p: 
MAPPING 
DO 

MAP inout. p, 

pipe .element .p [elements . on. root- 1] ONTO 
BOOa.tIO] PRI HIGH 
DO i = FOR elements. on. root- 1 

MAP pipe.element.p[i] ONTO B003.t[0] PRI LOW 
DO j = FOR number .of .transputers - 1 

VAL first .element .here IS elements .on .root + 

(j*elements .per .transputer) : 
VAL last * element * here IS first . element .here + 

(elements .per .transputer-1) : 
DO 

MAP pipe .element .p [first .element .here] , 

pipe . element . p [ la st . element , here ] ONTO 
B003.t[j+1] PRI HIGH 
DO i = first .element , here + 1 FOR 

elements .per .transputer - 2 
MAP pipe. element .p[i] ONTO 
B003.tlj+1] PRI LOW 

#INCLUDE "hostio.inc" 
#INCLUDE "sorthdr.inc" 
#USE " inout. Iku" 
#USE "element. Iku" 
CONFIG 

CHAN OF SP app.in: 
CHAN OF SP app.out: 

PLACE app.in, app.out ON hostlink: 
[string, length+1] CHAN OF LETTERS pipe; 
PAR 

PROCESSOR inout. p 

inout (app.in, app.out, pipe [string. length] ^ 
pipe[0]) 
PAR i = FOR string. length 
PROCESSOR pipe. element .p[i] 

sort .element (pipe [i] , pipe [i+1] ) 



72TDS275 02 March 1991 



96 



5 Configuring transputer networks 



In the mapping structure shown, the logical processors named in the software 
description are mapped onto the physical processors declared in the hardware 
description. Note: that on each processor, processes which communicate on 
external channels are mapped to be run at high priority. The allocation of pro- 
cesses to transputers is shown in figure 5.6. 




Figure 5.6 Pipeline sorter processes 



5.6.1 Building the program 

The components of the program must be compifed in a bottom up fashion. First 
compile the sorting element using the foliowing command: 

oc element 
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Because the file has a ,occ file extension you can omit the extension from the 
filename. The command line options to specify the target processor and error 
mode may also be omitted because the defaults are required i.e. T414 and 
HALT mode. The compiler will produce a file called element . tco. 

Next compile the input/output process using the following command: 

oc inout (creates the file inout.tco) 

Each of these files must now be linked. The files are linked in separate oper- 
ations, together with any files they reference. Each linking operation creates 
a unit of code which may be loaded onto the transputer network, according to 
configuration defined in the configuration description. 

To link element .tco use one of the following commands: 

ilink element, tco -f occama . Ink (UNIX) 

ilink element. tco /£ occama. Ink (MS-DOS/VMS) 

Both of these commands will create a file called element, Iku. The linker 
indirect file occama, Ink contains the necessary references to the compiler 
libraries. This file is supplied with the toolset. 

To link inout , tco use one of the following commands: 

ilink inout.tco hostio,lib -f occama. Ink (UNIX) 

ilink inout.tco hostio.lib /f occama. Ink (MS-DOS/VMS) 

Both Of these commands will create a file called inout , Iku. 

Now configure the file sortb3.pgni which defines both the communication 
channels between the processes and how they should be loaded onto the net- 
work: 

occonf sortb3,pgm 

This command will create an output file called sortbS . cf b 

To make the program runnable you must add bootstrap code. To do this use the 
collector tool icollect: 

icollect sortb3.cfb 
The collector will create the file sortbS .btl 
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5.6.2 Running the program 

The program in the file sortb3.btl may be loaded and run using the skip 
loader from the host via the root transputer which is assumed to be connected 
by its link 2 to link of the first transputer of the IMS B003 external network. 

One of the following command sequences should be used: 

UNIX based toolsets: 

iskip 2 -e -r 

iserver -se -ss -sc sortb3.bti 

MS-DOS and VMS based toolsets: 

iskip 2 /e /r 

iserver /se /ss /sc sortb3.btl 

To run the program on the transputer network which includes the root transputer, 
use one of the following commands: 

iserver -se -sb sortb3.bt;l (UNIX) 

iserver /se /sb sortb3.btl (MS-DOSA/MS) 

The program will run until you type 'RETURN' on its own. The 'se' option directs 
the server to terminate if the program sets the error flag. 



5.6.3 Automated program building 

As with the single processor version of this program it is possible to automate 
the building of this program with the Makefile generator tool and a suitable 
MAKE program. The version of the configuration program supplied in the file 
Bortb3c .pgm is written using imakef file naming conventions. For example^ 
the linked units are given file extensions of the form cxx. 

To produce a Makefile for the entire program type: 

imakef sortbSc.btl 

The Makefile generator will produce a file called sortb3c.mak containing a 
MAKE description for the program. It will also produce linker indirect files for the 
two compiled units which comprise the program; these will refer to any necessary 
modules from the library. 

To build the program run the MAKE program on the file sortb3c.mak and 
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ali the necessary compiling, linlcing and configuration will be done automatically. 
For more information about i\/3AKE programs see chapter 21. 



5.7 Use of conditionals in a configuration 

Conditional constructs (IF) are permitted inside network, mapping and 
CONFIG constructs. This makes it possible to create configuration descriptions 
which can be 'conditionally compiled' for different networtt staictures. 

For example, while developing a program, it may be useful to modify a program 
to bypass the root processor, so that an application may be placed directly onto 
an application processor. The following, rather trivial, example demonstrates 
this: 



5.7.1 Example: Configuration using condltionai ir 

In this example, when a single processor is in use, the application communicates 
directly with the host, as shown in figure 5.7. When two processors are available, 
a buffer process is loaded onto the root processor. This process buffers the 
communication between the application and the host. See figure 5,8, 
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Figure 5.7 Direct host connection 
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Figure 5.8 Communication via the root processor 
The implementation is split into the following files: 

app , occ - the application 
buff . occ - the buffer process 
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myprog.pgm - the configuration description file 
The content of app.occ is as follows: 

#INCLUDE "hostio.inc" 
#USE "hostio.lib" 

EROC application. process (CHAN OF SP fs, ts) 
SEQ 

so.write.string.nl (fs, ts, "H^llo world") 
so, exit (fs, ts, sps. success) 

The content of buff . occ is as follows: 

#INCLUDE "hostio.inc" 
#USE "hostio.lib" 

EROC buffer. process (CHAN OF SP fs, ts, from.app, to.app) 
CHAN OF BOOL stopper : 
— This never terminates 
so. buffer {fS/ ts, from.app, to.app, stopper) 

The content of myprog.pgm is as follows: 

VAL number. of .processors IS 1 : — 1 when running, 

— 2 for developing 
NODE root, application : 
AIIC hostlink, rootlink : 
NETWORK 
DO 
IF 

number. of .processors = 2 
DO 

SET root (type, memsize := "T414", #100000) 
CONNECT root [link] [0] TO HOST WITH hostlink 
CONNECT root [link] [3] TO application [link] [0] 

WITH rootlink 
TRUE 

CONNECT application [link] [0] TO HOST WITH rootlink 
SET application (type, memsize := "T414", #100000) 

#IHCLUDE "hostio.inc" 
#USE "app.cah" 
#USE "buff.cah'* 
CONFIG 

CHAN OF SP fS, ts : 
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FUICE fs, ts ON rootlink : — Note that this is ^rootlink' 

— not 'hostlink' 
PAR 

IF 

miTTiher . of . processors = 2 
CHAN OF SP fsO, tsO : 
PLACE fsO, tsO ON hostlink : 
PROCESSOR root 

buf fer. process (fsO, tsO, ts, fs) 
TRUE 
SKIP 
PROCESSOR application 

application .process (fs, ts) 



NODES which are declared, but do not have any attributes set, are ignored when 
configuring a program. 



5,8 Summary of configuration steps 

To summarise, the steps involved in building a program that runs on a network 
of transputers are as follows: 

1 Decide how your program will be distributed over the trar:sputers in your 
network. 

2 Write a configuration description for your program by: 

(a) Describing your hardware network. 

(b) Inserting PROCESSOR statements into your program and adding 
any necessary n^apping description. 

3 Compile all the separate compilation procedures that form the code for 
each transputer in a bottom up (ashion. 

4 Link each configuration procedure with its component parts into a file with 
the name used in #use directives in the configuration source file. 

6 Run the configurer on the configuration description file. 

6 Collect the code using icollect. 

7 Load the program into the network using the host file server. 

Steps 3 to 6 can be automated by using imakef and a suitable MAKE program. 
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6 Loading transputer 
programs 



This chapter explains how to load programs onto single transputers and trans- 
puter networks. It briefly describes the format of loadable programs and intro- 
duces the program loading tools iserver and iskip. The chapter goes on to 
explain how to load progranfis for debugging and ends with an example of skfp 
loading. 



6.1 Introduction 

Transputer programs are loaded onto transputer boards with the iserver tool 
which installs code on each processor using processor and distribution informa- 
tion embedded in the executable file. The executable file consists of code to 
which bootstrap information has been added to make the program self-booting 
on the transputer. Self-booting executable code is also known as bootable 
code. 

Bootable files are generated by icollect from configuration data tiles (network 
programs) or linked units (single transputer programs). Bootable files are gen- 
erated with the default extension .btl {for loading onto boot from link boards), 
or .btr (for loading onto boot from ROM boards). Note a bootable file is con- 
structed such that copying it to a link will boot the network automatically. 



6.2 Tools for loading 

Two toots are provided to load programs onto transputers and transputer net- 
works: 

• iserver - the file server and loader tool. 

iserver loads the bootable file onto the single transputer or transputer 
network and activates the host file server that provides communication 
with the host. 

• iskip - the skip loading tool. 

iskip allows a program to be loaded over the root transputer onto an 
external network. The tool is used prior to invoking iserver to start up 
a special route-through process on the root transputer that transfers data 
between the the network and the host system. 
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Skip loading is useful forthe post-mortem debugging of programs that use 
the root transputer. The root transputer in the network is omitted from 
the logical network and the program is loaded onto the first processor 
afifer the root transputer, leaving it free to run the debugger. This avoids 
having to debug the code from a memory dump file. 

Programs loaded using iskip always require one extra processor on the 
network in addition to those required to run the program. For example, a 
program written for a single transputer requires at least two processors, 
one to act as the root transputer and one to run the program. 



6.3 The boot from link loading mechanism 

iserver loads programs onto transputer networks, via the host IJnk connection, 
using the communication protocol Sp. 

The bootstrap code for the transputers in the network is sent first. The code is 
propagated throughout the network as Individual processors load neighbouring 
processors. After all the transputers in the network have been booted, program 
code is allocated to individual processors. For a multitransputer network the 
allocation of processes to processors is determined by the configuration file. 
For single transputer programs code is loaded onto the first processor on the 
network. 

If iskip is used the first transputer in the network is bypassed. Therefore the 
network must contain one additional transputer to the number required to run the 
program. 

When the code is copied into the transputer's memory the process boots auto- 
matically and the program continues to run until an error occurs, the server is 
terminated by pressing the ISERVER interrupt key (usually CTRL-C or CTRL- 
BREAK), or the program terminates naturally. (Note: terminating the server will 
only stop the program if the program attempts to communicate with the server). 



6.3.1 Breakpoint debugging 

Programs are loaded for breakpoint debugging using the idebug command. 
When invoked in breal<point mode this command incorporates a skip load and 
iserver is not required. Because it uses a skip load, breakpoint debugging 
requires at least two processors on the network. 

For more information about breakpoint debugging and details of the command 
syntax see section 14.3.6. 
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6.4 Boards and subnetworks 

There are two basic types of transputer evaluation board: those that boot from 
link and those that boot from ROM, 

Boot from link JRAIA boards form the majority of transputer boards in general 
use. They are loaded down the link that connects the root transputer to the host 
using the iserver tool. Programs intended to run on boot from link boards 
must consist of bootable code, such as that generated by icollect. 

Examples of boot from link boards supplied by INMOS are the IMS BOOS PC 
motherboard (with appropriate TRAMs) and the IMS B014 and IMS B016 VME- 
bus standard interface boards. 

Boot from RO/WTRAM boards are intended for standalone applications such as 
embedded systems. 

Examples of boot from ROM products are the INMOS rq systems IMS B418 
Flash ROM TRAM and the IMS B016 VME board operating in boot-from-ROM 
mode. 



6.4.1 Subsystem wiring 

Subsystem wiring is the way in which boards are connected together, and de- 
termines the manner in which transputer subnetworks are controNed, 

Three signals are used to controE transputers mounted in a system, namely Re- 
set, Analyse, and Error. Together these are known as the System Services. All 
INMOS transputer boards use a common scheme for propagating these signals 
to other subnetworks. The scheme is as follows. 

Each transputer board has three ports for communicating system services from 
one board to another. These are Up, Down, and Subsystem. Up is the input 
port, used to control the board from an external source; Down and Subsystem 
are both output ports and are used to propagate the Up signal to other boards 
or subnetworks. 

The Down and Subsystem ports work in the totlowing ways: 

Down propagates the Up signal unchanged to the next board or subnetwork. 
This allows multiple boards to be chained together by connecting successive Up 
and Down ports and the whole network can be controlled by a single signal. 

Subsystem transfers control to the board, allowing subnetworks downstream of 
the board to be independently reset, analysed, and their error flags read, under 
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the control of the transputer to which the subsystem is attached. 

6.4.2 Connecting subnetworks 

Multiple transputer systems can either be controlled by the host computer or by 
a masfer transputer controlled by the host computer. 

In a typical multitransputer system the root transputer's Up port is connected 
to the host computer so that the host can control the loading of programs and 
monitor errors on the network. The first processor in the subnetwork is connected 
to either Down or Subsystem depending on the application, and other processors 
on the network are chained together via their Up and Down ports. 

In a simple application requiring multiple transputers, the subnetwork would nor- 
mally be connected to Down on the root transputer. This would allow the host 
computer to reset the whole network in a single operation and to monitor the 
error signal on any transputer in the network. 

A more complicated application may require several programs to be loaded onto 
the subnetwork under the control of the root transputer. Here the subnetwork 
would be connected to Subsystem so that the root transputer could repeatedly 
reset and re-load the subnetwork. Any errors in the subnetwork would be de- 
tected by the root transputer through its Subsystem port, and the error would not 
be propagated through the Up port to the host computer. Reset and Analyse 
signals are propagated through to the Subsystem port, but the error signal is 
not relayed back. (Note some boards do not conform to this system of signal 
propagation - see section 6.5.1). 

6.5 Loading programs for debugging 

special debugger and server options must be used for the debugging of pro- 
grams running on transputer boards, The options vary with the subsystem wiring, 
the board type, and whether or not the program uses the root transputer. The 
effects of subsystem wiring are described above; the effects of board type and 
program mode are described in the following sections. 

Commands to use for various combinations of subsystem wiring, board type, and 
program mode, are listed in Table 14.3. 

6.5.1 Board types 

Some early INMOS boards of the B004 type, unlike later TRAM-based boards, 
do not propagate Reset through to the Subsystem port. On these boards the 'A' 
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debugger option must be supplied on the debugger comrnand line to reset the 
network. 



6.5.2 Use of the root transputer 

The use made of the root transputer by the program changes the procedures 
you must use in post-mortem debugging. This is because the debugger program 
executes on the root transputer and any application code becomes overwritten 
when the tool is invoked. 

Two procedures can be used to load and debug code running on the root trans- 
puter: 

1 Programs can be loaded in the normal way using iserver, and the 
program image in the root transputer's memory saved to a file. The 
code running on the root transputer is then debugged from the dump file. 
Code running on the rest of the network is debugged in the normal way 
by reading the transputer memory directly down the transputer links. 

The dump file is created by invoking idump. The debugger is subse- 
quently invoked using the debugger *R' option that directs it to read the 
dump file. 

Note; On boards that contain only one transputer this method must be 
used. 

2 Programs can be loaded over the top of the root transputer by invoking 
the iskip tool before iserver. This leaves the root transputer free 
to run the debugger. The program can then be debugged down the root 
transputer link in the normal way. 

If iskip is used an extra processor is required over and above those 
required to run the application program. 

Programs configured for a subnetwork that does not include the root transputer 
can be loaded with iskip and iserver and debugged down the root trans- 
puter link using the debugger 'T' option. 

Details of the procedures to use for loading and debugging all types of transputer 
programs can be found in section 14.2. 



6.5.3 Analyse and Reset 

Care must be taken that Analyse or Reset are only asserted once on a network 
that is to be debugged, or incorrect data will be obtained. To ensure this the 
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debugger should be invoked using the standard command sequences given in 
Table 14.3. 



6.6 Example skip load 

This section shows how to load a program into a network over the root transputer 
using the iskip tool. 



6-6,1 Target network 

The program to be loaded is configured for a target network consisting of two 
T800 processors mounted on a BOOS motherboard, A T414 processor in slot 
zero acts as the root transputer, and the target network is connected to link 2 on 
the root transputer via one of the links on processor 1 . The two T800 processors 
are connected by a single link. 

The target network and its connections are shown schematically below. 



host computer 




host 



target network 



root transputer 



link 




link 2 



processor 
1 



processor 
2 



6.6.2 Loading the program 

The file twinprog,btl contains the bootable program. 

To prepare the board for running the program on the target network, invoke 
iskip using one of the following commands: 



iskip 2 -r -e 
iskip 2 /r /e 



(UNIX) 
(MS-DOS and VMS) 



This sets up the system to direct the program to the target network over the top 
of the root transputer and starts the route-through process on the root transputer. 
Options 'r' and 'e* respectively reset the target network and direct the host file 
server to monitor the halt-on-error flag. 
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The program can then be loaded using one of the following commands: 

iserver -ss -se -sc twinprog.btl (UNIX) 

iserver /ss /se /sc twinprog.btl (MS-DOS and VMS) 



6.6.3 Clearing the network 

On transputer boards error flags can be cleared using a network check program 
such as ispy, (Error flags can become set when the board is powered up). 

The ispy program is provided as part of the board support software lor INMOS 
/q systems products. These products are available separately tinrough your local 
INMOS distributor. 

An alternative to using a network check program is to load a dummy process 
onto each processor. In the act of loading the process code the error flag is 
cleared. This method is described in section 14.3.6. 
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programs 



This chapter describes how to debug OCCam transputer programs. It describes 
the facilities of the toolset debugger idebug and shows how they can be used 
to debug transputer programs In a systematic manner. It explains how the de- 
bugger can be used in two modes (post-nnortem and interactive) to analyse 
transputer programs and describes the two debugging environments (symbolic 
and Monitor page). The chapter ends with a tutorial example to illustrate break- 
point debugging, some hints about debugging occam code, and a list of points 
to note when using the debugger. 

Chapter 14 provides detailed information about idebug. including command 
line syntax, symbolic debugging functions and monitor page commands. 



7.t Introduction 

The network debugger idebug is a comprehensive debugging tool for transputer 
programs. It can be run in post-mortem mode to determine the cause of failure 
in a halted program, or in interactive mode to execute a program stepwise by 
setting breakpoints in the code. In either mode programs can be debugged from 
source code using the symbolic functions or from the machine code using the 
Monitor page commands. 

Post-mortem debugging allows programs to be examined for the cause of failure 
after the transputer halts on error. The debugger locates the errant process 
in the program either by direct examination of the program image in transputer 
memory or by reading memory dump files. Processes njnning in parallel with 
the errant process can be examined anywhere on the network. 

Breakpoint debugging allows programs to be executed in a stepwise manner 
under interactive control. Breakpoints can be set within the code to cause the 
program to pause for the inspection of variables, channels, and processes; vari- 
ables can be modified and the program continued with the new values. 

The debugger can also be invoked on a dummy network to examine the static 
features of a program. The dummy network simulates the contents of memory 
locations and registers, and can also be used to explore the features of the 
debugger without running a real program. 
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7.1.1 Debugging with isim 

The transputer simulator tool isim can also be used to debug transputer pro- 
grams from a low level environment. Using a similar environment to the de- 
bugger Monitor page transputer memory can be examined, breakpoints set, and 
programs executed by single stepping. 

The debugging factlitles of the simulator are briefly described in this chapter 
(section 7.12). Details of how to use the simulator tool can be found in chapter 23. 

7.2 Programs that can be debugged 

The debugger can analyse programs running on transputers that are either di- 
rectly attached to a host through a server program, or connected to the host via 
a root transputer. The debugger runs on the root transputer and networks to 
be debugged must incorporate a 32-bit transputer with at least 1 Megabyte of 
memory at the root (2 Megabytes or more is preferable). If breakpoint debugging 
is used the transputer network must contain at least two processors, because 
the root transputer is dedicated to running the breakpoint debugger in parallel 
with the user's program. 

7.3 Runtime errors 

A running OCCam program may halt for a number of reasons. Among the most 
common causes of error are: 

• A STOP process, or a process which behaves like STOP (such as an if 
with no TRUE guards) has been executed. 

• An array index is ou! oi range. 

• An arithmetic error, such as overflow or divide-by-zero has occurred. 

• An array element is being aliased at runtime, that is. being referred to by 
more than one name within a given scope. 

When a runtime error occurs, the debugger can be used to pinpoint the line of 
Occam causing the error, and to investigate the state of that process and other 
processes in the system. It can also be used to investigate the state of the 
processor or network when the program stopped. 

Note: The debugger may not find all current processes; for example, it cannot 
automatically find processes which have deadlocked waiting for communication 
on internal channels. Deadlocks are discussed in more detail in section 7.17. 
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Possibie causes of runtime errors are: 

STOP In Occam the stop process behaves as though an error has occurred. 
The following occam statements behave like stop: 

• IF statements where no guard evaluates TRUE. 

• CASE statements where no case evaluates TRUE and there is no 
ELSE statement. 

• ALT statements where no guard evaluates TRUE. 

Arithmetic errors Arithmetic errors such as overflow and divide by zero cause 
an error. 

Floating-point calculations cause an error if any input is infinity or 'Not-a- 
Number', or if a result would be infinity or 'Not-a-Number'. This can be 
avoided by explicit use of the IEEE library routines. See the 'OCCctm 2 
Reference Manual' for details. 

Shifts Shifting an integer by more than the nunnber of bits in its representation 
or by a negative value causes an error. 

Type conversions Type conversions where the value is not in the range ac- 
cepted by the new type cause an error. For example, a value converted 
to type BYTE must lie in the range 0-255. 

Replicators Negative replicators in replicated constructs (SEQ, par, if, or 
ALT) cause an error. (Zero replicators are permitted.) 

Array accesses Any access to elements outside the range of an array cause 
an error. This also applies to segments of arrays. 

If a segment of an array is assigned to another segment cf the same 
array, the two segments must not overiap. 

The sizes of an array must correspond when an array is passed as a 
parameter to a procedure or function, or when an array is assigned or 
abbreviated. Zero length segments are allowed. 

Abbreviations Abbreviating the same element of an array twice in the same 
scope generates an error. The compiler ^alias checking' option 'a' dis- 
ables this form of error checking. 

Communications Attempting to communicate a zero length array on a channel 
of type CHAN OF ANY causes an error. Zero length counted arrays are 
permitted. 



72TDS275 02 March 1991 



114 Debugging Occam programs 

A CASE input process where the communicated tag does not match any 
of those supplied, causes an error. 

Retyping Any RETYPES expression must be aligned to the correct word or byte 
boundary. For example, bytes with indexes 5, 6, 7 and 8 of a declared 
BYTE array cannot be retyped as INT32 , since int32s must be aligned 
on a word boundary. 



7.4 Compiling programs for debugging 

Programs to be debugged must be compiled with full debugging data enabled; 
this is a default of the Occam compiler. 



7.4.1 Symbolic debug information 

The Occam compiler generates object files containing full debugging informa- 
tion, by default. Two command [ine options may be used to limit the debugging 
information produced by the compiler. 

The 'Y' option disables interactive debugging using breakpoints, while the 'D' 
option makes the compiler produce minimal debug information only. Minimal 
debug information enables the debugger to backtrace out of a procedure or 
function to a module compiled with full debug infornnation. It is intended for 
modules that are placed in libraries (e.g. the libraries supplied with this toolset 
are compiled with this option). 

The 'D' option only affects the debug information produced and does not alter 
the code generated. Code generated using the 'D' option is identical to that 
generated with full debug information. 

The 'Y' option produces object code which is optimal for channel communications 
on a transputer. It disables channel communications via library routines (see 
sections 25.7 and 7.6.1). As a result, the object code produced for channel 
communications will often be different. 



7.4.2 Error modes 

Programs to be debugged should be compiled and linked In HALT mode i.e the 
toolset default. The behaviour of a program when an error occurs depends on 
the mode in which the program was compiled and linked, as follows: 

m In HALT mode any error during program execution halts the transputer 
immediately. 
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• In STOP mode, errors do not halt the program, rather they stop the 
process allowing other processes executing on the sanne transputer to 
continue. Programs compiled in this mode can only be debugged if they 
are halted explicitly. 

« Programs compiled in UNIVERSAL mode will adopt the error mode se- 
lected at link time i.e. HALT or STOP mode. If UNIVERSAL mode is 
selected at both compile and link time, then the error behaviour will de- 
fault to HALT mode. 



7.5 Post-mortem debugging 

Post-mortem debugging is the analysis of stopped programs, that is, programs 
that have failed to run correctly and set the transputer error flag. Programs that 
are to be debugged in this mode should be compiled in HALT mode so that the 
processor halts when the flag is set, and they should be loaded by iserver, 
using the 'SE' option, so that the error flag is monitored. 

Post-mortem debugging can also be used to debug programs that have been 
explicitly interrupted with the host system BREAK key. To interrupt a program, 
for example when a program 'hangs', press the BREAK key. which stops the 
server but not the program, and then invoke idump to take a snapshot of the 
running program. Invoking idump stops the program by sending an Analyse 
signal to the transputer in order to take a snapshot of its current activity. 



7.5.1 Program loading 

Programs which run on the root transputer, or which use the root transputer to 
run part of a multiprocessor program, must be debugged from an memory image 
of the transputer. This is necessary because the debugger executes on the root 
transputer and overwrites the code in the transputer's memory. 

The memory dump is performed using the idump tool after the program has 
failed and before the debugger is invoked with the 'R' option. Details of how to 
invoke the idump tool can be found in chapter 15. 

Alternatively the program can be skip loaded onto the next processor on the 
network, avoiding the root transputer. This requires one extra processor on the 
network over and above the number needed to njn the program. Skip loading is 
described in chapter 24. 

If only one transputer is available, for example on single-transputer boards, the 
memory dump method must be used. If more than one transputer is available 
skip loading is the recommended method since it is a quicker operation. 
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Figure 7.1 Debugger runtime kernel 

7,6 Breakpoint debugging 

Breakpoint debugging allows programs to executed under interactive control us- 
ing breakpoints set in the code. Breakpoints can be set on any line of source. 
Symbolic and Monitor page facilities can be used to examine code, inspect vari- 
ables, jump down channels to other processes or processors, and determine 
the state of the network. Special symbolic functions and Monitor page com- 
mands, only available in breakpoint mode, support the modification of variables 
and memory locations and the restarting of programs from the breakpoint or from 
other points in the code. 

Programs that communicate to the host must use iserver SP protocol, as 
used by INMOS libraries. 



7.6.1 Runtime kernel 

The breakpoint debugger places a special runtime kernel on each processor in 
addition to the application bootable code. This kernel provides a communication 
network to enable the debugger to transparently share transputer links with the 
application in addition to providing a breakpoint handler to deal with breakpoints, 
errors, inspection of processor state etc. The scheme is illustrated in Figure 7.1. 

Note: The debugging kernel places the transputer into Halt-On-Error mode re- 
gardless of the error mode of the program. This means that during breakpoint 
debugging a transputer will always HALT when an error occurs. 

The runtime kernel requires a certain amount of memory on each processor, the 
exact amount differing slightly between processor types. Kernels on processors 
with hardware support require slightly more memory because they retain more 
state information. The size of the kernel on each transputer type is given in 
Table 7.1. 



Apart from the extra memory required, the kernel is transparent to the application 
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Processor 


Kernel size 


H/W support 


M212 


10K 


No 


T212 


10K 


No 


T222 


10K 


No 


T225 


12K 


Yes 


T414 


12K 


No 


T800 


12K 


No 


T400 


14K 


Yes 


T425 


14K 


Yes 


T801 


14K 


Yes 


T805 


14K 


Yes 



Table 7.1 Runtime kernel size and processor breakpoint support 

program if processes on different processors communicate with each other in the 
normal way using channels supplied by the configurer (maximum of four input 
and four output per processor). 

Note: To allow breakpoint debugging to function correctly a program must not 
place channels explicitly onto processor link addresses. Programs that do so 
may introduce conflict with the runtime kernel, which also uses the external links. 
Programs currently coded in this way should be recoded to pass in external 
channels from the configurer, otherwise breakpoint debugging may not be used. 



7.6.2 Hardware breakpoint support 

Certain transputers have built-in instructions for breakpointing (see Table 7A). 
For those processors without hardware breakpoint support, breakpoints should 
not be set within high priority processes because the mechanism used to im- 
plement breakpoints causes high priority processes to lock the processor and 
disable all communications to the processor via the njntime kernel. 

The effect on the network of encountering such a breakpoint will depend on 
the position of the processor in the network hierarchy but in any event should be 
avoided. The debugger is unable to check the validity of breakpoints and it is the 
progrannmer's responsibility to ensure correct operation on processors without 
direct hardware breakpoint support. 



7.6.3 Compiling the program 

Programs to be debugged using breakpointing must not be compiled or linked 
using the 'Y' option. The compiler default is to create code with full debug data, 
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including interactive support. 

All modules in a program must be compiled in the same or a compatible error 
mode. Error modes are checked at link time and incompatible modes prevent 
the link completing successfully. 



7.6.4 Configuring the program 

Programs to be debugged using breakpoint debugging must not be configured 
using the 'Y' option. 



7.6.5 Loading the program 

Breakpoint debugging does not require special loading or memory dump proce- 
dures because the program is automatically skip loaded by idebug. However, 
breakpoint debugging does require one extra processor on the network because 
the root processor is dedicated to running the breakpoint debugger. 



7.6.6 Clearing error flags 

If either iserver or idebug detect that the error flag is set immediately a 
program starts executing it is likely that the network consists of more processors 
than you are currently using and that one or more of the unused processors 
has its error flag set. (Error flags can become set when transputer boards are 
powered up). 

On transputer boards error flags can be cleared by running a network check 
program such as ispy. This ensures a clean network on which to load the 
program. 

The ispy program is provided as part of the board support software for INMOS 
iq systems products. These products are available separately through your local 
INMOS distributor. 

An alternative to using a network check program to clear the network is to load 
a dummy process onto each processor. In the act of loading the process code 
the error flag is cleared. This method is described in section 14.3.6. 



7,6.7 Breakpoint functions and commands 

Several symbolic debugging functions and Monitor page commands are only 
available in breakpoint mode. The commands available are summarised below. 
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Symbolic functions 


Monitor page commands 




Set/clear breakpoint. 
Execute from breakpoint. 
Execute from current line. 
Modify variable. 


1] 


Breakpoint menu. 
Execute program. 
Show debug messages. 
Update register display. 
Write to memory. 


ITOGGLE BREAKI 


IRESUMEI 


ICONTINUE FROM| 


iMODIFYi 



7.6.8 Breakpoints 

Breakpoints can be set, cleared, and listed using Monitor page commands, and 
set/cleared using symbolic functions. 

Breakpoints can be set at any point in a process running on any processor. At 
each breakpoint (or on program error, see section 7.11) the process pauses and 
the source code may be displayed. 

Note: When a process is paused at a breakpoint or program error ether parallel 
processes in the program continue to njn. 

Note: A side effect of pausing at a breakpoint or error is that the debugger 
suspends iserver communications In order to preserve debugger output to 
the screen. 

Breakpoints can be set at code entry points, or on any line of source code. Vari- 
ables within scope at the breakpoint can be modified and the process restarted. 
Breakpoints can also be set at the Monitor page but care should be taken not 
to set breakpoints at addresses that do not correspond to the start of a source 
code statement, otherwise the behaviour is undefined. 

Setting breakpoints at symbolic level is the recommended method. 



7-7 Program termination 

Program termination is signalled to the debugger by the termination of iserver 
(explicitly in the user code). If the program contains independently executing 
processes which do not require communication with the server the debugger 
may be resumed to interact with these processes. 

To run or debug the program again it must be reloaded onto the transputer using 
iserver, or idebug in breakpoint mode. 
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7.8 Symbolic facilities 

Symbolic debugging is debugging at source code level using the synriboSs de- 
fined in the program for variables, constants and channels. Features provided 
in symbolic debugging include the examination of source code, the inspection 
of variables and channels, and the backtracing of procedure calls. A number of 
special breakpoint functions are available if the debugger is invoked In breakpoint 
mode. 

Source level debugging is accessed through symbolic functions mapped to spe- 
cific keyboard function keys (e.g. [inspect]). Keyboard layouts for specific ter- 
minal types can be found in the Delivery Manual that accompanies this release. 

The main symbolic debugging activities and the functions that are used to access 
them are described in the following sections. 



7.8.1 Locating to source code 

Locating to the source code for a particular process Is a crucial procedure in 
the debugging process on which other operations depend. For each required 
location the debugger must be given a memory address which it uses to locate to 
the source. When the required code is located, symbolic functions can be used 
to browse the code and inspect variables. Where the source code is unavailable, 
for example, libraries supplied as object code with minimal debug information, 
the line containing the library call is located to instead. 

When first invoked in post-mortem mode the debugger determines the address of 
the last instruction executed, which it uses to automatically locate to the relevant 
source code. Subsequently for each new point to locate to in the code the 
debugger requires a new address which can be supplied by the programmer. 

Addresses of important segments of code can be determined using the Moni- 
tor page commands that display lists of processes waiting on the njn queues, 
the timer queue, and on the transputer links. Any address in memory can be 
specified using the Monitor page '0' command. 

Certain addresses are already known to the debugger and can be located to 
using symbolic functions without specifying the address or switching to Monitor 
page commands. Many of the common operations used during source code 
debugging can be performed directly with symbolic functions. They include re- 
locating to the previous location and locating to the original error. 

The symbolic functions that can be used directly for locating to known areas of 
code are listed below. 
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Locate back to the error, or last source code location. 
I relocate! Locate back to the last location line. 



A strategy for debugging multiprocess programs by locating each process in turn 
is described later in this chapter in section 7.10. 



7.8.2 Browsing source code 

Several functions are available for browsing source files once they have been 
located. They include functions for navigating files, changing to included or new 
files, and string searching. The functions are listed below. 



ITOP OF FILE! Go to the first line. 



jBQTTOM OF FILE| Go to the last line. 
fGOTO LiNEI Go to a specified line. 



[SEARCH! Search for a specified string. 

jENTER FILE! Enter an included file {one incorporated by #include). 

lEXiT FiLEl Exit to the enclosing file. 

ICHANGE FILE] Display a different file. 



7.8-3 Inspecting variables 

The values of constants, variables, parameters, arrays, and channels can be 
inspected at any point in the code. A special inspect function for channels only 
allows the debugger to locate to the process waiting at the end of the channel. 
Symbols to be inspected must be in scope with the source fine last located to. 

If the debugger is used in breakpoint mode variables may also be modified. 

The two inspect functions are listed below. 

jiNSPECTl Display the value and type of a source code symbol. 

[CHANNELI Locate to the process waiting on a channel. 

Jumping down channels 

The [CHANNEL! function can be used to locate to a process waiting on a channel. 
This is known as 'jumping down' a channel and works for channels on the same 
processor (internal or so# channels) or channels assigned in the configuration to 
transputer links {externaE or /larcf channels which connect processes on different 
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processors together). Debugging can then continue at the waiting process. If 
no process is waiting on a channel the channel Is given as 'Empty'. 

7.8.4 Tracing procedure calls 

Two functions assist in the tracing of procedure or function calls. They can be 
used even if the source is not present, for example, fibrahes supplied as object 
code with minima! debug information, but in this case the line containing the 
function call is displayed rather than the library code itself. Where procedures are 
nested successive backtrace operations will locate to the original call. Variables 
and other symbols can be inspected at any stage. The two functions are listed 
below. 

I backtrace! Locate to the procedure or function call. 
jRETRACEi Reverse the last IBACKTRACE) . 

7.8.5 Modifying variables 

The IMODIFY] function allows variables to be changed in transputer memory and 
the program continued with the new values. 

7.8.6 Breakpointing 

Symbolic functions are provided for setting and clearing breal^points, for modify- 
ing the value of a variable, and for continuing the program. 

ITOGCjLE break) Set or dear a breakpoint on the current line. 
IMODIFYI Change the value of a variable in memory. 

IRESUMEl Resume the program from the breakpoint. 



[CONTtMUE FROMi Resume the program from the current line. 



7,9 Monitor page 

The debugger Monitor page is a low level debugging environment which gives 
direct access to machine level data. It allows memory to be viewed and dis^- 
sembled and gives access to information about the processor's activity through 
the dispEay of error flag status and pointers to process queues. Specific debug- 
ging operations are invoked by mainly single letter commands typed after the 
Option prompt. 
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7.9.1 Startup display 

When first invoked in breakpoint mode, or in post-mortem mode with an invalid 
Iptr orwdesc (see below), the debugger enters the Monitor page environment 
and displays information such as the addresses of instruction and workspace 
pointers, status of error flags, and information about the processor run queues, 
The memory map is also displayed. 

If an Iptr or wdesc is invalid at startup it is marked as invalid. This is indicated 
by the presence of an asterisk. 

The Monitor page display differs slightly between post-mortem and breakpoint 
modes. In post-mortem mode the display includes the saved pointers for the low 
priority process if the processor was njnning at high priority when analysed; in 
breakpoint mode the display does not include these pointers but does include 
the contents of the A, B, and C registers, if known. At startup in breakpoint mode 
no machine pointers or register values are available (the program has not yet 
started) and so no values are displayed. 

A typical post-mortem startup display is shown in figure 7.2. 



Toolset Debuggar : V2.02.0C} 



FrocfeABDE "axample" (TSOO) 



Iptr #e000Sfl7A 

Hd*«a #&01FFE3D 

Error sat 

rPD ZrroE Claac 

UA.lt On Zrzoz Sat 

Fptrl (low Empty 
Bptrl queus) 

FptrO (high Eorpty 
BptrO quAua) 

Tptrl (timer Empty 

Tpt r^ quaua b ) Entpty 

Cloclcl (IQW) #00a234C5 

ClocfcO (high) #00SD31S2 



Mftflwry map 
Configuration coda 
Steele 

Program coda 
Configuration coda 
FraaBpaca 



#£0000070 - IB000014F { 224 ) 

#30000150 - itsaooo7eE- { ises } 

#30000770 - #S0005A8f < 21K) 

#40005A90 - #SE>00e293 ( 2052 ) 

#80006294 - #801FFFFF { 2024K) 



Total laamory usaga : 25236 byte« {25K} 

On-chip aiamory {4K) : #60000000 - fSOOOOFFF 
MemStart : #80000070 



Dabuggar b.a.B anough nunnory foz 30£ procesEOra 



Error •xplicitly Bet, LASt infitnaction was : s*t*rr 

Option {? for halp) (A, C, D,E,F,C,H, I,K,L, K.K< 0, P, Q, R. T, V,X, ?) ? 



Figure 7.2 Example post-mortem Monitor page display for a T800 processor 

Items displayed on the startup page and their meanings are summarised in Ta- 
ble 7.2. Most of the data displayed is common to all transputer types. Where 
the display differs for specific processor types and debugging modes, this is 
indicated in the table. 
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Item displayed 


Description 


Iptr 


Instruction pointer (address of the last instruction ex- 
ecuted). 


Wdesc 


Workspace descriptor (pointer to process workspace). 


IptrlntSavef 


Saved low priority instruction pointer, if applicable. 


WdesclntSavet 


Saved low priority workspace descriptor, tf applicable. 


A Register^: 


Contents of A register, if known. 


B RegisterJ 


Contents of B register, if known. 


C Register! 


Contents of C register, if known. 


Error 


Status of transputer error flag. 


FPU Error 


Status of FPU error flag {T800 series only). 


Halt On Error 


Status of halt on error flag. 


Fptrl 


Front pointer to low priority process queue. 


Bptrl 


Back pointer to low priority process queue. 


FptrO 


Front pointer to high priority process queue. 


BptrO 


Back pointer to high priority process queue. 


Tptrl 


Pointer to low priority timer queue. 


TptrO 


Pointer to high priority timer queue. 


Cloclcl 


Value of low priority transputer dock. 


ClockO 


Value of high priority transputer clock. 


t Not available in breakpoint mode. 

t Not available in post-mortem mode. Not known in breakpoint mode on 

processors with no hardware support for breakpointing. 



Table 7.2 Items displayed at the Monitor page 

Process pointers 

Iptr points to the last instruction executed and Wdesc \o the process 
workspace. Low priority Iptr and wdesc are also displayed if the proces- 
sor was running in high priority mode when it was halted. An asterisk placed 
next to either an iptr or Wdesc indicates an invalid memory location for the 
process. 'NotProcess' Wdesc indicates that no process was executing on 
the processor when it halted, which may occur in the presence of deadlock. 

Practical note: 

• If Wdesc contains the word 'MemStart' it is likely that the Analyse 
signal has been asserted more than once on the network. This can 
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occur on transputer boards where the subsystem signal is asserted on 
analyse, as on the IMS B004, For further guidance on the use of such 
boards refer to section 14.4. 

• If wdesc contains the word tJotProcess" It means that there were no 
runnable processes at that instant on tlie transputer (check timer and 
external links for any waiting processes). See 7.10.2. 

• If WdesGlntSave contains the word 'NotProcess' it means that a 
low priority process was not Interrupted when the high priority process 
started running. 

Fptr and Bptr point to the process run queues, which hold information about 
processes awaiting execution. The suffix 1 indicates the high priority queue and 
the low priority queue. If the front and back pointers are the same then only 
one process is waiting; if there are no processes waiting the pointers have no 
value and the queue is given as 'empty'. 

Tptrl and TptrO are pointers to the high and low priority timer queues re- 
spectively. 

Registers 

In breakpoint mode only, the contents of the transputer registers Areg, Breg, 
and Creg are displayed for those processors which have built in instructions for 
breakpoint handling, (see table 7.1). Values displayed are those which were 
current when the process stopped. 

Error flags 

Two flags are displayed tor all processors: Error and Halt-on-error. The FPU 
Error flag is also displayed for transputers with an integral floating point unit (IMS 
T800 series). 

Clocks 

ciockl and ClockO display the values of the low and high speed transputer 
clocks when the process was stopped. In breakpoint mode the clock values (and 
queue pointers) can be updated using the f\/lonitor page 'u' command. 



Memory map 



The memory map display is included on the standard startup display, as though 
the Monitor page 'M' option had been automaticafly invoked. Any or all of the 
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following memory segments may be displayed, depending on the application 
program and its configuration: 

Runtime kernel / Configuration code 

Stack (Workspace) 

Program code 

Vectorspace 

Static area 

Heap area 

Configuration code 

Freespace 

7.9.2 Monitor page commands 

Most Monitor page options are single-letter commands that you type in at the 
Monitor page Option prompt, A few commands are mapped onto specific func- 
tion keys. The commands that support breakpoint debugging are only available 
when the debugger is invoked in breakpoint mode. 

The main Monitor page commands allow you to disassemble and display trans- 
puter memory, locate and debug processes, and examine the network processor 
by processor. 

The main commands for common debugging operations are introduced in the 
following sections. FulS details of all the commands can be found In chapter 14. 

Examining memory 

Specific segments of transputer memory can be displayed in hexadecimal, ASCII, 
or any high level language type, or disassembled into transputer instnjctions. 
The segment of memory to i^e displayed is specified by a starting address. A 
map of the transputer's memory can be displayed giving the positions of code 
and workspace. Commands for examining transputer memory are summarised 
below. 

[a] Display memory in ASCII. 

[d] Disassemble into transputer instnjctions. 

[hI Display memory in hexadecimal. 

\\} Display memory in selected data type. 

[m] Memory map. 
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Locating processes 

Locating to code for specific processes is one of the major functions available 
through the Monitor page. They allow processes other than the stopped or cur- 
rent process to be located and examined anywhere on the network. Processes 
can be located on the current processor by examining run queues, and on other 
processors by jumping down transputer links. 

Four commands are used, three to display waiting processes and one to jump 
to the selected code of a process displayed by the other three. 

[r] Display processes waiting on Run queues. 

\t] Display processes waiting on Timer queues. 

\l\ Display processes waiting on Links. 

\g\ Goto symbolic debugging for the selected process. 

These commands can be used in a systematic way to trace alf processes on a 
network and determine the cause of program failure. The method is explained 
in more detail in section 7.10, 

Specifying processes 

One command allows a specific process to be selected for symbolic debugging. 
[q] Specify a process for symbolic debugging. 

The '0' command is useful for going directly to symbolic debugging for a specific 
process whose details you have already noted earlier in the debug session. 

Selecting processes 

The 'F' command enables you to select a source file for symbolic display using 
the filename of the object module produced for it. This option enables symbolic 
locating (for setting breakpoints etc.) without needing to know iptr and wdesc 
process details (as the 'G' and '0" options do). 

Other processors 

Two commands allow other processors on the network to be examined: 
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[e] Go to next haEted processor. 

[P] Go to specified processor, 

Q Go to the next fewest numbered processor. 

Q Go to the next highest numbered processor. 



Breakpoint commands 

The following commands support breakpointing. To use the commands the de- 
bugger must be invoked with the 'B' command line option, 

"b] Breakpoint menu. 

T| Jump into and run application program. 

[Sj Show debugging messages and prompts menu. 

[ul Update processor status display. 

[w] Write value to memo^. 

Changing to post-mortem debugging 

When a program crashes during interactive debugging you are able to change 
to post-mortem debugging using the following command: 

|y| Postmortem debug current breakpoint session. 



7-10 A method for debugging halted programs 

7.10.1 Inspecting other processes 

Most transputer programs consist of several processes njnning fn parallel, either 
on the same transputer or on a multitransputer network. The debugger only gives 
access to one process at a time; in order to inspect variables in other processes 
the debugger must be 'located to' the process. 

For systematic debugging it can be useful to locate all processes in the networi^ 
in turn and determine their status. 

7.10-2 Locating processes 

Processes are located by the debugger using the process wdesc (Workspace 
Descriptor), which is a base pointer for the data and variables that make up the 
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process. 

Each process running on a transputer exists in one of several states. In the 
systematic metliod each possibility is explored in turn until the errant process is 
found. The possible states for a process are: 

• Not yet started. 

• Running on the processor. 

• Waiting on a processor execution queue (Run queue). 

• Waiting on a timer execution queue (Timer queue), 

• Waiting for communication from another process on the same processor. 
t Waiting for communication on a transputer link (Link in(ormation). 

• Already stopped or terminated. 

Running on the processor 

For the stopped process the debugger automatically locates to the area of source 
code where the error occurred. 

Waiting on a run queue 

Processes on the run queues can be located by first using the Monitor page 'R' 
command to display the list of waiting processes. A process can then be selected 
by pressing 'G' (for 'Goto process'), positioning the cursor on the desired process 
and pressing Ireturnj . 

Pointers to the run queues are displayed on the Monitor page and can be used 
to determine the overall status of the queue. If pointer addresses are displayed 
there are processes waiting. If only a single process is waiting the front and 
back pointers have the same value. If no processes are waiting the queue is 
given as 'Empty'. 

Waiting on a timer queue 

Processes waiting for a specified time are placed on the high and low priority 
timer queues. These are similar to the run queues except that they are controlled 
by the transputer clock. 

Processes on the timer queues can be located by using the Monitor page 'T' 
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command to display a list of processes and invoking the 'G' command to locate 
to the required process. Pointers to the timer queues are displayed on the 
Monitor page and can be used to determine overall queue status. 

Waiting for communication on a link 

Processes waiting for a hardware communication (input or output on a transputer 
link, or an input on the Event pin) can be located by using the IVIonitor page 'l' 
command to display a list of wailing processes, and invoking the 'G' command 
to locate to the process. Links where no processes are waiting are given as 
'Empty'. 

At most 9 processes can be waiting for a hardware communication, two for each 
of the four links and one for the Event pin. 

Waiting for communication on a cliannei 

Processes waiting for a internal communication can be located from source level 
using the |Channel| . if there are no processes waiting on a channel the channel 
ts given as 'empt/. 

Processes stopped, terminated or not started 

If the running process and all the waiting processes have been found, not forget- 
ting all those processes waiting on all the internal channels, then any processes 
still unaccounted for must either have finished or failed lo start. These remain- 
ing processes cannot be located to because there are no Wdescs for them, and 
they must be accounted for by a process of elimination. 



7,10.3 Locating to procedures and functions 

When a procedure is called, the workspace pointer is moved. If the debugger 
locates inside a procedure or function then only local variables, and variables 
declared globally, are in scope and available for inspection. 

To inspect variables or channels not in scope within the procedure orfunction use 
the IBACKTRACEl key to locate to a position where the desired variable or channel 
is in scope. To relocate back into the procedure or function use the IRETRACEI 
key. 
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7.1 1 Library functions 

Four procedures are provided in the OCCam library to assist with debugging. 

DEBUG . STOP and DEBUG . ASSERT are used to stop a process, the latter on the 
failure to meet a specified condition; such events are treated as a program error 
by the debugger, debug. MESSAGE is used to insert debugging messages and 
DEBUG.TlMERisusedto aid debugging deadlocl^ed programs. The procedures 
are accessed by incorporating the directive #USE "debug, lib". 



Function 


Description 


DEBUG. ASSERT 

DEBUG. STOP 
DEBUG. MESS AGE 
DEBUG. TIMER 


Stops the process and alerts the debugger if the param- 
eter evaluates FALSE. 

Stops the process and alerts the debugger. 

inserts debugging messages in the program. 

Places process on timer queue. 



DEBUG .ASSERT and DEBUG. STOP allow a process to be stopped at any point 
(n the code, where it can then be debugged using the symbolic functions and 
Monitor page commands. DEBUG. STOP always stops the process whereas 
DEBUG .ASSERT only stops the process if the condition parameter evaluates to 
FALSE, 

The following short example iilustrates their use. (An example illustrating the use 
of DEBUG. TIMER is given in section 7.17.5). 



Debugger example : debug . occ 



Example of debug support procedures when used with 
and without the debugger. 



tlHCLDDE "hostio.inc" 
#USE "hostio.lib" 
#USE "debug, liti" 



PROC debug. entry (CHAN OF SP fs, ts, []IHT free. memory) 
BOOL X : 
SEQ 

" FALSE will cause DEBUG. ASSERT to fail assertion test 
X := FALSE 
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so . write . string . nl < f s , ts , "Program started" ) 

DEBUG. KESSAGS <"A debug message only within the debugger") 

so . write . string . nl ( f s , ts ^ 

"Program being haJ-ted by DEBUG. ASSERT ()"> 
DEBUG. ASSERT (x) 

so . write . string . nl (fs , ts / 

"Program being halted by DEBUG. STOP <)") 
DEBUG. STOP (J 

so. exit (fs^ ts, sps. success) 



In this example if x is TRUE debug, ASSERT evaluates to TRUE and the 
program runs unlil it encounters DEBUG. STOP. If x is FALSE (as in the ex- 
ample) DEBUG, ASSERT evaluates to FALSE and the process stops before it 
reaches DEBUG. STOP. Code stopped by debug, assert and debug, stop 
may be resumed from the line following the call of the debug procedure by using 
the ICONTINUE FROMI key. 

debug. MESSAGE is used to insert debugging messages into the code. Mes- 
sages are relayed back to the terminal from any point m the program, even from 
code running on distant processors of a network. It can be used to monitor 
the activity of outlying processors which are not directly connected to the host. 
The display of debug messages at the terminal Is controEled by an option on the 
Monitor page Breakpoint Menu. 

Details of the procedures can be found in part 2, section 1.10. 



7.11.1 Action when the debugger is not available 

If the debugger is not available on the system the debug library procedures have 
the following actions: 



Function 


Action 


debug. assert 

debug . stop 

debug. message 
debug . timer 


Stops the process (also stops the processor If configured 
in HALT mode) if the parameter evaluates to FALSE, 

Stops the process (also stops the processor if configured 
in HALT mode). 

No action. 

Places process on timer queue. 
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7.12 Debugging with isim 

The T425 simulator isim provides a single processor interactive simulation of 
a program running on an IMS T425 transputer, running on a boot from link 
transputer board, and connected to a host computer through the host file sen/er 
iserver. The interactive environment provides a machine level (non-symbolic) 
environment similar to the debugger Monitor page for debugging programs and 
monitoring program execution. 

The simulator allows any single processor program to be mn and analysed with- 
out a transputer board. 

All the component parts of a program to be simulated, must be compiled for 
the T425 transputer type (or compatible targets), Einked together using ilink 
(including libraries), and made bootable using icollect. 

Note; The simulator can only be used to simulate single transputer programs. 

7.12.1 Command interface 

The simulator has a single command interface which corresponds to the de- 
bugger Monitor page. Most commands are single letter commands and can be 
invoked with a single key press. For a list of commands see chapter 23. 

7.12.2 Using the simulator 

The simulator can be used in two ways: 

• To debug programs by inspection of the transputer and memory, in the 
same way as with the debugger. Registers, memory, and machine state 
can be examined directly at the Monitor page, 

• To monitor the execution of programs using machine level single step 
execution and the setting of break points at specific memory locations. 
Code can be executed by stepping single instnjctions. 

7.12.3 Program execution monitoring 

The simulator provides a number of functions that can be used interactively to 
monitor and control the behaviour of a program. These are: 

• Breakpoints 
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• Single step execution of a program 
A program can be stepped a single instruction at a time using the 's' comnnand. 

Breakpoints 

Breakpoints can be set. displayed, and cancelled using the 'B' command to 
display the Breakpoint Options Page,^ 

Single step execution 

A program can be stepped a single transputer instruction at a time using the 's' 
command. 

7,12.4 Core dump file 

isim may be used to produce a core dump file that can be read by the debugger 
(as if the code had been executed on a real transputer). 

7.13 Debugging using embedded messages 

This section describes an approach to debugging Occam programs for use in 
those situations where breakpoint debugging cannot be used. 

Programs can be debugged using messages inserted at strategic points in the 
program. These messages are output when the program runs and help to de- 
termine changes in the program's activity, such as the assignment of variables 
and the calling of procedures. 

This method is easily applied to programs running on single transputers and 
connected directly to the host, but is less easy to use with programs njnning 
on transputer networks. In transputer networks only the root transputer commu- 
nicates directly with the host, and messages from distant processes must be 
passed back to the root transputer through the intervening network. 

A programming soiution to the problem in occam is to pass the messages to 
a process that, stores them for later retrieval. The process can be run on each 
transputer in the network that is to be debugged and could use a circular buffer 
to optimise storage and record only the recent activity of the program. 

The program could be coded as two processes; one that stores messages com- 
ing from each transputer (the 'buffer manager' process), and anotherthat formats 
messages for presentation to the debugger. The 'buffer manager' process would 

72TDS275 02 March 1991 



7,14 Debugging example 135 

run on each transputer running a debuggable process, whereas the message 
formatter would run centrally and service all transputers in the network. 

7.13.1 Reading the message buffers 

For programs that fail and set the error flag the debugger can read the message 
buffers by locating to the code that produced the error. For programs that ter- 
minate normally, the buffers can be located using the debugger Monitor page 
command 'l' to locate to a process pending on the host link. The buffer manager 
process can then be brought into scope, the message buffer located in memory 
and dumped to a file for reading. 



7.14 Debugging example 

This example illustrates some of the post-mortem and breakpoint features of the 
debugger. The debugger is invoked in breakpoint mode. 



7.14.1 The example program 

The example program calculates the sum of the squares of the first n factorials, 
using a rather inefficient algorithm. It has been structured this way for clarity in 
process stnjcture and to demonstrate parallel processing and debugging meth- 
ods. 

Note: The example is intended for running on a BOOS board wired subs. See 
section 14.4 if your system is different. 

The program incorporates five processes, each coded as a separate PROC. The 
five processes in turn input n, calculate factorials, square the factorials, sum the 
squares, and output the result. The program is listed below. 

Note: Triple braces in the listing indicate fold marks in the program. They are 
retained for compatibility with the folding editors often used for writing Occam 
programs. 
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Debugger example : f acs . occ 



Uses 5 processes to compute the sum of the squares of the 
first N factorials using a rather inefficient algorithm. 

Plumbing: 

- > feed -> facs -> square -> sum -> control < — > User 10 
I I 



#INCLUDE "hostio . inc" 
#DSE "hostio. lib" 



PROC facs. entry (CHAN OF SP fs, ts^ {] INT free.jietaory) 

VAl stop. real IS -1.0 (EEALS4) : 
VAi stop. integer IS -1 : 

— { { { FDNC factorial - compute factorial 
REAI,64 FUNCTION factorial (VAL INT n) 
BEAL64 result : 
VALOF 
SEQ 

result := 1.0 <REAL64> 
SEQ i = 1 FOR n 

result := result * (REAL64 ROUND i} 
RESULT result 

--}}} 

— {{{ PROC feed - source stream of integers 
PROC feed {CHAN OF INT in, out) 
INT n : 
SEQ 

in ? n 

SEQ i = FOR n 

out 1 i 
out ! stop . integer 

— >}) 

--{<{ PROC facs - generate stream of factorials 
PROC facs (CHAN OF IHT in, CHAM OF REAL64 out) 
INT X : 
RJE:AX64 fac : 
SEQ 

in ? X 

WHILE X <> stop. integer 
SEQ 

fac : = factorial (x) 
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out f fac 
in ? 3t 

out ! stop. real 

— {{{ PROC square - generate stream of squares 
PROC square tCHAN OF REAL64 in, out) 
R£JLL64 X, sq : 

in ? X 

WHILE X <> stop. real 
SEQ 

sq := X * X 

out ! sq 
in ? jc 

out ! stop . real 

— {{{ PROC sum - sum input 

PROC sum (CHAN OF REAI.64 in, out) 
REA164 total, x : 
SEQ 

total := 0.0 (REAI,64) 
in ? X 

KHILE X <> stop. real 
SEO 

total :== total + x 
in ? X 
out f total 

— {{( PROC control - user interface and control 
PROC control <CHAN OF SP fs, ts, 

CHAN OF REAI,64 result, in, 
CHAN OF INT n.out) 
REAI.64 value : 
INT n : 
BOOL error : 
SEQ 

so.write.string.nl (fs, ts, 

"Sum of the first n squares of factorials") 

error := TRUE 
WHILE error 
SEQ 

SO. write. string (fs, ts, "Please type n: ") 

so. read. echo. int (fs, ts, n, error) 

so . write . nl (f s , t s ) 

so. write. string (fs^ ts, "Calculating factorials ...") 

n . out ! n 

result . in ? value 

so . write . nl (f s , ts ) 
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so. write. string (fs^ ts, "The result was: "} 

so. write. real64 <fs, ts, value, 0,0) — free format 

so.write.nl <fs, ts) 

so. exit (fSf ts^ sps. success) 

— )}} 

CEAH OF REAL€4 facs .to . square, square. to. sum, sum. to. control 
CHAN OF INT feed.to. facs, control. to. feed ; 

PAR 

feed (control. to. feed, feed. to. f acs) 

facs (feed.to.facs, f acs. to. square] 

square (facs, to. square, square. to. sum) 

sum (square, to. sum, sum. to. control] 

control (fa, ts, sum. to. control, control. to. feed) 



7.14.2 Compiling the facs program 

The source of the program is provided on the toolset examples directory. It 
should be compiled for transputer class TA with debugging enabled, then linked 
with the appropriate library files and made bootable using icollect using the 
'T' option to create single transputer bootable code. 

Using imakef 

If your system has a MAKE utility you may use imakef to generate a suitable 
Makefile to help builcf the program: 

imakef facs, bah 

make -f facs,mak (UNIX) 

make /f facs.mak (MS-DOSA/MS) 

Using the tools directly 

A typical sequence of commands for compiling, linking, and booting the program 
is shown below. The 'i' option on the linker command line is optional but does 
provide useful Information on the progress of the linking operation. 

Command sequences foflow for UNIX-based and MS-DOSA^MS-based toolsets. 
Use the appropriate set of commands for your system. 
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UNIX: 



oc ^ta facs.occ -o facs.tah 

ilinJc ^ta facs.tah hostio.lib convert. lib -f occama.lnk 

-o facs.cah 
icollect -t facs.cah -o facs.bah 

MS-DOSA/MS: 

oc /ta facs.occ /o facs.tah 

ilink /ta facs.tah hostio.lib convert. lib /f occama.lnk 

/o f ac5 . cah 
icollect /t facs.cah /o facs.bah 



7.15 Breakpoint debugging 

The following section demonstrates how to debug the example facs program in 
breakpoint mode. This example of breakpoint debugging assumes the hardware 
configuration shown in figure 7.3. 
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Figure 7.3 Hardware configuration lor breakpoint example 



7.15.1 Prerequisites for breakpoint debugging 

You should ensure that the appropriate environment variables described in sec- 
tion 2.10.4 have been initialised before you proceed. 



7.15.2 Loading the program 

The program is loaded lor breakpoint debugging by invoking idebug with the 
Breakpoint option in the commands given below. Use the appropriate command 
for your system. 

idebug -sr -si -b2 facs -bah ^-c t425 (UNIX) 

idebug /sr /si /b2 facs. bah /c t425 (MS-DOS/VMS) 
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The command starts up the debugger and displays the Monitor page but does 
not start the program. The iserver 'si' switch is optional. 

Note: If your transputer is not a T425 you should change the T425 option to the 
appropriate transputer type. You may also need to change the number specified 
after the 'b' option to the number of the root transputer link where your network 
is connected. 

See Table 14.3 for more details about the options to use i( [n doubt. 

7.15.3 Setting initial breakpoints 

Initial breakpoints can often be set by invoking the l\^onitor page 'B' command and 
specifying an entrypoint breakpoint (this would set a breakpoint at f acs , entry). 
In this example a different method is used based on setting specific breakpoints 
in the source code before the program Is started. 

At the l\/lonitor page select option *F' to display the source file. At the object mod- 
ule filename prompt specify the compiled object file facs.tah. The debugger 
uses debug information within the object module to select the source file. 

The source file facs .occ is displayed with the cursor positioned at the first 
procedure definition, namely facs, entry. At this point the program is stilf 
waiting to be started. 

Use IGOTQ LiNEl to move the cursor to line 56 (out ? f ac) and set a breakpoint 
there using Itoggle break| . The debugger confirms the breakpoint is set. 



7.15.4 Starting the program 

Return to the Monitor page using the ImqnitqrJ key and start the program by se- 
lecting the 'J' option. Press jreturnI at the "Command line' prompt (no command 
line is required) and give a smaN positive number (e.g. 12) when the program 
pnampts for input. The program runs until it reaches the breakpoint. 



7.15.5 Entering the debugger 

At the breakpoint the debugger requests confirmation to continue. Press any key 
except 'C or 'c' to enter the symbolic debugging environment. The debugger 
locates to the breakpoint and displays the source code. 
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7.15.6 Inspecting variables 

Variables and channels in facscan now be examined. For example, to examine 
the variable f ac move the cursor to f ac and press j!NSPect| . The debugger 
displays the value as REAL64 1.0 and gives its address. Pressing |inspect| 
with the cursor positioned on a space causes the debugger to prompt you for a 
symbol. 

Note that only variables in scope at the debugger's current location point can 
be inspected, although the rest of the file can be displayed with the cursor keys. 
The current location point is line 56 in the procedure f acs. 



7.15.7 Backlracing 

facs is called in parallel by facs, entry to output the factorial it calculates 
for each integer received from feed. To confirm this press Ibacktrace] and the 
debugger locates to the line in facs . entry where facs is called. Press |Top1 
to return to where the breakpoint occurred. The current location point is line 56 
in the procedure facs. 



7.15.8 Jumping down a channel 

Within facs the variable fac is the first in a sequence of outputs on the channel 
out. To trace the destination process for fac first |INSPECT| the channel out. 
The debugger displays an iptr and wdesc, indicating that there is a low priority 
process waiting at the other end of the channel. 

Now press |CHANNEL| and again specify out. The debugger jumps down the 
channel connecting the two processes and locates to the corresponding channel 
input in procedure square (in ? x statement). Variables in scope within 
square now become available for inspection (at this stage they have not been 
initialised). 



7.15,9 Modifying a variable 

In breakpoint debugging program variables may be modified. Start by first in- 
specting X in order to ensure that the new value will be different. To modify 
the variable x position the cursor on x and press |modify| . At the modify value 
prompt specify the value to be placed in x. Note that the modify prompt reminds 
you of the type of x. Give any valid value and check the value has changed by 
inspecting x once again. 
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7.15.10 Entering #include files 



Press [GOTO line! and select line 17. Thts will locate you to the 
#INCL0DE "hostio . inc" line. By using the | ENTER FILE] key you may now 
enter the ttiNCLUDE file (and any nested files within it if they were present); 
the ^xiTfIleI key will bring you out again into the enclosing file. 



7.15.11 Resuming the program 

To resume execution of the program from the current breakpoint press 
the IRESUMEI key, This will cause the program to resume until it encounters 
the breakpoint again. Press an appropriate key to enter the symbolic debugging 
environment. This will cause the debugger to locate to line 56. 



7.15.12 Clearing a breakpoint 

To clear the breakpoint already set at line 56 use the Itoggle break] key. The 
debugger will confirm that the breakpoint has been cleared. Press |resOme[ to 
resume execution and cause the program to display its result. 

The debugger will confirm that the program has finished and will pause in order 
to er^able you to read the output from the program. Press any key as indicated 
to enter the Monitor page. Note that the Monitor page displays the exit status 
from the program. 



7.15.13 Quitting the debugger 

Finally, to quit the debugger you can use the Monitor page 'Q' command. You 
may also quit the debugger from Symbolic mode by using the Ifinishj key. 
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7.16 Post-mortem debugging 

The following section demonstrates how to debug the example facs program 
in post-mortem mode. This example of post-mortem debugging assumes the 
hardware configuration shown in figure 7.4. 
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Figure 7.4 Hardware configuration for post-mortem example 

7.16.1 Prerequisites for post-mortem debugging 

You should ensure that the appropriate environment variables described in sec- 
tion 2.10.4 have been initialised before you proceed. 



7.16.2 Running the example program 

When you have built an executable code file you can njn the program by typing 
one of the following commands: 



iserver -se -sb facs. bah 
iserver /se /sb facs .bah 



(UNIX) 
(MS-DOSA/MS) 



The program immediately prompts you for a value. For correct execution the 
number must be less than 100. 

To create an error for the purpose of this tutorial, give the value 101 and press 
IRETURN] , The program will fail with the message: 

Error - iserver - Error flag raised by transputer- 



7.16.3 Creating a memory dump fiEe 

To create a memory dump file for the debugger to read, type: 

idump facs 15000 
This creates a file called facs . dmp containing the transputer's register contents 
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and the first 15000 bytes of memory. You are then returned to the operating 
system prompt. 

7.16.4 Running the debugger 

To debug the example program, use one of the following commands: 

idebug -si facs.bah -r facs -c t425 (UNIX) 

idebug /si facs.bah /r facs /c t425 (MS-DOSA/MS) 

The iserver *si' switch is optional The 'r' option identifies the program as 
one that was executed on the rooMransputer and specifies the memory dump 
file to be read. 

Note: If your transputer is not a T425 you should change the T425 option to 
the appropriate transputer type. 

Should you wish to invoke the debugger a second time on this single processor 
example, without an intervening idump command, you will need to add the 
iserver 'sr' option to the comrnand line (see section 14.3.5). 

The debugger first displays its version number, then some processing informa- 
tion, and eventually locates to the source line from which the error was generated: 

sq := X * X 

You can now begin to debug the program. You can use the symbolic facilities to 
browse the source, locate to specific lines and areas of code, inspect variables 
and channels, and trace procedure calls, and you can inspect and disassemble 
memory using the f^onftor page commands. 

The following sections illustrate some of the debugging operations you can per- 
form on the example program. For further details about any of the debugging 
functions described in these sections, see chapter 14. 

Inspecting variables 

When the debugger is displaying source code, you may inspect any variable by 
placing the cursor on the variable and pressing |insp£Ct| . 

For example, to display the value of x. place the cursor over x in the source code 
and press |inspect[ . x is displayed in both decimal and hexadecimal forms, and 
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its address in memory is given in hexadecimal. For example: 

REAL64 ^x' has value . . . 

9, 3326215443 944096E+155 (#605166C€98CF1838) (at 

#80000464) 

Jn the same way you can inspect the values of sq, square, stop, integer, 
stop, real, and any other variable that is in scope. Use the cursor keys to 
scroll through the code. To return to the source of the original error, use the 
IRELOCATEI function. 

You can also use the Iinspect] function to examine procedures and functions. \i 
you place the cursor on a procedure or function name and press 1inspect| , the 
debugger displays its address and workspace requirements. 

You can also examine any symbol In the source by specifying its name. To do 
this, move the cursor to a blank area and press Iinspectj . The debugger then 
prompts for the symbol name. 

Inspecting channels 

The debugger can also examine processes on channels within the scope of 
the original error. If you place the cursor on channel out and press liNSPECTL 
information about the channel Is displayed. For example: 

CHAN ^out' has Iptr:#800022F8 and Wdesc; #80000381 
(Lo) (at #80000630 

This Indicates that there is a process waiting for communication on channel out, 
and that it is a low priority process. To find out which OCCam process is waiting, 
press ICHANNELl - The cursor will be placed on the line corresponding to the other 
process, which in this example is inside the procedure sum» on the following line: 

in ? X 

Within procedure sum, you can examine any symbol using irNSPECU 

Within the sum procedure you can inspect the channel out and use [channelI 
to jump to the waiting process, which is the procedure control that is waiting 
for the final result. Again you can use [Inspect] to examine any symbol. 

Retracing and Backtracing 

So tar the debugger has located three of the five processes that compose the 
program. What about the others? 

First use the [retracej key to retrace your steps back to procedure square. 
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When in procedure square, inspect channel in, which is connected to the 
facs procedure. It is empty, which means that no process is waiting to com- 
municate. 

Next try ibacktraceI . This function backtraces down nested procedure calls- 
Each time the function is invoked the cursor is placed on the line in the enclosing 
code from which the procedure was called. 

In this example, IbacktraceI moves the cursor to the line where procedure 
square is called. Again, you can inspect any symbol which is in scope at 
this line. For example, you can inspect the channels feed. to. facs and 
facs. to. square. Both should be empty^ which means that the remaining 
processes were actively executing, rather than waiting to communicate, when 
the program halted. 

To find the active processes, you need to examine the transputer's process 
queues using the Monitor page facilities, as described below. 

Displaying process queues 

To display the process queues, first enter the debugger Monitor page from the 
symbolic environment by pressing the [monitorI key. Low level information is 
displayed for the current processor, along with a list of Monitor page commands. 

To display the processor's active process queues, use the Monitor page 'R' 
command. This displays two active processes, identified by their respective 
Iptr and WdesG. When you have identified the processes to examine, you 
can use the Monitor page 'G' command to jump to those processes and inspect 
the code. 

Other commands to try from the Monitor page are 'T', which displays the pro- 
cesses waiting on the transputer's timers; and 'L', which displays processes 
wailing for communication on the transputer's links. 

Goto process 

When you press 'G', the following message is displayed: 

[CURSOR] then [RETURN], or to F, (I)ptr, {L)o, 
or (Q)uit 

To jump to a specific process and display the source code associated with that 
process, place the cursor on an iptr and press |return| . 

Commands 'i' and *l', allow you to jump to the main process or low priority 
process respectively, and commands *0' - 'F' allow you to display specific lines 
on the right hand side of the display. 
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To display the first active process, type '0' (zero). Tiie cursor will be placed on 
the following source fine (in procedure 'feed'): 

out ! i 

Because this process is on the queue and not waiting, it must have already per- 
formed the connmunlcation and is about to resume executing. You can examine 
variables wilhin the procedure as before. 

To display the last remaining process in the program, press |monitor| again, and 
type 'G' followed by *!' to locate to the second process in the queue. 

This process will either be executing code within the compiler libraries or within 
the replicated SEQ, If it is executing code within a library, the debugger displays 
the call to the Sibrary routine rather than the source itself, because the source is 
not supplied. For exan:iple: 

result := result * CREAL64 ROUND i) 

Again, you may inspect variables within the process. For example, by Inspecting 
the variable 'i'. you can determine how many times the bop has been executed. 
Or you can use |backtrace| to determine where the function was called from. 

Other symbolic functions 

Other symbolic functions that you may like to try while you are in the debugger 
are listed below. 

JTOPl Returns to the error location, or last location selected 

by Monitor page 'G' command. 

\\NfO\ Displays iptr, wdesc, and priority, of the last posi- 

tion located to, together with the processor type and 
number. 

ISEARCHI Allows you to search forward through the file for a 

specific string. 



IHELPI Displays a summary of debugger function keys. 

IGET ADDRESS] Displays the memory address of the transputer code 
corresponding to the current source line. 

ICHANGE FiilEj Allows you to examine any file. 



lENTER file] AKows you to open and examine included files. 
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[EXIT FiLEl Allows you to close included tiles. 

IGQTO line! Moves to a particular line of the file. 

jTOPOF FiLEl Moves to the first line of the file. 



IBOTTOM OF FiLEl Moves to the last line in the file. 



7.17 Hints and further guidance 

This section contains some hints about specific debugging operations and some 
guidelines to follow when analysing deadlocks in OCCam programs. 



7.17.1 Invalid pointers 

The debugger checks instruction pointers (iptrs) and workspace descriptors 
(Wdescs) for the correct code and data limits. Invalid pointers are flagged by 
an asterisk (*) on the screen. 

Invalid pointers indicate a major problenii with the program. They may also be 
caused by specifying an incorrect dump file. 



7.17.2 Examining and disassembling memory 

Within the Monitor page environment, the debugger keeps a record of two mem- 
ory addresses; the start address of the last disassembly, used as the default by 
the 'D' comnnand, and the address of the last region of memory to be displayed, 
used by the 'A', 'H', and 'I' commands. 

This allows you to switch easily between code disassembly and memory display. 
You can, for example, disassemble a portion of memory using the 'D' command, 
Gxanfiine its workspace in hex using the 'H' command, and then return to the 
original address by invoking the 'd' command once again. 



7.17.3 Occam scope rules 

The debugger can only display the values of variabies that are in scope. For 
example, division by zero in the following procedure r would cause an error, 
and the debugger would locate to that source line. 
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Debugger example: scope. occ 

Example of occam variable scope rules. 



#INCLUDE "hostio.inc" 
#OSE "hostio.lib" 



PROC scope. entry (CHAN OF SP fs, ts, []INT free. memory) 

PROC p {) 

INT a : 

PROC q (VRL INT b) 
INT c : 
SEQ 

c := b + a 



PROC r (VAL INT d) 
INT e : 
SEQ 

e := 

e := d / e — <== The debugger will locate 
: — to here after the error 

INT X : 
SEQ 

X, a := 99, 57 

INT y : 

SEQ 

y := 42 

q (y) 

r (x) — <= And baclctrac© to here 



SEQ 

P 

so. exit (fSf tS/ sps. success) 



At the line that contains the division by zero, variables e, d, and a are in scope 
and may be inspected, but variables x, y, c, and b are out of scope and cannot 
be Inspected. 
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If the debugger now located to the call of r, the only variables in scope and 
accessible for inspection would be a and x. 

7.17.4 Debugging IF and CASE statements 

IF constructs with no TRUE guards, and CASE constructs where no selections 
are matched, stop the program as though a Stop statement had been encoun- 
tered in the program. This avoids the need to create a default case each time 
the statements are used. 

However, It can be useful for the purpose of debugging these statements, to use 
a default case. If a default is specified, the debugger can locate directly to the 
STOP statement within the construct, which indicates exactly where the error 
occurred. 

7.17.5 Analysing deadlock 

Deadlocks that occur in mullilransputer networks can be debugged by using 
the Monitor page 'l' command to examine processes on the transputer links. 
Deadlocks in single transputer programs are more difficult to debug because 
there is no way to enter the program; there are no active processes from which 
to Inspect channels, and no links to other transputers to provide an alternative 
entry point. 

In practice, it is often obvious to the programmer which channel or channels 
are causing deadlock, and a dummy process can be added to the program to 
provide an entry point for the debugger. 

Consider the following code: 
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Debugger example: deadlock . occ 
Example of deadlock. 



#INCLUDE "hostio.inc" 
#USE "ho3tio.lib" 



PROC deadlock. entry <CHAN OF SP fs, ts, []INT free. memory) 



PROC deadlock 





CHAN OF 


INT 


c 


PAR 






SEQ 






C 1 


99 




C 1 


101 




INT X 


. 




SEQ 






C ? 


X 





<= Missing second input 



SEO 

deadlock () 

so. exit (fs, tSr sps. success) 



The program can be debugged by adding a process that will remain idle (by 
waiting on a TIMER) while the program is debugged. An example of the type of 
code that is required is illustrated below. 
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Debugger example: deadfix.occ 

Example of deadlock and how to provide 
debugging support. 



#INCLUDE "hostio.inc" 
#USE "hostio,lib" 
#USE "debug. lib" 



PROC deadfix. entry (CHAN OP SP fs, ts, []INT free. memory) 

PROC deadlock. debug 
CHAN OF INT c : 
CHAN OF INT stopper : 
FAR 

DEBUG. TIMER (stopper) — Hook for debugger 
SEQ 
PAR 
SEQ 

c ! 99 
c ! 101 

INT X : 
SEQ 

c ? X 

<== Missing second input 

stopper ! ~ terminate debug. timer 



SEQ 

deadlock. debug () 

so. exit (fs, ts, sps. success) 



The procedure debug. timer is supplied in the OCCam library debug. lib. 
The process lies dormant on the processor's timer queue waiting tor a time as 
far into the future as the processor can provide. When the timeout expires, the 
process places itself back on the timer queue. 

Such a process provides a hook into the program for locating deadlocked pro- 
cesses because the process is always accessible to the debugger on the timer 
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queue. By locating to it you can access variables which are in scope at the 
point of its execution and thereby detect the deadlock. In the modified program 
a deadlock still forms in the procedure, but there is now a way to enter the 
program. 

To enter the program and inspect the deadlock, first invoke the Monitor page envi- 
ronment, and use the Monitor page 'T' command to inspect the transputer's timer 
queue, on which there will be a process waiting. Use the 'G' command to go to 
that waiting process, and the debugger will locate to the call of DEBUG. timer. 

You can then use jiNSPECTl to examine the channel c where the program has 
deadlocked, and which will therefore contain the process that is waiting for com- 
munication. Finally you can use ICHANNEL) to jump to the deadlocked process. 

The compiler does not insert this kind of debugging code automatically, for sev- 
eral reasons. Firstly, it is the philosophy of the OCCam toolset not to alter the 
runtime code in any way. Secondly, most programs use many channels, and the 
execution overheads and code size could becorne unacceptably large. Again 
for the above example code this would be unimportant because the process 
consumas no CPU time, but this may not be true for many programs. Lastly, it 
could be difficult to distinguish the true deadlocked process from the many idie 
debug processes waiting on the timer queues. 



7.17.6 Inspecting soft configuration channels 

Soft channels declared at the configuration level (i.e. those internal to a proces- 
sor which are not placed on its external links) may be inspected from the fvlonitor 
page by knowing that ihey are located near the beginning of the Configuration 
code area which appears after the user Program code area (as displayed by the 
Monitor page r\/lemory map command). 



7.18 Points to note when using the debugger 

This section contains some extra information which may be of use when using 
the debugger. 



7.18.1 Abusing hard links 

Current generation transputers permit unsynchronised transfer of messages on 
external channels (links). This allows, for example, two 4-byte messages to be 
sent and for them to be received as a single 8-byte message on the receiving 
transputer. This is not consistent with the communication of messages between 
processes on the same processor where the transfer of messages is synchro- 
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nised. 

When breakpoint debugging, external communications are handled by the de- 
bugger's virtual link system; this is an internal transfer which is liable to function 
incorrectly if user code is relying on unsynchronised transfers. 

Unsynchronised transfer of data should not be used where breakpointing Is used 
to debug a program. It is bad practice anyway and will certainly cause the 
debugging virtual link system, on which breakpointing depends, to crash. 



7.18.2 Examining the active network (the network Is volatile) 

When a process stops at a breakpoint you should remember that all of the other 
processes are still running (unless they hit a breakpoint, terminate etc.). This 
means that any of the Monitor page commands that display process queues 
(eg, R, L, T etc.) may change if you invoke them again (or use the 'D' (Update) 
command to update the state information). When in symbolic mode the same is 
true ior Channels which may appear empty when first inspected only to change 
to a waiting process when inspected again. 

The only way to effectively freeze all processes is to flip to post-mortem mode by 
using the Monitor page 'Y' (Enter Postmortem) command. You should remember 
that when you use this command that all processes that have hit a breakpoint 
will not appear in the njnlime queues. If this is a problem, you should note the 
iptr and wdesc values of the processes and use the Monitor page 'o' (Select 
Process) command to locate to them symbolically. 



7.18.3 Using itNSPECTi with channel communications 

When debugging a program compiled for interactive debugging it should be re- 
membered that any channel communication is achieved via library calls. As a 
consequence, the |inspect| key may display an iptr relating to code in the 
debugging kernel system rather than the iptr of a user process waiting on 
the channel. This may Jead to channel communications not involved with an 
ALT appearing to having the same process iptr (the Wdesc will be valid and 
unique). In order to correctly establish the iptr of the process waiting at the 
other end, you should use the ICHAisiNELj key to locate to the process followed by 
the IINFQI key to obtain process details. 



7.18.4 Selecting events from specific processors 

The debugger provides no guarantee that debugging events such as breakpoints 
and debugging messages from processes running on different processors are 
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presented in the same order in which they occur. Events on processors which 
are closer in terms of connectivity to the root transputer (where the debugger is 
running) are usually displayed before events on distant processors. 

If it is important that you encounter a debugging event on a specific processor 
before events on other processors you can usually achieve this by changing to 
the processor of interest (using the Monitor page 'P' command or left and right 
cursor keys) before resuming via the 'J' command. 

7.18.5 Minimal confidence check 

A first level confidence check to perform with a program which is misbehaving 
is to perform a compare memory check using the Monitor page 'C command. 
This will help to highlight any memory corruption problems which may occur due 
to faulty memory or faulty program logic. You should aEways ensure that no 
compiler checks have been disabled to prevent the latter. 

7.1B.6 INTERRUPT key 

The debugger can be diverted from the running program to return to the Monitor 
page by the use of the Iinterrupt] key. However, problems can arise if the 
running program is trying to simultaneously read keystrokes from the keyboard; 
the debugger is then unable to intercept the interrupt key. (Sometimes it is 
possible to force the interrupt to be recognised by repeating the key quickly.) 

A similar problem arises when there are existing keystrokes buffered before the 
interrupt key; if the application program does not read these buffered keystrokes 
the debugger will never have a chance to see the interrupt key. 



7,18.7 Program crashes 

If in breakpoint mode the debugger detects that the program has crashed im- 
mediately after starting program execution (i.e. after invoking the 'J' (Jump into 
application) command), you should use the post-mortem breakpoint option ('Y') 
to determine the cause. However, if no error flags are set on the network that is 
running the program then it is likely that the an error flag is set on a transputer 
that is not in use. This may occur on boards where the subsystem services are 
wired to propagate all error flags to the root transputer. In this instance you need 
to clear the network (see section 14.3.6 for more details). 
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7.18.8 Undetected program crashes 

When operating in breakpoint mode and a program overwrites the debugging 
kernel or you have set a breakpoint in a high priority process en a processor 
without hardware breakpoint support, the debugger cannot fulJy recover and is 
unable to indicate that the program has crashed. In this situation the debugger 
fails to update the screen other than to put the following message at the top of 
the screen when it attempts to display the Monitor Page: 

Toolset Debugger : V2.02.00 Processor n "name" (Tm) 

[n such Instances you should use the host BREAK key in order to terminate 
the debugger and restart the debugger using the command line 'M' option to 
post-nfiortem debug the session. 



7.18.9 Debugger hangs when starting program 

[f the debugger hangs immediately after you have supplied the command line 
arguments when starting execution of a program you have probably set a break- 
point in a configuration level High priority process on a processor without hard- 
ware breakpoint support. 



7.18.10 Debugger hangs 

]f the debugger hangs when attempting to flip to post-mortem using the Monitor 
page *Y' command or when trying to quit, you should terminate the debugger 
manually using the host BREAK key. 

If you were trying to flip to post-mortem mode you should restart the debugger 
using the command line 'M' option to resume debugging in post-mortem mode. 



7.18.11 Catching concurrent processes with breakpoints 

Sometimes a concurrent process is executing in a program (often in a loop) 
and you would like to be able to control it better by use of breakpoints. If the 
process is connmunJcating with other processes via channels and you have set 
breakpoints in the other processes, breakpoints can be set on a communication 
and the channel can be jumped down to the executing process when you hitthe 
breakpoint. 

However, if the process has entered a non-communicating loop or you are not 
sure where exactly it is in your program code you must use a different approach. 
In order to set a breakpoint, you should use the |interrupt| key to return to the 
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Monitor page and then, by using the 'R' (Run queues) command and/or the *T' 
(Timer queues) command, list the iptrs and wdescs of the processes currently 
executing. (Often, this will include the debugging kernel processes but these are 
easily detected and ignored because they are marked by an asterisk.) 

Use the 'G' (Goto process) command lo select the iptr and wdesc of the 
process to locate symbolically to the process and set a breakpoint on that line. 
Then return to the Monitor page and resume the debugger using the 'J' com- 
mand; when the process hits the breakpoint you may continue to debug it. If 
there are no processes on either the runtime or timer queues and there are no 
external communications, it means that your program has either deadlocked or 
terminated. 



7.18.12 Phantom breakpoints 

Because of the mechanism used for breakpoints on those transputers without 
hardware breakpoint support (see Table 7.1) it is possible for code produced by 
INMOS compilers to contain code that fools the debugger into thinking it is a 
breakpoint (a phantom breakpoint). This may occur with oc and other TCOFF 
compatible INMOS compilers such as ice. 

The following OCCam code generates a phantom breakpoint. 

WHILE TRUE 
SKIP 

If you encounter a phantom breakpoint and you wish to continue execution, you 
must set a breakpoint at the same address and then resume execution. 

To do this use the IGetaddressI key to obtain the start address of the empty 
loop when in symbolic mode, change to the Monitor page and use the Breakpoint 
Set option to set a breakpoint at the loop address. 



7.18.13 Breakpoint configuration considerations 

When breakpoint debugging you should remember that the root transputer of a 
network is used by the debugger for its own purposes. 

On some transputer motherboards with an inbuilt pipeline, the root transputer 
is normally booted down link 0; subsequent transputers in the pipeline boot 
down link 1, This may (accidently) be a problem if you simply take a network 
configuration which was not configured with breakpoint debugging in mind (eg. a 
pipeline configuration) and attempt to breakpoint debug it. The debugger will in 
effect, attempt to skip load it onto the resl of the network; the program may load 
(if by chance the right link connections are available), if the boot link is different 
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it will not be able to talk to the host (iserver) when it executes. 

Such an event may easily be verified by using the Monitor page 'L' option when 
positioned on processor 0. This will Indicate whether the root transputer booted 
from a different Ifnk to that specified In the configuration file. 

When breakpoint debugging, the debugger will warn you jf the boot is different 
from that expected for the root processor, before the network is loaded. 



7.18.14 Determining connectivity and memory sEzes 

In order to establish the connectivity and memory map range for each processor 
in a program you should use the icoiiect 'P' option. 

Alternatively you may use the debugger command line dummy debug 'D' option. 



7.18,15 Long source code lines 

Source code lines longer than 500 characters cause the symbolic source code 
browser to treat them as multiple lines and subsequently it will loose line syn- 
chronisation; (i.e. it displays incorrect line number information). 



7.18.16 Setting breakpoints on the transputer seterr Instruction 

The debugging kernel does not resume the transputer seterr instmction with 
its original (correct) iptr (it resumes it with an iptr within the kernel area). 
Because a kernel operates in Halt-on-Error mode, the seterr instnjction has 
the effect of halting the processor. The effect of the incorrect iptr is only 
apparent if you subsequently switch to post-mortem debugging whereupon the 
debugger will complain that it is unable to locate to an iptr within the kernel 
area. If this is a problem, you should note the Iptr before resuming from the 
breakpoint. 

This problem will occur if you resume from a breakpoint on an occam STOP 
statement which has been compiled in either Halt or Universal error modes. 



7.18.17 Backtraclng to occann configuration code 

When used in conjunction with the occam configurer occonf, idebug is 
able to backtrace to the OCCam configuration source code. Symbolic debug 
information provided by the configurer at this level is, however, not complete 
(although sufficient to enable correct source line locating), and as a consequence 
you are unlikely to be able to inspect variables, channels or constants. 
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services 



This chapter describes how programs communicate with the host computer via 
the host file server and the i/o libraries. It briefly describes the protocols used, 
outlines how to place host channels on a transputer board, and discusses how 
processes can be multiplexed to a single host. 



8.1 Introduction 

Occam, like most high level programming languages, is independent of the 
host operating system. At the programming level, communication with the host 
is achieved via a set of i/o [ibraries that are provided with the toolset. The libraries 
in turn use the services provided by the host file server. 

The host file server and the functions it provides are transparent to the program- 
mer. The server functions are activated whenever a program is loaded using 
the iserver tool. Programs that use the i/o libraries should always be loaded 
using iserver. 

For an example of a program that communicates in a simple way with the host 
connputer, including details of how it is compiled, linked and loaded, see chap- 
ter 4, 



8.2 Communicating with the host 

Programs communicate with the host through i/o library routines that in turn use 
functions provided by the host file server. 



8.2.1 The host fUe server 

The host file server provides the runtime environment that enables application 
programs to communicate with the host. It contains functions for: 

• Opening and closing files 

• Reading and writing to files and the terminal 

• Deleting and renaming files 
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• Returning information from the host environment, such as the date and 
time of day 

• Returning information specific to the server, such as a version number 

• Starting and stopping the server. 

Details of the server functions can be found in part 2 appendix H. 

8.2.2 Library support 

Two i/o libraries are provided for accessing the file system and other host ser- 
vices. The libraries are summarised below. 

hostio . lib Fife and terminal i/o; host access 
streamio , lib Stream-based terminal and file i/o 

All routines In these libraries are independent of the host operating system. 

The hostio library contains basic routines for accessing fites and controlling the 
file system. It also contains routines for general interaction with the host. Use 
the hostio library tor basic file operations, and for accessing host services. 

The streamio library contains routines for creating and outputting to streams. It 
also provides primitives for reading and writing text and numbers, and for con- 
trolling the screen. Use the streamio library for inputting and outputting character 
and data streams. 

Definitions of constants and protocols used within the libraries are provided in 
the include files hostio. inc and streamio. inc. These files should be 
included in all programs where the respective libraries are used. 

Details of all i/o procedures and functions can be found in part 2 chapter 1, 

8.2.3 File streams 

The host file server supports a stream model of file and terminal access. When a 
file is opened a 32-bit integer stream id is returned to the program. This identifier 
must be quoted by the program whenever the file is accessed, and is valid until 
the file is closed. 

Streams and files must be explicitly dosed by the programs that use them, and 
the server must be explicitly terminated when the program finishes and host 
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services are no longer required. 

Three streams are predefined: 

spid.stdin standard input 
spid. stdout standard output 
spid. stderr standard error 

These streams can be closed by the programmer, but cannot be reopened. Take 
care not to close the standard streams if you are using hostio routines that read 
or write to them. The streams can only be closed by specifying the streamid 
explicitly and cannot be closed inadvertently using the hostio routines. 

Standard input and output are normally connected to the keyboard and screen 
respectively, but may be redirected by the operating system. 

Streams and files other than the three standard streams described above must 
be explicitly closed by the program. When the program finishes and host ser- 
vices are no longer required, the server should be terminated by the transputer 
application calling so -exit. 

Protocols 

Occam programs communicate with the host file server through a pair of OCCam 
channels. Requests for service are sent to the host on one channel and replies 
are received on the other. Both channels use the SP protocol, which Is defined 
in the include file hostio . inc. 



8.3 Host implementation differences 

The IBM PC version of the host file server supports a number of DOS specific 
commands. For details of the routines provided for this implementation see the 
Delivery Manual that accompanies the release. The VAX VMS and Sun 3 UNIX 
implementations have no host specific commands. 

II you wish to write programs that are portable between all infiplementations of 
the toolset you are recommended to use only host independent routines. Ail pro- 
cedures and (unctions in the hostio and streamio libraries are host independent. 
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8.4 Accessing the host from a program 

For programs to be run on transputer boards the host is accessed through the 
channels fs and ts, both defined as chak of SP. Protocol SP is defined in 
the include file hostio.inc. 

For single transputer programs the channels are defined within the program, and 
for multiprocessor programs the channels are placed on the link that is connected 
to the host. The normal location for the connection to the host is link zero on 
the root processor. 



8A1 Using the simulator 

The simulator tool isim provides access to the host file server in the same way 
as a single processor program running on a board, with the following channel 
placements: fs at linkO.in; ts at linkO .out. 



8.5 Multiplexing processes to the host 

The host file server Is a single resource, connected to a process running on the 
root transputer via a pair of Occam channels. This is illustrated in figure 8,1. 



host 

/ hn<5t \ 


transputer 


file L 


*[ process 


y server /^ 


^^^ 



Figure 8.1 Program input/output 

It more than one process requires access to the host then the server must be 
shared between a number of processes, ensuring that all processes are sen/ed 
in turn. The simplest solution where a resource Is used by more than one process 
is to provide a multiplexor. 

A multiplexor is a process which takes many Inputs and connects them to a single 
shared resource and ensures that communications from different processes do 
not conflict. 

Two routines that allow multiple processes to communicate with the host via the 
host file server channels are provided in the hostio library. The routines are 
called so. multiplexor and so. overlapped, multiplexor. Details of 
the routines can be found in part 2, section 1 .4.9. 
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An example of a muEtiplexed system is shown in figure 8.2 and Occam code 
that would implement the system is listed in figure 8.3. 



host 





Figure 8.2 Multiplexing the host file server 

Multiplexor processes can be chained together to produce any degree of multi- 
plexing to the host. However, the host is a single, finite resource and unrestrained 
multiplexing of processes should be avoided if possible. 



8.5.1 Buffering processes to the host 

It may sometimes be useful to pass data invisibly through another process, for 
example when passing data to the server through intervening processes. The 
hostio library routine so, buffer takes a pair of input and output channels and 
passes data through unchanged. 



8.5.2 Pipelining 

If data has to pass through many processes before reaching the server efficiency 
may be improved by allowing a data transfer to begin before the previous one 
has completed its journey down the line of processes. This allows several data 
transfers to be in progress simultaneously and is known as pipelining. 

The routine so. overlapped. buffer can pipeline several buffers up to a 
user-defined limit. A pipelined version of the multiplexor process called 
so. overlapped. multiplexor performs the same function for multiplexed 
processes. 
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#INCLUDE "hostio,inc" — SP protocol declaration 

PROC mux. example (CHAK OF SP fs, ts, 
[ ] INT free . memory ) 

#DSE "hostio.lib" — host i/o libraries 

#USE "processO" — user processes 
#USE "processl" 
#USE "process2" 

SEQ 

CHAN OF BOOL stop: 

[3]CHAN OF SP from. process, to. process: 
PAR 

so.multiplexor (fSj ts, — server channels 
from. process, to .process, 

-- multiplexed channels 
stop) — termination channel 

SEQ 

PAR — run user processes in parallel 
— sharing the iserver 
processO (to. process {0] , from. process [0] ) 
processl (to .process [1] , from. process [1] ) 
process2 (to. process [2] , from, process [2] ) 
stop ! FALSE -- terminate multiplexor 

so. exit (fs, ts, sps. success) 

Figure 8.3 Multiplexing example 
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This chapter describes how to incorporate code written in other languages into 
Occam programs. It begins by outlining the various ways in which foreign lan- 
guage code can be mixed with OCCam. describes briefly how to mix code at 
the configuration level, and describes in detail the special facilities available for 
importing C functions (in TCOFF) into OCCam programs. 



9.1 Introduction 

For many applications it is appropriate to write the software using more than 
one programming language. For example, a particular algorithm may be better 
expressed in a specific language or applications software may already exist in 
particular languages. In either case a well defined mechanism for mixing lan- 
guages within a system is desirable. 

The Occam programming model provides a clean and simple basis for mixing 
languages. The model consists of independent parallel processes, communicat- 
ing via channels, which can be distributed in any way to a network of transput- 
ers. In accordance with this model, programs written in other languages can be 
viewed as single, separately compiled processes that can be run in parallel with 
each other, and with other occam processes, on any transputer in the network. 

In addition special facilities and library support are provided for calling C code 
from Occam. The system supports the calling of C functions by a compiler 
pragma and a set of library functions which allow static and heap areas to be 
initialised and their use terminated. 

Code which has been generated by the TCOFF family of language compilers may 
be mixed at configuration level, using the ANSI C toolset configurer icconf. 
The ANSI configuration system and language enables processes written in 
different languages to be placed on the same processor or on a network of 
processors. Further details of this configuration system is given In the ANSI C 
Toolset User Manual. 

The toolset also provides a special set of interfaces which allow foreign language 
code to be incorporated into Occam programs as equivalent OCCam processes 
. This enables configufation using the OCCam configurer occonf ; an example 
is provided in the examples directory supplied with the toolset. The interface 
code system may be used to support source code written for use with earlier 
INMOS language compilers and toolsets. Further information on this subject is 
provided as an appendix to the ANSI C Toolset User Manual. 
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Mixed language programs can be debugged using the toolset debugger idebug, 
with some restrictions. 

It is also possible to call separately compiled Occam procedures from other 
languages. Since OCCam code requires no elaborate run time environment, and 
separately compiled procedures are re-entrant, the code for these procedures 
can be shared by different processes running on the same transputer 



9.2 Importing C functions 

Special facilities and library support exist for calling C functions from OCCann. 
This allows existing, proven C code to be used in occam programs, with certain 
minor restrictions. The facilities comprise the oc compiler pragmas external 
and TRANSLATE and four library routines which allow C code generated by the 
ANSI C connpiler ice to be incorporated. Section 9.3 lists equivalent Occam 
data types for all C types. In certain cases no true equivalent exists and an 
alternative action is suggested. 

Only C functions which do not require any sen/er communication, i.e. those 
linked with the reduced C runtime library, can be called from OCCam. In addi- 
tion stack checking should not be enabled on any C function to be called from 
Occam. 

Most C runtime environments automatically provide C progranns and functions 
with a static area (for holding static data and external variables) and a heap area 
(for memory allocation). Since OCCam requires neither of these, the facilities 
are providedseparately by four routines in the OCCam library callclib. The 
routines provide the mechanisms for setting up and terminating C static and heap 
areas from Occam so that suites of C functions may be called. Each C function 
which uses static data needs to be able to find this area. In order to do this, 
every C function takes, as its first parameter, a pointer to the start of the static 
area. 

Some simple C functions may not require static or heap areas and may be called 
more easily without using the special library routines. When calling a C function 
therefore, the first step is to decide whether static and heap areas are required. 



9.2.1 Deciding whether a static area is required 

For many C functions it may not be immediately obvious whether static or heap 
is required (the heap area requires a previously set static area). For example, 
some, but not all, library functions require static and heap areas but because it 
would be difficult to distinguish those that do, a static and heap area should be 
assumed whenever a library function is called. 
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Because of the difficulty in covering all types of functions, the following series 
of rules is offered as a way of determining whether a function requires static 
or heap. The rules ensures that no C function is called in the Incorrect way, 
even though static and heap areas may be assumed when they are not actually 
required. 

If the function uses static variables then static is required. 

If the function accesses external variables static is required. 

If the function uses any functions from the runtime library static and heap 
is required. 

Functions which fail all the above tests can be assumed nof to require static or 
heap, and can be called without using any of the static or heap library functions. 

9.2.2 Functions which do not require static or heap 

C functions which do not require static or heap can be called using the external 
pragma. There are two possible cases based on whether or not the function re- 
quires a global static base (gsb) pointer parameter. 

Functions which are compiled normally expect gsb as the first parameter even 
if they make no use of static. If there is no use made of the static area, gsb will 
not be used but must still be passed as a dummy parameter. 

9.2.3 Declaring the C function 

In order for OCCam code to call an external function it must have a description 
of the function. The EXTEElWAL pragma is provided to create descriptors for 
functions written in languages other than occam. The syntax of the pragma is 
as follows: 

# PRAGMA EXTERNAL '' function declaration = workspace i.vectorspace}^* 

The optional parameter vectorspace is not required for C functions. 

For example: 

#PRAGM& EXTERNAL "INT cfunction (VAL INT gsb, INT argl, arg2) 
= 50" 

Note that gsb Is declared as the first parameter. Workspace is a constant value 
and represents the number of words of workspace required by the C function 
(in the above example this was 50 words). Workspace must be large enough 
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to accommodate the workspace of any sub-calls made by the C function. The 
workspace requirement of a C function can be estimated as the number of words 
required by any automatic variables, plus an additional four words for each func- 
tion call. If the C function makes a call to the runtime library, workspace should 
be increased by at least 1 50 words. 

For example; 

C function to be called: 



int c:func(int argl, int arg2) 

{ 

/* body of cfunc */ 

} 



Occam calling code: 

#PRAGMA EXTERNAL "INT cfunc (VAL INT gsb, INT argl, arg2) 

50" 

PROC callcO 

INT dummy, gsb, cargl, c.arg2, result: 
SEQ 

dummy . gsb : = — d\immy . gsb has a null value 

— calculate cargl and G.arg2 

result := cfunc (dummy .gsb, c.argl, c.arg2) 

— rest of function 



It is possible to remove the need for the dummy parameter altogether by com- 
piling the C function without a static link parameter i.e. with the ice compiler 
pragma lMS_nolink active. 

For example: 

C function to be called: 

int cfunc (int argl, int arg2); 
ftpragma IMS__nolink (cfunc) 

int cfunc (int argl, int arg2) 

{ 

/* body of cfunc */ 

) 
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Occam calling code: 



#PRAGMA EXTERNAL "INT cfunc(INT argl , arg2) = 50" 

EROC calico 

INT c.argl, c.arg2, result: 
SEQ 

— calculate c.argl and c.arg2 
result := cfunc (c.arglf c,arg2) 

— rest of function 



Translating C names 

The TRANSLATE pragma can be used to convert C names to valid OCCam 
names- 

Some C names may contain invalid OCcam characters, for example, the under- 
score. It is usually possible to ensure that the C function has an acceptable Oc- 
cam name but where this is not possible or desirable the translate pragma 
can be used to generate an occam alias. 

The syntax is as follows: 

#PRAGMA TRANSLATE occamname "Cname" 

For example: 

#PRAGMA TRANSLATE C . f unc "c_func" 

TRANSLATE pragmas must precede any reference to their rdentifier and this 
Includes any identifier defined by an external pragma. For example: 

#PRAGMA TRANSLATE c . routine "c_routine" 
ttPRAGMA EXTERNAL "PROC c. routine () = 100" 



Linking 

Occam programs that call C functions must be linked with the compiled C func- 
tion. For details of how to use the linker see chapter 19. 
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9.2.4 Functions whfch require static and/or heap 

For C functions which require static and/or heap the space must be set up in 
the Occam code before the function is called, and terminated when no longer 
required. These operations are performed by procedures supplied in the 'callc' 
library callc. lib. 

The static area 

C static data is stored in a reserved area of memory called the static area which 
must be set up by the system and initialised. Each C function then locates this 
static area using a pointer to its base passed by the runtime system. This pointer 
is called the global static base (gsb) and is implicit in C and therefore normally 
hidden from the user. Because C functions expect to receive this parameter 
it should be passed explicitly by the calling Occam code. This means that a 
call to a C function from OCCam will have one extra parameter compared to an 
equivalent call from C. The exception to this is when the C function is compiled 
with the iMS_noiink #pragma, which causes the function to be compiled 
without the global static base parameter. 

The heap area 

The heap area is that area of memory from which the C memory allocation 
functions reserve their memory space. It Is separate from the static area and 
requires a static area to be previously allocated because information about the 
heap is held in static variables. 

The heap need not be set up if it is not required, but remember that it may be 
used implicitly by a library call. 

Callc library 

The library callc. lib provides four occam procedures for initialising static 
and heap areas and terminating them after use. The routines are summarised 
below. 



Function 


Description 


init. static 


Initialises an area of memory for use as the 




C static area. 


init .heap 


Initialises an area for use as the heap area. 


terminate . static . use 


Terminates static usage. 


terminate. heap. use 


Terminates heap usage. 
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init.static 

PROC init. Static ([] INT static. area, INT required. size^ 9^b) 

init , static is used to set aside and initialise an area of memory for us© as 
a C static area. The static area reserved is an integer array which is declared in 
the calNng occam program. 

Two Integer values are returned: 

required, size : The number of words of static space re- 
quired. 

gsb : A painter to the base of the array which will 

act as the global static base. 

Note: the number of words of static space required is equivalent to the required 
size of the integer array. One element of the integer array is equivalent to one 
word of nriemory. 

If an error occurs on initialising the static area the value MOSTPOS INT is re- 
turned instead of the required size. 

The procedure can be used to check the size of static area required by checking 
the first return integer. For example: 

INT required. size, gsb: 
[STATIC. SIZE] INT static, area: 

init, static (static. area, required. size, gsh) 
IF 

required, size > STATIC. SIZE 

— not enough space reserved 
TRUE 

— array is big enough 

Another possible way of using init . static is to reserve a large amount of 
memory for use by the C function. To do this an initial call to init.static 
would be made with an array size of zero to obtain the required size, followed by 
a second call which would set up a segment of memory as the static area. The 
rest of the memory could be used by the Occam program for Its own purposes, 
perhaps to allocate the C heap. For example: 

INT required. size, gsb: 
[VERY. BIG. NUMBER] INT memory: 

init . Static ( [memory FROM FOR 0], required. size, gsb) 
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static. area IS [memory FROM FOR required. size] ; 
memory. left IS [memory FROM required. size FOR 

(VERY. BIG. NUMBER - required . size) ] : 
SEQ 

init . static (static . area, required. size, gsb) 

— rest of program 

init.heap 

PROC init,heap(VAL INT gsb, []INT heap. area) 

init -heap is used to set aside an area of memory for use as a C heap. The 
first argument is the gsb pointer returned by init. static, which is required 
because the nnemory aHocataon routines make use of static data. 

Like the static area the heap area is declared as an integer array. This array 
must be large enough to accommodate all calls to the C memory allocation 
functions. The number of words of heap area required is equivalent to the size 
of the integer array. One element of the integer array is equivalent to one word 
of memory. 

If the heap is used by a function before init.heap has been called the C 
memory allocation functions will fail with their normal error returns. 

terminate. static.use 

PROC terminate . Static . use (VAL INT gsb) 

terminate . static . use should be called when the static area is no longer 
required, usually when no further calls to C will be made. It provides a clean 
way of ending the use of the C static area. 

Once the static terminate procedure has been called the state of the static area 
is undefined, 

terminate.heap.use 

PROC terminate.heap.use (VAL INT gsb) 

terminate , heap , use should be called when the heap is no longer required. 
It provides a clean way of terminating the use of the heap. 

Once the heap terminate procedure has been called the state of the heap is 
undefined. 

terminate. heap* use must be called before terminating the static area be- 
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cause the heap is accessed using static variables. 

9.2.5 Example of using the callc library 

The following example illustrates how the callc library procedures can be used 
to set up and terminate the static and heap areas tor a C function. 

C function to be cailed: 

#includ6 <stdlib.h> 
static int *c; 

int c subfunc (int x, int check) 
int i ; 

if (check == 0) 

{ 

c = (int *)inalloc (x) ; 
if (c == NULL) 

return 1; 
else 

{ 

for (i=0; i < x / sizeof(int); i++) 
c[i] - i; 
} 
} 
else 

{ 

for {i=0; i < X / sizeof(int); i++) 
if (c[i] != i) 

return 1; 

} 

return 0; 

} 
Calling Occam code: 

#INCLUDE "hostio.inc" 

#USE "hostio.lib" 

#USE ''callc. lib" — the 'calling C functions. 

-- we cannot use the nam© c_subfunc because it is illegal in 
-- Occam therefore we translate it into a legal occam name 

tPRAGMft. TRANSLATE csubfunc "c^subfunc" 
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— declare the C function as an Occam descriptor. Note the 

— following: 

— 1. We use the translated name - csubfunc. 

— 2. We declare the gsb as the first parameter. This 

parameter is hidden in C. 

— 3. The parameter and return types are matched to those 

in C. 

— 4. The workspace requirement^ in this case 200, is an 

overestimation. 

#PRAGM& EXTERNAl. "INT FUNCTION C3ubfunc(VAL INT gsb, x, 

check) = 200" 

PROC test (CHAN OF SP fs, ts, []INT freemem) 
INT length, gsb, required. size: 

— static. area and heap. area sizes are overestimations 
VAL static. size IS 4000: 
VAL heap. size IS 4000: 
[static. size] INT static. area: 
[heap. size] INT heap. area: 
SEQ 

— set up static. area as the static area 
init . static (static. area, required. size, gsb) 

— now check for error 
IP 

required. size > static. size 
so. write . string. nl (fs, ts, 

"error initialising static*n") 
TRUE 

INT fail: 
SEQ 

-- set up the heap area. Note that gsb is the 

-- first parameter 

init .heap (gsb, heap , area) 

— call the c function. Note that the gsb is 

— passed as the first parameter. This call 

— of csubfunc mallocs 2000 bytes and fills 

— this area with known values . 
fail := csubfunc (gsb, 2000, 0) 

— check for error 
IF 

fail = 
SEQ 

— call csubfunc again but this time ask 

— it to check the area set up by the 

— previous call 

fail := csubfunc (gsb, 2000, 1) 

— check for error 
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IF 

fail = 

so. write, string. nl (£s, ts^ 

"successful test*n") 
TRUE 

so. write. string.nl (£s^ ts, "FAIL*n") 
TRUE 

— the first call to csubfunc failed 
so. write . string.nl (f Sy ts, 
"malloc FAILED*n") 

— terminate use of heap cleanly 
terminate . heap . use (gsb) 

— terminate use of static cleanly 
terminate. static. use (gsb) 
so.exit(fs, ts, sps, success) 



9.2.6 Linking the program 

The Occam program must be linked with the compiled C function, the callc 
library, the reduced runtime C library, and with any other OCCam libraries it 
uses. In the above example the set of files to be linked would be as follows: 

callc. tco - compiled OCcam program 

csubfunc. t CO -compiled C function 

callc . lib - callc library 

hostio.lib - Occam i/o library 

libcred, lib - C reduced runtime library 

occama.lnk - linker indirect file, listing other libraries such as 
compiler libraries required for the linking opera- 
tion. (See chapter 19 for details). 

The linker allows files to either be specified on the command line or listed in 
an indirect file. Because there are several files required in this instance, it may 
be easier to supply a linker indirect file. To do this create a text file called 
callc. Ink, containing the following lines: 

callc. tco 

csubfunc - tco 
callc. lib 
hostio* lib 
libcred.lib 
#INCLUDE occama.lnk 



72 TDS 275 02 March 1991 



176 9 Mixed language programming 

The correct linker command line (using the detault processor T414 in HALT 
mode) would be as follows; 

ilinfc -f callc.lnk (UNIX) 

ilinlc ft callc.lnJc (MS-DOSA/MS) 



The main entry point of the program is assumed to be the first entry point en- 
countered m the input list. Details of the operation of the linker can be found in 
chapter 1 9. 



9.3 Parameter passing 

The following tables describe the calling conventions that must be followed when 
passing parameters from OCCam programs to imported C processes. They list 
the Occam equivalents on 32 and 16 bit transputers for ail C types. Where 
there is no true equivalent the action to take is given. 
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Formal C parameter 


Actual Occam parameter 


(32 bit) 


(16 bit) 


char 
unsigned char 


VAL BYTE 


VAL BYTE 


signed char 


No direct equivalenlf 


No direct equivalent! 


short 
signed short 


No direct equivalentf 
(see Note 1 ) 


VAL INT 
VAL INT16 


unsigned short 


No direct equivalenlf 


No direct equivalent} 


array 


(see Note 2) 


(see Note 2) 


int 

signed int 
enum 


VAL INT 
VAL INT32 


VAL INT 
VAL INT16 


t There fs no direct type equivalent in Occam. Either recede the C program 
or pass the parameter in another form. 


Note 1 : A C short on a 32 bit processor is stored in 32 bits with the upper 
16 bits zeroed. In Occam an INT16 on a 32 bit processor is also stored 
as a 32 bit value, however, in this case the upper 16 bits are ignored and 
not zeroed. Hence C short and OCCam iNTie are not directly equivalent. 

Note 2: There are two cases to be considered when passing arrays from 
Occam to C: 

(i) When all the dimensions are known, the array is passed directly e.g. 
Occam calling code: 
[8] INT array: 
of unc (array) 
called C code: 

void cf unc (int array[S]); 

(ii) When some dimensions are unspecified OCOam will pass the dimen- 
sions as extra parameters following the array parameter. The C code must 
be written to accept these parameters e.g. OCCam calling code: 
[]INT array: 
cfunc (array) 
called Ccode: 
void cfunc (int array [] , int arraysize) ; 
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Formal C parameter 


Actual Occam parameter 


(32 bit) 


(16 bit) 


unsigned int 


No direct equivalentf 


No direct equivalentf 


long 
signed long 


VJyi INT 
VAL INT32 


No direct equivalentf 


unsigned long 


No direct equivalent! 


No direct equivalentf 


float 


VAL REAL32 


No direct equivalentf 


double 


No direct equivatentf 


No direct equivalentf 


struct 
union 


No direct equivalentt 


No direct equivalentf 


char * 
unsigned char * 


BYTE 


BYTE 


signed char * 


No direct equivalentf 


No direct equivalentf 


short * 
signed short * 


INT16 


INT 16 
INT 


unsigned short * 


No direct equivalentt 


No direct equivalentf 


int * 

signed int * 
enum * 


INT 
INT32 


INT 
INT16 


unsigned int * 


No direct equivalentf 


No direct equivalentf 


long * 
signed long * 


INT 
INT 3 2 


INT32 


unsigned long * 


No direct equivalentf 


No direct equivalentf 


float * 


REAL32 


REAL32 


double * 


REAL64 


REAL64 


struct * 
union * 


No direct equivalentf 


No direct equivalentf 


channel * 


CHAN 


CHTtN 


t There is no direct type t 
or pass the parameter fn 


equivalent in Occam. Eithe 
another form. 


r recode the C program 
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9.3.1 Return values 

The following table outlines the conventions that must be followed when receiving 
Occam function return values in C. 



C function type 


Occam function type 


{32 bit) 


(16 bit) 


char 

unsigned char 


BYTE 


BYTE 


signed char 


No direct equivalentf 


No direct equivalentf 


short; 
signed short 


INT16 


INT 

INT16 


unsigned short 


No direct equivalentf 


No direct equivalentf 


int 

signed int 
enum 


INT 
INT32 


INT 
INT16 


unsigned int 


No direct equivalentf 


No direct equivalentf 


long 
signed long 


INT 
INT32 


INT32 


unsigned long 


No direct equivalentt 


No direct equivalentf 


float 


REA132 


REAL32 


double 


REAL64 


REAIj64 


struct 
union 


No direct equivalentf 


No direct equivalentf 


Any pointerlype 


No direct equivalentf 


No direct equivalentf 


t There is no direct type equivalent in Occam. Either recede the C program 
or return the value in another form. 



9.3.2 Examples of passing parameters 

The following examples shows a C function with a variety of formal parameters 
along with the Occam code whicfi can call it. The code for 32 bit and 16 bit 
transputers is given separately. 
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The C function to be called oa a 32 bit transputer is as follows: 

int cfuncl (int parml) ; 

#pragma IMS_nolink (cfuncl) /* remove the gsb hidden 

parameter */ 

void cprocl{char c, int i, 

long 1, float f, 

char *cp; short *sp, 

int *ip, long *lp/ 

float *fp, double *dp/ 

int arrayl [8] , 

int array2 [ ] , int array21en) ; 

#pragma IMS_nolink (cprocl) /* remove the gsb hidden 

parameter */ 

int cfuncl (int parml) 
{ 

return parml * 10; 

} 

void cprocl {char c, int i, 

long 1, float f, 

char *cp/ short *sp, 

int *ip/ long *lpf 

float *fp, double *dp, 

int arrayl [8] , 

int array2[], int array21en) 



i 


int j; 

*cp = c; 
*sp = (short) c; 
*ip = i; 
*lp = 1; 
*fp = f ; 

*dp = (double) i; 
for (j = 0; j < 8; j++) 
arrayl [j] == 42; 






for (j = 0; j < array21en; 


j++) 




array2[j] = array21en; 
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The Occam code to call the above C function on a 32 bit transputer is as follows: 

tPRAGMA EXTERNAL "IHT FUNCTION cf unci (VAL INT parml) = 100" 

^PRAGMA EXTERHAl "PROC Cprocl (VAL BYTE c, VAL INI i, * 

* VAL INT32 1, VAL REAL32 f, * 

* BYTE cp, INT16 sp, * 

* INT ip, IHT32 Ip, * 

* REAL32 fp, REAL64 dp, * 

* [8]INT arrayl, flXNT array2) = 100" 



BYTE c, cp: 

IMT L, ip, result: 

1NT16 sp: 

IKT32 1, Ip: 

REAL32 f, fp: 

REAL64 dp: 

[3] INT arrayl: 

[51 INT array2: 

SEQ 

result := cfuncl (ij 

cprocl (c, L, 1, f, cp, sp, ip, Ip, fp, dp, arrayl, array2) 
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The C function to be called on a 16 bit transputer is as loliows: 

int cfuncl (int parml) ; 

#pragma lM$_nolink (cfuncl) /* remove the gsb hidc'en 

parameter */ 

void cprocl (char c, int i, 

short s, char *cp, 
short *sp, int *ip, 
long *lp, float *fp/ 
double *dp/ int arrayl[8], 
int array2[], int array21en) ; 

#pragma IMS_nolink (cprocl) /* remove the gsb hidden 

parameter */ 

int cfuncl (int parml) 

{ 

return parml * 10; 

} 

void cprocl (char c, int i, 

short Sr char *cp/ 
short *sp, int *ip, 
long *lp, float *fp, 
double *dp, int arrayl[S], 
int array2[], int array21en) 

( 

int j ; 

*cp = c; 
*sp = s; 

*ip = i; 

*lp = (long)i; 

*fp = (float) i; 

*dp = (double) i; 

for (j = 0; j < 8; j++) 

array 1 [ j] = 42; 
for (j =0; j < array21en; j++) 

array2[j] = array21en; 
} 
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The Occam code to call the above C function on a 1 6 bit transputer is as fellows: 

ttPRAGMfl. EXTEBNAI, "XNT FUNCTION cfuncl (VAL INT parml) = 100" 

#PRAGMA EXTERNAL "PROC cprocl (VAL BYTE c, VAL INT x, * 

* VAL IHT16 S, BYTE cp, * 

* INT16 sp, INT ip, * 

* INT32 Ip, REAL32 fp, * 

* REaL64 dp, * 

* [3] INT arrayl, []INT array2) = 100" 

BYTE C, Cp: 
INT 1, ±p, result: 
INT16 Sf sp: 
lNr32 Ip: 
REAL32 fp: 
REAL 64 dp: 
[B]INT arrayl: 
[5] INT array 2: 
SEQ 

result := cfuncl (i) 

cprocl (c, ±, ^, cp, sp, ip, Ip, fp, dp, arrayl, array2) 
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This chapter describes a number of features of the toolset OCCam 2 compiler 
which support low-levef programming of transputers. These are as follows: 

Allocation This allows a channel, a variable, an array or a port to be placed at 
an absolute location in memory, 

RETYPING Channels and creating channel array constructors These facili- 
ties enable channels to be manipulated. 

Code insertion This allows sections of transputer machine code to be inserted 
into Occam programs. 

Dynamic code loading A set of library procedures is provided that allows an 
Occam program to read in a section of compiled code (from a file, for 
example) and execute it. 

Extraordinary use of links A set of library procedures is provided which allow 
link communications which have not completed to be handled by timeout, 
or l>e aborted by another part of the program. 

Scheduling Using the predefined routine reschedule to reschedule processes. 

Setting the error flag The transputer error flag can be explicitly set using the 
predefined routine causeerror. 



10.1 Allocation 

Allocation is performed using the Occam place statement, which fs defined 
formally as follows: 

allocation = place name AT expression : 

The PLACE statement in occam allows a channel, a variable, an array, or 
a input/output channel for a memory mapped device (port), to be placed at an 
absolute location in memory. This feature may be used for a number of purposes, 
for example: 

• To map Occam channels onto specific transputer links from within an 
Occam program. Channels mapped onto links in this way are known as 
'hard' channels. 
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To map arrays onto particular hardware such as video RAM. 

To access devices (such as UARTs or latches) mapped into the trans- 
puter's address space. 



10.1.1 The PLACE statement 

Normally the PIACE statement should not be used to force critical arrays or 
variables into on-chip RAM. The Occam compiler allocates memory according 
to the scheme outlined in part 2, appendix D, and cannot allow data to be placed 
arbitrarily in memory, To make the best use of on-chip RAM use separate vector 
space as described in section 4.7. 

The address of a placed object is derived by treating the value of the expression 
as a word offset into memory. In OCCam addresses start at zero, while physical 
machine addresses start at MOSTNEG INT (#80000000 on 32-bit transputers 
and #8000 on 16-bit transputers). An oCCam address can be considered as a 
subscript to an INT vector mapped onto memory. Thus the following statement 
would cause chart to be allocated address #80000004 on a 32-bit transputer: 

PLACE Chan AT 1: 

Addresses are calculated in this way so that the transputer linl^s can be accessed 
using code that is independent of the word iength. The links are mapped to 
addresses 0, i, 2... 7. 

Transiation from a machine address to the equivalent OCCam address place 
value can be achieved by the following declaration: 

VAL Occam. addlr IS 

(machine. addrX (MOSTNEG INT)) » w. adjust: 

where: w. adjust is 1 for a 16-bit transputer and 2 for a 32-bit transputer. 

All placed objects must be word aiigned. If it is necessary to access a byte 
object on an arbitrary boundary, or an lNT16objecton an arbitrary 16-bit bound- 
ary, the object must be an element of an array which is placed on a word ad- 
dress below the required address. For example, to access a byte port called 
io, register located at physical address #40000001 on aT414 the follow- 
ing must be used: 

[4] PORT OF BYTE io.regs.vec ; 
PLACE io.regs.vec AT #30000000 ; 
io. register IS io.regs .vec[l] : 

Placement may be used on transputer boards to access board control functions 
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mapped into the transputer's address space. For example, on the IMS B004, 
the subsystem control functions (Error, Reset and Analyse) are mapped into 
the address space and can be accessed from occam as placed ports. The 
following code will reset the subsystem on an IIVIS B004: 



PROC reset. b004 .subsystemO 



— address 
-~ address 

— address 4 



VAL STobsys. reset IS #20000000 
VAL subsys. error IS #20000000 
VAL subsys. analyse IS #20000001 
PORT OF BYTE reset, analyse, error: 
PXACE reset AT subsys. reset : 
PLACE analyse AT subsys .analyse : 
PLACE error AT subsys, error: 
VAL delay IS 78: — 5 msec delay 
TIMER clock: 
INT time: 
SEQ 

— set reset and analyse low 

analyse f (BYTE) 

reset ! (BYTE) 

reset ! 1 (BYTE) — hold reset high 

clock ? time 

clock ? AFTER time PLUS delay 

reset ! (BYTE) — reset subsystem 



The error and analyse lunctions can be controlled from Occam in a similar way. 

10.1.2 Allocating specific workspace locations 

A number of specialised transputer instructions require specific workspace plac- 
ings. For example, the instructions POSTNORMSN, OUTBYTE, OUTWORD and 
the disabling alt instructions all use workspace iocation 0. To accommodate 
this the compiler supports the following allocation: 

PLACE name AT WORKSPACE n: 

where: n is a constant integer. (See part 2. appendix D for syntax details)- 

This Is used to ensure that a variable is allocated a particular position within a 
procedure or function's workspace. The compiler ensures that at least n words of 
workspace are allocated, and that no other variables are placed at that address. 
The compiler will warn if a variable placed at workspace n is in scope 
when its own wori<space allocation requires to use that wori<space location, or 
when another rs placed at the same iocation. 
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For example on a T414, the postnormsn instruction can be used to pack 
a floating point number; it requires an exponent to be previously stored at 
workspace offset 0. Tfie following code may be used: 

REAL32 FUNCTION pack (VAL INT guard, frac, exp, 
sign) 

REAL32 result : 
VALOF 

INT temp : 

PLACE temp AT WORKSPACE : 

SEQ 

temp := exp 
ASM 

LDAB guard, frac 
NORM 

POSTNORMSN 
ROUNDSN 
LDL sign 
OR 

ST result 
RESULT result 



(For tlie background on this example, see the Transputer instruction set - a 
compiler writer's guide, section 7.11.2). Use of the asm constnjd is described 
in section 10.3.1. 



10J.3 Allocating channels to links 

When mapping channels to specific transputer links, the channel word is placed 
at the specified address for scalar channels. Arrays of channels, however, are 
mapped as arrays of pointers to channels : 

PLACE scalar channel AT n: 
places the channel word at that address. 

PLACE array of channels AT n: 

places the array of pointers at that address. 

Note: that the current implementation of arrays of channels has changed from the 
IMS D705/D605/D505 releases of the toolset. In the past they were implemented 
as a pointer to an area of memory which held a number of contiguous channels. 
The data type o* a channel has been changed from 'channel' to 'pointer to 
channel\ This means that code compiled by IMS D705/D605/D505 toolsets 
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cannot be called by code compiled with the current toolset, if channel arrays are 
used. 

The following two code fragments illustrate the placement of channels on links. 

CHAN OF ANY in,linjt0, out.linkO ; 

CHAN OF AKY in,liiikl, out.linkl : 

CHAN OF ANY in.link2, out.link2 : 

CHAN OF ANY in.linkS, out.linlc3 : 

CHAN OF AKY in. event : 

PLACE out. link AT linkO.out: 
PLACE iti.linkO AT linkO.in: 

PLACE out.linkl AT linkl.out: 

PLACE in.linkl AT linkl . in : 

PLACE out.link2 AT link2 . otit : 

PLACE in.linkZ AT link2.in: 

PLACE out.link3 AT lijikS.out: 
PLACE in. links AT link3.in: 

PLACE in . event AT event . in : 

or: 



CHAN OF ANY out.linkO, out.linkl, out.link2, out . link 3 : 

PLACE out.linkO AT linkO.out : 

PLACE out.linkl AT linkl.out : 

PLACE out.link2 AT link2.out : 

PLACE out . Iink3 AT link3 . out : 

[4]CHAM OF ANY outlink IS [out.linkO, out.linkl, 

out . Iink2 , out . linkS ] : 

CHAN OF ANY in.linkO, in.linkl, in.link2, in.link3 : 
PLACE in.linkO AT linkO,in : 
PLACE in.linkl AT linkl . in : 
PLACE in.link2 AT link2 . in : 
PLACE in. links AT linfcS.in : 

[4]CHAN OF ANY inlink IS [in.linkO, in.linkl, in.link2, 

in. links ] : 

Link addresses are defined in the Include file linkaddr.inc that is supplied 
with the toolset. 

Although shown here as CHAN OF ANY channels you should use specific 
Occam channel protocols wherever possible to ensure that channels are prop- 
erly checked at compile time. 
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10.2 RETYPING channels and creating channel array con- 
structors 

Channels may be RETYPEd. This allows the user to change the protocol on a 
channel in order to pass it as a parameter to another routine, for example: 

PROTOCOL PROT32 IS INT32 : 
PB.OC p (CHAN OF INT32 X) 
X 1 99(INT32) 

PROC ql (CHAN OF PROT32 y) 
SEQ 

P (y) '" this is illegal 
CHAN OF INT32 z RETYPES y : 
p(z) -- this is legal 



The facilities for RETYPEing channels should only be used by programmers who 
understand the implementation of transputer channels, and the implications of 
attempting to circumvent Occam's checking of channel usage. These facilities 
may be useful for these programmers who are using occam at a very low level, 
for example, writing loaders and other operating system type functions. 

The current implementation of channels allows flexible use of channel arrays, 
which are implemented as an array of pointers to channel words. This means, 
for example, that il is possible to create an array of channels which map onto the 
hard links in a different order than to 3, by using channel array constructors. 
For example: 

CHAN OF ANY out.linkO, out.linkl, out.link2, 
out . Iink3 : 

PLACE out,linkO AT linkO.out : 
PLACE out.linkl AT linkl,out : 
PLACE out.link2 AT link2.out : 
PLACE out.link3 AT link3-Out : 

[4]CHAN OF ANY outlink IS [out.link3, out.linkl, 
out , link2 , out . linkO] : 

A particular effect of this implementation is that it may be useful to retype chan- 
nels and arrays of channels into integers, in order to give the programmer access 
to these pointers. A programmer may set up an array of integers whose values 
are the addresses of channel words, and then use these as addresses of chan- 
nels, like so: 
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[n] INT x: 

SEQ 

... initialise elements of array x, then: 

En]CHAN OF protocol c RETYPES x: 
SEQ 

,,, then communicate on c[i] 

This will use the contents of x[i] as the address of the channel word. Note: 
channels set up in this way are not initialised automatically; you should initialise 
the contents of the channel word to MOSTNEG INT yourself, unless the channel 
word is mapped to a hard link. 

Sinfiilarly channels may be retyped into pointers: 

[n]CHAN OF protocol c : 
SEQ 

VAL [n] INT X RETYPES c: 
SEQ i = FOR n 
SEQ 

so. write. string (fs, ts, "The address of the 

channel word of c[") 
so. write, int (fs, ts, i, 0) 
so. write, string (fs, ts, "] is : ") 
so. write. hex. int (fs, ts, x[i] , 8) 
so.write.nl (fs, ts) 

Note: retyping channels to pointers must be a VAL retype. You may not 
modify the values of the pointers. 

Single channels may be retyped to and from ints. 

Channel retyping should not be used to create arrays of existing channels. Chan- 
nel array constructors may be used for this: 

PROC fancy. mux ([2] CHAN OF INT in, CHAN OF INT 
spare, out) 
[3]CHAN OF INT c IS [in[0], in[l], spare] : 
WHILE TRUE 

ALT i = FOR 3 
INT data : 
c[i] ? data 
out 1 data 
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10.3 Code insertion 

This section describes the facilities provided by the OCCam 2 compiler code 
insertion mechanism. 

The code insertion mechanism enables the user to access the instruction set of 
the transputer directly within the framework of an OCCam program. Symbolic 
access to Occam variable names is supported, as is automatic jump sizing. 
More details on the instruction set may be found in 'The transputer instruction 
set: a compifer writer's guide'. 

Code insertion may be employed to perform tasks which are not possible in 
Occam, or for particularly time-critical sections of a program. There are two 
reasons, however, why code insertion should be avoided as a solution to prob- 
lems which may, with some thought, be solved using occam. 

The first and most important reason is that the validity of a system consisting 
entirely of OCCam can be checked by the compiler. The compiler can check 
usage of channels, access to variables, communication protocols and range 
violations, and a single code insert prevents the compiler from performing these 
checks adequately. A second reason is that the transputer instmction set is 
optimised for high level languages, particularly Occam, and algorithms which 
are simple to code and easy to debug in OCCam may become difficult and 
obscure when coded in the transputer instruction set directly. 

10.3.1 Using the code insertion mechanism 

Code insertions may be introduced by either the ASM or GUY constructs. This 
section describes the use of the ASM construct. (Details of the syntax are given 
in part 2, appendix D). 

The GUY construct is maintained to provide compatibility with the IMS D705, 
D605, D505 toolsets. Appendix B (in part 2) outlines the differences between 
ASM and GUY constructs. It also describes the restrictions placed on the use of 
the GUY construct by the current compiler. 

The context of the ASM construct is determined, as with all OCCam constructs, 
by the text indentation. The transputer instructions which follow the ASM must be 
indented and there can only be one instnjction per line. Lines may be terminated 
by a comment, which is introduced by a double dash (' — '] as in occam. The 
transputer instructions are upper case versions of the standard mnemonics listed 
in 'The transputer instruction set: a compifer writer's guide'. 

Compiler options determine which instructions may be used within sections of 
code insertions, in the unit being compiled. The default is to disallow all code 
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inserts. If the 'G' option is used, then the instructions allowed are a restricted set 
of instructions which are sufficient for time-critical sections of sequential code. 
If the *w' option is used, then ali transputer instructions are allowed. Since the 
inclusion of some instructions may have an unexpected effect on the Occam 
program (for example, instructions which move the workspace pointer), instruc- 
tions outside of the restricted set must be used with great care. Transputer 
instructions in the restricted set are listed in part 2 appendix B. 

ASM statements can contain any number of primary or secondary transputer 
operations, or transputer pseudo-operations or labels. 

In the transputer instnjction set primary operations are direct instructions, pre- 
fixing instructions, or the special indirect instnjction opr. Primary operations are 
always followed by an operand which can be any constant or constant expres- 
sion. If additional pf ix ornf ix instnjctions are required to encode large values 
the ASM assembler automatically generates the required bytes. 

Secondary operations are any transputer operation, that Is, any instruction se- 
lected using the opr instruction. 

Pseudo-operations are more complex operations built up from sequences of 
instnjctions. Like macros, they expand into one or nnore transputer instnjctions, 
depending on their context and parameters. 

For example, to perform a rs complement addition we can write the following 
Occam: 

INT carry, temp: 
SEQ 

carry, temp := LOKGSUM (a, b, 0) 

c := carry PLUS temp 

However, if this occurs in a time-critical section of the program we might replace 
it with: 

ASM 

LDABC a, b; 

LSUM 

SUM 

ST c 

which would avoid the storing and reloading of carry and temp. 

Values in the range MOSTNEG INT to MOSTPOS INT may be used as 
operands to all of the direct functions without explicit use of prefix and negative 
prefix instructions. Access to non-local Occam symbols is provided without 
explicit indirection, if you use the pseudo-instructions 'LD\ 'ldab' etc. 
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A more complex example, which sets an error if a value read from a channel is 
not in a particular range, tal^es advantage of both these facilities: 

INT a : 

other code 
PROC get . and . check . index (CHAN OF INT c) 
SEQ 
c ? a 
ASM 

LDAB 512, a — push value of free 

— variable onto stack 

— followed by 512 
CCNTl — if NOT (0 < a <= 512) 

— then set error 

If there is a requirement for the code insertion to use some worl^ space, then the 
work space may be declared before the ASM constnjct, in which case, the work 
space locations are accessed like any other Occam symbol. 

INT a : 
SEQ 

INT b, c : 
ASM 

LD a — push value in a onto stack 
ST b — pop value from stack into b 
more code 

10.3.2 Special names 

The following special names are available as constants inside asm expressions. 

.WSSIZE Evaluates to the size of the current procedure's workspace. 

This wi[l be the workspace offset of the return address, ex- 
cept within a replicated PAR, where it will be the size of that 
replication's workspace requirement. 

.VSPTR Evaluates to the workspace offset of the vector space pointer. 

■ When it is used inside a replicated par, it points to the vec- 
tor space pointer for that branch only, A compile time error 
Is generated if there is no veclor space pointer because no 
vectors have been created. 

.STATIC Evaluates to the workspace offset of the static link. When it 

is used inside a replicated PAR it points to the static link for 
that branch only. A compile time error is generated if there is 
no static link. 
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For example, to determine the return address of a procedure, the following could 
be used: LDL .WSSIZE. 

It is not checked that these names are used sensibly, for example, J.WSSIZE 
is legal even though it has no useful effect. 

10.3.3 Labels and jumps 

To insert a label into the sequence of instaictions, put the name of the label, 
preceded by a colon, on a line of its own. When the label is used in an instmction, 
the name is again preceded by a colon. For example: 

ASM 

some instructions 

:FRED 

. . . some more instructions 

CJ :FRED 

Branches may only be made to a label defined within the same procedure or 
function. The same label name may not be defined more than once within an 
Occam procedure. 



10.3.4 Programming notes 

1 Floating-point (fp) registers cannot be loaded directly; they must be loaded 
or stored by first loading a pointer to the register into an integer register 
and then using the appropriate floating-point instruction. 

2 The operands to the load pseudo-ops must be small enough to fit in a 
register and the operands to the store pseudo-ops must be word-stzed 
modifiable elements. 



10.4 Dynamic code loading 

The toolset compiler permits the dynamic loading and execution of code using 
the procedures described in this section. 

These procedures are provided automatically by the compiler and are not ref- 
erenced by a #USE directive. The procedures allow you to write an occam 
program that reads in a compiled OCCam procedure, and then calls it. The 
called procedure may be compiled and linked separately from the calling pro- 
gram and read in from a file. It is possible to pass parameters to the procedure, 
which must have at least 3 formal parameters. 
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(Note that pf you wish to dynamicafly load OCCam FUNCTJONS, ft is recom- 
mended that you call the FUNCTION indirectly from an OCCam PROC, and use 
non-VAL parameters to return the results to the calling environment). 

The procedures for setting up parameters before the call and tor making the 
call are outlined in the table below, and described in the following sections, with 
examples. Further information and examples of this technique can be found in 
section 5.3.5 of The Transputer Applications Notebook - Systems and Perfor- 
mance. 



Procedure 


Parameter Specifiers 


KERNEL. RUN 


VAL []BYTE code. 




VAL INT entry. offset, 




I]INT workspace, 




VAL INT 




no - of . parameters 


LOAD . INPUT . CHANNEL 


INT here, 




CHAN OF ANY in 


LOAD . INPUT , CHANNEL . VECTOR 


INT here, 




[]CHAN OF ANY in 


LOAD , OUTPUT . CHANNEL 


INT here, 




CHAN OF ANY out 


LOAD , OUTPUT , CHANNEL . VECTOR 


INT here, 




[]CHAN OF ANY Out 


LOAD . BYTE .VECTOR 


INT here, 




VAL []BYTE bytes 



The bootstrap tool icollect described in chapter 12. can produce code in a 
format suitable for dynamic loading. The file format is described in chapter 12. 

10.4.1 CallJng code 

The Occam 2 compiler recognises calls of a procedure kernel. run with the 
following parameters: 

PROC KERNEL. RUN (VAL []BYTE code, 

VAL INT entry. off set, 
I] INT workspace, 
VAL INT no. of , parameters) 

The effect of this procedure is to call the procedure loaded in the code buffer, 
starting execution at the location code [entry, off set]. 
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The code to be called must begin at a word-aligned address. To ensure proper 
alignment either start the array at zero or realign the code on a word boundary 
before passing it into the procedure. 

The workspace buffer is used to hold the local data of the called procedure. For 
details of the contents of the workspace buffer see figure 10.1. The required 
size of this buffer and the code buffer must be derived from information in the 
code file, 

The parameters passed to the calEed procedure should be placed at the top of 
the workspace buffer by the calling procedure before the call of kernel . run. 
The call to kernel. run returns when the called procedure terminates. If the 
called procedure requires a separate vector space, then another buffer of the 
required size must be declared, and its address placed as the last parameter at 
the top of workspace. As calls of KERNEL. RUN are handled specially by the 
compiler it is necessary for no. of .parameters to be a constant known at 
compile time and to have a value > 3. 



workspace 

[(SIZE workspace)- 1] 




saved by KERNEL . RUN 


saved wptr 


vector space pointer 
or last parameter 


[no-Of .pararaeters+2] INT 




1st parameter 


parameters 


loaded by cailer 
(must be > 3J 




saved iptr 


saved by kernel . run 


[ws .requirement] INT 


workspace [0] 


workspace of 
called procedure 







Figure 10,1 Workspace buffer 
The workspace passed to kernel, run must be at least; 

[ws .requirement + no. of .parameters -f- 2] INT 

where ws. requirement is the size of workspace required, determined 
when the called procedure was compiled, and stored in the code file and 
no. of .parameters includes the vector space pointer if it is required. 

The paranneters must be loaded before the call of kernel .run. The parameter 
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corresponciing to the first formal parameter of the procedure should be in the 
word adjacent to the saved iptr word, and the vector space pointer or the last 
parameter shouid be adjacent to the top of workspace where the wptr word will 
be saved. 

Note: code developed with the current tooEset will not be able to call code 
compiled by IMS D705/D605/D505 toolsets, if channel arrays are used. See 
section 10.1.3. 



10.4.2 Loading parameters 

There are a number of library procedures to set up parameters before the call. 
These are: 

LOAD . INPUT . CHi^NNEL (INT here, CHAN OF ANY in) 

The variable here is assigned the address of the input channel in. 

LOAD. INPUT. CHANMEL. VECTOR (INT here, 

[]CHAN OF ANY in) 

The variable here is assigned the address of the base element of the 
channel array in (i.e. the base of the array of pointers). Note this is a 
change from the previous implementation of this procedure in the IMS 
D705/D605/D505 toolsets which used to return the actual address of the 
input channel array. 

LOAD, OUTPUT. CHANNEL (INT here, CHAN OF ANY out) 

The variable here is assigned the address of the output channel out. 

LOAD, OUTPUT. CHANNEL. VECTOR (INT here, 

[]CHAN OF ANY out) 

The variable here is assigned the address of the base element of the 
channel array out (i.e. the base of the array of pointers). Note this is 
a change from the previous implementation of this procedure in the IMS 
D705/D605/D505 toolsets which used to return the actual address of the 
output channel array. 

LOAD. BYTE. VECTOR (INT here, VAL [JBYTE bytes) 

The variable here is assigned the address of the byte array bytes. 
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Note that when passing vector parameters, if the formal parameter of the PROC 
called is unsized then the vector address must be followed by the number of 
elements in the vector, for example: 

LOAD.BYTE. VECTOR (param [ 0] , buffer) 
parain[l] := SIZE buffer 

Thus an unsized vector parameter requires 2 parameter slots. The size must be 
in the units of the array (not in bytes, unless it is a byte vector, as above). For 
multi-dimensional arrays, one parameter (s needed for each unsized dimension, 
in the order that the dimensions are declared- 
All variables and arrays should be retyped to byte vectors before using 
LOAD . BYTE . VECTOR to Obtain their addresses, using a retype of the form: 

[JBYTE b. vector RETYPES variable: 



LOAD , BYTE .VECTOR should also be used to set up the address of the separate 
vector space. 



10.4.3 Examples 

This section gives two examples of dynamic loading. The first is a simple exam- 
ple showing how parameterless code can be input on a channel and loaded. The 
second is a more complex example showing how to set up and pass parameters 
into a dynamically loaded program. 

Example 1: load from link and run 

This is a simple procedure to load a (parameterless) code packet from a link and 
run it. The type of the packet is given by the protocol: 

PROTOCOL CODE. MESSAGE IS INT::[]BYTE; INT; INT 
The code is sent first, as a counted array, followed by the entry offset and 
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workspace size. 

PROC run. code (CHAN OF CODE. MESSAGE input, 

[]INT run. vector^ []BYTE code. buffer) 
VAL no. parameters IS 3 : — smallest allowed 
INT code. length, entry. offset, work. space . size : 
INT total. work. space. size: 
SEQ 

input ? code. length :: code. buffer; 

entry. offset; work. space. size 
total .work. space. size := 

{work, space, size + no. parameters) 4- 2 
[]INT work. space IS [run. vector FROM FOR 

total .work. space. size] 
KERNEL . RUN (code . buffer, entry . offset, 
work. space, no, parameters) 



Example 2: system loader 

This example shows how to set up parameters prior to running code loaded from 
a fiie. It is assumed that the code requires use of a separate vector space. 

Consider a process with an entry of the form: 

PROC process (CHAN OF ANY fs, ts, []INT buffer, 
VAii BOOL debugging, INT result) 

The two channel parameters fs and ts handle output from and input to the 
file server; the INT vector acts as a buffer. The two channels and the buffer 
are the same parameters as are provided by the bootstrap code added by the 
collector tool (chapter 12), and the example takes advantage of this. The 
fourth parameter is a value parameter that wiK not be changed by the process, 
so only the value needs to be passed. The final parameter is an INT that will 
be changed by the process, and its address must be passed into the procedure. 

The calling program is shown below. The program resen/es 256 bytes for the 
code that is to be read in; if you use this program make sure you modify this 
value to suit the size of your own code. 

PROC call. program (CH&K OF ANY fs, ts, [JINT free. memory) 

— Variables for holding code and entry and worlcspace 

— data read from file 
[256] BYTE code: 

INT code. length, entry .of f set, work. space . size: 

INT vector. apace. size: 

INT result: — Variable used by process 

VAL debugging IS TRUE: -- Value param for process 
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VAL no.params IS 7: — No. of parameter slots 

— Need 1 slot per parameter + 1 for the size of the 

— array parameter + 1 for the vector space pointer 

SEQ 

Read in code and data about code 

-^ Slice up memory vector for use by process 
[]INT ws IS [free. memory FROM FOR 

(work. space. size PLUS 3) PLUS no.params]: 

— Reserve work space requirement for process 
[]INT parameter IS [ws FROM work. space. size PLUS 

1 FOR no.params] : 

— Reserve slot in ws for parameters 
[]INT vs IS [free. memory FROM SIZE ws FOR 

vector. space. size] : 

— Reserve vector space requirement for process 
[]BYTE b.vs RETYPES vs : 

— Retype as a byte vector 

— All vectors must be loaded as byte vectors, 
[]INT buffer IS [free. memory FROM (SIZE ws) PLUS 

(SIZE vs) FOR 

(SIZE memory) MINDS ((SIZE ws) 
PLUS (SIZE vs))] : 
'- Reserve remainder of memory for use 

— as process parameter buffer 
[]BYTE b. buffer RETYPES buffer: 

— Retype as a byte vector 
[]BYTE b. result RETYPES result: 

— All variables must be retyped as a byte vector 
SEQ 

LOAD. INPUT . CHANNEL (parameter [0] , f s) 
LOAD.OUTPUT. CHANNEL (parameter [1 ] , ts) 
LOAD . BYTE .VECTOR (parameter [2] , b . buffer) 
parameter [3] := SIZE buffer 
parameter [4] := iNT debugging 

— Store value parameter 

LOAD. BYTE. VECTOR (parameter [5] , b. result) 
-- Load address of INT parameter 
LOAD. BYTE. VECTOR (parameter [6] , b.vs) 

— set pointer to vector space 
KERNEL.RUN(rcode FROM FOR code . length] , 

entry .offset, ws, no.params) 

— Run the process 



This example first declares the variables and constants required for the pro- 
cess. The vector code should be of a size large enough to hofd the code for 
the process. The values of the variables code, length, entry, off set, 
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work, space. size and vector. space. size are determined from the 
data in the code file. 

Next the vector free. memory is partitioned for use as the processes work 
space, vector space and as the variable vector used by the process. All vectors 
and variables used by the process must be retyped as byle vectors so that their 
address can be determined by the predefined routine load, byte. vector. 

The parameters for the process are then set up. The unsized vector buffer is 
passed as an address followed the size of the vector, in integers. Note that the 
size of buffer, not b. buffer, is used 

The partitioning of the free memory buffer is illustrated in figure 10.2. 



buffer 



vector space 



Wptr 



vector space address 



parameters 



Iptr 



workspace 



Top of free memory 



ws + vs 



ws 



-*— start of free memory 



Figure 10.2 Partitioning of free memory 
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10.5 Extraordinary use of links 

Introduction 

The transputer link architecture provides ease of use and compatibility across 
the range o( transputer products. It provides synchronised communication at the 
message level which matches the OCCanri model of communication. 

In certain circumstances, such as communication between a development sys- 
tem and a target system, it is desirable to use a transputer link even though the 
synchronised message passing of OCCam is not exactly what is required. Such 
extraordinary use of transputer links is possible but requires careful programming 
and the use of some special Occam procedures. 

The use of these procedures is described in this chapter. To use them in a 
compilation unit, the directive #USE "xlink.lib" should be inserted at the 
top of the source for that unit. For details of the procedures see part 2, section 
1.9- 

10.5.1 Clarification of requirements 

As an example, consider a development system connected via a link to a target 
system. The development system compiles and bads programs onto the target 
and also provides the program executing in the target with access to facilities 
such as a file store. Suppose the target halts (because of a bug) whilst it is 
engaged in communication with the development system. The development 
system then has to analyse the target system. 

A problem wilt arise if the development system is written in 'pure' Occam. It 
is possible that when the target system halts, the development system is in the 
middle of communicating on a link. As a result^ the input or output process will not 
terminate and the development system will be unable to continue. This problem 
can occur even where an input occurs in an alternative construct together with a 
timeout {as illustrated below). When the first byte of a message is received the 
process performing the alternative is committed to input; the timer guard cannot 
subsequently be selected. Hence, if insufficient data is transmitted the input will 
not terminate. 

ALT 

TIME ? AFTER tiitiSOut 

from. other. system ? message 

It Is important to note that the problem arises from the need to recover from tiie 
communication failure, it is perfectly straightforward to detect the failure within 
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'pure' Occam and this is quite sufficient for impiementing resilient systems with 
multipie redundancy. 

10.5.2 Programming concerns 

The first concern of a designer is to understand liow to recognise tine occurrence 
of a faiiure. TInis will depend on tiae system; for exampie, in some cases a timeout 
may be appropriate, in others the faiiure may need to be signalled to another 
process on a channel. 

The second concern is to ensure that even if a communication fai[s» all input 
processes and output processes will terminate. As this cannot be achieved 
directly in occann, there are a number of library procedures which perform the 
required function. These are described below. 

The finat concern is to be able to recover from the failure and to re-estabiish 
communication on the link. This involves reinitialising the link hardware; again 
there is a suitable library procedure to allow this to be performed- 

10.5.3 Input and output procedures 

There are four library procedures which implement input and output processes 
which can be made to terminate even when there is a communication failure. 
They will terminate either as the result of the communication completing, or as 
the result of the failure of the communication being recognised. Two proce- 
dures provide input and output where communication failure can be detected by 
a simple timeout, the other two procedures provide input and output where the 
failure of the communication is signalled to the procedure via a channel. The 
procedures have a boolean variable as a parameter which is set TRUE if the pro- 
cedure terminated as a result of communication failure being detected, and is set 
FALSE otherwise. If the procedure does terminate as a result of communication 
failure then the link channel can be reset. 

All four [ibrary procedures take as parameters a link channel c (on which the 
communication is to take place), a byte vector mess (which is the object of the 
communication) and the boolean variable aborted. The choice of a byte vector 
as the parameter to these procedures allows an object of any type to be passed 
along the channel provided it is retyped first. Channel retyping (see section 10.2) 
may be used to pass channels of any protocol to these procedures. 

The two procedures for communication where failure is delected by a timeout 
take a timer parameter time, and an absolute time t. The procedures treat the 
communication as having failed when the time as measured by the timer time is 
AFTER the specified time t. The names and the parameters of the procedures 
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are as follows: 

Input OrFail.t (CHAN OF JUJY <z, []BYTE mess, 
TIMER TIME, 
VAL INT t, BOOL aborted) 

OutputOrFail.t(CHAN OF ANY c, VAL []BYTE mess, 
TIMER TIME, 
VAL INT t, BOOL aborted) 

The Other two procedures provide communication wiiere failure cannot be de- 
tected by a simple timeout, [n this case failure must be signalled to the inputting 
or outputting procedure via a message on the channel kill. The message is 
of type INT. The names and parameters to the procedures are as follows: 

IiiputOrFail.c(CHAN OF ANY c, []BYTE mess, 

CHAN OF INT kill, BOOL aborted) 

OutputOrFail.c(CHAN OF ANY c, VAL []BYTE mess, 
CHAN OF INT kill, BOOL aborted) 



10.5.4 Recovery from failure 

To reuse a link after a communication failure has occurred it is necessary to 
reinitialise the link hardware. This involves reinitialising both ends of both chan- 
nels implemented by the link. Furthermore, the reinitialisation must be done after 
ail processes have stopped trying to communicate on the link. So, although the 
InputOrFail and OutputOrFail procedures reset the link automatically 
when they abort a transfer, it is necessary to use the fifth library procedure 
Reinitialise (CHAN OF ANY c) after il is known that all activity on the 
link has ceased. 

The Reinitialise procedure must only be used to reinitialise a link channel 
after communication has finished. If the procedure is applied to a link channel 
which is being used for communication the transputer's error fiag will be set and 
subsequent behaviour is undefined. 



10.5.5 Example: a development system 

For our example consider the development system described in section 10.5.1, 
illustrated in figure 10.3. 

The first step in the solution Is to recognise that the development system knows 
when a failure might occur, and hence knows when it might be necessary to 
abort a communication. 
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Figure 10.3 Development system 

Wlien the development system decides to reset the target it can send a message 
to the interface process directing it to abort any transfers In progress. !t can then 
reset the target system (which resets the target end of the link) and reinitialise 
the link. 

The example program below could be that part of the development system which 
runs when the target system starts executing and continues until the target is 
reset and the link is reinitialised. 

SEQ 

CHAN OF ANY terminate .input, terminate .output : 
PAR 

interface process 
monitor process 
reset target system 
Reinitialise [link:, in) 
Reinitialise (link. out) 

The monitor process will output on both terminate, input and 
terminate. output when It detects an error in the target system. 

The interface process consists of two processes running in parallel; one process 
outputs to the link, and the other inputs from the link. As the structures of the 
two processes are similar only the output process is illustrated here. 

If there were no need to consider the possibility of communication failure the 
process might be: 

WHILE active 
SEQ 

ALT 

terminate, output ? any 

active : = FALSE 
from. dev. system ? message 

link. out ! message 



This process will loop, forwarding input from from, dev, system to 

link. out, until it receives a message on terminate, output. However. 
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if the target system halts without inputting after this process has attempted to 
forward a message, the interface process will fail to terminate. 

The following program overcomes this problem: 

WHILE active 
BOOL aborted : 
SEQ 

ALT 

terminate. output ? any 

active := FALSE 
from. dev. system ? word 
SEQ 

OutputOrFail . c (link, out, ttiessaga, 

terminate * Output, aborted) 
active := NOT aborted 

This program is always prepared to input from terminate. output, and is 
always terminated by an input from terminate .output. There are two pos- 
sible cases. The first is where a message is received by the input which then 
sets active to false. The second is where the output is aborted. In this case 
the whole process is terminated because the variable aborted would then be 
true. 



10.6 Scheduling 

Processes in OCCam may have one of two priorities, high or low. A high priority 
process will be executed in preference to a low priority process if both are active, 
so that a low priority process will be interrupted. The PRI PAR construct is used 
to assign priority to processes. 

Scheduling in occam is achieved using the transputer's scheduler which main- 
tains a list of processes. The following predefined procedure may be used to 
affect scheduling: 

• RESCHEDULE ( ) - inserts enough instructions into the program to cause 
the current process to be moved to the end of the current priority schedul- 
ing queue, even if the current process is a 'high priority' process. 



10.7 Setting the error flag 

The transputer error flag can be explicitly set from software using the following 
predefined procedure: 
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• CAUSEERRORO - (nserts a seterr fnstruction into the program. If the 
program is in STOP or UNIVERSAL mode it inserts a stopp instruction 
as well. 

CAUSEERRORO . Thls procedure is recognised automatically by the compiler 
and does not need to be referenced by the #USE directive. 

CAUSEERROR sets the transputer error flag no matter what the error mode of 
the compilation. This is distinct from the Occam primitive process stop, which 
only sets the flag if the compilation is in HALT mode. 

If the program was loaded using the iserver 'Se' option, the server terminates 
when the error flag becomes set. 
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11,1 Introduction 

INMOS EPROM software is designed so that programs can be developed and 
tested using ttie INMOS toolset, and once they are working, can be placed in 
ROM with only minor change. 

Under development, software is booted onto a network from a link connecting 
the network to the host computer. Ther^ the software is prepared for a ROM, 
which is attached to the root transputer in the network. 

Figure 11.1 shows how a network of five transputers would be loaded from a 
ROM accessed by the root transputer. 



from ROM 
buffer 














Boot from link 






iink 












Root transputer 
DOOt from ROM 


link^ 


Boot from link 


link^ 


Boot from link 






link 

1 ■ 












Boot from link 














1 



Figure 11.1 Loading a network from ROM 

To prepare software to be booted from ROM, rather than to be booted from link, 
the following two steps must be taken: 

1 Give different options to the configurer and collector tooEs so that they 
produce ROM-bootable code- 

2 Run the ieprom tool to produce a file or set of files suitable for blowing 
into EPROM. 

Figures 1 1 .2 and 1 1 .3 illustrate the stages of preparing ROM-bootable software. 
Figure 11.2 shows a single Occam program, compiled and linked for a single 
processor. Figure 11.3 shows a configured OCCam program, consisting of mul- 
tiple linked units, connected together and allocated to processors as described 
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in an OCCam configuration file. 
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Figure 11.2 Preparation of ROM-bootable software (single processor program) 
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Figure 11. 3 Preparation of ROM-bootable software (configured program) 



11.2 Processing configurations 

The processing configuration used will depend on Jhe type of program, the num- 
ber of transputers available to run the code and whether the code is to run from 
ROM or RAM. The following sections outline the possible configurations. 
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11.2.1 Single program, single processor, run from ROM 

The application process is prepared as a single linked program. The application 
program is then run in the processor, directly from ROI^, using the RAM as the 
data area for workspace and vector space. 



11.2,2 Configured program, single processor, run from ROU 

The application is described in a configuration file. It Is then run on a single 
processor, with the code in ROM, and the RAM is used as the data area. 



11.2.3 Single program, singie processor, run from RAM 

The application is prepared as a single linked program. When booted from ROM, 
the processor loads the code into RAM, and executes it there; the data area is 
also in RAM. 



11.2.4 Configured program, single processor, run from RAIVl 

The application is described in a configuration file. When booted from ROI^, the 
processor loads the code for the program into RAM. and sets it running, with the 
data area also in RAM. 



11.2.5 Configured program, multiple processor, run from RAM 

The application is described in a configuration file. The compiled and configured 
application code is placed in the ROM of the root processor. When booted from 
ROM, the root processor loads its own code into RAM, and loads the rest of the 
network via its links. Each processor then sets off its own processes, and the 
application runs. (This is the configuration shown in figure 11.1). 



11.2.6 Configured program, multipie processor, root run from ROM, rest 
of network run from RAM 

The application is described in a configuration file. The compiled and configured 
application code is placed in the ROM of the root processor. When booted from 
ROM, the root processor loads the rest of the network via its links, and then 
continues to run its own code from ROM. 
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11.3 The eprom tool: ieprom 

The eprom tool ieprom takes the output of the collector, and produces a file 
or set of files suitable for blowing into an EPROM. The following output formats 
are supported: 

- Binary 
' Hex 

" Intel hex format 

- Intel extended hex fornnat 

- Motorola S-record format 

ieprom supports the production of code files in block mode, which allows the 
code to be placed In a set of different files. This is useful to program EPROMS 
organised as separate byte-wide devices, or where the EPROM programming 
device does not have enough memory to hold the entire Image, 

ieprom also supports the inclusion in the EPROM image of a memory config- 
uration. Some 32-bit transputers have a configurable memory interface which 
can be initialised from a fixed area in the ROM, when the transputer is reset. 
A particular memory configuration can be specified to ieprom in a text file. 
These files are known as memory configuration files and normally have the file 
extension .mem. The format of these files, and the facility to edit them using 
an interactive tool called iemit is described in chapter 16. The chapter also 
describes icvemit, the tool which converts memory configuration files pro- 
duced by previous toolsets I.e. the IMS D705/D605/D505 toolsets, to the format 
supported by the current toolset. 

ieprom is driven by a control file which normally has the file extension . epr. 
A detailed description of ieprom and its control file is given in chapter 17, 



11.4 Using the configurer and collector to produce ROM- 
bootable code 

To produce code suitable for running In ROM or RAM, the configurer and colfector 
tools must be specified with the appropriate command line options. The following 
options are used for both tools: 

• The ro option specifies that the code is to run in ROM. 

• The ra option specifies that the code is to run in RAM. 

In addition the network description in the configuration file should indicate; 



72TDS275 02 March 1991 



115 Summary of EPROM tool steps for different processing configuration sg13 

• which processor is the root processor, by setting its root attribute to 

TRUE 

* the size of the ROM on that processor, by setting its romsize attribute 
to the appropriate value, in bytes. 

The collector will add the appropriate ROM bootstrap lo the application code and 
the output file will be given the extension ,btr. 



11-5 
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12 icollect — code 

collector 



This chapter describes the code collector tool icollect which generates 
bootable or executable files for single and multitransputer programs, from linked 
units and configuration data files respectively. The tool is also used to create 
flies for input to the EPROK/I programmer tool ieprom, and to generate files 
that can be dynamically loaded by application source code. 



12,1 Introduction 

icollect generates bootable files for transputer programs and other exe- 
cutable files in special formats. Bootable files are transputer executable files 
containing distribution and bootstrap information which can be directly loaded 
onto the hardware down a transputer link. The command line default is to gen- 
erate a bootable file for a networked program from a configuration binary file; 
single processor operation and special outputs are selected by specific com- 
mand line options. 

The bootable file conlains all the information for loading and njnning the pro- 
gram on a specific network of processors. The file includes data that controls 
the distribution of code on the network and self-booting code for each proces- 
sor. Bootable programs are self-distributing and self-starting and can be loaded 
directly onto the transputer hardware using iserver. 

For multitransputer programs the input file is a configuration data file created by 
the configurer from a configuration description. The file describes the placement 
of processes and channels on the processor network in a special lormat which 
can be read by the collector. 

For single transputer programs the input file is a single lir^ked unit to which 
bootstrap and system code is added for a single processor. 

icollect can be directed to generate output files in a special format for pro- 
cessing by the ieprom tool, and executable code with no bootstrap or system 
process information, intended for dynamic loading by a supervisory program. 

The main inputs and outputs of the collector tool for bootable programs are 
shown below. 
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Single processor program: 
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12.2 Running the code collector 

The code collector is invoked using the following command line: 

^ icollect filename {options} 



where: filename is a configuration data file created by occonf or a single linked 
unit created by ilink. 

options is a list of options from the following tables. 



Options must be preceded by '-' for UNIX based toolsets and 7' for 
MS-DOS and VMS based toolsets. 

Options may be entered in upper or lower case and can be given in 
any order on the command line. 

Options must be separated by spaces. 
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If no arguments are given on ihe command line a help page is displayed giving 
the command syntax. 



Option 



Description 



B filename 

C filename 
D 



I 
K 



M memorysize 



O filename 

p filename 

RA 



Uses a user-defined bootstrap loader program in place of the 
standard bootstrap. The program is specified by filename 
and must conform to the rules described in appendix F. This 
option can on[y be used with the 't' option (single processor 
mode) and cannot be used with the 'ra' and *rO' options. 

Specifies a name for the debug data file. A filename must 
be supplied and is used as given. Only valid when accom- 
panied by the 'T' option and invalid if used with the 'D' or 'K' 
options. (See section 12.2,3), 

Disables the generation of The debug data file for single 
transputer programs. Can only be used with the 'T' option. 

Changes the setting of the Halt On Error flag. HALT mode 
programs are converted to not stop when the error flag Is 
set, and non-HALT mode programs to stop when the error 
flag is set. Can only be used with the *T' option. 

Displays progress information as the collector runs. 

Creates a single transputer file with no bootstrap code. Can 
oniy be used with the *t' option. If no file is specified the 
output file is named after the input filename and given the 
.rsc extension. 

Loads the tool onto the transputer board and terminates. 

Specifies the memory size available (in bytes) on the root 
processor for single transputer programs. Can only be used 
with the 'T' option, memorysize can be specified in Kilobytes 
and Megabytes using the 'K' or 'M* suffixes, memorysize 
may also be specified in hexadecimal using the '#' or '$' 
prefixes. This option results in a smaller amount of code 
being produced. (See section 12.3). 

Specifies the output file. A filename must be supplied and 
is used as given. (See section 12.2.3). 

Specifies a name for a memory map output file. A filename 
must be supplied and is used as given. 

Creates a file for processing by ieprom into a boot from 
ROM file to run in RAM. If no output file is specified the file 
is given the .btr extension. If the input is a configuration 
binary file it must have been created using the occonf 'RA' 
option. 
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Option 



Description 



RO 



RS romsize 



s stacksize 



XM 

xo 



Creates a file for processing by ieprom into a boot from ROM 
file to run in ROM. If no output file is specified the file is given 
the .btr extension. Jf the input is a configuration binary file rt 
must have been created using the occonf 'RO' option. 

Specifies the size of ROM on the root processor. Only valid 
when used with the 'RA' or 'RO' options, romsize can be spec- 
ified in Kilobytes and Megabytes using the 'K' or 'M' suffixes or 
it may be specified in hexadecimal using the '#' or '$' prefixes. 
romsize must match the romsize specified in the configuration 
description, if used. 

Specifies the extra runtime stack size in words for singie trans- 
puter programs, written in languages such as C, Can only be 
used with the 'T' option, stacksize can be specified in Kilobytes 
and Megabytes using the 'K' or 'M' suffixes, stacksize may also 
be specified in hexadecimal using the *#' or '$' prefixes. 

Creates a bootable file for a single transputer. The input file 
specified on the command line must be a linked unit. 

Directs the transputer-hosted version of the tool to be executed 
so that they can be restarted without rebooting by the server. 

Directs the transputer-hosted version of the tool to be executed 
once on the transputer board and then terminate, 

Disables interactive debugging with idebug and reduces the 
amount of memory used. (See section 12.9). Can only be used 
with the 'T' option. 



12.2.1 Examples of use 

Example A (single processor mode): 

UNIX based toolsets: 

oc simple 

ilink simple.tco hostioJib -f occamaJnk 
icollect simple . Iku -t 
iserver -se -sb simple.btl 
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MS-DOS and VMS based toolsets: 

oc simple 

ilink simple.tco hostio.lib /f occama.Ink 
icollect simple -Iku /t 

iserver/se /sb simple.btl 

Example B (configured program mode): 
UNIX based toolsets: 

oc simple 

ilink simple.tco hostio.lib -f occama.Ink 
occonf simple.pgm 
icollect simple . cfb 
iserver -se -sb simple.btl 

MS-DOS and VMS based toolsets: 

oc simple 

ilink simple.tco hostio.lib /f occamaJnk 

occonf simple.pgm 

icollect simple. cfb 

iserver /se /sb simple.btl 

12.2.2 Input files 

The input file is either a configuration data file generated by occonf ^ or a linked 
unit generated by ilink. By default the collector assumes a configuration data 
file; for linked units that are to be processed for single transputers the 'T' option 
must be specified, Incorrect format input files generate an error message and 
no output is produced. 

12.2.3 Output files 

The main output file is a binary file that can be loaded directly onto the transputer 
hardware down a transputer link, whether for a single transputer or a multitrans- 
puter network. This type of file is known as a boot from link program, if no 
filename is specified the output file is named after the input file and given a 
.btl extension. If an output filename is specified the file is given the specified 
name. 

Files created using the 'RA', 'R0\ and 'K' options are given special extensions (if 
no output filename is specified) which indicate the file type. Fife types created 
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for each of the options are listed below. 



Option 


File created 


K 

RA 
RO 


.rsc 
.btr 

.btr 



A memory map file may also be generated by specifying the 'p' command line 
option. The format of these files is described in section 12.5. 

Debug data file 

For single transputer programs only, the collector automatically generates a con- 
figuration binary file for reading by the debugger. By default the filename stem 
is taken from the output file and the * . cfb' extension is added. If the 'C option 
is specified the filename is used as supplied. Generation of the debug data file 
can be disabled by specifying the 'D' option. 



12.2.4 Small values of IBOARDSIZE 

When the 'T' is used, very small values of iboardsize (including zero) are 
detected at runtime and prevent the program from being njn. xboardSIZE 
must be > to the total memory requirements of the user program being executed. 
See section 12.3. 



12,3 Program interface 

For programs which are to be loaded onto a single processor, the program 
interface must conform to the appropriate format, according to whether both the 
'T' and 'M' options or just the 'T' is specified. 



12.3.1 Interface used for 't' option 

In the case where the 'T' option is used, without specifying memorysize^ the 
program must conform to one of the following procedure declarations: 



72 TDS 275 02 



March 1991 



t2.3 Program interface ^ 223 

Note: that these procedure declarations are compatible with those required by 
the IMS D705/D605/D505 releases of the toolset. 

PROC program (CHAN OF SP from. link, to. link, 
I] INT user. buffer) 

PROC program (CHAN OF SP from. link, to. link, 

[]INT user, buffer, stack. buffer) 

where: from. link and to. link are the input and output channels respec- 
tively of the transputer link down which the transputer was booted. 

user .buffer is the free memory buffer. 

stack. buffer is a buffer allocated at the base of memory by the 
collector, whose size is determined by the 'S' option. If the 'S' option Is 
not specified when icollect is invoked this buffer wiil be of size zero. 

The parameter user .buff er which is passed to the program, is a vector that 
represents the amount of free memory that is still available on the board for use 
by the program. That is, memory not already used by the program for Its code 
and workspace. 

To calculate the actual memory available, the loader first reads the total memory 
size from the host environment variable IBOARDSIZE. This communication with 
the host is performed after the program has been loaded onto the transputer 
board and before the program is started. The size of the free memory vector 
passed to the program is given by iboardSIZE minus the combined program 
code and workspace allocation. 

The process which reads iboardsize requires, at present, approximately 3,5K 
of memory. This process is executed and terminated before the user program 
runs. The segment of memory used by the process is returned to the user 
program as free memory. Therefore when tlie user program executes it will not 
know whether the process was present or not 

When the 'M' option is used to specify the memory size, iboardsize is not 
read and therefore the amount of memory required will be approximately aSK 
less than that required in the above case. 

Warning messages 

While the loader is executing the initialisation process, described above, warning 
messages may be obtained which have the following format: 
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Warning -System initialisation - message 
where: message can be one of the following: 
Unable to read iboardsize 

IBOARDSIZE environment variable is not defined correctly. 
Illegal format number number 

The value specified for iboardsize is in the wrong format. 

Illegal 16 bit memory size. Set to zero. 

The vaJue of IBOARDSIEE is greater than 64K but a 1 6 bit processor is 
being used. The memory size has therefore been set to zero. 

Negative memory size, set to zero 

A negative value was specified for iboardsize, which has been set to 
zero. 

Unable to reset free memory 

The loader cannot return the memory it has used, to the user. 

12.3.2 Interface used for 'T' and 'M' options 

In the case where both the 't' and the 'M' options are used, the program must 
conform to one of the following two procedure declarations: 

PROC program (CHAN OF any protocol from. ILnls., 

to. link, []INT user. buffer) 

PROC program (CHAN OF any profoco/ from, link, 
to. link, []INT user. buffer, 
stack. buffer) 

where: The channel protocol can take any valid type. 
The other variables are as defined above. 
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12.4 Memory allocation for single processor 

The memory allocation outlined in this section applies only to single processor 
programs collected with the 'T' option and without the *K' option. 

The default bootstrap loader attempts to optimise placement of the program's, 
and its own, code and workspace. The rules it uses are as follows: 

1 If present stack . buffer Is placed at the bottom of the memory. This is 
followed in order by the workspace, code, vector space and free memory, 

2 If the program uses a separate vector space the loader reserves a portion 
of the program's memory as vector space. From the size of this vector 
space, the size of the program code, and the size of its workspace, the 
loader determines the offset, from the start of memory of free (unused) 
memory. This offset is used in conjunction with the environment variable 
IBOARDSIZE Jo determine the amount of memory available to the pro- 
gram, which is then passed as a vector parameter user, buffer for 
the program to use. 

Figure 12.1 shows the memory map of the loaded Occam code as created by 
the default bootstrap loader. 



Free memory 



Vector space 
(only if needed) 



Code 



Workspace 



stack -buffer workspace 
(if requested) 



Top of memory 



Base of user memory (LoadStart) 



Figure 12.1 Memory mapforOCCam programs 

A memory map file may be obtained by specifying the 'P* command line option. 
The content of memory map files is described in section 12.5. 
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12.4.1 Memory allocation for mixed language programs 

For mixed language programs wiiich include modules written, for example in C, 
the bootstrap loader must also allocale memory for static data as well as stack 
and heap areas. 

When the collector 'S' option is specified the stack, buffer placed at the 
bottom of memory, is used for stack by the non-OCCaiTi language modules. 
When the 'S' option is not specified, a stack area is allocated at execution time, 
at the top of free memory. 

Areas for static data and heap are always allocated at execution time by the 
non-OCCam language's runtime system. These areas are placed at the bottom 
of free memory. The heap area grows upwards, towards the top of memory and 
the slack grows downwards. 

Figures 12.2 and 12.3 show the memory map layouts for mixed language code 
for programs with and without the stack requirement specified by the user. 

Loadstart is described in section 12.5. 







, ^ Xnn nf momr\r\/ 




f 

Heap 


! 

Free memory 

1 


Static 


Vector space 
(only if needed) 


Code 


Occam workspace 


stack. buffer 
workspace 






-*— Base of user memory (LoadStart) 



Figure 12.2 Memory map (mixed language) with stack specified 
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jr Xrtr* aI lYiomnrv 




Stack 
t 

Heap 


Free memory 

\ 


Static 


Vector space 
(only If needed) 


Code 


Occam 

workspace 






-*^^ base OT user memory (LOaabtari) 



Figure 12.3 Memory map (mixed language) without stack specified 

12.5 The memory map file 

A memory map file may be obtained by specifying the 'P' command line option, 
followed by a filename. Sucli files contain the memory layout for each processor 
in the network. 

The file layout takes the form of a list of code and data to be placed on respective 
processors. The right hand side of the file gives the start and end address 
followed by the size of each block. 

The file contains the following information: 

• icollect version data 

• For each processor the following details are given: 

- Processor type 

- Error mode (HALT or STOP) 

- LoadStart (lowest user memory) 

- For each process on this processor the following is listed: 

* Code, name of fiJe. offset from start (decimal), start ad- 
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dress and end address (hex), size (decimal), entry ad- 
dress (if any, in Hex) 

* Worl<space, start and end address (hex), size (decimal) 

* Any other data requirements 

• Boot path fortlie networit - only present if program is configured 

« Connectivity of the network ■ only present if program is configured 

The absolute addresses are calculated using LoadStart, which is the base 
of user memory. This varies for different processor types i.e the value of Load 
start for a T4 processor is different to that for a T8. 

The memory from MemStart lo LoadStart is used by the low level bootstraps 
and their workspace. 

The addresses allocated to various data items reflect the command line options 
specified to the collector. Details of the memory map files for the following types 
of files are given below: 

• Single processor, boot from link programs targetted at a specific proces- 
sor type. 

• Single processor, boot from link programs targetted at processor class 
TA or TB. 

• Configured, boot from link programs. 

• Boot from ROM (single and configured) 

12,5,1 Single processor, boot from link 

The first memory map described in this section is ior a program which Is to be 
booted for a specific processor type. 

The example shown in figure 1 2.4 was produced by the following command line: 

icoiiect -t simple . Iku ^p simple .map -s 400 (UNIX) 
icoiiect /t simple. Iku /p simple, map /s 400 (MS-DOSA/WS) 



where: simple, Iku was produced by compiling and linking the example pro- 
gram simple, occ for a T414 in the default halt on error mode. 
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lCOlI«Ct : INHOS taolsat callactor 
Sun Varcion 3.0.25 

Memory map for prDc«BSor T414 
load Stact Is &000012C, HALT OH ERROR 
LOH prlazlty procesa. ' Inlt, eyetem' 

Coda from ' ■yeproc. lib' . file offset 6901 



Entry address 
Workspace 



#BDa001B3 

#eooooi2c 



#aQ0003DC 


544 


#8000019C 


112 


SaOOOlDFO 


2392 


#&000147C 


S3£ 


iSOOOlETO 


512 


#&00004gC 


92 



LOW priocity proceEs ' SyEtam.piaca.sa . 9' 

Cod* from ' Bysproc.llb' , file offset 19881 

#8000149^ 

Entry addraas j^8000149A 

Hork»pmca |B0D012e4 

Vactorapaca I^GOOOIDFO 

HIGH priority process ' System. procasa.b' 

Code from ' syaproc. lib' , file off sat 29562 

#80000410 

Entry addrasa «S0000411 

Workspace 4S0D0D3DC |fBD0003F4 



LOH priority DSER procasB 

Code from ' almple , iku' .< flla offset 2 

Entry addraaa 
Ho Ek space 
Extra stack 
Vector-space 

Parameter data 



Figure 12.4 Memory map file for a single T414 processor program 

LoadStart is the lowest memory location of user memory. All other addresses 
are caiculated from LoadStart. 

The fite lists code and data segments to be placed on each processor. For each 
process the workspace and vector space requirements are given together with 
the entry point of the process. Notice that the first three processes listed are 
non-user processes; this will always be the case for this type of program. 

Because the program was compiled with vector space enabled and the collector 
*S' option was used, the user process requires the following areas of memory to 
be allocated: 



#B0000&B8 


#30000E8C 


1492 


#80000eBS 






#800007€C 


480000894 


296 


#80a0012C 


IS00007&C 


1600 


#80000Eac 


#8000 OFOC 


512 


#aoQoiosc 


#80001264 


472 



memory area 


Start address 


End address 


Workspace 
Extra stack 
Vector space 


#8000076C 
#80000120 
#80000E8C 


#80000894 
#8000076C 
#80000F0C 



(Normally you would only use the 'S' option for mixed language programs). 
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The second memory map described in this section is for a program which is to 
be booted for processor classed TA or TB. 

The example shown in figure 12.5 was produced by the following command line: 

icollect -t simple, Iku -p simple, map (UNIX) 
icollect /t simple. Iku /p simple. map (MS-DOSA/MS) 

where: simple. iku was produced by compiling and linking the example pro- 
gram simple .occ tor class TA in the default halt on error mode. 



ICC-ll^Ct : mJMOS toolBct eollacfcor 
Sun VarBlon 2.0.25 

Memory map for processor TA 
Load Start li UHKHOi^J. ilALI OH ERROR 
LOW priority pzacaea ' Inlt-syBtam' 

Code from ' sysproc. lib' , £lls ofEsat £901 

£ntry addrsBS 
WorkspAc* 

LOW priority procae* 'Systflm.proceeB.a' 

Code from ■ syBproc, lib' , file offset l9aSl 

Entry Addrese 
WorkBpac* 
VactorBpaca 

HIGB priority procefs ' Systeci.procaBa.b' 
Code from ' BycprDcllb' , file offset 29562 

Entry addres* 
Workspace 

LOW priority USER procetB 

Coda from ' sliitple . Iku' , flla offset 2 

Entry addrasA 
Workspace 
V«ctorspaa« 

Pafameter data 



itbFS 


#D18 


544 


IJ^JL 






«9Q 


#100 


112 


#F4C 


«18A4 


Z39Z 


♦F-IE 






#Dia 


#P30 


526 


«1&JL4 


#1924 


^12 


134 


#30 


92 


#35 






#0 


#18 


24 


#14C 


«720 


1492 


#14C 






#0 


#12B 


296 


#720 


#7A0 


512 



Figure 12.5 Memory map file for a single TA processor program 

The memory layout is exactly the same as for the single processor case. How- 
ever, Loadstart, from which the start and end addresses are calculated, can 
only be calculated at runtime. Thisisbecausethe value of MemStart cannot be 
determined at collect time. The numbers given, in place of absolute addresses 
are offsets from LoadStart. 
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12.5.2 Configured program boot from ]inl< 

The example shown in figure 1 2.6 was produced by the foliowing command line: 

icollect sortbS.pgm -p sorter .map (UNSX) 

icollect sortbS.pgm /p sorter .map (WS-DOSA/MS) 

where: sortbS .pgm is the configuration data file introduced in chapters for the 
example pipeline sortar program. The other components of the program 
element. occ and incut. occ where compiled and linked forT414 
processors in halt on error mode. 

Note: only part of the file is shown in figure 12.6. 

The Memory map for the configured program is similar to that produced for single 
transputer programs except that it has two additional sections at the end of the 
file. The boot path for the network lists processors in the order in which they are 
to be booted. The connectivity for the network lists the link connections between 
the processors. 
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iGollaet : IHMOS toolset collector 
Sun v«r»ion 2.0.25 

Hemory EUkp for 'B003.t[0]' procacsor r414 
Load Start 1b &000012C, HALT OH ERKOR 

HIGB priority process ' I nit .ay stem' 

Code from ' Bysproc. lib' , flla offset 49S9 

Bfitry a.4dree* 
Workspace 



HIGB priority process ' System. prossss.b' 

Cod* froRi ' eysproc.llb' ^ £11* offsst 29822 

#8000040C 
Entry addrasa 
Workspace 

LOW priority procass 'Incvt.p' 

Code from ' element .Ika' , file offset 2 



#fiQ0001C0 


#6000a3Z0 


544 


#500001C2 






#B0Q0012C 


#aooooi9c 


112 



#a000040D 
#&00003EQ 



180000465 
JtS00003FS 



Code from 'inout.lfcu', file offset 2 

Codes from ' flortb3 .clu' j fil« offset 2 

Entry addrefs 
Workspace 
Vact orspaoB 

FaraoMter data 

Memory tUAp tor 'B0Q3.t[l]' processor 1 T414 
Load Start Is e000Q12C, HALT OS ERROR 

BIGH priority proc«as ' Icilt. system' 

Coda from ' sysproc. lib' , file offset 4969 

Entry adidress 
Horkfipace 

aiCB priority process ' System. proHzesa .b' 



#S00011E4 


#80001330 


460 


«&O0013B0 


#80001A2C 


1660 


#SOO01A2C 


IfSOOOlCOO 


468 


«saoaiA2R 






#S000012C 


»fi00011C0 


4244 


isoooicoo 


#£0001ECS 


712 


l»0001EC9 


#e00021C4 


764 



#fiflOOqiCCJ 


#800003E0 


544 


#aOOD01C2 






#aooooi2c 


#300001 9C 


112 



Parameter data 



Boot path for network 



«S0QQ13«4 #e00Pie50 



Boot processor down link from HOST 
Boot processor 1 down link 3 from procassor link 2 
Boot processor 2 down link 3 from processor 1 link 2 
Boot processor 3 down link 2 from processor link 3 

Cormactivity for network 

Connect SOST to processor link. 

Connect processor 1 link 3 to processor link 2 

Connect processor 2 link 3 to processor 1 link 2 

Connect proesesor 3 link 3 to processor 2 link 2 

Connect prQcessQr 3 link 2 to processor D link 3 



Figure 12.6 Memory map file for a single TA processor program 
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12.5.3 Boot from ROM programs 

There are four cases for this type of program: 

• Single processor, boot from ROM. run in RAM 

• Single processor, boot from RON/f, run in ROM 

• Configured program, boot from ROM, run in RAM 

• Configured program, boot from ROM, njn in ROM 
The memory maps for each of thase are summarised below. 

Single processor, boot from ROM, run in RAM 

The memory map for this case will have the same layout as the single processor, 
boot from link programs. 

Single processor, boot from ROM, run in ROM 

It Is not known at collect time where in memory the ROM is to be placed. There- 
fore, the start and end addresses of the code segments are given as offsets 
from the start of ROM, and are annotated as such. Items such as workspace 
will have absolute addresses allocated, if the program is targetted at a specific 
processor type. 

An example for this case is given in figure 12.7. The example was produced by 
the following command line: 

Icollect -t -ro -rs 8k simple. Iku -p simple. map (UNIX) 

icollsct /t /ro /rs 8k simple. Iku /p simple. map (MS-DOS/VMS) 

where: simple. Iku was produced by compiling and linking the example pro- 
gram simple . occ for a T41 4 in the default halt on error mode. 
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Icollcct : IHKOS toolaat collactor 
Sun V*r»icin 2.0.25 

Uaaoc^ jAAp for procaAAor (BoDtirLg and running in RO'M)r414 
LoAd Start 1b aOOaOiaS, SALT ON SSlKOK 
liOH priority process ' Iciit . By«t4in' 

Cods from 'syEprocllb', flla offsat €901 



ROM OFFSEr #E00 


#D2D 


544 


ROM antry offset #B02 






Workapaca #800 00 7 08 


j^BoaooTve 


112 


HIGH priority procaAS ' System. procaea .b' 






Coda from ' eyEproc. lib' , fil« o£rg«t 2*562 






ROM OETSEI #]U14 


#aOD 


92 


ROM antry offsat #AA5 






Horkepaca #800 00 6D4 


iSOOOOgEC 


24 


LOW priority USER process 






Coda from ' 6iiT[ple.lKu', flla offtet 2 






HOM OFFSET #4D0 


«ILA4 


1432 


ROM antry offsat #400 






HoEk*p«fi« #sooooiaa 


#500002B0 


29e 


Vectorapaca 4SC0002D4 


#30000354 


512 


Parameter d»ta #80000580 


«&0000eD4 


340 



Figure 12.7 Memory map file tor a single processor program ojn in ROM 

Configured program, boot from ROM, run in RAM 

The layout of the memory map for this case will be the same as that for the boot 
from link configured program. 

Configured program, boot from ROM, run in ROM 

For this case the root processor will shown in the same formal as the single 
processor case, run in ROM. Some memory locations being expressed as offsets 
from the beginning of ROM. 

For the other processors in the network will appear as the boot from link case. 

12.6 Non-bootable files 

Files created with the 'K' option are non-bootable files which can be dynamically 
loaded by a program or manipulated at njntlme. 

Non-bootable files consist essentially of program code preceded by a number 
ot words of njntime data. The sequence of data and code blocks in the file is 
summarised in the following table. Descriptions of the data items immediately 
relating to the program block are given after the table. 
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Type 


Data 


Unit 


INT32 
[ ] BYTE 
INT32 
[ ] BYTE 


Interface descriptor size 
Interface descriptor 
Compiler id size 
Compiler Id 


bytes 
bytes 


INT32 
INT32 
INT32 
INT32 
INT32 
INT32 
INT32 
[ ] BYTE 


Target processor type 

Version number 

Program scalar workspace requirement 

Program vector workspace requirement 

Static size 

Program entry point offset 

Program code size 

Program code block 


words 
words 
words 
bytes 
bytes 



Target 

Version 



Scalar workspace 
Vector workspace 

Static size 

Entry point offset 

Code size 
Code 



The processor type or transputer class *or which the 
program was compiled. 

The format version number of the file. This can be 10 
or 11 in the TCOFF system. For programs compiled 
with oc it will always be 10 which indicates no static 
parameter is present. A value of 11 , indicates the pres- 
ence of a static data parameter and is used to identify 
code written using other INMOS language toolsets. 

Specifies the size of the workspace required for the 
linked program's runtime stack 

Specifies the size of the workspace required for the 
linked program's vector (array) data. 

Specifies the size of the static area. 

Indicates the offset in bytes of the program entry point 
from the base of the code block. 

Indicates the size of the program code in bytes. 

The program code. 



12-7 Boot-from-ROM options 

The boot-from-ROt^ options 'ra' and 'RO' produce code that can be loaded into 
EPROM using the ieprom tool. Both options apply only to code running on the 
root transputer of a network; processors on the network cor^nected to the root 



72 TDS 275 02 



March 1991 



236 12 icollect — code collector 



transputer are booted from the root transputer links. 

'RA' generates code which is executed from RAM. The code is copied from ROM 
into RAM at runtime. 'RO' generates code which is directly executed from ROM. 

RAM executable code can be used for applications which are to be executed 
from fast RAM, and for code which may be user-modified. ROM executable 
code requires no RAM for code and can be used to create a truly embedded 
system. 

Configured programs for loading into ROM must have been created using the 
same configurer option ('RO' or 'RA' as appropriate) that is supplied to the col- 
lector. 



12.8 Alternative bootstrap loaders 

If not otherwise specified, icollect uses the standard INMOS bootstraps. The 
correct code for the application program is chosen from a library of bootstraps 
compiled for different error modes. 

The collector can be directed to use other bootstrap loader programs by spec- 
ifying the 'B' option. The option directs the collector to append a user-defined 
loader program in place of the standard bootstrap loading sequence. 

User-defined bootstraps must be created according to certain rules, illustrated 
by the standard INMOS bootstrap which is listed in appendix F along with the 
standard Network Loader. The listing is fully commented and can be used as a 
template to design and code your own bootstrap sequence. 



12,9 Use of the icollect 'Y' option 

The collector option 'Y' has two effects on the program being built: 

« It disables interactive debugging of the program. 

9 It reduces the amount of memory used. 

For programs compiled and linked for a specific transputer type, this option will 
cause icollect to produce a program that uses less memory. However, 
programs compiled and linked for transputer classes 'TA' or 'TB' will not build 
when this option is used. 

The effects of disabling interactive debugging are described in section 4.5. 
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The disabling 'Y' option may only be used in conjunction with the 'T' option and 
will be ignored it specified tor a configured program. 



12.10 Error messages 

This section lists error messages generated by icollect. The messages are 
listed under severity headings in alphabetical order, omitting the introductory 
information (error severity and filename data). 

icollect generates errors of severities Warning and Serious. Serious error 
cause the tool to terminate without producing any output. 



12.10.1 Warnings 

The following messages are prefixed w/ith 'Warning-'. They are only generated 
when the *t" option is used (single processor mode). 

Extra disable option on command line ignored 

The user has configured the program with mteractive debugging disabled 
and has specified the "Y" option to the collector. 

Flip error mode Ignored with user bootstrap 

The 'E' option is ignored when a user-defined bootstrap is specified since 
the collector wiil only accept a singie linked unit as a bootstrap. 

Program configured with interactive debugging enabled, option ignored 

The user has configured the program with interactive debugging and has 
specified the 'y' option to the collector. This 'Y' option is ignored and the 
boot file is built. 

Strange board sEze for sixteen bit processor : Setting to zero 

The memory size specified exceeds the addressing capacity of a 16 bit 
processor (64 Kbytes). The collector uses a memory size of zero for the 
rest of the build. 
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12.10.2 Serious errors 

The following errors are prefixed with 'Serious-'. 

Address space for target processor exhausted 

The address space required by the program is greater than 64KbytGs, 
the maximum addressable space on a 16-bit processor 

Bootstrap file already specified 

More than one bootstrap file was specified. Only one file is allowed. 
Bootstrap liLename too long 

The maximum length allowed forthe bootstrap filename is 255 characters. 

Bootstrap is greater than 255 byte in library file 

The library bootstrap is too large. This should only occur if the library file 
is invalid or corrupt. 

Cannot have both rom types 

'RA' and 'RO' options are mutually exclusive and cannot both be specified 
on the sams command line. 

Cannot have configured and memory size 

The memory size option is incompatible with building a bootable program 
for a configuration binary file. 

Cannot have configured and non bootable file 

The coiledor cannot generate both a network loadable fiie and a non- 
bootabie file simultaneously for the same program. 

Cannot have rom and non bootable file 

The collector cannot generate both a ROM-loadabie file and a non- 
bootable file simultaneously for the same program. 
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Cannot open file filename 

Host file system error. The file specified cannot be opened. 

Cannot patch parameter data for processor class 

The user has specified the 'Y' option with a linked unit for a processor 
class. The collector cannot initialise some of the data without a linked 
unit for a specific processor type. 

Command line parsing error at string 

Unrecognised command Jine option. 
Debug file already specified 

More than one debug file was specified. Specify one only. 

Dynamic memory allocation failure 

Memory allocation error. The collector cannot allocate the required amount 
of memory for its internal data structures. 

Error In writing to debug file 

Host file system error. The debug file could not be written. This mes- 
sage will only appear it the collector is invoked with the 'T' option (single 
processor mode). 

Expected end tag found not present in .cfb file 

A specific end lag is missing in the configuration binary file. Either the 
file is corrupted or the versions of icollsct and occonf used are 
Incompatibte. 

illegal tag found in .cfb file 

incorrect format configuration binary file, recognised as an illegal tag. 
Either the file is corrupted or the versions of icollect and occonf 
used are incompatible. 
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Illegal language type found In input file 

Source language used to create the file is not supported by the collector. 
Less likely, but possible, is that the file was created using an incompatible 
(possibly earlier) version of a tool. 

Illegal process type 

Unrecognised process type. Either the file has been cornjpted or the 
versions of icoiiect and occonf used are incompatible. 

Illegal processor type 

Unrecognised processor type. Either the file has been cornjpted or 
icoiiect and occonf are Lncompatibie. 

lllegal tag found In input file : filename 

incorrect format input file. The most likely reason for this error is that an 
incorrect file has been specified. Other less likely but possible explana- 
tions are that the file was created using an earlier or Incompatible version 
of one of the tools, or that the file has become corrupted. 

Input file already specified 

More than one input file specified on the command line. 

Input file has not been linked filename 

The collector accepts only Jinked files, either directly when using single 
processor operation, or indirectly via entries in the configuration binar/ 
file. This message can be generated if the file was created using a 
previous version of a tool, or if the file is corrupt, or by the configurer 
using different files to the ones the collector has found. 

Input tile is of incorrect type : filename 

If the 'T' option is specified (single processor program) the Input file must 
be a single linked unit ( , Iku type). If the 'T' option has not been specified 
the input file must be a configuration binary file (.cfb type). 

Input filename too long 

The maximum length allowed for the input filename is 256 characters. 
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Linked unit file in cfb and United unit in input file found do not match ; 

filename 

The linked file specified in the configuration binary and the one found by 
the collector are not the same file. 

Linked unit module not found in : filename 

The required library module is missing or has been corrupted. This mes- 
sage is generated when an incorrect version of the library is installed. 

Memory size already specified 

Memory size must be specified once oniy. 

Memory size string invalid 

ivlemory size must be given in decimal (with optional K or M suffix) or 
hex. Hex numbers must be introduced by '#' or '$'. 

Memory size string too long 

Specified memory size is too large i.e. it is greater than 8 digits. 

More than one parameter statements 

The collector expects only one parameter statement per processor. Ei- 
ther the file has been cornjpted or the versions of icollect and 
occonf used are incompatible. 

Mo debug and debug output file specified In command line 

Options 'D' (dtsabie debug) and 'C (debug filename) cannot be used 
together. 

No input file specified 

One, and only one, input file must be specified on the command line. 

No parameter descriptor present In Input file : filename 

The formal parameter descriptor (to the user program) in the input file 
is not present. This message will only appear if the collector is invoked 
with the 'T' option (single processor mode). 
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Output file already specified 

More than one output file was specified. Specify only one. 
Output filename too long 

The maximum length allowed for the output filename is 256 characters. 

Parameter descriptor error in input fiie : filename 

The formal parameter descriptor (to the user program) in the input file is 
not of the correct form, indicating that the process interface is not one 
recognised by the collector. (See section 12.3), This message will only 
appear if the collector is invoked with the 'T' option (single processor 
mode). 

Print map fiie aiready specified 

Ivlore than one print map file was specified. Specify one only. 

Program configured for boot from ROM command line is boot from link 

The specified configuration binary file was created for either ROM or 
RAM, and neither has been specified to icollect. 

Program configured for running in RA mode command line Is RO mode 

Wrong mode specified, or incorrect option given to occonf when the 
specified configuration binary file was created. RO and RA modes are 
mutually exclusive- 
Program configured for running In RO mode command iine is RA mode 

Wrong mode specified, or incorrect option given to occonf when the 
specified configuration binary file was created. RA and RO modes are 
mutually exclusive. 

Rom size already specified 

ROM size must be specified once only. 

Rom size in input fiie and command line do not match 

The ROM size specified on the command line is not equal to that specified 
to occonf when the input file was created. 
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Rom size not specified 

A ROM size must be specified because the input fife is configured for 
loading into ROM. 

Rom size string Invalid 

IllegaJ ROM size specification. ROM size must be given in cfeclmai (with 
an optional K or M suffix) or as Hex. Hex numbers must be introduced 
by '#' or '$'. 

Rom size string too long 

ROM size specified was too large. 
Stack size already specified 

Stack size rnust be specified once onfy. 

Stack size string invalid 

Stack size must be given in decimal (with optional K or M suffix) or hex. 
Hex numbers must be introduced by '#' or '$\ 

Stack size string too long 

Specified stack size was too large i.e. greater than 8 digits. 

Strange function or attribute for linked unit in ; filename 

The collector has found an unfamiliar value in the input file. Either an old 
version of a tool was used in the creation of the input file, or the input file 
has been corrupted. 

System error 

Host system error has occurred, probably when accessing a fiie. This 
message may be generated when a file Is read and its contents seem to 
have changed. 
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Unexpected end of file : filename 

One of the files specified in the configuration binary has ended prema- 
turely, filename identifies the offending file, jf the message 'Suspect 
corrupted file' is substituted for filename then the file is cornjpted. 

User bootstrap not allowed when program Is configured 

User defined bootstrap ioaders can oniy be used with single processor 
programs. 

User bootstrap not allowed with ram option 

User defined bootstrap loaders cannot be used with ROM-loadable code. 

User bootstrap type does not match that of linked unit 

Either the target processor type or the error mode of the bootstrap code 
does not match that of the input file. 
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converter 



This chapter describes the file format convenor tool icvlink which converts 
object files from Linker File Format (LFF) to Transputer Common Object File 
Format (TCOFF). The chapter begins with a short introduction to the tool and 
then describes how it is used. The chapter ends with a list of error messages 
which may be generated by icvlink. 



13.1 Introduction 

Earlier compifers and INMOS toolsets targetted at the transputer produced ob- 
ject files in LFF, Examples of such products are the 3L and INMOS Parallel C, 
and FORTRAN compilers and the D705/D605/D505 releases of the OCCam 2 
compiler. 

All object files produced by the latest INMOS Toolsets are generated In a formal 
known as Transputer Common Object File Format (TCOFF), Input files for the 
linker, librarian, and lister tools, supplied with these toolsets, mustbe in TCOFF. 

icvlink enables code compiled in LFF to be used with Eater versions of the 
tools without needing to recompile. In particular it enables existing software to 
make use of the new configuration tools supplied with the current toolsets. 

The conversion to TCOFF may take place at different stages in the develop- 
ment process depending on the user's requirements. Figures 13.1 to 13.3 il- 
lustrate three different approaches to using icvlink. Notice that in all three 
approaches the conversEon is performed before the configuration stage. 

In figure 13.1, compiled object and library modules are processed by the con- 
verter and then linked using the current toolset linker ilink. Converted library 
modules have to be processed by the current toolset librarian ilibr in order 
to create TCOFF library modules, see section 13.2,2. 

Figure 1 3.2 illustrates how existing compilation and library modules may be linked 
using a previous version of the linker to produce a linked object file in LFF, This 
file may then be converted to TCOFF and the current toolset linker ilink used 
to create a linked object fite in TCOFF. 

Figure 13,3 illustrates an extension to the second approach, where the TCOFF 
fiie produced by the conversion is linked wsth modules compiled b^^ the current 
toolset compiler. 
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The shaded symbols^ in the figures, represent both i^o files in LFF format and 
previous issues of particular tools. Note: where txx has been used it would be 
equally valid to use .bin (see section 13.2 below), 







rM--* icvlink: -^Uco)-*- ilibr -*-Mib\ 








Llink -^Uku)— ^ occonf 







Figure 13.1 Converting compilation and library modules 



r,M— *- ilink -^^ ilink -*/.lkuj- 



'~1 



occonf 



Figure 13.2 Converting linked object module 



[.tW— *■ ilink *\.cxx) 



icvlink 



^1 



^ ilink -»-( .Ikul— ^ occonf 



Figure 13.3 Conversion followed by linking with new code 

When Occam or C source code is available it is recommended that the source 
code is recompiled using the compiler supplied with this toolset rather than using 
icvlink. If, however, the source code is not available or recompilation is likely 
to be difficult, then icvlink should be used, foilowing one of the approaches 
outlined above. 

Programs which have been converted should in general be kept separate from 
programs developed with the current toolset This is because of differences in 
the supplied libraries and in the implementation of the different versions of the 
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compilers and toolsets. 

For Occam programs the calling conventions for arrays of channels have changed 
for the new toolset. This will cause problems if you attempt lo pass (as a param- 
eter) a channel array from a module compiled with the current toolset compiler 
to a converted module or vice versa. The converter will warn the user of any 
arrays of channels found In a module and will report which routines they are 
found in. It will also embed a warning message in the actual module, which will 
be displayed during the linking process. 



13-2 Running the format converter 

The format converter operates on a single input file. This file may be a single 
module or a library. The operation of the format converter in terms of standard 
extensions is shown below, 




Note: The file extensions of the input files, pertain to default file extensions used 
by previous issues of INMOS toolsets (e.g. the IMS D705/D605/D505 and IMS 
D511A/D6t1A/D711D products), where: 

. lib is the extension of a library file. 

.txx is the extension of a compiled Occam file. 

. cxx is the extension of a Einked unit. 
.bin is the extension of a compiled C or FORTRAN file. 
To invoke the file format converter use the following command line: 

► i cvl i nk filenam e { options } 

where: filename is the name of the file to be converted. 
options is a list of options given in table 1 3.1 . 
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Options must be preceded by '- for UNIX based toolsets and 7' for 
VMS and MS-DOS based toolsets. 

Options may be entered in upper or lower case and can be given in 
any order. 

Options must be separated by spaces. 



Option 



Description 



I 

L 

o filename 



XM 



xo 



Forces a TA module to be converted into both a new TA mod- 
ule and a T8 module. Forces a TC module to be converted 
into both a T5 and a T8 module. This option is only for use 
with library modules. 

Displays progress information as the conversion proceeds. 

Loads the tool onto a transputer board and then iermmates. 

Specifies an output file. If no output file is specified the 
name is taken from the input module and a .tco extension 
is added. If more than one output file is specified then the 
last one takes precedence. 

Forces TA and TC modules to be converted to T8 modules. 

Directs the transputer-hosted versions of the tool to be exe- 
cuted so that they can be restarted without rebooting by the 
server. 

Directs the transputer-hosted versions of the tool to be exe- 
cuted once on the transputer board and then terminate. 



Options must be preceded by 
and MS-DOS based toolsets. 



' for UNIX based toolsets and 7' for VMS 



Options may be entered in upper or lower case and can be given in any order. 

Options must be separated by spaces. 

Any string not recognised as an option is treated as the name of the file to be 
converted. 



Tabie 13.1 icvlink command line options 



Examples 



icvlink myprog.t4x 
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In this example icvlink ts used to convert an occam object file which 
has been compiled for a T4 transputer. The output filename will default to 
myprog.tco. 

icvlink myprogc.bin 

In this example icvlink is used to convert an object file, produced by the IN- 
IVIOS 3L Parallel C compiler. The output filename will default to myprogc . tco. 

13.2.1 Default command line 

A set of default command line options can be defined for the tool using the 
ICVLINKARG environmental variable. Options must be specified using the syn- 
tax required by the command line. 

13.2.2 Input files 

The format convertor wil! accept a compiled object file, a linked object file or a 
library file, m LFF format, as input. The following sections describe the use of 
the format convertor in the context of these file types. 

Compiled object files 

The format convertor may be used to convert any compiled object files. The 
convertor will produce complied modules in TCOFF format. Any libraries required 
to be linked with the compilation modules must also be converted (see below), 
before the linker ilink can be used to produce the linked object file. 

Library files 

The format convertor will convert a library file which is in LFF format to the 
new TCOFF format but it will not generate a new library file. When a library is 
converted the resulting file contains a concatenation of all the converted modules. 
In order to create a library file the librarian tool ilibr, supplied with this toolset, 
must be used to prepend the library index. 

Linked object files 

Linked object files in LFF format may also be converted into TCOFF format. 

The procedure for converting linked files is similar to that for converting compiled 
object files. The format convertor will convert a linked object file which is in LFF 
format into a TCOFF format file. This file may then be supplied as an input file to 
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the linker tool ilink in order to produce a linked object file in the new format. 



13,2.3 Output files 

The format convertor creates a single TCOFF object module. As indicated above, 
if either a library or linked object module is used as input then the output module 
must be processed by the current iiibr or ilink tools. 



13.3 Transputer classes and error modes 

Both the members and the meaning of the different transputer classes has 
changed for this issue of the toolset, icvlink therefore has to impose a 
transputer class on any module whose class has no direct representation in the 
current toolset. This also applies to error modes. The following rules are used 
for transputer classes and error modes: 

• The error mode UNDEFINED ts converted to UNIVERSAL 

• Transputer class TA does not change name but note that the meaning of 
this class has changed, (see section 4.3). 

• Transputer class TC is converted to transputer class T5. 

For more information on transputer classes and error modes see sections 4,3 

and 4.4. 

The command line options 'D' and 'P' can be used to override these rules. The 
command line option 'P' causes TA and TC modules to be converted to T3 
modules. The 'd' option is designed to be used when converting libraries that 
contain TA and TC modules. When a TA library module is converted with this 
option two modules will be generated by the conversion; one 'new style' TA 
module and one T8 module. For a TC library module converted with the 'D' 
option, a T5 and T8 module will be created. 

The 'P' option may be used to convert any compiled, library or linked object 
modules. The 'D' option, however, is restricted to converting library modules, 
because the linker can selectively load library modules whereas It cannot selec- 
tively load compilation modules. 



13.4 Summary of rules for using icvlink 

1 When Occam or C source code Is available icvlink should not be 
used. Instead the source code should be recompited using the compiler 
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supplied wtth this toolset 

2 The libraries supplied with this toolset must not be linked with converted 
object modules. Instead the library files originally called by the converted 
modules must also be converted so that the modules may be linked 
correctly. Although LFF and TCOFF libraries may use the same standard 
names, the format of TCOFF libraries and the calling conventions used, 
are completely different to LFF library conventions. 



13.5 Error messages 

This section lists each error and warning message that can be generated by the 
converter Messages are in the standard toolset format which is explained in 
section 2.12,1, 



13.5.1 Warning Messages 

filename - symbol, implementation of channel arrays has changed 

Channel arrays are now represented differentfy. This should be remem- 
bered when mixing code compiled with different generations of the Oc- 
cam compiler or configurer. 

13.5.2 Serious errors 

filename - bad format: reason 

The named file does not conform to a recognised INMOS file format or 
has been corrupted. 

Could not open for input 

The named file could not be found/opened for reading. 
Could not open for output 

The named file could not be opened for writing. 
No input flie supplied 

No file name has been placed on the command line. 
Only one input file allowed 
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More than one file name has been pfaced on the command line. 
Parsing command line tof<en 

An unrecognised token was found on the command line. 

Promote and duplicate options conflict 

The P (promote) and D (duplicate) options have conflicting meanings and 
should not be used in conjunction. 
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This chapter is describes the network debugger tool idebug. It begins by 
describing the command line syntax and shows how to invoke the debugger in 
the two main debugging modes. The rest of the chapter lists and describes in 
detail the symbolic debugging functions and Monitor page commands and ends 
with a list of error messages. 

Chapter 7 describes how to debug Occam transputer programs. 



14.1 [ntroduction 

The network debugger idebug 1s a speciaf purpose debugger for transputers. 
It can be used to examine stopped programs (post-mortem debugging) or to 
execute programs interactive!y [breakpoint debugging). 

Programs can be analysed using the symbolic functions which operate using 
source code symbols or the Monitor page commands which operate at memory 
and processor level. Symbolic and Monitor page environments are separate but 
can be recalled from each other at will. 

Symbolic functions allows files to be examined, variables inspected, and proce- 
dures traced, from source code level. Monitor page commands allow transputer 
memory to be examined and processor state to be determined anywhere on the 
network. Symbolic and Monitor page environments can be recalled from each 
other at any time. 



14.1.1 Post-mortem debugging 

Post-mortem mode debugging allows stopped programs to be analysed from the 
residual contents of transputer memory or from a network dump file. Programs 
that run on the root transputer must be debugged from a memory dump file 
because the debugger overwrites the root transputer's memory. The memory 
dump file is created using the idump tool. 



14.1.2 Breakpoint debugging 

Breakpoint mode debugging allows transputer programs to be executed interac- 
tively using breakpoints set in the code. Breakpoints can be set symbolically on 
lines of source text or at transputer memory addresses, and values can be mod- 
ified in transputer memory to show the elfect of changing variables. Breakpoint 
mode debugging requires the use of two or more transputers. 
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Certain symbolic functions and Monitor page commands are only available in 
breakpoint mode. 



14.1.3 Mixed language debugging 

When debugging programs constructed Irom a mixture of languages from differ- 
ent INMOS toolsets (Occam and C for example), you should always use the 
version of idebug with the highest version number {as displayed in the Help 
or Monitor page). This is true for all versions of idebug with a version number 
greater than V2 . 00 . 00. TJiis will ensure that no toolset incompatibilities occur 
(for instance idebug supplied with the first release of the ANSt C toolset does 
not fully understand the output from occonf ). 



14.2 The root transputer 

idebug can be used to debug single and multilransputer programs. The tech- 
niques and commands to use when invoking the debugger differ slightly accord- 
ing to whether or not the program (or a process forming part of the program) 
runs on the root transputer, and according to the debugging mode (post-mortem 
or breakpoint). 

The root transputer is the name given to the processor that is directly connected 
to the host computer. In a transputer network that is connected to the host it forms 
the root of the network. The debugger always runs on the root transputer, which 
must be a 32-bit transputer with at least one Megabyte of memory (preferably 
two). 

The relationship of the root transputer to the host computer and the rest of the 
network is illustrated below. 



host computer 




root transputer 



fs 



ts 




ink(s) 



rest of 

network 



Two procedures are used to debug programs in post-mortem mode, depending 
on whether the application is configured to use the root transputer. Programs that 
use the root transputer are referred to in this chapter as R-mode programs, and 
programs that do not use the roottransputerare referred to as T-mode programs. 
Command line options are used to select the correct mode oi operation for 
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i debug. 

To avoid the need for a memory dump applications configured to use the root 
transputer can be skip loaded. Skip loading requires at least one extra processor 
on the network but speeds up debugging considerably and is the recommended 
method where more than one processor is available, iskip can be used to 
skip any number of processors on a network b^ invoking the tool successively. 



14.2.1 Board wiring 

Before any program can be debugged in post-mortem mode on a transputer 
board the Analyse signal must be asserted on the network once, and once only. 
Because difterent procedures must be adopted for programs which do and do not 
use the root transputer, the debugger cannot assert the signal automaticaliy and it 
must be asserted by passing the appropriate iserver option from the idebug 
command line. Table 14,3 gives a summary of the command sequences to use 
for the two program modes on different board types. 



14.2.2 Post-mortem debugging R-mode programs 

Code running on the root transputer and loaded with iserver directly is de- 
bugged in post-mortem mode from a memory dump file which Is specified by 
the *R' option. The memory dump file must be created using the idump tool 
before the debugger is invoked. Code on other transputers is debugged down 
transputer links in the normal way. 

In R-mode programs idump asserts the Analyse signat and the 'SA' option is 
not required on the idebug command line. In fact a second assertion of the 
signal would cause data in the memory to become corrupted. If idump is not 
invoked then the debugger cannot load onto the root transputer and a booting 
error is reported. 

Details of the idump and iskip tools can be found in chapters 15 and 24 
respectively. 



14.2.3 Post-mortem debugging T-mode programs 

T-mode programs are loaded using iskip and subsequently debugged using 
the 'T' option to specify the root transputer link to which the network is connected. 
The 'SA' server option must also be added to the idebug command line in order 
to assert Analyse. 

If the 'SA' option is not given, the debugger is not booted onto the root transputer 
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and the server aborts with an error message. If the server is inputting data at 
the time some corruption of the data may occur The debugger should then be 
reinvoked with the correct options. 

14.2.4 Post-mortem debugging from a network dump file 

To suspend a post-mortem R or T debugging session without losing the original 
context, the K/lonitor page 'n' command can be used to dump the entire state of a 
network into a networ1< dump file (including Freespace if required). The debugger 
can then be invoked on the file without being connected to the network. 

Notes: This option will only work tor programs that have not been interactiveEy 
breakpoint debugged. 

Memory dump files and network dump files are not the same: the former con- 
tains a single processor's memory image while the later contains data about a 
complete network. They are also in different formats. 



14.2.5 Debugging a dummy network 

The debugger may be used to debug a program using dummy data. Using 
the debugger command line 'd' option which simulates the contents of memory 
locations and registers, static features of a program may be examined. This 
is useful to determine processor connectivity and memory mapping for each 
processor in the network. Because memory locations etc. are simulated, this 
option only requires the root transputer in order to execute the debugger (even 
when used with a bootable file lor a network of transputers). 

This option may also be used to explore the features of the debugger. 



14.2.6 Methods for breakpoint debugging 

Breakpoint mode debugging does not require use of the memory dump tool be- 
cause the program is automatically skip loaded over the root transputer where the 
debugger is running. However, like all skip loads it requires an extra processor 
in the network. 
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14.3 Running the debugger 

The debugger is invoked using tlie following command iine: 

► idebug filename {options} 

where: filename is the program bootable file. 

options is a list of one or more options from table 14.1 . 



Options must be preceded by '-' for UNIX based toolsets and 7' for 
MS-DOS and VMS based toolsets. 

Options may be entered in upper or lower case and can be given in 
any order on the command line. 

Options must be separated by spaces. 



idebug is unique amongst tooEset tools in that when invoked with command 
tine options its driver program does not automatically reset (or analyse as appro- 
priate) the root transputer. This is due to the diversity of hardware configurations 
where the appropriate sequence may not be obvious to the driver. Because of 
this, the task of selecting the appropriate iserver command ts delegated to 
the user. 

Failure to supply the appropriate iserver reset (sr) or analyse (sa) options 
along with idebug command line options will result in iserver falling to boot 
i debug. 

Only when invoked with no command line options at all will idebug automatically 
reset the root transputer and display its own heip page. 
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Option 



Description 



B finknumber 



M finknumber 



T linknumber 



R filename 



N filename 



c type 



S 

I 



Interactive breakpoint debug a network that is connected to 
the root processor via [Jnk linknumber. idebug executes 
on the root processor 

Must be accompanied by the iserver 'SR' option. 

Postmortem debug a previous interactive debugging ses- 
sion, idebug executes on the root processor. 

Must be accompanied by the iserver 'SA' option. 

Postmortem debug a program that does not use the root 
processor, on a network that is connected to link finknum- 
ber. idebug executes on the root processor. 

Must be accompanied by the iserver 'SA' option. 

Postmortem debug a program that uses the root transputer. 
filename is the file that contains the contents of the root 
processor (created by idump). The file is assumed to have 
the extension .dmp if none is supplied. 

Postmortem debug a network from a network dump file file- 
name (created by idebug). The file is assumed to have 
the extension .dmp if none is supplied. 

Must be accompanied by the iserver 'SR' option. 

Specify a processor type (e.g, T425) instead of a class 
(e.g. TA) for programs that have not been configured. 

Dummy debugging session. Can be used for familiarisation 
with the debugger or establishing memory mappings. 

Must be accompanied by the iserver 'SR' option. 

Assert subsystem analyse. Directs the debugger to assert 
Analyse on the network connected to the root processor. 

Ignore subsystem error status when breakpoint debugging. 

Display debugger version string. 

Must be accompanied by the iserver 'SR' option. 



Table 14,1 Debugger command line options 
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14.3.1 Toolset tiie types read by the debugger 

The debugger uses information within files produced by toolset tools in order 
to establish the hierarchy of components used to produce a bootable file. The 
different types of files within the toolset are described in section 2,9. 

Table 14.2 provides a list of file types used by the debugger (in roughly the same 
order the debugger interrogates them): 



Fife 


Description 


extension 




-btl 


Bootable to be debugged. 


.cfb 


Configuration data file. 


.clu 


Configuration object file. 


.Iku 


Linked unit generated by linker. 


,tco 


ObjGct file generated by compiler. 


.lib 


Library file. 


.occ 


Occam source code file. 


.inc 


Occam include file. 


.pgm 


Occam configuration file. 


.c 


C source code file. 


.h 


C include file. 


.dmp 


Debugger dump file. 



Table 14.2 File types read by debugger 

With the exception of a dump file which must have a . dmp filename extension, 
the debugger will accept different extensions for a particular file type. (For exam- 
ple the extensions used by imakef such as .tah which can be used instead 
of .tco). 



14.3.2 Environment variables 

idebug requires three environment variables to be set up on the host system 
(in addition to those required to build a bootable file): 
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ITERM Defines key mappings for debugger symbolic functions and 

some Monitor page commands. 

IDEBUGSIZE Defines the amount of memory available on the root trans- 
puter board. This variable must be specified for idebug to 
work correctly (idebug requires at least 1 Mbytes of avail- 
able root transputer memory). 

IBOARDSIZE The amount of memory available forthe application program. 
Required for single transputer programs (created from linked 
units using icoiiect with the 'T' option and without the 
'M' option), wl^ere the memory size was not specified. 

Details of how to set up the variables can be found In the Delivery Manual that 
accompanies the release. 

14.3.3 Program termination 

If the program terminates on issuing the server terminate command the following 
message is displayed: 

[Program has finished - hit any key for monitorl 

The debugger can be re-entered after server termination by pressing any key. 
The final state of the network can be examined using the full range of Monitor 
page and symbolic commands. 

The exit status returned by the program is displayed on the Monitor page. 

If the program contains independent processes which require no communication 
with the server the debugger allows the program to be resumed. In this case the 
debugger displays the following warning message: 

[Warning: The server has been terminated by the program] 



14.3.4 Post-mortem mode invocation 

To invoke the post-mortem debugger use the appropriate command from the 
following list. 

Command lines are duplicated in UNIX and MS-DOSA/MS formats. Use the 
appropriate command line format for your system. 

Note; Commands are given for a BOOS board wired subs (See section 14.4.1). 
For the commands to use on other board types see section 1 4.4, 
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idebug bootablefile -t linknumber -sa 
idebug bootablefile /t linknumber /sa 

idebug bootablefile -r filename 
idebug bootablefile /r filename 

idebug bootablefile -n filename -sr 
idebug bootablefile /n filename /sr 

idebug bootablefile -m linknumber -sa 
idebug bootablefile /m linknumber /sa 

where: bootablefile is the program bootable file. 

linknumber IS \he number of the link of the root processor which is con- 
nected to the network. 

filename is a network dump file or a root transputer memory dump file. 

Use the *t' option for programs that do not use the root transputer, that is, those 
loaded by using iskip. The program is debugged from the program image that 
is resident in the memory of each transputer; the information about the rest of 
the network is extracted down the root transputer link. The 'f option produces 
faster debugging option because the root transputer memory image is not saved. 
However, the option does require an extra transputer on the network. The 't' 
option should be accompanied by the iserver 'sa' option to assert Analyse on 
the network. 

Use the 'r' option for programs that use the root transputer in a network. The 
dump file is created by using idump, which produces a dump of the program 
image on the root transputer only; the debugger extracts infornnation about other 
transputers on the network {if applicable) via the root transputer links. 

Use the 'n' option to debug programs without access to the original network 
of transputers. This is effectively debugging off-line. The network dump file is 
generated by the idebug Monitor page 'N' command (only for programs that 
have not been breakpoint debugged). The 'n' option should be accompanied by 
the iserver 'sr' option to reset the network. 

Use the 'm' option to debug a previous breakpoint debugging session where 
eithe r the n etwork has crashed (error flag was set) or you have used the 
host IBREAKl key to terminate the debugger. This option is the same as the 'f 
option but informs the debugger the breakpoint runtime kernel is present. The 
V option should be accompanied by the iserver 'sa' option to assert Analyse 
on the network. The same action may be achieved when using the debugger 
in breakpoint mode with a subsystem wired subs (see section 14.4.1) by use of 
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the Monitor page 'Y' option (see section 14.6). 

Symbolic functions and Monitor page commands that support breakpoinling are 
absent in the post-mortem debugger. 



14,3.5 Beinvoking the debugger on single transputer programs 

For programs running on a single transputer only and debugged from a memory 
dump file the debugger can be reinvoked on the same dump file by passing the 
"SR' option to iserver from the idebug command line. This option is required 
to reset the transputer before loading the debugger program, which is normally 
performed by idump. 



14.3.6 Breakpoint mode invocation 

To invoke the debugger in breakpoint mode use one of the commands below. 

Note: Commands are given for a BOOS board wired subs. For the commands 
to use on other board types see section 14.4. 

idebug bootablefile -h Unknumber -sr 
idebug bootablefile /b Unknumber /sr 

where: filename is the program executable file 

Unknumber IS the number of root transputer link where the application 
network is connected. 

In breakpoint mode idebug loads the bootable file directly onto the network and 
sets up a runtime kernel and virtual link system on each processor used by the 
program, iserver is not required to load the program, but an extra processor 
is required to run the debugger; the program is in effect 'skip' loaded. 

Ciearing error f iags on transputer boards 

Processors in the network with their error flags set can cause idebug to signai 
a crashed program even when they are not being used by the program. This is 
because idebug uses subsystem services to monitor error flag status through- 
out the network. A reliable method of clearing all of error flags on a network is to 
run a network check or worm program such as ispy before invoking idebug. 

The ispy program is provided as part of the board support software for INMOS 
/q systems products. These products are available separately through your local 
INMOS distributor. 
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An alternative method of ensuring tfiat error flags are cleared on a network is to 
load a dummy process on each processor. The act of loading the dummy code 
onto the processors clears each error flag. 

The following is an example of a dummy process which could be used to clear 
the error flag on a processor. The code simply starts up then shuts down imme- 
diately. 

PROC dummy ( ) 
SKIP 



So that the iserver is terminated correctly the root processor should execute the 
following variation: 

#INCLDDE "hostio,inc" 
#USE "hostio,lib" 

PROC root. dummy (CHAN OF SP fs, ts) 
so. exit (fs, ts, sps. success) 

Generate a linked unit containing the dummy process code for each processor 
on the network. Write a configuration description which places the linked units 
on each processor, configure and collect the program, and load the resulting 
bootable file onto the network using iserver. The bootstrap code clears the 
error flag on each processor before loading the process code. 

Program loading 

In breakpoint mode idebug loads the bootable program directly onto the net- 
work and sets up a debugging njntime kernel on each processor iserver 
is not required 1o load programs for breakpoint debugging. An extra processor 
is required on the network to run a program in breakpoint mode because the 
program is in effect skip loaded. 

When first invoked the breakpoint debugger immediately enters the Monitor page 
where the 'B' (Breakpoint Menu) command can be used to set breakpoints before 
the program is started. 



14.3.7 Function key mappings 

All the debugger symbolic functions, and some Monitor page commands, are 
assigned to specific keys on the keyboard by the ITERM file (the file specified by 
the environnnent variable ITERM). For the correct keys to use on your terminal 
consult the keyboard layouts provided in the Delivery Manual that accompanies 
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the release. 

ITERM files are supplied with the release for terminals commonly used with your 
host system but may also be created to suit your own requirements. Details of 
the ITERM file and an example listing which illustrates the format can be found 
in part 2, appendix G. 

Key-mapped symbolic functions and Monitor page commands are listed in sec- 
tion 14.6.5. 



14.4 Debugging programs on INMOS boards 

On transputer boards the Analyse and Reset signals can be propagated from 
the root transputer in two ways, and this influences the options that must be used 
when debugging programs. (See section 6.4.1). 



14.4.1 Subsystem wiring 

On transputer boards the subsystem signal is either propagated unchanged to a!) 
transputers on the network (known as wired down), or the signals are connected 
to the subsystem port (wired subs) from where they are controlled by the board's 
root processor. 

On B004 boards and on all boards where subsystem is wired in the same way 
Analyse must be asserted on the network before transputers can be accessed 
by the debugger from the root processor. Howeven if Analyse is asserted more 
than once the program will be cornjpted in transputer memory. 

The wiring type can be identified by the hardware addresses of the three sub- 
system registers. B004-type boards use the folfowing addresses: 



Signal 


Hardware address 


Reset 

Analyse 

Error 


#00000000 
#00000004 
#00000000 



An example of a B004-type board is the IMS B404 TRAM. For details of the 
subsystem wiring on other boards consult the Datasheet or board specification. 

In addition, TRAM boards and B004 boards differ in the way the subsystem port 
is used. On TRAMs these subsystem signals are propagated to all transputers 
on the network, whereas on B004 boards the signals are not propagated at all. 



72TDS275 02 March 1991 



14.5 Debugging programs on non-lNMOS boards 265 

14.4.2 Debugging commands 

The above conditions affect the commands you must use when debugging T- 
mode and R-mode programs. To simplify the selection of the correct command 
Table 14.3 has been constructed giving the command line options to use for 
different combinations of board type, subsystem wiring, and program mode. 

Note: Command lines are given in the UNIX tormat (*-' option switch character) 
in order to maintain simplicity in layout. For MS-DOS and VMS based systems 
replace '-' by '/' in all command lines. 

For further details about loading programs see chapter 6. 



14.4.3 Detecting the error f[ag In breakpoint mode 

In breakpoint mode the debugger detects that a processor has its error flag set 
by use of the subsystem services. If your hardware is not wired up to use the 
subsystem services then the debugger is unable to detect when an error flag 
is set; this may cause the debugger to hang for no apparent reason. On such 
networl<s you should use the iserver 'SE' option to detect when an error flag 
has been set. Note however that detection of an error flag set wilJ terminate the 
debugger without warning. 

Note: When using the debugger in breakpoint mode you should if possible wire 
your hardware up to use the subsystem services. 



14.5 Debugging programs on non-INMOS boards 

If your hardware does not adhere to the INMOS subsystem convention you will 
need lo determine how the hardware is configured and the appropriate command 
line options yourself. 

You will probably need to use the idebug command line 'S' option when break- 
point debugging in order to stop the debugger monitoring the subsystem error 
status, and the isen/er 'SE' option to determine when the error flag has been set. 



14.6 Monitor page commands 

This section lists and describes the Monitor page commands. The commands are 
tabulated in alphabetical order for easy reference. Where a command invokes 
an option submenu the operation of each option is described. Summaries of the 
commands can also be found In the Handbook that accompanies the Occam 
toolset release. 
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Board 


Wiring 


Mode 


Command llne(s) to use 


TRAM 


down 


T 


id&h^^g program "h finknumber-sr -sef -sf 


idebug program -m linknumber -sa 


idebug program -t linknumber -sa 


R 


idump outputfile size 
idebug program -r filename 


subs 


T 


idebug program -b linknumber -st 


idebug program -ra linknumber -sa 


idebug program -t linknumber -sa 


R 


idump outputfile size 
idebug program -x filename 


B004 


down 


T 


Ldehug program -h linknumber -3v -sef -sf 


idebug program -m linknumber -sa 


idebug program -t linknumber -sa 


R 


idump outputfile size 
idebug program -r filename 


subs 


T 


idebug program -b linknumber -a -sr 


idebug program -m linknumber -a -sa 


idebug program -t linknumber -a ^sa 


R 


idump outputfile size 

idebug program -r filename -a 


For MS-DOS and VMS based toolsets use the 7' option switch character. 

The 'si' option may also be used on any command line to display activity 
information when loading the debugger 

Modes: R = program using the root transputer; T = program not using the 
root transputer, and debugged down a root transputer link. 

t See section 14.4.3. 



Table 14.3 Commands to use when debugging B004 and TRAM boards 

14.6.1 Command format 

All Monitor page commands are either single letter commands or are invoked by 
a single function key press. Key mappings for the few general commands that 
use function keys can be found in the Delivery Manual that accompanies the 
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release, 



14.6.2 Specifying transputer addresses 

Many Monitor page commands require a transputer address. If none is given tine 
debugger assumes a default address when one is displayed with the prompt. The 
default address is the last address specified or located to and can be selected 
by pressing IRETURNI . 

Addresses can be specified in decimal or hexadecimal format. Hexadecimal 
numbers must be given as a sequence of hexadecimal digits preceded by the 
characters '#', '$', or '%'. The '#' and '$' characters are used to prefix a full 
hexadecimal address. The '%' character adds mostneg int to the hexadec- 
imal value using modulo arithmetic. This is useful when specifying transputer 
addresses which are signed and start at MOSTNEG int. For example, on a 32 
bit transputer %70 is interpreted as #80000070 and on a 16 bit transputer as 
#8070. 



14-6.3 Scrolling the display 

Several commands mapped by the ITERM (see below) may be used to scroll 
certain of the Monitor page displays. Cursor keys may also be used. 



14.6.4 Editing keys 

The following string editing functions are available for on-screen editing of strings 
for certain commands: 



Key 


Effect 




Move the cursor to the beginning of the string. 


ISTARTOFLINEI 




Move the cursor to the end of the string. 


lEND OF LINE! 




Delete the string. 


IDELETE LINEl 


B 


Move the cursor left one character. 


B 


Move the cursor right one character. 


m 


Replace the current string with the string used in 
the previous invocation of the command. 




Delete the character to the left of the cursor. 


IDELETEI 




Enter the string. 


iRETURNi 
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Note: [START OF lIne| , [END OF LINE] , [DELETE LiNE| , and |delete| are mapped 
by the ITERM file to specific keys on the keyboard. Details of the key mappings 
on your terminal can be found in the Delivery Manual that accompanies the 
release. 

[t] will not be applicable to some commands. 



14.6.5 Commands mapped by ITERM 

Certain Monitor page commands are mapped to specific keys on the ternninal by 
the ITERM file. Commands mapped in this way include keys which are used to 
scroll the display (see below), commands which produce the same effect in both 
debugging modes, and the commands | RELOCATE] and jretraceI which invoke 
the corresponding symbolic mode functions. 

The keys to use tor all Monitor page commands mapped by ITERM can be found 
by consulting the keyboard layouts supplied in the Delivery Manual. 



72TDS275 02 March 1991 



14.6 Monitor page commands 



269 



14.6.6 Summary of main commands 


Key 


Meaning 


Description 


A 


ASCII 


View a region of memory in ASCII. 


Bt 


Breakpoint 


Display the Breakpoint menu enabling break- 
points to be set, cleared or listed. 


C 


Compare 


Compare the code on the network with the code 
that should be there to ensure that the code has 
not been corrupted. 


D 


Disassemble 


Display the transputer instnjctions at a specified 
area of memory. 


E 


Ne)ct Error 


Switch the current display information to that of 
the next processor in the network which has 
halted witli its error flag set. 


F§ 


Select file 


Select a source file for symbolic display using 
the filename of the object file produced for it. 


G 


Goto process 


Goto symbolic debugging for a particular pro- 
cess. 


H 


Hex 


View a region of memory in hexadecimal. 


* 


Inspect 


View a region of memory in any type. Types are 
expressed as Occam types. 


Jn 


Jump 


Start or resume application program. 


K 


Processor names 


Display the names of all processors in the net- 
work. 


t = Breakpoint mode only 

§ = String editing functions available, see section 14.6.4. 
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Key 


Meaning 


Description 


L 


Links 


Display instruction pointers and workspace descrip- 
tors for the processes currently waiting for input or 
output on a transputer Imk, or for a signal on the 
Event pin. 


M 


Memory map 


Display the memory map of the current transputer. 


N 


Network dump 


Copy the entire state of the transputer network into 
a 'network dump* file in order to allow continued 
{off-line) debugging at a later date. 





Specify process 


Resume the source level symbolic features of the 
debugger for a particular process. 


P 


Processor 


Switch tine current display information to that of an- 
other processor. 


Q 


Quit 


Leave the debugger and return to the host operat- 
ing system. 


R 


Run queues 


Display instruction pointers and workspace descrip- 
tors of the processes on either the high or low pri- 
ority active process queue. 


St 


Show messages 


Display the Messages menu enabling the default 
actions of the debugger to debug support functions 
to be changed. 


T 


Timer queues 


Display instruction pointers, the workspace descrip- 
tors and the wake-up times of the processes on 
either the high or low priority timer queue. 


ut 


Update 


Update the monitor page registers to reflect the cur- 
rent state of the processor. 


V 


Process names 


Display the names of all processes on the current 
transputer 


W| 


Write 


Write to any portion of memory in any OCCann type 
(e.g. REAL32). 


X 


Exit 


Return to symbolic mode. 


Yt 


Postmortem 


Change a breakpoint debug session into a post- 
mortem debug session. 


? 


Help 


Display help information. 


t = Breakpoint mode only 



72 TDS 275 02 



March 1991 



14.6 Monitor page commands 



271 



14.6.7 Symbolic-type commands and scroll keys 



Key 


Description 


tQ^^ 


Locate to the last instruction executed on the current processor. 
Switch to symbolic mode and perform symbolic operation. 


IRETRACEI ti 


IRELOCATEI S 


Switch to symbolic mode and perform symbolic operation. 


IHELPI tt 


Display help information. 


IREFRESHI a 


Re-draw the screen. 


ILIMEUPIII 




ILINE DOWNl fl 




[PAGE UP| ft 


Scroll the currently displayed memory, disassembly, 


IPAGE DOWN] tl 


or queue. 


T 




i 




M 


Scroll the currently displayed processor left or right. 


F^ 




B For key bind! 


ngs see the Delivery Manual. 
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[a] ASCII 

This command dtsplays a segment of transputer memory in ASCII for- 
mat, starting at a specific address. If no address is given ttie last 
specified address is used. Specify a start address after ttie prompt: 

Start address (#hhhhhhhh) ? 

Either press |return| to accept the default (last specified) address, or 
enter the desired address. The address can be entered as a decimal 
number, a hexadecimal number preceded by '#', or the short form 
'%h. , ,h'. 

The nnemory is displayed in blocks of 16 rows of 32 ASCII bytes, each 
row preceded by an absolute address in hexadecimal. Bytes are or- 
dered from left to right in each row. Unprintable characters are substi- 
tuted by a fuli stop. 

PHi [U- IPAGEUPi , [PAGE down ] keys can be used to scroll the display. 

[b] Breakpoint menu (Breakpoint mode only) 

This command invokes the Breakpoint Menu; 

S - Set a breakpoint on this processor 

T - Toggle a breakpoint on this processor 

C - Clear a breakpoint 

A - Clear all breakpoints on all processors 

B - Clear all breakpoints on this processor 

E - Set a breakpoint at all entries this processor 

G ■- Set a breakpoint at all entries all processors 

M - Set a breakpoint at all main () this processor 

L - List all breakpoints 

P - List all breakpoints on this processor 

Q - Quit 

Breakpoint option (A^B, C,E, G, L,M, P,Q, S^T) ? 

Options are selected by entering one of the single letter comnnands. 
Pressing IRETURNj with no typed input when prompted for a breakpoint 
number or address cancels the option. 
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□ Note that main ( ) relates to the fixed C function called at C program 
startup, entries (entrypoints) relate to the first procedure called at 
Occam program startup for non-configured programs and the start of 
configuration code for configured programs. 

Breakpoints are assigned a unique number which must be specified 
with the 'C option. Numbers are given on the List Breakpoints displays. 

The 'E' and 'G' options set breakpoints at the entrypoint of a process 
(at configuration level). 

Note: Only breakpoints which are set in symbolic mode (at the be- 
ginning of a statement) are properly supported. Setting breakpoints at 
arbitrary addresses using the 'S' option may cause incorrect execution 
of the program. 

[c] Compare memory 

Compare memory compares the code on the network with the code 
that was loaded, to check that memory has not become cornjpted. 

Note: This option treats breakpoints as cornjpted code. 

The foiiowing menu is displayed: 

Compare memory 
Number of processors in network is : 2 

A - Check whole network for discrepancies 

B - Check this processor for discrepancies 

C - Compare memory on screen 

D - Find first error on this processor 

Q - Quit 

Type one of the options A, B, C, d, or Q. Option *Q' returns you to the 

Monitor page. 

Checking the whole network - option A 

Option 'A' checks the whole network processor by processor and dis- 
plays a summary of the discrepancies found. 
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□ If there no errors the foHowing message is displayed: 

Checlcod whole network OK 

It any errors are detected the number of errors is given along with the 
address of the first error found and the name of the processor on which 
it occurred. 

Checking a single processor - option B 

Option *B' checks just the current processor, in all other respects it is 
similar to option 'A'. 

Compare memory on screen - option C 

Option 'C displays the actual and expected code for for each address 
in a block of memory. Discrepancies are marked with an asterisk {'*'). 

Memory is checked in blocks of 128 bytes. At the end of each block, 
type either 'Q' to quit, or (space] to read and display the next block. 

The format of the display is similar to the following example: 

Network Code Correct Code 

#800001234 : 0011223344556677 7766554433221100 * 

#80000123C : 0011223344556677 0011223344556677 

#800001244 : 0011223344556677 7766554433221100 * 

#8000012AC ; AABBCCDDEEFFOOll AABBCCDDEEFFQOll 

Press [DOWN] to scroll memory, [SPACE] for next 
error, or Q to quit : 

Pressing |SPACE| automatically invokes option 'D' - Find first 
error. . .. 

Find first error - option D 

Option *D' searches the current processor's memory for the first oc- 
currence of a discrepancy. If a discrepancy is found the display is 
switched to mode 'C and the memory can be checked and displayed 
as in 'Compare memory on screen'. 
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[d] Disassemble memory 

The Disassemble command disassembles memory into transputer in- 
structions. Tine command interprets all the memory as instructions. 
Specify an address at which to start disassembly after the prompt: 

Start address (#hhhhhhhh) ? 

Either press |return| to accept the default address, or enter the de- 
sired address. The address can be entered as a decimal number, a 
hexadecinnal number preceded by '#', or the short form '%h. . .h'. 

The memory is displayed in batches of sixteen transputer instnjctions, 
starting with the instruction at the specified address. \f the specified 
address is within an instruction, the disassembly begins at the start 
of that instruction. Where the preceding code Is data ending with a 
transputer 'pf ix" or 'nf ix' instruction, disassembly begins at the start 
of the pf ix or nf ix code. 

Each instruction is displayed on a single line preceded by the address 
corresponding to the first byte of the instnjction. The disassembly is a 
direct translation of memory contents into instructions; it neither inserts 
labels, nor provides symbolic operands. 

U] Next Error 

Next Errorsearches forward through the network for the next processor 
which has both its error and halt-on-error flags set. Processors are 
searched in the same order as they are listed by the *K' command, 
starting from the current processor and wrapping round, if a processor 
is found with both flags set the display is changed to the new processor 
as if the 'p' option had been used. Press |top| to display the source 
line which caused the error. 

If there is only one processor in the network you are Informed of the 
fact. 
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\f] Select source file 

This command enables a program source file to be displayed within the 
symbolic debugging environment for a particular processor. Thfs allows 
breakpoints to be set in modules which have not yet been reached in 
the program's execution. (Source which has not yet been executed 
cannot be displayed using the 'O' or 'G' options because the iptr and 
Wdesc addresses are not yet known.) 

This comnnand may also be used to browse source files rather like the 
ICHANGE fileI symbolic function. However, unlike [change FiLE| it allows 
you to use some of the symbolic debugging operations. 

The behaviour of this command will differ depending on whether 
icconf , the configurer supplied with the ANSI C toolset has been 
used rather than using occonf the OCCam configurer supplied with 
this toolset, or indeed no configurer at all (in the case of programs 
running on a single processor). For example icconf may be used to 
combine OCCam modules with mixed language modules during con- 
figuration. 

The differences in the behaviour of the command are described below: 

Behaviour of command when occonf Is used 

The debugger first prompts for the filename of a linked ob\ec\ module. 
The full linked filename (including extension) must be supplied. 

Linked unit filename ? 

The linked filename must be specified because the debugger needs 
to know which linked unit incorporated by a configurer #USE directive 
you are interested in. 

The debugger then prompts for the filename of a comp//ecf object mod- 
ule contained within the selecied linked unit. The full object filename 
(including extension) must be supplied. 

Object module filename ? 

The object module filename must be specified because the debugger 
extracts the source code filename from the debug information in the 
compiled object file. 

Note: Editing keys may be used with this command to provide a simple 
history mechanism (see section 14.6.4). 

72TDS275 02 March 1991 



14,6 Monitor page commands 277 



1^ At each prompt this command may be aborted by pressing jreturni 
with no typed input. 

Behaviour of command when no configurer or icconf is used 

If a processor has been configured to contain different processes, this 
option first prompts for the process number of the source file: 

Select process nuinber (0 - N) ? 

The range of numbers displayed in brackets are process numbers as- 
signed by the debugger to different processes on the processor Pro- 
cess names can be determined by using the Monitor page Process 
Name (V) option before invoking the *F' command. 

Once a valid process number has been supplied (if applicable), the 
debugger prompts for the filename of the compiled object, module. The 
full object filename (including extension) must be supplied. 

Object module filename ? 

The object filename must be specified because the debugger extracts 
the source code filename from the debug information in the compiled 
object file. 

Note: Editing keys may be used with this command to provide a simple 
history mechanism (see section 14.6.4). 

At each prompt this command may be aborted by pressing IreturnI 
with no typed input. 
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\g\ Goto process 

This command locates to the source code for any process which is 
currently shown on the screen. The cursor is positioned next to the 
Iptr, and permitted responses are listed on the screen as follows: 

[CURSOR] then [RETURN], or to F, (I)ptr, 
(L)o, or CQ)uit 

To select the desired process use the cursor keys to skip between 
processes on the screen, or specify a value to R Press I RETURN! to 
select the process Indicated by the cursor. The saved iptr is chosen 
by typing *i', and if currently in high priority, the interrupted low priority 
process is chosen by typing 'L'. The sixteen processes shown on the 
right hand side of the display are chosen by typing '0' to T\ Type 'Q", 
inNiSHi , or [REFRESHj to abort this choice. 
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[h] Hex 

The Hex command displays memory in hexadecimal. Specify the start 
address after the prompt: 

start address (#hhhhhhhh) ? 

Press IRETURNI to accept the default address, or enter the desired ad- 
dress. The address can be entered as a decimal number, a hex- 
adecimal number preceded by '#', or the short form '%h . . .h'. If the 
specified start address is within a word, ihe start address is aligned to 
the start of that word. 

The memory is displayed as rows of words in hexadecimal format. 
Each row contains four or eight words, depending on transputer word 
length. Words are displayed in hexadecimal (four or eight hexadecimal 
digits depending on word length), most significant byte first. 

For a four byte per word processor the sequence of bytes in a single 
row would be: 

3 2 10 7 6 5 4 11 10 9 8 15 14 13 12 

For a two byte per word processor, the ordering would be: 

10 3 2 5 4 7 6 9 8 11 10 13 12 IS 14 

Words are ordered left to right in the row starting from the lowest ad- 
dress. The word specified by the start address is the lop leftmost word 
of the display. 

The address at the start of each line is an absolute address displayed 
in hexadecimal format. 
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\\\ Inspect memory 

The Inspect command can be used to inspect the contents of an entire 
array. Specify a start address after the prompt: 

start address (#hhhhhhhh) ? 



Either press |return| to accept the default address, or enter the de- 
sired address. The address can be entered as a decimal number, a 
hexadecimal number preceded by '#', or the short form '%h. . .h'. 

When a start address has been given, the following prompt is displayed: 

Typed memory dump 

- ASCII 

1 - INT 

2 - BYTE 

3 - BOOL 

4 - INT16 

5 - INT32 

6 - INT64 

7 - REAL32 
a - REAL64 
9 - CHAN 

Which type (1 - INT) ? 

Give the number corresponding to the type you wish to display, or press 
Ireturn] to accept the default type. 

ASCII arrays are displayed in the format used by the Monitor page 
command 'ASCN'. Other types are displayed both in their normal rep- 
resentation and hexadecimal format. 

The memory is displayed as sixteen rows of data. The address at the 
start of each line is an absolute address displayed as a hexadecimal 
number. The element specified by the start address is on the top row 
of the display. 

Start addresses are aligned to the nearest valid boundary for the type, 
that is: BYTE and BOOL to the nearest byle; INT16 to the nearest 
even byte; INT, INT32, INT64, REAL32, KE,KL€4, and CHAN to the 
nearest word. 
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[j] Jump into and run program 

This command starts up a program from the Monitor page, or restarts 
a process which has encountereci a breakpoint or stop point inserted 
by the debug support functions debug. ASSERT and DEBUG. STOP. 
(For details of these functions see part 2, section 1 .10). 

When starting a program the debugger converts [patches) the config- 
uration externa] channels (those assigned to links) for each processor 
into wrfL/a/ channels for use with the debugging kernel. This action is 
indicated by an activity indicator. 

When the patching is complate the debugger prompts for a command 
line forth© program: 

Command line : 

When jumping into and resuming a program from a breakpoint, the 
following menu is displayed; 

Jump into Application 

R - Resume breakpointed process 
- Resume all others 

(abandon breakpointed process) 
J - Jump to different location 
Q ~ Quit 

Which option {JyO^Q^R) ? 

When resuming from an error, the following submenu Is displayed: 

Jump into Application 

- Resume all others 

J - Jump to different location 

Q - Quit 

Which option (J,0,Q) ? 
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The four Resume options are listed in the following table. 



Option 


Description 


R 


Restarts the process that encountered the breakpoint. 


o 


Ignores the stopped process and resumes monitoring the 
network for other process activity. (When a process has 
stopped other processes continue to run until they either 
encounter a breakpoint or error, or become dependent on 
the stopped process.) 

Note: Using this option for a process stopped on a break- 
point removes the process forever. 


J 


Restarts the process from a different Eocation. Only use this 
option if you are confident that the program can be resumed 
from the new location; resumption from most locations will 
corrupt the program. 


Q 


Quits the Resume submenu. 



Note: Editing keys may be used with this command when starting the 
program^ see section 14.6.4. 

\k\ Processor names 

This command gives the processor numbers corresponding to proces- 
sor names used in the configuration description. Processor numbers 
must be given when selecting specific processors for display by the 
debugger. 

Note: The debugger displays only the first 19 characters of the proces- 
sor name. If this is a problem you should make names unique within 
the first 19 characters. 
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\l\ Links 

The Links command dispiays the instruction pointer, workspace de- 
scriptor, and priority, of tlie processes waiting for communication on 
the links, or for a signal on the Event pin. If no process is waiting, the 
link is described as 'Empty". Link connections on the processor, and 
the link from which the processor was booted are also displayed. 

The debugger checks in configured programs that the link the root pro- 
cessor has been booted from matches that expected by the configurer. 
It it does not, the following message is displayed: 



Booted from link N < Should be link MM! > 
The format of the display is similar to the foliowing: 



Link out Empty 








Link 1 out Empty 








Link 2 out Iptr: 


#60000256 Wdesc: 


#80000091 


(LO) 


Link 3 out Empty 








Link in Empty 








Link 1 in Empty 








Link 2 in Iptr: 


#80000321 Wdesc: 


#80000125 


(Lo) 


Link 3 in Iptr: 


#80000554 Wdesc: 


#80000170 


(Hi) 


Event in Empty 









Link connected to Host 

Link 1 not connected 

Link 2 connected to Processor 88, Link 1 

Link 3 connected to Processor 1, Link 3 

Booted from link 
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[m1 Memory map 

The Memory map command displays a memory map of the current 
processor. The display includes the address ranges of on-chip RAM, 
program code, configuration code, stack (workspace) and vectorspace, 
the sizes of each component in bytes rounded up to the nearest 1K 
bytes, total memory usage, and the address of MemStart, the first 
free location after the RAM reserved for the processor's own use. 

Also displayed Is the total memory usage, Total memory usage indi- 
cates the amount of memory used by a user program; this may include 
a region of memory at the beginning of freespace. This will occur for 
configuration code which is reclaimed from freespace before execution 
of a user program starts. (The configuration code resides in a regfon of 
memory which may be safely overwritten by the action of user code be- 
cause the configuration code finishes executing before the user code 
starts executing). 

Total memory usage is the minimum memory size (for a particular pro- 
cessor) you need to specify to the configurer, cotlector or place in 
IBOARDSIZE as appropriate. 

Also displayed is the maximum number of processors thai can be ac- 
commodated by the debugger's bufier space. This will depend on the 
amount of memory on the root processor, indicated to the debugger by 
the host environment variable idebugsize. 

The address of MemStart is the value actually found on the transputer 
in the network. If this does not correspond to that expected by the 
configuration description, for example if a T414 was found when a 
T800 was expected, the following message is displayed: 

MemStart should be ; #80000070 (T800) fflT! 

If an incorrect MemStart is detected the symbolic functions may not 
work correctly. In these circumstances you should rebuild your program 
for the correct processor types on the network before reinvoking the 
debugger. 
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[n] Network dump 

The Network dump command saves the state of the transputer network 
lor later analysis. If you quit the debugger without creating a network 
dump fife, debugging cannot continue from the same point without re- 
running the program. This is because the debugger itself ovenwrites 
parts of the memory on each transputer in the network. 

Note: This command cannot be used in breakpoint mode (idebug 
command line option 'B") or when post-mortem debugging a breakpoint 
session (idebug command line option 'M'). 

Once a network dump file has been created, debugging can continue 
from the file, and the debugger does not need to be connected to the 
target network. 

Before the dump file is created, the debugger calculates the disk space 
required, and requests confirmation. The size of the file depends on 
how much of each processor's memory is actually used in mnning the 
program, and is displayed as follows: 

Create network dump file 
Number of processors to dump : 2 
File size excluding Freespace : 112604 bytes 
File size including Freespace : 2097308 bytas 

Continue with network dump (Y,N) ? 

To continue with the network dump, type 'Y*. 

You will them be prompted whether to include Freespace in the dump 
file (this is not normally required for configured programs). 

Do you wish to include Freespace (Y,N) ? 

Type 'Y' or 'N' as appropriate and specify a filename after the prompt; 

Filename (" net work. dmp", or "QUIT") ? 

Press IRETURNI to accept the default filename, enter a filename (any 
extension will be replaced by ',dmp'). or type 'QUIT' (uppercase) to 
exit. 
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□ If the file already exists, you are warned: 

File "network. dmp" already exists 
Overwrite it (y,N) ? 

If you type 'N', you are reprompted for tlie filename. 

Wliile the dump file is being written, a message is displayed at the 
terminal. For example: 

Dumping network to file "network. dmp" . . . 

Processor 1 (T800) 

Memory to dump : 10456 bytes .,, 

[o] Specify process 

This command restores symbolic debugging, either at the same source 
line, or at another location. It can be used to locate to any source line, 
whether or not a process is waiting or executing there. To ensure the 
debugger locates to a valid process, it is better to use the 'G' command. 

To return to symbolic debugging, the debugger requires values for 
Iptr and Wdesc. Specify iptr after the prompt: 

Iptr (#hhhhhhhh) ? 

The default displayed in parentheses is the last line located to on this 
processor, or the address of the last instnjction executed 

Either press IretUrnI to accept the default address, or enter the de- 
sired address. The address can be entered as a decimal number, a 
hexadecimal number preceded by '#', or the short form '%h- . .h'. 

Useful addresses can be determined using the 'R', 't', and 'l' com- 
mands to display specific addresses. The same addresses can be 
listed by using the 'G' command. The value of the saved low priority 
Iptr can also be used. 

If the Iptr is not within the program body, the debugger indicates the 
type of code to which it corresponds. 

After pressing any key you are returned to the Monitor page. 
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□ If the iptr is valid, you are prompted for the Wdesc: 
Wdesc (thhhhhhhh) ? 

If a displayed iptr was specified, its corresponding Wdesc is offered 
as a default. Press [return! to accept the default, or specify a value 
in the same format as iptr. 

If no symbolic features other than a single 'locate' are required, then 
Wdesc is not needed and the default can be accepted. 

If an invalid Wdesc is given, most of the symbolic features will not 
work, or will display incorrect values. However, you can still determine 
the values of scalar constants and some other symbols. 

Any attempt to inspector modify variables or channels, or to backtrace, 
will give one of the following messages: 

Wdesc is invalid - Cannot baclctraca 

Wdesc is invalid - Cannot Inspect variables 

Wdesc is invalid - Cannot Modify variables 

If the location to be displayed is in a iibrary for which the source is not 
available and the debugger cannot locate the call to that library, the 
following message is displayed: 

Wdesc is invalid - Cannot auto backtrace out 
of library 

Once the iptr and Wdesc have been supplied, the debugger displays 
the source code at the required location, and the lull range of symbolic 
features are available. 
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[p] Change processor 

This command changes to a different processor in the networl<. Specify 
the processor number after the prompt: 

New processor number ? 

To determine the mapping between the processor number and the 
processor name used in the configuration file, use the 'K' command. 
If the processor exists the display is changed to provide information 
about the specified processor. If the new processor's word length is 
different from ihat of the previous processor, the start address is reset 
to the bottom of memory. 

If the processor is not in the configuration, the following message is 
displayed: 

Error : That processor number does not 
exist 

To abort the command press jreturnI with no input. 

If there is only one processor in the network you are informed of the 
fact. 

The cursor keys ( Q and Q ) can be used to scroll the list of pro- 
cessors. Q changes to the preceding processor and Q to the next 
processor in the sequence. The processor sequence is the same as 
that displayed by the 'K' command. 

\q\ Quit 

This command quits the debugger and returns to the operating system. 
Once quit, the debugger cannot be used to debug the same program 
without reloading the program unless a 'network dump' file has been 
created. This is because using the debugger overwrites some of the 
contents of the network. 
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[rI Run queues 

This command displays Iptrs and Wdescs for processes waiting on 
the processor's active process queues. If botii high and low priority 
front process queues are empty, the following message is displayed: 

Both process queues are empty 

If neither queue is empty, you are required to specify the queue: 

High or low priority process queue ? (H,L) 

Type 'H' or 'L' as required. If only one queue is empty, the debugger 
displays the non-empty queue. 

The screen display is paged. To view other processes scroll the dis- 

play usin g the jCURSORUP] . |CURSORDQWi^ > ILINE UPl , ILINEDOWNI . 

Ipageupi . and [page downI keys. 

Note: )n breakpoint mode this command may show the details of a 
process more than once. The following string '< ! >' next to the queue 
heading seives a reminder that this may occur. 

Processes which belong to the debugging kernel are also displayed 
and identified with the string ' (Runtime kernel) '. 

[s] Show debugging messages 

This command is used to enable and disable debugging messages and 
prompts, it invokes the following submenu: 

Show Messages Menu 

B — Show message for breakpoints : ON 

D — Show debug messages : ON 

E — Show message for errors : ON 
Q — Quit 

Which option (B,D,E,Q) ? 

Options B and E control the display of prompts when a breakpoint or 
error (via the library functions debug. assert and debug. stop) 
is encouniered. Disabling these options ensures that the debugger is 
entered on a breakpoint or error without requesting confirmation. 
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□ Option D controls the display of debugging messages inserted with the 
DEBUG. MESSAGE library function. 

pf| Timer queues 

This command displays Iptrs, wdescs, and wake-up times for pro- 
cesses waiting on the processor's timer queues. Prompts and displays 
are similar to those for the Run queue command. 

I TOP I Last instruction 

This command is used to display the source corresponding to the last 
instruction to be executed on the current processor. It is the same as 
typing 'G', then 'i\ 

[u] Update registers 

This command updates the clock and status dtsptay (e.g. runtime 
queues) for the current processor. It enables you to monitor the activ- 
ity of other processes while one process is stopped at a breakpoint or 
error. 

[v] Process names 

This command gives the process numbers corresponding process 
names used in the configuration description. Process numbers must be 
given when selecting specific processes for display by the debugger. 

Note: The debugger displays only the first 19 characters of the process 
name. If this is a problem you should make names unique within the 
first 19 characters. 

Note: This command is of limited use when used in conjunction with 
the Occam configurer occonf . This is because user processes can- 
not have names assigned to them in the same manner as with the C 
configurer icconf . 

[W] Write to memory 

This command writes a value to a specified address. Values must be 
specified in the current type (the type used in the previous Monitor page 
Inspect command), or ikt if the type was a CHAN or the Disassemble 
or Hex options have been used after an Inspect. 
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[x] Exit 

This command returns to symbolic mode and locates to the current 
address. 

[y] Enter post-mortem debugging 

T|-iis command allows the debugger to be switched into post-mortem 
mode from breakpoint mode when the program crashes (a process 
sets the error flag on any processor). Halted processors prevent the 
breakpoint debugger from accessing the network correctly and debug- 
ging must continue in post-mortem mode. It has the same effect as 
re-invoking the debugger with the command line 'M' option. 

If the program has not crashed, the debugger prompts forconftrmation: 

The program has not crashed - are you sura (Y,N) ? 

If you have disabled checking of ihe subsystem en'or status (the com- 
mand line 'S' option), you are prompted with: 

Unable to detect if the program has crashed - 
are you sure <Y,N) ? 

Typing 'Y' continues the operation, typing 'N' aborts it. 

This command will only work if the subsystem is wired subs (see section 
14.4,1). For a subsystem wired down, you will need to quit and restart 
the debugger using the Monitor page 'm' command line option (instead 
of the previous breakpoint command line 'B' option). 

Note: State information for a process that has stopped (on breakpoint 
or error) will be lost when switching from breakpoint to post-mortem 
mode. If the information is important you should make a note of it 
before switching modes. 
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14.6.8 Symbolic-type commands 



TOP 



This command locates to the last instruction executed on the 
current processor. 



RELOCATE 



This command returns to symbolic mode and performs a sym- 
bolic IRELOCATE] , It cannot be used if the processor has been 
changed at the Monitor page. 



RETRACE 



This command returns to symbolic mode and performs a sym- 
bolic jRETRACE] . It cannot be used if the processor has been 
changed at the Monitor page. 



? HELP 



These commands display a summary of the commands avail- 
able at the Monitor page. 



REFRESH 



This command refreshes the screen. 



14,7 Symbolic functions 

Symbolic debugging allows high level language programs to be debugged from 
the identifiers used in the source code. Symbolic identifiers are the names given 
in the program to variables, constants, channels, and functions. 

Symbofic functions are invoked using keyboard function keys. Keyboard layouts 
for common terminal types can be found in the rear of the Delivery Manual that 
accompanies the release. 

Symboiic debugging functions are listed in Table 14,4. Functions only available 
in breakpoint mode are marked with a double dagger (J). 
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Function 


Description 






Display the value and type of a source code symbol. 


AW 


IINSPECTI 


AU2 




Locate to Ihe process waiting on a channel. 


ICHANNELI 


^^i 


E^ 


Locate back to the error, or last source code location. 




IRETRACEI 




Aim 


Retrace the last Ibacktrace! etc. 






Locate back to the last location line. 


AD5 


IRELOCATEI 


flllt 


llNFO! 


Display extra process information. 






Change the value of a variable In memory. 


to"^^ 


iMODIFYlt 


(^LT^ 


IRESUMEJ t 


Resume the application program from the breakpoint. 


Mt^ 


fMOPJiTORl 


Change to the Monitor page. 


R"T5! 


IBACKTRACEI 


Locate to the procedure or function call. 


T^t 


|HELP| 


Display a summary of utility key uses. 


r^ 


IGET ADDRESSI 


Display the location of a source line in memory. 


^(o 


JGOTO LINEI 


Go to a specific line in the file. 


^\\vr TT 


ISEARCHI 


Search for a specified string. 


fe4 


lENTER FILEI 


Change to an included file. 


B.lit 


lEXIT FILEl 


Change to an enclosing file. 






Display a different source file. 


SWi^?4^ 


ICHANGE FILE! 


SUtTT T3 


ITOP OF FILEl 


Go to the first tine in the file. 


aCiL?> 


IBOTTOM OF FILEl 


Go to the last line in the file. 


CT¥1LT4 


ItOGGLE BREAK] t 


Set or clear a break on the current line. 






Force the debugger into the Monitor page without stop- 
ping the program. 


Ct<«iu H 


llNTERRUPTl t 


/icrTz 


ICOWTIWUE FROMI t 


Resume the application program from the current line. 






Enables/disables Hex-oriented display of constants and 
variables. 


ALTl^ 


ITOGGLE HEX] 






Quit the debugger. 


-TR ewTie 


IFINISHI 




J =^ Breakpoint moc 


e only 



Table 14.4 Debugger symbolic functions 
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llNSPECfl This function allows you to find the type and value of any OCCam 
symbol. To inspect a symbol, use the cursor keys to position the 
cursor on the required symbol and press IinspectI . 

If the cursor is not on an Occam symbol when you press 

UNSPECTj , you are requested to specify a symbol name. Type 
^nterI to abort the |inspect| operation, or type a name followed 
by |EN TE Rj ■ Spaces and the case of the letters in the name are 
significant. If the symbol is an array, elements from the array 
can be selected using constant integer subscripts enclosed in 
square brackets ('[' and ']'). If no subscripts were supplied, you 
are prompted to supply them. 

The symbol is checked that it is in scope with the line to which the 

debugger last located. This may not be the same as the current 
cursor position. If the symbol is not in scope at that location, or 
not found at all, one of the following messages is displayed: 

Name ^symbol' not in dynamic scope 

Nams ^symbol' not found 

Information displayed 

If the name is in scope, its type and value are displayed, together 
with its address in memory. If it is an array, and subscripts were . 
supplied, its type, value, and address are displayed. If it is a 
short BYTE array, it is displayed in ASCII. If it is any other type 
of array, its dimensions are displayed. If it is a channel, and 
is not empty, the Iptr and Wdesc of the process waiting for 
communication, and its priority, are displayed. If it is a PROC or 
FUNCTION name, its entry address, and nested workspace and 
vectorspace requirements are displayed (no address is displayed 
for library names). For protocol names and tags, timers, and 
ports, only types are displayed. 

If tliere is too much information to be displayed on one line, it is 
displayed in two parts. The symbol's name and type is displayed 
first, then after a short pause, its value and address. 

Inspecting arrays 

The debugger displays the size and type of the array, and 
prompts for subscript values. For example: 

[5][4]INT ARRAY ^a' , Subscripts ? 
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Press [ENTER! to obtain the address of the array, or enter the 
required subscripts, which must be in the correct range. 

The subscripts should be typed either as decimal constant in- 
teger values, or as integers separated by commas, 1or example 
'[3] [2]\ or*3, 2\ Spaces are ignored. 

To simplify access to values such as 'a[i]' you may type 
*a[!]'; the '!' character is replaced by the value of the last 
integer displayed. 

Scrolling arrays 

Instead of supplying subscripts for an array element, the debug- 
ger allows you to scroll through the elements of an array while 
inspecting in symbolic mode. It also allows you to see a short 
'segment' of a BYTE array; you can move this segment up and 
down like a window into the array. 

When asked for a subscript, you may ad^^+!.£rnto the end (or 
*++' on its own; this assumes a subscript of zero). Then instead 
of displaying only that element of the array, the debugger also 
displays the following message on the second line of the screen: 

Press [OP] or [DOWN] to scroll, any 
other key to exit : 

You may use the [J] and [T]. cursor keys to scroll through the 
elements of the array. The debugger will not allow you to scroll 
past the beginning or end of the array. Pressing any other key 
will return you to normal symbolic mode. 

-^YTE arrays have another useful feature. If you add a single 
'+' to the subscripts, the debugger displays a 'segment of 16 

^-byt^s starting at those subscripts. You may again scroll through 
the array by using the \T\ and [J], cursor keys. As before, you 
cannot scroll past the beginning or end of the array. 

If you use a single '+' on a non-BYTE array, It behaves exactly 
like '++'. 
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Inspecting memory 

To inspect the contents of any location in memory, specify an 
address rather than a symbol name. Type the address as a 
decimal number, a hexadecimal number (preceded by '#'), orthe 
special short form %h...h, which assumes the prefix #8000 . . . 
The debugger displays the contents of the word of memory at 
that address, in both decimal and hexadecimal. 

For more versatile displays of memory contents, use the func- 
tions available at the 'Monitor page" (see section 14,6), 

Inspecting placed channels 

For channel variables that have been placed into a specific mem- 
ory location the |inspect| function displays both the address of 
the location and its value. 

Note: that this is a change from previous versions of idebug 
where only the address was displayed. 

Channels can be examined in detail using the IChannelI function. 



CHANNEL 



This function jumps down a channel If a process Is waiting at 
the other end. Use this key as you woutd |inspect| , but when 
positioned on a channel. The debugger locates to the source line 
corresponding to the waiting process from where the process can 
be debugged. This function Is invalid if the cursor is not on a 
channel or the name specified is not a channel. 



The ICHANNELI function allows you to 'jump' to other processors 
along transputer links. If a process njnning on another processor 
is waiting for communication on a channel the debugger 'jumps 
down' the link and automatically changes to that processor. 



I TOP I This function locates back to the line containing the original error, 

or to the line located to by the previous invocation of the Monitor 
page 'G' or 'o' command. 

[retrace] This function locates back to the previous location. Repeated 
use of I RETRACE! reverses the effect of successive IBacktraceI . 
ICHANNELI , and (top] operations. 
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RELOCATE 



INFO 



This function locates back to the fast point located to by 
the debugger. For example, it can be used to return to the 
original source line of an error after browsing the code with 
the cursor and scroll keys. 

This function displays the Iptr and wdesc of the last lo- 
cation, the process name and priority, and the processor 
number. 



If the Wdesc is not rn the defined region for a process the 
message: Undefined process is displayed in place of 
the process name. For single processor programs that have 
not been configured there is no defined region and the mes- 
sage: stack area unknown is displayed to reflect this. 

If a Wdesc has not been supplied, it is given as 'invalid'. 



SEARCH 



HELP 



MONITOR 



This function searches forwards in the source file for a spe- 
cific string. Either specify a search string or press IRETurn] 
to accept the default, which is the last string specified. 

This function displays a brief summary of the debugger sym- 
bolic function keys. 

This function recalls the Monitor page environment. 



This function quits the debugger. The Monitor page 'Q* op- 
tion has the same effect. 



BACKTRACE | This function locates to the line where a procedure or func- 
tion was called. If the debugger is already located in the 
program's topmost procedure, no backtrace is possible. 



GET ADDRESS [ This function displays the address of the transputer code 
which was compiled for the source line where the cursor is 
currently placed. 



CHANGE FILE I This function opens a different source file for reading only. 
No symbolic functions are available, unlike the Monitor page 
'F' option. 
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[toggle hex I This function displays Hex values of non-OCCam vari- 

ables as well as their decimai values. The default is to 
display integral types in decimal format only. 

This function does not apply to Occam variables. 

IinterruptJ This function forces the debugger to enter the Monitor 

page without stopping the program when breakpoint de- 
bugging. 

Note: This command does not operate if there are 
keystrokes waiting before it in the keyboard buffers. It 
may also fail if the application program is waiting for 
input from the keyboard. 

Note : A side effect of this command is that the de- 
bugger suspends iserver communications in order 
to presen/e debugger output to the screen. 



ENTER FILE 



Enters an included file. Position the cursor on the rele- 
vant #INCLUDE directive and press Ienter fileI . 



EXIT FILE 



Exits from an open included file. 



GOTO LINE 



This function allows you to change to a particular line 
in the source. Specify a line number, or type (zero) 
to abort the operation. 



TOP OF FILE 



Moves to the start of the file. 



BOTTOM OF FILE Moves to the end of the file. 
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14.7*1 Breakpoint functions 



[TOGGLE break! This function toggles a breakpoint on the source line 
indicated by the cursor and provides ir^formation on 
the breakpoint number (as used by the Monitor page 
'B' command)^ whether It was set or cleared^ and the 
line number it is on. 



When the source line the cursor is on produces no 
associated object code the debugger displays an ex- 
clamation mark (<!>) after the line number to indicate 
that the breakpoint has been Joggled on a different line 
to the one the cursor is on (as shown at the bottom of 
the display). 



RESUME 



This function restarts the program from the breakpoint. 
(To restart from an error use [continue fromj ). 



CONTINUE FROM 



This function restarts the program from the line indi- 
cated by the cursor, [continue from| should only be 
used to bypass an erroneous source line. The resuEt 
of continuing from other points in the code may be un- 
predictable if there are intervening stack adjustments. 



This function is commonly used to continue a process 
which has stopped on a program error, see 7.11. 



MODIFY 



This function changes the value of a variable in trans- 
puter memory. Use this function as you would |inspect| 
to select a variable for modifying (press Imodifyi and 
specify the name of the variable). 



Specifying an empty string aborts the ImodifyI opera- 
tion. 



Once a variable is selected the debugger prompts for 
a new value. The new value should be specified in the 
expected Occam type (as specified within the prompt) 
although there are a few relaxations to this rule to ai- 
low for implicit casts when using the debugger (see 
below). REAL32 and real64 values must be given 
in the correct Occam format. 
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The following OCCam types may be freely mixed to provide im- 
plicit type casts so long as the value is defined within the desti- 
nation type: 

BOOL BYTE XNT INT16 INT32 INT64 

The folEowing are examples of valid modification values: 



Destination 


Modify value 


variable type 




RElAIi32 


42.0 


INT 6 4 


TRUE 


INT 


^a' 


BOOL 


'*#00' 


INT 16 


#A0 


INT32 


$1A 


BYTE 


42 



The following are examples of invalid modification values: 



Destination 
variable type 


Modify value 


REAL32 


42 


INT 64 


2.0 


BOOL 


'*#02' 


INT 16 


32768 


BYTE 


-1 


BYTE 


#100 
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14.8 Error messages 

This section lists errors generated by idebug. Other messages not in this list 
may be generated by corrupt files and by files not created by the toolset. 

14.8.1 Out of memory errors 

If the debugger runs out of memory when trying to read in information and the 
offending item cannot be reduced in size, the amount of memory available to 
the debugger may be increased by increasing the size of the memory on the 
transputer the debugger is running on and updating IDEBUGSIZE accordingly. 

14.8.2 If the debugger hangs 

If the debugger starts up but then hangs with the message: 
Loading network, . . 

either of the following errors may have occurred: 

1 The network connectivity is not correctly described in the configuration 
description, for example, a link is not connected to a processor, or the 
type of a processor has been specified incorrectly. 

Network connectivity on a board can be checked by running a check 
or worm program, such as the ispy program supplied with the board 
support software for INMOS /q systems products. These products are 
available separately from your local INMOS distributor. 

2 You have set IDEBUGSIZE to be larger than the memory on the pro- 
cessor where the debugger is running. 

Change idebugsize to reflect the correct memory size. 

14.8.3 Error message list 

^'filename" not compiled with full symbolic debug information 

The object code module does not contain sufficient debug information 
for the debuggerlo iocate to its corresponding source code (i.e. it con- 
tains minimal debug information). Recompile the module and rebuild the 
program in order to debug it symbolically. 
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Already located - No process is wailing at the other end of this link 

An attempt to jump down a hard channei (link) has tailed because there 
is no process waiting at the other end. 

Attempted read outside Parameter block 
Attempted write outside Parameter block 

The configuration system has become corrupted. Check hardware using 
a memory check program such as ispy. (The ispy program is supplied 
as pan of the board support software for INMOS /q systems products. 
These products are available separately from your local INMOS distribu- 
tor) 

Can only specify a transputer type if bootabie is for a class 

You have tried to specify a processor type when the bootable fiie is 
already for a specific processor type. 

Cannot create network dump - reason 

Creation of a network dump file is not permitted on a program that is, or 
has been, breakpolnted. 

reason can be either of the following: 

1 Not for breakpoint postmortem - invalid when post-mortem 

debugging a breakpoint debug session. 

2 Not while breakpointing - invalid in breakpoint mode. 
Cannot find this line's iocation 

Either of the following has occurred: 

1 You have moved the cursor beyond the end of the current source 
file for which there is no executable code. 

2 The compiler has optimised the executable code out. 

Cannot locate beyond Freespace area 

The address specified is not within the memory map range of the pro- 
cessor. 
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Cannot locate to area (Iptr: ^address) 

The address specified Is not within the code area tor ihe program on 
the processor, area can be any of the following: 

Reserved transputer memory 
Runtime kernei 
Configuration code area 
Vectorspace area 
Static area 
Heap area 
Freespace area 



Cannot open "filename" 

Either the file does not exist or it is not on the ISEARCH path (note that 
by default this includes the current directory}. The ilist tool can be 
used to confirnn this. (e.g. ilist filename). 

Cannot read processor number {Txxx) 

The debugger cannot communicate with that processor. Any of the fol- 
lowing errors may have occurred: 

1) The root processor's core dump has been incorrectly specified. 

2) The debugger has failed to analyse the networit correctly. Either 
you have failed to specify the 'A' option or the system control 
signals are wired incorrectly. 

3) The network does not match that specified in Ihe configuration 
file. Check network connectivity using a check program such as 
ispy. (The ispy program is supplied as part of the board sup- 
port software for INMOS /q systems products. These products 
are available separately from your local INMOS distributor.) 

Cannot run application - the program has crashed ] 

Use the 'Y' (Enter post-mortem debugging) command to post-mortem 
debug the (now defunct) breakpoint session. 

Channel is invalid 

The channel does not point to a known process executing on the pro- 
cessor. 
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Compiler complains that any of the following debug support functions are 
not found: 

DEBUG.ASSERT 
DEBUG.STOP 
DEBUG.MESSAGE 
DEBUG.TEMER 



You have omitted the SnSE "debug. lib" directive required lo incor- 
porate the debug support tunctions. 

Configuration info inconsistent with linked unit 

You have probably relinked a component of a program and forgotten to 

reconfigure it. 

Configured for post-mortem debugging only 

You have explicitly disabled interactive debugging (either via configurer 
or collector options). 

Debug info too large (reason) 

The debugging information for a particular compilation module is too large 
for the debugger. Either reduce the size of the offending module or 
increase the size of memory on the processor where the debugger is 
running (see section 14.8.1 on how to overcome this). 

reason can be any of the following: 

ix.tags Is full 
ws.array is full 
name table is full 



Debugger incompatible configuration file "filename" 

The meaning of this error message depends on which configurer you 
have used: 

occonf 

You have configured your program with the configurer 'RE' option to en- 
able memory layout re-ordering. 
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icconf 

You have configured your program without specifying the debugger com- 
patible option ('G' option) to the configurer (this option disables code 
segment re-ordering). 

Debugger incompatible BOM configuration file "filename" 

You have configured your program to be ROM-loadable. The debugger 
can only debug bootable programs. 

Duplicate debugger modes: message 

Mutually incompatible options have been specified on the command line- 
File has changed since configuration "filename" 

You should rebuild the program again, 

FILE IS TOO BIG - truncated 

The debugger buffer capacity has been exceeded. The buffer contains 
as much of the file as could be read before the capacity was exceeded 
(see section 14,8.1 on how to overcome this). 

Illegal virtual channel address 

The channel has been (possibly incorrectly) tagged as virtual but does 
not point to a valid virtual channel (as defined by the debugging ker- 
nel). This is caused by a channel that has become corrupted (normally 
by oven/i/rlting the location of the channel). You should ensure that no 
compiler checks have been disabled to prevent accidental corruption. 

Interactive debugging has disabled 

The module has been linked with the linker 'Y' option to disable break- 
point (interactive) debugging. Rebuild your program without disabling 
interactive debugging and retry. 

ITERM error on line linenumber^ message 

The debugger has detected a syntax error in the ITERM file, message 
describes the error. 
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Name symbol is not in dynamic scope 

The symbol symbo/ exists in the module, but is not in scope from where 
the debugger last located to. In order to inspect the symbol you must 
locate to a new position where the symbol is in scope. 

No need to assert Subsystem Analyse 

The 'A' option is not required when you specify options *N* or 'd'. 

Not a (compatible) bootable file "filename" 

The file is either a non-bootable file or a pre-product release bootable 
file, Use ilist to determine the contents of the file if in doubt. 

Not enough free memory for the debugger 

You have either not set the environment variable IDEBUGSIZE or you 
have set it to be too small (it should be > 400K). 

Change the variable to reflect the memory size of the root processor. 

Not on a vaEld #INCLUDE line 

You may only use [enter file] when the cursor is on a line with a 
# INCLUDE directive. 

Only debugging tools and cursor keys are available 

You have pressed a key which is not defined. 
Option must be followed by a link number (0 - 3) 

Options 'B', 'M', and 'T' require a link number in the range - 3. 
Option must be followed by a valid Processor type (eg. T425] 

The processor type supplied is not recognised by the debugger. 

(Probe Go) : Processor number- Cannot contact 

The debugger is unable to communicate with pn:cessor number The 
processor type specified in the configuration (or to the debugger via the 
'C option) does not match that found. Check the network using a pro- 
gram such as ispy in order to determine the correct processor type. 
(The ispy program is supplied as pact of the board support software for 
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INMOS /'q systems products. These products are available separately 
from your local INMOS distributor.) 

(Probe Go) : Processor number- Incorrect processor type 

The processor type specified in the configuration (or to the debugger via 
the 'C option) does not match that found. Check the network using a 
program such as ispy in order to determine the correct processor type. 

(Probe Resume) : Processor number- Invalid Breakpoint 

The debugger has stopped at a breakpoint which it did not place in the 
code. If you wish to continue executing the program set a breakpoint at 
the same address and retry the command, (See section 7.18.12). 

Processor r^umben insufficient memory, require at least number bytes 

The memory requirement of the processor as specified to the configurer, 
collector, or in IBOARDSIZE (as appropriate) is too small. (Note that the 
value displayed may include memory for some configuration code that is 
reclaimed when program starts executing). 

This may also be caused by the debugging Runtime kernel using an extra 
10-14K of memory. 

Processor type must be a 32 bit processor (eg. T425) 

You must specify a 32 bit processor type because processor classes are 
for 32 bit processors only. 

Processor type must be not abbreviated 

You must specify specific processor types rather than abbreviated types 
(e.g. T425 rather than T5) because some abbreviated types cover more 
than one specific type. 

READ ERROR - truncated 

The debugger could not read all of the file. The buffer contains as much 
of the file as could be read (see section 14.8.1 on how to overcome this). 

Runtime kernel is not present (or has been overwritten) 

Either the runtime kernel has been corrupted or you are trying to post- 
mortem a breakpoint session that didn't occur. 
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There Is no enclosing #JNCLUDE 



You have attempted to use [exit fileI when not located in a nested include 
file. 

There are no processes waiting at either end of this link 

An attempt to jump down a hard channel (link) has failed because there 
are no processes waiting at either end. 

This transputer linlc Is connected to the host 

The link specified in the 'B', 'M', and 'T' option is the communication link 
from the debugger to the host and is not connected to the network. 

Too many processes declared at configuration level {number) 
Too many processes used at configuration level [number) 

The debugger requires more memory in order to operate on this many 
processes (see section 14.8.1 on how to overcome this). 

Too many processors - There is only enough room for (number) 

The debugger requires more memory in order to operate on this many 
processors (see section 14,8.1 on how to overcome this). 

Unable to read Iterm environment variable 

There is no translation for the iTERM environment variable which defines 
the screen and keyboard format. 

Unable to toggle a breakpoint on thts line 

The breakpoint cannot be set or cleared on this source line. Either: 

1 The current file contains no executable code or 

2 Executable code is contained in an include file and the debugger 
cannot determine whether you mean to toggle the breakpoint in 
that file or In the current file. 

Move to the line where you really want to toggle the breakpoint and retry 
the command. 



72TDS275 02 March 1991 



14.8 Error messages 309 



Unknown core dump format filename 

The network dump file is in the wrong format or the wrong file has spec- 
ified. 

Wdesc is Invalid - message 

The Wdesc supplied is invalid: this may be deliberate because it is 
unknown. If you supplied it from the Monitor page environment^ retry the 
command with a valid wdesc. 

message can be one of: 

cannot inspect variables 

cannot modify variables 

cannot backtrace 

cannot auto backtrace out of library 

Wrong number of processors in network dump file filename 

The number of processors does not correspond to the current program. 
The wrong network dump file may have been specified. 

You cannot backtrace from here (to configuration code) 

This normally occurs when you try to backtrace from the program's top- 
most procedure into the bootstrap routine which is not supported sym- 
bolically by the debugger (i.e. the configuration code area). 

You cannot backtrace from here (to Iptr: #nnn, Wdesc: #mmm) 

An attempt to backtrace from a procedure or function has failed because 
the resultant process details are invalid (e.g. iptr is not in the Code 
area). 

The Iptr and Wdesc shown are those of the invalid process which 
supposedly called the current procedure or (unction. 

if you suspect that this Is not the case you should use |[NFQ| before 
backtracing to check that the current process details are valid. (They are 
normally only invalid when incorrect process details have been specified 
with the l\^onitor page 'O^ command). Corruption of the stack (workspace) 
Is another possible cause: you should ensure that no compiler checks 
have been disabled to prevent accidental cornjption. 
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You have changed file, so you can't use this key 

There are certain symbofic features that you may not do if you have 
changed file. Either press j relocate] before retrying the command or 
relocate to the file from the Monitor page using the 'F' (Select file) com- 
mand. 

You must specify a fiiename 

The command line syntax requires a filename. 

You must specify a transputer type (instead of a class) 

The program you are trying to debug is for a transputer class (either TA or 
TB); the debugger needs to know the actual processor type (e.g. T425). 

You should retry using the debugger with the command iine 'C option to 
specify the appropriate processor type. 

You must specify the application boardsize in IBOARDSIZE to be <= 
#10000 

On a T2 the maximum memory size is 64K (#10000). 
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This chapter describes the memory dumper tool idump that dumps the contents 
of the root processor's memory to disk, it is ussd to enabie the debugging of 
code running on the root transputer. 



15.1 Introduction 

The memory dumper aiiows programs that use the root transputer to be de- 
bugged in the normal way using the debugger tool idebug. It is required be- 
cause idebug runs on the root transputer and overwrites aii code and code in 
its memory. 

idump saves the contents of the root transputer to a disk fiie in a format that can 
be read by the debugger. Information contained in the fiie aiiows the debugger 
to analyse data in the root transputer In the same manner as other transputers 
on the network. 

When idump is invoked it calls the server with the 'SA' option so that the space 
occupied by the dumper program is saved before it is loaded onto the transputer. 



15.2 Running the memory dumper 

To invoke the idump tool, use the following command line: 

► idump filename memorysize {starioffset length} 

where: filename is the name of the dump file to be created. 

memorysize is the number of bytes, starting at the bottom of memory, to 
be written to the file. 

starioffset is an offset in bytes from the start of memory. 

lengifi is the amount of memory in bytes, starting at startoffset, to be 
dumped in addition to memorysize. 

All parameters can be expressed in either decimal or in hexadecimal format, 
Hexadecimal numbers must be preceded by the hash # character or the dollar 
sign $. 
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The memory dump fife stores the contents of the transputer's registers and the 
first memorysize bytes of memory. The file is given Ihe .dmp extension. After 
the dump has been performed idump remains resident on the transputer board 
ready to load the debugger. 

memorysize must be large enough to contain ihe complete program with its 
workspace and vectorspace. If the program to be dumped uses the free memory 
buffer, the whole of the transputer board's memory should be dumped. 

Further portions of memory can be dumped by specifying the start of the segment 
of memory to be dumped and the number of bytes, using pairs of startoffset 
length parameters. The start address is given by startoffset and the number of 
bytes by length. 

The overall size o1 the memory dump file is given by the amount of memory 
saved plus around 500 bytes for the register contents. 



15.2.1 Example of use 

Assuming an IBOARDSrZE of 100000: 
idump core 100000 

15,3 Error messages 

Badly formed command line 

Command line error. The command syntax requires a file name followed 
by the number of bytes of memory to dump. Check the syntax of the 
command and retry. 

Cannot open file 

File system error. The memory dump file could not be opened on the 
host system. 

Cannot write fiie 

File system error. The memory dump file could not be written to the host 
system. 
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You must tell the server to peek the transputer 

idump has been invoked by calling the host file server with the incorrect 
option. This error can only occur ifthe tool is not invoked with the supplied 
executable file idump . exe. 
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This chapter describes the K/lemory Configuration tool iemit. This tool can be 
used Interactively to enable the user to explore the effects of changes in the 
memory interface parameters of certain 32 bit transputers. The tool can also 
be used in batch mode to create ASCII or PostScript files. The tool produces 
a memory configuration file which may be induded as an input file to ieprom 
and blown into EPROM along with a ROM-bootable application file. 

The chapter describes how to use iemit and outlines its capabilities. Example 
displays are provided followed by a list of error messages which the tool may 
generate. The format of the memory configuration file is described and an ex- 
ample is given. Note: memory configuration files are simple text files which may 
be created manually using a standard editor or generated by using iemit. 

Finally the chapter describes a tool called icvemit. This tool is provided \o 
convert memory configuration files produced by iemi (a previous version of 
iemit). to the file fornnat recognised by the current release of iemit and 
ieprom. The command line syntax is described and a list of possible error 
messages Is given. 



16.1 Introduction 

The IMS T400, T414, T425, T800 and the T805 transputers have a configurable 
external memory interface which allows a variety of types of memory device to 
be connected using few extra components. 

For these transputers, the interface configuration may be selected by one of two 
mechanisms. The user may select one of the 1 7 standard memory configurations 
(13 for the T414} or a customised memory configuration may be loaded from a 
ROM or PAL on reset. 

Both methods of memory configuration are available when booting from ROM 
or from link. If the transputer is being booted from ROM, a customised memory 
configuration may be added to the ROM or a standard configuration may be 
used. If the transputer is boated from link a standard configuration may be used 
at no extra cost, or a dedicated ROM or PAL may be added for a customised 
configuration. 

In order to generate a customised configuration the user may create a mem- 
ory configuration file, describing the memory configuration and have this blown 
into an EPROM. The configuration chosen is made known to the transputer by 

72TDS275 02 March 1991 



316 16 iemit — Memory configurer 

simple board level connections which are detected by the transputer on reset, 
[f a standard configuration is required the MennConfig pin is connected to the 
appropriate address pin. For example, standard configuration 7 is selected via 
address pin l\/IemAD7. If a customised configuration is required the MemContlg 
pin is connected though an invertor to the appropriate data line, usually this is 
MemnotWrDO. Note: when iemit is used to generate the mennory configura- 
tion, the MemnotWrDO pin must be used. For further details see The Transputer 
Databook 72 THN 203 01. 

The external memory interface configuration tool iemit produces timing dia- 
grams for potential configurations of the memory interface and warns of possible 
errors in the design. It indicatss whether one of the preset configurations that 
are available would be suitable, or whether it would be necessary to use an 
externally progranfimed configuration. 

Note: That il is assumed that readers creating memory configuration files are 
familiar with the memory interface of the processor that they are using. The 
stages in designing a memory interface, including examples, are described in 
chapter 2 of The Transputer Applications Notebook - Systems and Performance. 
Further information may also be found in The Transputer Databook. 



16.2 Running iemit 

The iemit tool can be invoked by the following command line: 

► iemit options 

where: options is a list of one or more options from table 16.1 . 



Options are preceded by '-' for UNIX based toolsets and 7" for MS- 
DOS and VMS based toolsets. 

Options may be entered in upper or lower case and can be given in 
any order. 

Options must be separated b"^ spaces. 



If no arguments are given on the command line a help page is displayed giving 
the command syntax. 
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Option 


Description 


A 


Produce ASCII output file. 


E 


Invoke interactive mode. 


F filename 


Specify input memory configuration file. 


I 


Select verbose mode. In this mode the user will receive sta- 
tus information about what the tool is doing during operation for 
example, reading or writing to a file. 


filename 


Specify output filename. 


P 


Produce PostScript output file. 



Table 16.1 iemit command line options 

Note: that if option 'E' is selected i.e. interactive mode, then no other options 
may be specified on the command line. 

The operation of iemit in terms of standard file extensions is shown below; 




Examples of use 

iemit may be invoked in interactive mode by using one of the following com- 
mands: 



iemit ^e 
iemit /e 



(UNIX based toolsets) 
(MS-DOS and Vl^S based toolsets) 



Output files in ASCII or PostScript may be specified by command options from 
within interactive mode; alternatively iemit may be invoked in batch mode, to 
create an output file in one of these formats. 
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When the tool is invoked in batch mode to produce an output file in either ASCII 
or PostScript format, then an input file must be supplied using the 'F' option. It 
is also mandatory to specify either the 'A' or 'P' option. If the 'O' parameter is 
not supplied then an output filename will be constructed, from the input filename, 
with an extension of .PS' for a PostScript output, or *.ASC' for an ASCII output, 

Example: 

The tollowing commands cause iemit to produce an output fife in PostScript 
format. The tool Js invoked in verbose mode. 

UNIX based toolsets: 

iemit -i -p -f memconfig.mem -o waveform.ps 
MS-DOS and VMS based toolsets: 

iemit /i /p /f memconfig.mem /o waveform.ps 

Note: iemit will make use of the itebm host environment variable, if ft is 
available, otherwise it will use defaults. 

16.3 Output files 

Two different types of output may be produced by iemit, these are tisted below: 

• A memory configuration file suitable for including as an input file to the 
ieprom tool. 

• An output file in either ASCII or Postscript format, suitable for IncJusion 
in documentation. 

The tool may be used interactively to produce a memory configuration file in text 
format. This file may then be used as an input file to the ieprom tool, thus 
enabling the memory configuration to be stored on ROM, iemit is capable of 
saving and reloading configurations to allow for design over an extended period 
and for comparison of different configurations. The memory configuration file is 
described and an example is given in section 16.7. 

Additionally iemit may be used to produce an output file which is either a plain 
ASCII file containing timing data or a file in PostScript format containing waveform 
diagrams. These formats were chosen so that the results of the program could 
be easily included in reports or other documentation. 
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16.4 Interactive operation 

When iemit is invoked in interactive mode the program will power up with the 
default standard configuration 31. 

The tool's user interface is presented as a number of display pages showing 
timing data. The displays may be updated by changing the timing parameters, 
which are accessed from page 1. All Inputs are executed immediately so that 
the user can see the effect on any of the displays. As each page is shown, the 
user has the option of selecting another page lor display by keying in its number. 
The current configuration may be saved at any time to a specified output file. 

The information displayed and options available on each page are described 
below. 



16.4.1 PageO 

This page acts as an index to the others. It shows the title of each page and 
permits the selection of one of them. An option is provided to enable an input file 
to initialise the memory configuration. Other options enable the user to selectively 
generate output files. Options are listed in table 16.2 and an example of the 
display page Is given in figure 16.1. 

The user enters an option code followed by the IretuhnI key. If a file option is 
specified the user will be prompted for a filename. Note: file extensions should 
be specified, there are no defaults. 



16.4.2 Page 1 

This page showsthe input parameters to iemit. It is from these parameters that 
the tool computes the timing information and the waveforms. Only one parameter 
may be changed at a time and the display data is immediately updated. An 
example of the display page is given in figure 16.2. 

When the page is displayed, the user has the option to select a new page by 
entering its number, or entering C to change one of the parameters. In the latter 
case, a list of parameter identifiers is displayed (see table 16.3) and the user is a 
prompted to select one. The user may then specify a new value, or by pressing 
the iRETURNj key, leave the current selection unchanged. The parameters used 
for modifying the timing data are described in tables 16.4, 16.5 and 16.6. 

Note; that there are two parameters displayed on page 1 which are updated by 
iemit but which cannot be directly updated by the user; they are the EMI clock 
period Tm and the Wait states (see tables ^6.5 and 16.6). 
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Option 


Description 


1 to 6 


Selects the page to be displayed. 


S 


Save configuration to a file. The program prompts for the name of 
a file to which the data will be written, by convention the extension 
.MEM should be used. Output is a memory configuration file. An 
error is reported if the data could not be saved. The save file is 
given comments in its header Indicating that it was created by the 
iemit program. 


L 


Load previously saved configuration. A filename is prompted for, 
and the configuration saved in that file is read in and the display 
data is updated. The program expects a memory configuration file. 

If loading does not succeed because the file has a bad fonnat the 
current configuration is reset to standard configuration 31. \i load- 
ing fails because the fiJa could not be found or could not be opened 
for reading, the load is abandoned without losing the current con- 
figuration. 


A 


Output pages in ASCII format to a file. The program prompts for 
the name of a file to which the data will be written. Output is in 
plain ASCM format with a form feed (FF) character after each page. 
It includes full timing information and a representation of the timing 
diagrams for read and write cycles. An error is reported if the output 
could not be written. 


P 


Generate PostScript file. The program prompts for a filename. The 
program writes to the file a program in the PostScript page descrip- 
tion language to draw the liming diagrams for the chosen memory 
interface configuration. The waveforms shown are the same as 
those which can be seen by selecting pages 4 and 5. 

The file produced fully conforms to the PostScript structuring con- 
ventions, allowing it to be processed by other programs. The dia- 
gram is designed to fit lengthways on an A4 page, and is suitable 
for inclusion in technical noles and reports. The file can be sent 
directly to an Apple LaserWriter or other PostScript output device. 


Q 


Quit - selection of this option exits the program. 



Table 16.2 iemit page options 
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Parameter 
identifier 


Parameter 


to 6 


Page to be displayed 


D 


Device type 


Tl 


Address setup time before address valid strobe 


T2 


Address liold time after address valid strobe 


T3 


Read cycle tristate or write data setup 


T4 


Extendible data setup time 


T5 


Read or write data 


T6 


End tristate or data hold 


SO 


Nonprogrammable strobe ''notMemSO" 


SI 


Programmable strobe "notlWemSI " 


S2 


Programmable strobe "nollWemS2" 


S3 


Programmable strobe "notlWemSS" 


S4 


Programmable strobe "notlV!emS4" 


RS 


Read cycle strobe name 


WS 


Write cycle strobe name 


R 


Refresh period 


WM 


Write mode 


W 


IVIemwait input connection 


c 


Standard configuration 



Table 16.3 iemit page 1 parameter identifiers 
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Parameter 


Description 


Device type 


This parameter enables the program to deduce 
the lime taken for a half cycle of the signal 
ProcClockOut: this is Tm, the basic unit of 
time ot the memory interface. A menu ot the 
available devices is displayed and the user is 
invited to select one: 

T400-20 T800-17 
T414-15 T800-20 
T414-17 T800-22 
T414-20 T800-25 
T425-17 T800-30 
T425-20 T800-35 
T425-25 T805-25 
T42S-30 T805-30 


Tstates T1-T6 


The length of each Tstate T1 to T6, is entered 
as a number of Tm periods between 1 and 4. 
(2 Tm periods = 1 clock cycle). 


Programmable 
Strobes S0-S4 


The programmed durations of the strobes not- 
MemSO to notMemS4. The strobes each have 
two names which can be altered. One which 
can be up to 9 characters in length, and one 
consisting of just one character. There should 
be no embedded spaces in the long names. 
The short names are used in the timing infor- 
mation on pages 2 and 3, while the long names 
are used to label the waveforms on pages 4 
and 5, and in the PostScript output. The signal 
names are initialised to sensible defaults. 

Note: that SO is a fixed strobe, so its duration 
cannot be changed. The duration of a strobe 
can be to 31 Tm periods. If the value for 
SI is set to zero, then notMemSI stays high 
throughout the cycle; if the value for S2, S3 or 
S4 is set to zero, then the strobe is low for the 
duration of the cycle. 



Table 16.4 iemit page 1 parameters 
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Parameter 


Description 


Read strobe name 


The names for the read strobe notWIemRd can be 
altered. 


Write strobe name 


The names for the write strobe notMemWrB can 
be altered. Note that because the Jour byte write 
strobes have the same timing, only one is consid- 
ered. 


Refresh period 


The refresh period is given as a number of CiockEn 
periods (1 8. 36, 54, or 72) or as Refresh Off if zero 

Is selected. 


Write mode 


The write mode can be set to Early or Late to suit 
the type of memory being used. 


Wait connection 


The MemWait input may be connected to one of 
the strobes S2, S3, S4 by entering 'S2', 'S3' or 'S4^ 
respectively. Alternatively, by specifying a number 
in the range 1 to 60 IVIemWatl may be connected 
to a simulated external wait state generator. This 
causes IWemWaft to be held high then to become 
inactive (low) a set number of Tm periods after the 
start of T2. Note: that this mode is not supported 
directly by the T414; in a final design, a circuit 
would have to be built to perform this function. 

If the current connection of IWemWatl causes the 
signal to become inactive just as ProcClocl<Out 
Is falling during T4, a warning is given that there 
is a hazard of a wail race condition. This is be- 
cause MemWait is sampled on the falling edge 
of ProcClocliOut - and if the signal is changing 
while being sampled, the result is undefined. 


EMI clock period Tm 


The value of Tm lor a clockln frequency of 5MHz. 
This is computed from the other parameters and 
displayed. 



Table 16.5 iemit page 1 parameters 
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Parameter 


Description 


Wait states 


The number of wait states in the current configura- 
tion. This is computed from ihe other parameters 
and displayed. 


Standard 
configuration 


The parameters can all be reset to those for one of 
the built in configurations. There are 13 standard 
configurations available for the T414, valid configu- 
ration numbers being to 11 and 31. FortheT400, 
T425. T800 and the T805 there are 17 standard 
configurations available, valid configuration num- 
bers being to 15 and 31. If the user selects, for 
a T414, one of the four configurations which are 
not available, a message will be displayed indicat- 
ing that this configuration may not be hardwired on 
aT414. 

If the currently set configuration happens to corre- 
spond exactly to one oi the preset configurations, 
the tool reports the fact. 



Table 16.6 iemit page 1 parameters 



16.4.3 Page 2 

This page shows general timing information for the interface, such as delays 
between various strobes and required access times of the memory devices to 
be used. The user should adjust these figures to allow for delays in external 
logic. 

Tabte 16.7 lists the timing information displayed on this page while an example 
of the display is given in figure 16.3. 
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JEDEC symbol 


Parameter description 


TOLOL 


Cycle time (in both nanoseconds and processor 




cycles) 


TAVQV 


Address access lime 


TOLQV 


Access time from notMemSO 


TrLQV 


Access time from notWIemRd 


TAVOL 


Address setup time 


TOLAX 


Address hold time 


TrHQX 


Read data hold time 


TrHQZ 


Read data turn off 


TOLOH 


notMemSO pulse width low 


TOHOL 


notiVlemSO pulse width high 


TrLrH 


notMemRd pufse width low 


TrLOH 


Effective notWlemRd width 


TOLwL 


notMemSO to notMemWrB delay 


TDVwL 


Wnte data setup lime 


TwLDX 


Write data hold time 1 


TwHDX 


Write data hold time 2 


TwLwH 


Write pulse width 


TwLOH 


Effective notMemWrB width 



Table 16.7 General timing parameters 

The total cycle time is given in nanoseconds and in processor clock cycles. The 
only option available from this page is to select another page for display. 
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16.4.4 Page 3 

This page gives timing information of speciai interest to designers working with 
dynamic memory, incfuding various access times and the time for 256 refresh 
cycles. With this information the designer can ensure that the requirements of 
the memory devices to be used are met. The user shouid adjust these figures to 
aiiow for deiays in externai logic. Tabie 16.8 iists the DRAM timing parameters. 



JEDEC symbol 


Parameter description 


T1L1H 


notWIemSI pulse width 


T1H1L 


notMemSI precharge time 


T3L3H 


notMemSS pulse width 


T3H3L 


notMemS3 precharge time 


T1L2L 


notMemSI to notMemS2 deiay 


T2L3L 


notlVIemS2 to notMemS3 deiay 


T1L3L 


notlVIemSI to notMemS3 delay 


T1LQV 


Access time from notMemSI 


T2LQV 


Access time from notMemS2 


T3LQV 


Access time from notMemS3 


T3L1H 


notMemSI ho!d (from notWIemSS) 


T1L3H 


notMemSS hold (from nolMemSI) 


TWL3H 


notMemWrB to notMemSS iead time 


TwL1H 


notMemWrB to notMemSI iead time 


TlLwH 


notMemWrB hold (from notMemSI) 


T1LDX 


Write data hold from notMemSI 


T3HQZ 


Read data turn off 


TRFSH 


Time for 256 refresh cycles (in microseconds) 



Table 16.8 DRAM timing parameters 

The only option available from this page is to select another page fordfsplay. An 
example of the display is given in figure 16,4. 
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16.4.5 Page 4 

This page shows graphically the timing for a memory read cycle. An example of 
the display page is given in figure 16.5. 

The Tstates and strobes are labelled, and bus activity is shown. The point where 
data are latched into the processor is also indicated. 

At the top of the page is displayed the processor clock and the Tstates, a number 
indicating the Tstate, "W indicating a wait state, and 'E' indicating a state that is 
inserted to ensure that T1 starts on a rising edge of the processor clock. 

Below this are displayed the waveforms of the programmable strobes and the 
read, write and address/data strobes. Each of these strobes is labelled with the 
corresponding label parameter. 

The point at which the read data is latched is indicated by a '^' beneath the read 
cycle address/data strobe. 

The MemWait waveform shows the input to the MemWalt pin. If the wait input 
is a number then it goes low n Tm periods after the end of T1 and high again 
at the end of T6, if the wait input is connected to a strobe it goes low and then 
high when that strobe does so. 

If the cycle is too long to fit horizontally on the screen, it nnay be scrolled left 
and right using the L and R options. The displayed area moves by about 15 
characters each time these options are used. 



16.4.6 Page 5 

Page 5 shows the waveforms for a memory write cycle. The display is similar 
to that of page 4, indeed the read and write cycle diagrams are combined when 
the PostScript output is produced. 

Scrolling the display to the left or right is peroiitted In the same way as for page 

4. 

An example of the display page is given in figure 16.6. 
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16.4.7 Page 6 

This page gives a configuration tabie for the current configuration. This is a 
listing of the data which have to be placed in a ROM situated at the top of the 
transputer's memory map in orderto achieve the desired configuration. The table 
consists of 36 words of data, but only the least significant bit in each is used. The 
address and contents are given for each location. Note: when iemit is used 
to generate the memory configuration, the Memconfig pin must be connected 
to MemnotWrDO. 

An example of the display page is given in figure 16.7, 

Note: that i1 page 1 indicates that the configuration is one of the transputer's 
preset ones, there will be no need for a ROM; configuration can be achieved by 
connecting the MemConfig pin of the device to one of the address/data lines. 



16.5 Example iemit display pages 



Page r414/Te00 Extcrns.1 Memory Interface Program 



P^ge 0: Index - this p^qi» 

1: EMI canfiguratlon parametara 

2: General tioiing 

3: Dynamic RAM timing 

4 : R4acl cycle waveformi 

S: Hrita cyela ujiV4fo£mS 

fi: Configuration table 

Please enter 1...6 to fiee a new page; 

<S> to save configuration to a file: 

<L> to load a caved configuration; 

<A> to generate an ASCII listing of all pages to a flle; 

<P> to generate PostScript file of uavefpinnB; 

<Q> to «xit the program 



Figure 16.1 Example iemit display page 
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PAg« 1 



EMX CoIlflg^J£-atic7^ Paz-aoatttcs 



Device typo 

EHI clock period i?ai) 



T41 
2S 



AddxeBB B«fcup time 

Addrsfifi hold tlma 12 

Bead cycle trlotate/Writa data. Betup 13 

Extended for wait T4 

Bead or wclte data 

End trlstate / Data ^old 

Non-PrograjBmifala strobe "ac-tMeniSO 



tl 



15 



V 



Programmable BtrDb« "notMemSl 
Progxanxivable stzobe "notKainS2 
FrogzajarabLo atzoba 
Progzamiiablei stzobe 
Read cycle atcobe 
Write cycle strobe 
Refresh period 72 
Write mode Late 



"I" 
■■2" 

i^otMaiiiS3 " "3" 

notHeiii54 ' 

notMsmRd 

itDtMemMzB' 
clockln periods 



SI; 
52: 
S3: 

S4: 



i-20 

n« at Clocltln 
* SKBz 

1 periods im 

X periods Im 

1 periods Tni 

1 periods Tm 

1 periods Tm 

1 periods Tm 
SO 

30 periods Tm 

1 periods Tm 

3 perioda Tm 

5 periods Tm 



Walt 
n figuration 



Figure 16.2 Example iemit display page 1 



Page 2 



General TimeB 



Symbol 


Parameter 


mln(n£; 


max(ns) notec 


TOLOL 


Cycle tlnie 


ISO 


- =3 pre 


TAVQV 


Address acceas tifne 


- 


12S 


TOLQV 


Access time from 


- 


100 


TrLOV 


Access time from r 


- 


50 


TAVOL 


Address setup time 


25 


- 


rOLAX 


Address hold time 


25 


- 


TrHQX 


Head data hold tluw 





_ 


TzHQZ 


Head data turn off 


_ 


25 


rOLOH 


pulse width low 


100 


- 


rOHOL 


pulse width high 


50 


- 


TrLrH 


r pulse width low 


50 


- 


IrLOH 


Effective r vidth 


50 


- 


TQLwL 


to w delay 


50 


- 


TDVwL 


Write data eet^p tinw 


25 


- 


ThLDX 


Write data hold time 1 75 


_ 


TwHDX 


Write data hold time 2 25 


- 


THLna 


Write pulse Width 


50 


- 


IwLOa 


Effective w width 


50 


- 



Figure 16.3 Example iemit display page 2 
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Pago 3 



SyMibol 



Dram Timee 



mln (ns) 



ic(ns} notes 



fflLlH 


1 p\jl£a width 




125 


- 


riHlL 


1 pr*charg« time 




25 


- 


r3L3B 


3 p-ulse width 




25 


- 


T3H3L 


3 pre charge time 




125 


- 


T1L2L 


1 to 2 


deley 




25 


- 


T2L3L 


2 to 3 


delay 




50 


- 


TIL3I, 


1 to 3 


delay 




75 


■75 


TlLQV 


Accasfi 


time from 


1 


- 


100 


T2LQV 


A.CC4S5 


time from 


2 


- 


75 


TSLgV 


Access 


tliBfi £rom 


3 


- 


25 


T3L1H 


1 bold 


(from 3) 




50 


- 


T1L3H 


3 hold 


(from 1) 




100 


- 


TwL3H 


w to 3 


lead tljw 




SO 


- 


TwWH 


w to 1 


lead tlna 




75 


- 


TlLwH 


w hold 


(fEom IJ 




100 


- 


TILDX 


Wr datii hold from 1 


125 


- 


T3HQZ 


Kftad datft turn off 


- 


25 


TRFSH 


2Sfi r»fr«Bh cycls 


m 


- 


3650 



3650 riiM 1* In microeeconde 



Figure 16.4 Example iemit display page 3 



Page 4 


1 


1 


1 


2 


1 3 1 a 1 5 


~N_ 


6 1 


ProeCloG* 




\_ 


/ \ / 


/ 


notHwnSO 


0)- 




\_ 


_/ 




notHunSl 


1) = 




\_ 














notM«inS2 


2)- 








\ 


J 




aotHamS3 


3)^ 








\ 


J 




inotHQin£4 


4) = 














Meoflait: 


JZ 




v_ 


/ 


READ CYC] 










ItomU) 








> ^--< 

Raad data latchad hartt 


TT- 


>-< 


notHaciRd 


(r) = 








\ 


J 





Figure 16.5 Example iemit display page 4 
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notHenflfzB {r} ■ 



Paga 5 |1|2^3|4|5|&| 

ProeCloelc / \ / \ / \ / 

notHemSO 0)« \ / 

ngtMwnSl 1)= \ 

natHem22 2)- V / 

notMMBSS 3)- \ / 



notHainSd 4)- 








KwiMAib 


\ 


/ 


WRITE CYCLE 








KemAD 




X 


X 



Figure 16.6 Example iemit display page 5 



P a.g« G 



Configuration 1?abl« 



#7FFFFF6C - 





#7FPFFFB4 


' 


#7FFFE770 - 





#7FFFFFB8 


- 


#7FFFFF74 - 





#7FFFFrBC 


- 


#7FFFFP7B - 





#7FET£^CD 


- 


#7FFFrP7C - 





#7FFFFFC4 


- 1 


#7FFFFT8D - 





#7FFFFFCB 


- 1 


#7FFFEF84 - 





#7FFFFFCC 


- 


#7FFFETaa - 





#71(>Vfc>-DL> 


- D 


#7FFFFF8C - 





#7fir'Ffi'D4 


- D 


#7FFFFy90 - 





#7FFFFFD& 


- 1 


#7FFFFF94 - 





#7FFFFFDC 


- 


#7FFFFF9a - 





#7FFFFFE0 


- 1 


#7FFPFP9C - 





#7FPFFFE4 


- 


#7FFFFFAD - 


1 


#7FFFFFEB 


■ Q 


#7FFFFrA4 - 


1 


#7FFFErEC 


- 1 


#7rFFFFA8 - 


1 


#7FFFFFF0 


- 1 


#7FFrFFAC - 


1 


#7FFFFFF4 


- 1 


#7FFFFFB0 - 


1 


#7FFFFFFS 


- 1 



Figure 16.7 Example iemit dspiay page 6 
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16.6 iemit: error and warning messages 

The following is a list of error and warning messages the tool can produce: 

Wait race 

It one of the programmable strobes is used to extend the memory cycle 
then the strobe must be taken low an even number of periods Tm after 
the start of the memory interface cycle. If the strobe Is taken low an odd 
number of periods after the start then a wait race warning will appear. 
Should this warning appear, it will remain on display on page 1, until 
the race condition is removed. Further information can be obtained from 
reference 1, listed at the start of this chapter. 

Input out of range 

If the value entered for a numeric parameter is outside the range valid 
for that parameter, an input out of range warning is displayed, the value 
cleared from the screen and the program waits for a new value. 

MemWalt connection error 

If an attempt is made to connect Si to the IVIemWaft input an error Is 
displayed because it is a meaningless operation. 

Configuration cannot be hardwired on a T414 

The transputers which have a configurable memory interface all have 
(with the exception of the T414) 1 7 standard memory configurations avaif- 
able to them. The T414 only has a choice of 13 standard configurations, 
If the standard configurations 12, 13, 14 or IS are selected for a T414 
the above warning message will be displayed against the selection on 
page 1. 

Unable to open configuration file 'filename' 

This can occur when attempting to load a memory configuration file and 
indicates that the tool cannot find the specified input file. Check the 
spelling of the filename and/or that the file is present. 

Command line parsing error 

An option has been specified that the tool does not recognise. 
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No input file specified 

This indicates that when trying to invoke the tool to produce an output fiie, 
the user has not specified a memory configuration file to use as input. 

One and only one of options A or P must be specified 

This indicates that when trying to produce an output file> the user has not 
specified whether the output is to be in ASCII or PostScript format. 

Unable to open output file 'filename' 

An output filename has been specified incorrectly Check the format of 
the filename. 



16,7 Memory configuration file 

Memory configuration files are text files which may be ganeraled by a standard 
text editor or by using the memory interface configuration tool ierait, see sec- 
tion 16.2. 

\i the user has existing memory configuration files created by iemi (a previous 
version of iemit) then the user will need to convert them from the old file format 
to the file format used by the current EPROM tools. This is achieved by using 
the memory configuration conversion tool icvemit, see section 16.8. 

By convention memory configuration files have the file extension .mem. The 
file consists of a sequence of statements and comments. The following are 
considered to be comments: 

• Blank lines 

« Any line whose first significant characters are ' — ' 

• Any portion of a line following ' — '. 

Comments are ignored by the ieprom and iemit tools. Statements are all 
other lines within the file; they may be interspersed with comments. 

Individual statements are constructed of the statement and an associated param- 
eter. These must be separated by at least one space or tab but extra spaces 
may be inserted before, between, or after them for aesthetic purposes. 

The statements defined are listed along with their parameters in table 16.9- 
Further information about specifying parameters is given in section 16.4.2. 
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Statement 


Parameters 


standard . configuration 


to 13 or 31 for T414 processors. to 
15 or 31 for T400, T425, T800 and T805 
processors. 


device. type 


One of the following devices: 

T400-20 T800-17 
T414-15 T800-20 
T414-17 T800-22 
T414-20 T800-25 
T425-17 T800-30 
T425~20 T800-35 
T425-25 T800-25 
T425-30 T805-30 


tl .duration, 
t2 .duration, 
t3. duration, 
t4 .duration, 
1 5, duration, 
t 6. duration 


1 to 4 Tm periods. (2 Tm periods = 1 clock 
cycle). Defines the length in Tm periods of 
Tstates, T1 to T6, of the memory cycle. 


sO, label, 
sl.labpil, 
s2. label, 
s3. label, 
s 4, label 


Each of these parameters accepts two 
text strings. They are the long (up to 9 
characters) and short (1 character) names 
of the strobes notMemSO to nolMemS4. 
The names should not contain embedded 
spaces. Names longer than the permitted 
number of characters will be truncated. 


rs . label 


As above, the long and short names for the 
read strobe notMemRd. 


ws. label 


As above, the long and short names forthe 
read strobe notMemWrB. 


si -duration 


10 31 Tm periods. The SI strobe goes 
low a! the start of Tstate 2. This parame- 
ters defines the number of Tm periods be- 
fore it goes high. 


s2 .duration, 
sS .duration, 
s4. duration 


to 31 Tm periods. The S2 to S4 strobes 
all go high at the end of Tstate 5. These 
parameters define the number of Tm peri- 
ods before each strobe goes low. 



Table 16.9 Memory Configuration file statements 
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Statement 


Parameters 


refresh .period 


1 8, 36, 54, 72 or the String "Disabled". This 
parameter defines the period between re- 
fresh cycles as a count of Clockln cycles. 


writhe .mode 


String value either: "Early" or "Late". De- 
fines the write mode. 


wait .connection 


S2. S3, S4 or a value In the range to 60. 
This parameter connects MemWait to one 
of the strobes S2^ S3, S4 or to simulated 
external wait state generator. 



Table 16.10 Memory Configuration file statements 



Example memory configuration file 



Memory interface configuration for 
build XXX of processor board. 



device. type : 


= 


T800-25 


tl. duration : 


= 


3 — 


Take 3 state to setup 






— 


address. 


t2. duration : 


= 


2 




t3. duration ; 


= 


1 




t4 .duration 


— 


2 




t 5. duration 


= 


1 




t 6. duration 


= 


1 




si .duration 


= 


5 




s2 .duration 


= 


1 




s3 .duration 


= 


2 




s4 .duration 


= 


9 




sO.label 


=s 


ALE 




si. label 


: = 


RAS 1 




s2. label 


: = 


MUX 




s3 . label 


: = 


CAS 




s4 . label 


: = 


WAIT 




rs . label 


: = 


notMemRd 


ws . label 


: = 


notMemWrB 


refresh. period 


: = 


36 




write. mode 


; = 


EARLY 




wait . connection 


: = 


S4 
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16.8 Memory interface conversion tool icvemit 

This tool is provided to convert memory configuration files produced by iemi (a 
previous version of iemit) to the file format recognised by tine current release 
of iemit and ieprom. 

Tine tool will take, as input, the 'save' file produced by iemi and convert it to a 
memory configuration file in a format which may be read by the current release 
of the EPROM tools. 



16.9 Running icvemit 

The icvemit tool can be invoked by the following command line: 

► icvemit filename {options} 

where: filename is the input file; this file must have been created by the tool 
iemi released with the (MS D705/D605/D505 toolsets. 

options is a list of one or more options from table 1 6.11 . 



Options are preceded by '--' for UNIX based toolsets and 7' for MS- 
DOS and VMS based toolsets. 

Options may be entered in upper or lower case and can be given In 
any order. 

Options must be separated by spaces. 



If no arguments are given on the command line a help page is displayed giving 
the command syntax. 



Option 


Description 


I 


Select verbose mode. In this mode the user will receive status 
information about what the tool is doing during operation eg. 
reading or writing to a file. 


filename 


Specify output filename. Saves the output to a specified file- 
name. If the option is not supplied then the output will be placed 
in a file with the same name as the input file but with the exten- 
sion of "mem". 



Table 16.11 icvemit options 
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The operation of icvemit in terms of standard file extensions is shown below: 









@— 


icvemit 


. /'TT^ 











Note: the file extension of the input file pertains to previous issues of the toolset. 

Example 

icvemit memconfig.asc -i -o memconfig.mem UNIX 

icvemit memconfig.asc /i /o memconfig.mem (MS-DOSA^MS) 

16.10 icvemit error messages 

The following is a list of error and warning messages the tool can produce: 

Unable to open configuration file 'filename* 

Indicates that the tool cannot find the specified input file. Check the 
spelling of the filename and/or that the file is present. 

Command line parsing error 

This indicates that an option has been specified that the tool does not 
recognise. 

No Input file specified 

This indicates that when trying to invoke the tool to produce an output file, 
the user has not specified a memory configuration file to use as input. 

Unable to open output file 'filename' 

An output filename has been specified incorrectty. Check the formal of 

the filename. 
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17 ieprom— EPROM 

program converter 



This Chapter describes the EPROM Hex tool ieprom. This tool is used to 
convert a ROM-bootable file into one or more files suitable for blowing into an 
EPROM. 

The chapter describes how to invoke ieprom and gives details of the command 
line syntax. It describes the control file which the tool accepts as input and 
provides background information on the layout of the code in the EPROM. A 
descnption of the various file formats whicli may be output by the tool is given, 
including block mode where the output is split up over a number of files. The 
chapter ends with a list of error messages which may be generated by the tool. 



17.1 Introduction 

The IWMOS EPROM software is designed so that programs which have been 
deveioped and tested using the INMOS toolset may be piaced in ROM with only 
minor modification (see below). 

This has the advantages that an application need not be committed to ROM until 
it is fully debugged and the actual production of the ROMs can be done relatively 
tate in the development cycie without the (ear of introducing new problems. 

If a network of transputers is being used, only the root transputer needs to be 
booted from ROM; once this has been booted it will boot its neighbours by link. 

Figure 17.1 shows how a network of five transputers would be loaded from a 
ROM accessed by the root transputer. 

Some 32 bit transputers have a configurable external memory interface. For 
these transputers a memory configuration file may be created and blown into 
ROM together with the application. A description of memory configuration files 
and how to create them is given in chapter 16. 



17.2 Prerequisites to using the hex tool ieprom 

For an application file to be suitably formatted for blowing into ROM it must 
have been configured to be booted from ROM rather than booted from link. This 
selection is made by specifying the appropriate command line option when using 
the occonf apd icollect toofs. See chapters 26 and 12 respectively. 
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from ROM^,,^,^,, 
buffer 






Boot from link 






link 












Root transputer 
boot from i=iOM 


link 


Boot from link 


[ink 


Boot from link 










link 












Boot from link 

















Figure 17,1 Loading a network from ROM 

17.3 Running ieprom 

ieprom takes as input a control file and outputs one or more files which may 
be blown into ROM by an EPROM programmer. 

The control file, in text format, specifies the root transputer type, the name of 
the bootable file containing the application, the memory configuration file (if one 
is being used), the amount of space required on the EPROM and the format 
that the output is to take. Available output formats are; binary, hex dump, Intel, 
Extended Intel or Motorola S-Record format. 

The ieprom tool is invoked by the following command line: 
^ ieprom filename {option} 



where: filename is the name of the control file, 

option may take the value I which selects verbose mode. In this mode 
the user will receive status information about what the tooJ is doing during 
operation for example reading or writing to a file. If option 'I' is specified 
it must be preceded by '-' for UNIX based tools or V for MS-DOS and 
VMS based tools. 

If no arguments are given on the command line a help page is displayed giving 
the command syntax. 

The operation of ieprom in terms of standard file extensions is shown below. 
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7. bin J 


LeprV-^ ieprom 





17.3.1 Examples of use 

ieprom may be invoked in verbose mode by using one of the following com- 
mands; 

ieprom -i mycontrol ,epr (UNIX based toolsets) 

ieprom /i mycontrol . epr (MS-DOS and VMS based toolsets) 

17,4 ieprom control file 

The control file is a standard text file, prepared by an editor; it consists of com- 
ments and statements. 

The following are considered to be comments: 

• Blank lines 

• Any line whose first significant characters are ' — ' 

• Any portion of a line folfowing ' — '. 

Comments are ignored by the ieprom tool. 

Statements are all other lines within the file. They may be in any order, except 
that the four statements defining a block must immediately follow the statement 
output. block (see table 17.2). Statements may be interspersed with com- 
ments. 

Individual statements are constructed of the statement and an associated param- 
eter. These must be separated by at least one space or tab but extra spaces 
may be inserted before, between, or after them for aesthetic purposes. The 
statements defined are listed along with their parameters in tables 17.1 and 
17.2. 
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Statement 


Parameter/Description 


root .processor . type 


T2. T4orT8 

This statement has a keyword as its param- 
eter. It specifies the root processor type as 
being T2 (16 bit processor), T4 (32 bit pro- 
cessor). orT8 (32 bit processor with a floating 
point unit). This statement must be present in 
Xhe control file. 


bootable . file 


filename 

This statement specifies the file that contains 
the output of icollect, usually the appli- 
cation plus its ROM loader(s). This fiie is 
inserted into the EPROlVl with the comment 
bootstrap at its head removed. This statement 
must be present in the control fiie. 


memory , configuration 


fiiename 

This statement specifies a mennory configura- 
tion file to be included in the EPROM image. 
This file is a standard memory configuration 
description (see chapter 16 for details). If this 
statement is absent from the control file then 
no memory configuration will be inserted in the 
image. 


eprom. space 


hexadecimal number 

This statement specifies the size of the 
EPROM space in bytes. The space may ac- 
tually contain several physical devices. This 
statement must be present in the control file. 


output . format 


binary, hex, intel, extintel or 
srecord. 

This statement takes a keyword as a parame- 
ter. It specifies the type of the records going 
to the output file, as binary output, a plain hex 
dump, Intel format, Extended Intel format, or 
Motorola S-Record format respectively, ]f this 
statement is absent from the control file then 
the output will be a simple hex dump. 



Table 17.1 ieprom control file statements 
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Statement 


Parameter/Description 


output -all 

output, block 


filename 
filename 

These two statements specify the output file. By 
convention the file extension .epr should be used, 
output . all means that all of the image is to be out- 
put to one file, output .block specifies that a block 
of data is to be output to the specified file. It must be 
followed by the four statements that define that block; 
these are detailed next. 

The control file must contain one output . all state- 
ment, or one or more output .block statements. 


start .offset 


hexadGcimal number 

This statement specifies the offset, into the EPROM 
space, of the start of a block. One of these statements 
must follow each output. block statement. 


end. offset 


hexadecimal number 

This statement specifies the offset, into the EPROM 
space, of the end of a block. One of these statenfients 
must follow each output, block statement. 


byte. select 


decimal number or all 

This statement takes a decimal number, orthe keyword 
all, as a parameter. It specifies which bytes in a word 
are to be output in this block. The number takes values 
0, 1, 2 or 3 for 32 bit processors, and or 1 for 16 bit 
processors. 

One of these statements must always follow each 
output. block statement. 


output . address 


hexadecinnal number 

This statement specifies the address in the EPROM 
programmer's memory, at which the block is to be out- 
put. For output. all the output address is always 
zero. 

One of these statements must always follow each 
output. block statement. 
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Example control file 



EPROM description file for 
build of complicated example 



root , processor -type T4 

bootable , file wiggle . btr 
memory . configuration slowacc .mem 
eprom. space 20000 



output . format 



SRECORD 



output .block 
start -Offset 
end. offset 
byte .select 
output . address 



part 1 , mot 

00000 

OFFFF 



00000 



output .block 
start .offset 

end. offset 
byte .select 
output . address 



part 2 .mot 
00000 

OFFFF 

1 

00000 



output .block 

start .offset 
end . offset 
byte .select 
output . address 



parts .mot 

00000 

OFFFF 

2 

00000 



output * block 
start . offset 
end. offset 
byte. select 
output , address 



part 4 .mot 

00000 

OFFFF 

3 

00000 



etc . . 
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17.5 What goes in the EPROM 

This section describes the contents of the EPROM, the reasons behind the code 
layout and the function of those components inserted by ieprom. 

The content of the EPROM when blown includes the bootable file, lracebacl< data 
and jump instructions to enable the processor to find the start of the bootable 
file. Should the user define the memory configuration this information will also be 
placed in the EPROM. The general layout of the code in the EPROM is shown 
in figure 17.2. 



jump to bounce 



data from memory 
configuration file 
(T4 and T8 only) 



bounce jump 



content of bootable 

file minus icollect 

comment bootstrap 



traceback information 



empty 



Address (T4jT8) 



#7FFFFFFE 



#7FFFFF68 



Address (T2) 

#7FFE 
#7FFA 



increasing address 



Figure 17.2 Layout of code in EPROM 



17.5.1 Memory configuration data 

Memory configuration data, when present, is placed immediately below the top 
word of the EPROM. The top word holds the first instnjctions to be executed if 
the transputer is booting from ROM. 

If the processor has a configurable n:iemory interface It will scan the memory 
configuration data held on the EPROM, before executing the first instructions. If 
a standard memory configuration is being used there should be no mennory con- 
figuration data present and the processor will ignore this section of the EPROM. 
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17.5.2 Jump instructions 

The first instnjclion executed by the processor when booting from EPROM, is 
located at (MOSTPOS INT) - 1: this is #7FFFFFFE for 32-bit machines and 
#7FFE for 16-bit machines. The first two instructions cause a backwards jump 
to be made, with a distance of up to 256 bytes; however, since most applications 
are larger than 25S bytes it is necessary for ieprom to insert a bounce jump 
to the start of the bootable file. 



17.5.3 Bootable ftie 

The bootable file will have been produced by the collector tool icollect, 
using a boot fronn ROM loader. The comment bootstrap, containing traceback 
information, originally added to this file by icollect, ts stripped off by ieprom. 

The bootable file is placed in the EPROM such that the start of the file is placed 
at the lowest address, with the rest of the file being loaded in increasing address 
locations. The end of the file is placed immediately below the bounce jump 
instruction, which points to the start of the bootable file. 

17.5.4 Tracebaclc information 

ieprom creates its own traceback information consisting of the name of the 
control file and the time at which ieprom ran. This Information is placed below 
the start of the bootable file. Note at present this information is not used by any 
of the tools. 



17.6 ieprom output files 

The tool can produce output in a form readable by the user or in a form readable 
by EPROM programming devices. The following formats are supported: 

Binary output 

Hex dump 

Intel hex format 

Intel extended hex format 

Motorola S-record format 
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Whichever form is used, It is sometimes necessary to output tiie data in blocks. 
Block mode operation is discussed in section 17.7, 

Note: there is no output for unused areas of the EPROM. If the buffer in the 
EPROM programmer is not Initialised before loading the files produced by this 
program into it, unused areas of the EPROM will be filled with random data. 
Although the operation of the bootstrap code and loader programs will not be 
affected by the presence of random data, these areas of the EPROM cannot 
subsequently be programmed without erasing the whole device. 

17.6.1 Binary output 

This file is In binary format and simply contains all bytes output. There is no 
additional information such as address or checksums. 



17.6.2 Hex dump 

This simple format is intended to be used to check the output from the program. 
The dump consists of rows of 16 bytes each, prefixed by the address in the initial 
byte of each row. The format contains no characters other than the hexadecimal 
digits, the space character and newlines. 



17.6.3 Intel hex format 

This is a commonly used protocol for EPROM programming equipment. A se- 
quence of data records is sent. Each record contains a few bytes of information, 
a start address and a checksum. In addition, a special record marks the end 
of a transmission. Since the format only supports 16-bit addresses, any longer 
addresses will generate an error message. Records produced by this program 
contain at most 32 bytes each, 

17.6.4 Intel extended hex format 

This format, also known as Intel 86 format, is similar to Intel hex, but adds 
another type of record. The new type 02 record is used to specify addresses ot 
more than 16 bits. The type 02 record contains a 16-bit field giving a segment 
base offset. This value is shifted left four places and added to subsequent 
addresses. This mimics the operation of the segment registers on the Intel 8086 
range of microprocessors. The segment base offset value persists until the next 
type 02 record occurs. This format therefore allows addresses up to 20 bits in 
length. Again, longer addresses will generate an error message. The program 
minimises the number of type 02 records inserted in its output. 
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17.6.5 Motorola S-record format 

This format is another well known industry standard; it consists of a header 
record, data records, and finally an image end record. The advantage of this 
format is that, by the use of different data record types, it can support 16, 24, or 
32 bit addresses. This program uses whichever data record type is necessary. 



17.7 Block mode 

Block mode is a term used to describe the output from ieprom, when more 
than one output file is produced. The user defines how the data is lo be split 
between fiies using control file statements. (See table 17.2). 

17.7.1 Memory organisation 

In order to understand the ideas behind biock mode operation it is helpful to 
understand the way memory is organised in a 16 or 32 bit transputer. 

In general, a transputer with a 32 bit data bus will expect to read from memory 
in 32 bit words; the addresses of these words will be on word boundaries (i.e. 
the address will always be divisible by 4, the two least significant bits will be 
0). EPROM devices, however, are usually 8 bits wide, and so it is necessary to 
have 4 EPROMs side by side to make up the 32 bit width. We identify these 4 
devices as being byte n (n = 0, 1 , 2 or 3), where the least two significant bits of 
the address would together have the value n. 

Similarly a 16 bit transputer will expect to read from memory in 16 bit words. The 
address of each word will always be divisible by 2. The two EPROM devices 
required to make up the 16 bit width will be identified as bytes {n = or 1). 



17.7.2 When to use block mode 

Block mode has three uses: 

• When the EPROM progrannmer being used is unable to split up the bytes 
from its input, in order to program separate byte wide devices. 

• When the EPROM programmer has insufficient memory to hold the entire 
image. 

• When it is required for some reason, to load the program to a different 
address in the EPROM programmer to that which it will occupy in the 
EPROM space. 
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17.7.3 How to use block mode 

When btock mode is to be used, the user must first decide on the blocks to 
be output. For each block required an output. block statement must be 
specified in the control file. Each output .block statement must be followed 
by the four statements: 

start . offset 

end. offset 

byte. select 

output . addre s s 

ieprom will scan the entire image and output those bytes that have an eprom 
space address between start, off set and end, offset and whosG byte 
address matches the byte . select value. It will output this data to contiguous 
addresses starting at output . address, 

Note: if the image does not occupy all of the EPROM space then there may be 
some space at output . address before the data starts. 

17.8 Example control files 

Simple output 

For this example we will assume that the application is in bootable, btr, there 
Is no memory configuration, there is 128k of EPROM space, and the programmer 
can take the whole image in one file. 

Then the control file will look like > 

EPROM description file for 
— build of network program 

root . processor . type T4 

bootable . file bootable ,btr 
eprom. space 20000 
output . format srecord 

output , all image .mot 
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Using block mode 

For this example we will assume that the application is in embedded. btr, 
there is a memory configuration in fastsram.mem, there is 16k of EPROM, 
the image is to be split into four blocks of 4k EPROMS, and that these EPROMS 
are to be programmed from locations 0000, 1 000, 2000, and 3OO0 in the EPROM 
programmef's memory. 

The control fiJe will look like > 

EPROM description file for 
build of embedded system 

root .processor. type T8 

bootable. file embedded. btr 
memory . configuration fasts ram. mem 



eprom. space 



4000 



output . format 



intel 



output . block 
start .offset 
end. offset 
byte . select 
output . address 



parti . ihx 

0000 

3PFF 



0000 



output .block 
start. off set 
end, offset 
byte. select 
output . address 



part2 . ihx 
0000 

1 
1000 



output .block 
start. off set 
end. offset 
byte. select 
output . addres s 



part3 . ihx 

0000 

3FFF 

2 

2000 



output . block 
start .of f set 

end. offset 
byte* select 
output . addre s s 



part 4 . ihx 

0000 

3FFF 

3 

3000 
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17,9 Error and warning nnessages 

The following is a list of error and warning messages the tool can produce: 

Command line parsing error 

This indicates that a command line option has been specified that the 
tool does not recognise. 

No input file specified 

This Indicates that when trying to invoke the tool the user has not specified 
a control file to use as input. 

Unable to open control file 'filename' 

The control file specified cannot be found. Check the spelling of the 
filename and/or that the file is present. 

Unable to open configuration file 'filename' 

The memory configuration file specified in the control file cannot be found. 
Check the spelling of the filename and/or that the file is present. 

Unable to open bootable file 'filename' 

The bootable file specified in the control file cannot be found. Check the 
spelling of the filename and/or that the file is present. 

Unable to open output file 'filename' 

An output filename has been specified incorrectly. Check the format of 
the filename. 

Control file error 

This message will be received whenever an error is found in the format 
of the control file. A self explanatory message will be appended, giving 
details of what the tool expects the format to be. 
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This chapter describes the librarian tool ilibr that integrates a group of com- 
piled code files into a single unit that can be referenced by a program. The 
chapter begins by describing the command line syntax, goes on to describe 
some aspects of toolset libraries, and ends with some hints about how to build 
efficient libraries from separate modules. 



18.1 Introduction 

The librarian builds libraries from one or more separately compiled units supplied 
as input files. The input files may be any of the following: 

• Library files already generated by ilibr. 

• Object code files produced by oc the OCCam 2 compiler. 

• Object code files produced by ice the ANSI C compiler. 

• Linked object files (see section 18.2.3). 

• Object code files produced by the converter tool icvlink. 

The library, once built, will contain an index followed by the concatenated mod- 
ules. The index is generated and sorted by the librarian to facilitate rapid access 
of the library content by the other tools in the toolset, for example, the linker 



18.2 Running the librarian 

The librarian takes a list of compiled files in TCOFF format and integrates them 
into a single object fife that can be used by a program or program module. Each 
module in the Input iist becomes a selectively loadable module in the library. 
Input files can either be specified as a list on the command line or in indirect 
files. 

Complied object files (excluding library files) may be concatenated for conve- 
nience before using the librarian. This may prove useful when dealing with a 
large number of input files. The number of file names allowed on a command 
line is system dependent. To avoid overflow, files may be concatenated or an 
Indirect file used. It is the user's responsibility to ensure that the concatenation 
process does not corrupt the modules, for example by omitting to specify that 
the concatenation is to be done in binary mode. 
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Note: when a library file is used as a component of a new library, its index is 
discarded by ilibr. 

The operation of the librarian in terms of standard flSe extensions is shown below. 



(^ 


LtcoW ilibr H^lib) 





To invoke the librarian use the following command line: 

^ i 1 ibr [filenames] { options} 

where: filenames is a list of input files separated by spaces. 

options is a list of one or more options, in any order, from tabie 18.1. 



Options must be preceded by '-' for UNIX based toolsets and 7' for 
MS-DOS and VMS based toolsets. 

Options may be entered in upper or lower case and can be given in 
any order. 

Options must be separated by spaces. 

Options must not appear within indirect files. 



If no arguments are given on the command line a brief help page is displayed. 
Example 

ilibr myprog.t4x myprog.tSx 

In this example, the files myprog.t4x and myprog.tSx (compiled for T4 
and T8 transputers respectively) are used to create a library. Because no output 
file name is specified on the command line, the library will be given the name 
myprog. lib. 
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Option 



Description 



F filename 

I 

L 

filename 

XM 



xo 



specifies a library indirect file. 
Displays progress information as the library is built. 
Loads tl^G librarian onto a transputer board and ternninates. 
Specifies an output file. If no output file is specified the name 
is taken from the first input file and a . lib extension is added. 
Directs the transputer- hosted versions of the tool to be exe- 
cuted so that they can be restarted without rebooting by the 
server. 

Directs the transputer-hosted versions of the tool to be exe- 
cuted once on the transputer board and then terminate. 



Table 18.1 ilibr command line options 
18.2.1 Default command iine 

A set of default command line options can be defined for the tool using the 
ILIBRARG environmental variable. Options must be specified using the syntax 
required by the command line. 



18.2.2 Library indirect flies 

Library indirect files are text files that contain lists of input fiies, directives to 
the librarian, and comments. Filenames and directives must appear on different 
lines. Comments must be preceded by the double dash character sequence 
' — ', which causes the rest of the line to be ignored. By convention indirect files 
are given the .ibb extension. 

Indirect files may be nested within each other, to any level. This is achieved 
by using the #inCLUDE directive. By convention nested indirect files are also 
given the extension ,ibb. The following is an example of an indirect file: 

— user' s . ibb file 

userprocl .tco — single modules 

userproc2 .tco 

userproc3 , tco 

myconcat-tco -'- concatenation of modules 

#rNCIiODE indirect. Ibb -- another indirect file 

userproc4 .tco -- another single tnodule 

The contents of a nested indirect file wili effectively be expanded at the position 
it occured. 
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To specity indirect files on the command line each indirect filename must be 
preceded by the T' option. 



18.2.3 Linked object input fiies 

The librarian will accept linked object files as input. Tl^e facility to create libraries 
of linked modules provides an easy method of specitying input to the configurer 
ocGonf {see chapter 5). Such library fiies should onJy be referenced from a 
configuration description. 

The librarian will generate an error if an attempt is made to Include both linked 
units and compiled modules in a single library. In addition, libraries of linked 
object modules must not be used as input to the linker ilink. This is because 
the linker does not accept linked units as input files. 



18.3 Library modules 

Libraries are made up of one or more selectively loadable modules. A module is 
the smallest unit of a library that can be loaded separately. l\^odules are selected 
via the library index. 



18,3.1 Selective loading 

Libraries can contain the same routines compiled for different transputer lypes 
and (if non-C code is used) in different error modes. 

For Occam modules the compiler identifies which modules need to be selected 
according to requirements of the main program. The linker ilink then makes 
this selection. For example, if the program is compiled for an IMS T41 4 only mod- 
ules compiled for this processor type or for processors In a compatible transputer 
class are loaded. The iinker selects library modules for linking on the basis of 
usage. Only those modules that are actually used by the program are linked into 
the program. 

For C modules it is the linker that decides which library modules are used. The 
linker will select the library modules best suited to the compilation units. 



18.3.2 How the librarian sorts the library index 

The librarian creates a library index which is used by the tinker to select the 
required modules. The librarian sorts the index so that for a given processor 
type, the optimum module is always selected by the linker. 
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The librarian compares and sorts modules according to a number of factors 
including attributes set by the compiler options used. These determine for ex- 
ample, the instruction set of the module and influence run-time execution times. 

For example, where two library modules were derived from the same source but 
compiled for classes TA and t8, the librarian would place the T8 module first 
because it uses a larger instruction set. Modules compiled with the "y' option 
will be placed before copies which do not have the 'Y' attribute. This is because 
the 'Y' attribute causes the code to execute faster. The librarian orders the index 
entries such that the first valid entry is always the 'best choice'. Jf two entries 
are found to be identical the librarian wilf issue a warning. 



18.4 Library usage files 

Library usage files describe the dependencies of a library on other libraries or 
separately compiled code. They consist of a list of separately compiled units or 
libraries referenced within a particular library. The ,liu files required by the 
toolset's libraries are supplied by INMOS. 

If the imakef tool is used then library usage files should be created for aSI 
libraries that are supplied without source. This is to enable the imakef tool 
to generate the necessary commands for linking, Library usage files are text 
files. They may be created for a specific library by invoking the imakef tool 
and specifying a . liu target. 

Such files are given the same name as the library file to which they relate but 
with an .liu extension. 



18.5 Building libraries 

This section describes the rules that govern the construction of libraries and 
contains some hints for building and optimising libraries. 
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18.5.1 Rules for constructing libraries 

1 Routines of the same name in a library must be compiled for different 
transputer types or error modes. 

2 Libraries that contain modules compiled for a transputer class (I.e. TA or 
T6) are treated as though they contain a copy for each member of the 
class. 

3 Libraries that contain modules compiled in UNIVERSAL mode are treated 
as though they contain a copy for each of the two error modes. 

4 Libraries that contain modules with Interactive debugging enabled are 
treated as though they also contain a copy with interactive debugging 
disabled. (When interactive debugging Is enabled, channel input/output 
Is performed via library calis otherwise transputer instruclions are used). 



18.5.2 General hints for building libraries 

Routines that are lilcely to be used together In a program or procedure (such as 
routines for accessing the file system) can be Incorporated into the same library. 
At a lower level, routines that will always be used together (such as those for 
opening and closing flies) can be Incorporated Into the same module. 

Libraries can contain the same routines compiled for different transputer types, 
in different error modes and with different input/output access to channels. Only 
those modules actually used by the program are incorporated by the compiler 
and linl<ed In by the linker. 

Where possible compile library Input files with debugging enabled. This enables 
the debugger to locate the library source if an error occurs inside the library. 



18.5.3 Optimising libraries 

This section suggests how the user might tailor a library lor its intended use. 

it Is possible for the user to optimise the size and content of any libraries which 
he builds himself, to target appropriate processors, improve the speed of code 
execution and to provide the best code for a given processor. 
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For Occam libraries there are three aspects of the library build that may be 
optimised, these are: error mode, method of channel input/output and transputer 
type. While identifying how the library is intended to be used, the user should 
consider the following: 

• Whether the library is to be targetted at one or two specific processors or 
a wide range of processors. The transputer type specified for the compi- 
lation of a library module determines the instruction set used. Transputer 
classes TA and TB provide the basic instruction sets common to several 
transputer types. Transputer classes such as the T5 provide extended 
instruction sets but are targetted at fewer transputers than classes TA 
and TB. 

• For floating point operations, classes T5 and TB provide better code and 
therefore better execution times than class TA. 

• The error mode that the library is compiled for will affect the size of 
the library. As stated above a library created from modules compiled in 
UNIVERSAL mode will behave as if it contains a copy of the code for 
both HALT and STOP mode. 

• On the current range of transputers, code compiled in HALT mode will 
tend to execute faster than if it is compiled in STOP or UNIVERSAL error 
modes. 

« The method of channel input/output will affect both the availability o* the 
interactive debugging facility and the speed at which the code will be 
executed. 

When Interactive debugging is enabled, channel input/output will be im- 
plemented via library calls. When interactive debugging is disabled us- 
ing the compiler 'Y' option, transputer instnjctions are used lor channel 
ir^put/output. This leads to taster execution times. However, disabling in- 
teractive debugging for one module of a program, will disable this facility 
for the whole program. 

• The final consideration may be whetherthe versatility of the library should 
be reduced in order to create a smaller library. 

Outlined below are three different approaches to optimisation. The third ap- 
proach provides the greatest level of flexibility in Its application. The experienced 
user may refine these guidelines to his specific requirements. 

For a detailed description of transputer types and error modes, see sections 4.3 
and 4.4. 
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Library build targetted at specific transputer types 

This method of building a library will limit the use of the library modules to specific 
transputer types and error modes. It is recommended as the simplest strategy 
to use when the following options are known for each module: 

• Target transputer type. 

. Error mode. (i.e. HALT, STOP or UNIVERSAL). 

m Method of channel input/output. 

All modules to be included in the library are compiled for the same error mode 
and method of channel input/output and each module must be compiled for each 
target transputer type. The resulting library may be large and contain a certain 
amount of duplication. 

For example, if the following options are used: 

T414 and T425 processor types, HALT error mode and channel input/output via 
library calls, each module should be compiled for the following: 



Processor 
type 


Error 
mode 


Method of channel I/O 


T414 
T42S 


HALT 
HALT 


Via library calls i.e. interactive 
debugging enabled. 

Via library calls. 



Semi-optimised library build targetted at all transputer types 

This is the simplest way to build a library that covers the full range of transputers. 
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The user should compile each module to be included in the library for the fol- 
lowing three general cases: 



Processor 
cfass 


Error 
mode 


Method of channel I/O 


T2 
TA 
T8 


UNIVERSAL 
UNIVERSAL 
UNIVERSAL 


Via library calls. 
Via library calls. 
Via library calls. 



The resulting library will be small in terms of the number of modules it will contain. 
Due to their generic nature the modules themselves, may be bulky and because 
they contain only the base set of instructions, the execution time for the program 
will tend to be slower than a more optimised approach. 

Optimised library targetted at all transputer types 

In order to build a library which is both generalised enough to work for all 32-bit 
transputers and is then optimised for modules which require extended instruc- 
tions sets the following approach is recommended: 

1 Connpile all modules for classes TA and T8. This will provide modules 
which can be run on all 32-bit transputers. 

2 If any of the modules perform floating point operations, compile these 
modules for class TB as well. 

For 1 6-bit transputers it should be sufficient to compile all modules for class T2. 



18.6 Error Messages 

This section lists each error and warning message which may be generated by 
the librarian. Messages are in the standard toolset format which is explained in 
section 2.12.1. 
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18.6.1 Warning messages 

filename - bad format: symbol symbol multiply exported 

An identical symbol has occurred in the same file. There are three pos- 
sibilities: 

• The same file has been specified twice. 

• The file was a library where previous warnings have been ignored. 

• A module in the file has been incorrectly generated. 

ftienamel - symbol symbol also exported by filename2 

An identical symbol has occurred in more than one module. \i the linker 
requires this symbol, it will never load the second module. 

18.6.2 Serious errors 

bad format: reason 

A module has been supplied to the librarian which does not conform to 
a recognised INMOS file format or has been corrupted. 

filename - line number - bad format: excessively long line in indirect file 

A line is too long. The length is implementation dependent, but on all 
currently supported hosts, is long enough to only be exceeded in error. 

filename - fine number - bad format: file name missing after directive 

A directive (such as INCLUDE) has no file name as an argument. 

filename - fine number - bad format: non ASCII character in indirect file 

The indirect file contains some non printable text. A common mistake is 
to specify a library or module with the f command line argument or the 
INCLUDE directive. 

bad format: not a TCOFF file 

The supplied file is not a library or module of any known type. 
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filename - line number - bad formal; only single parameter for directive 

The directive has been given too many parameters. 
command line error token 

An unrecognised token was found on the command line. 
filename - could not open for reading 

The named file could not be found/opened for reading. 
fUenamel - line number - could not open filename2 for reading 

The file name specified in an include directive could not opened. 
filename - could not open for writing 

The named file could not be opened for writing. 

filename - must not mix linked and linkable files 

The librarian is capable of creating libraries from compiled modules or 
linked units, but it is illegal to attempt to create a library from both. 

no files supplied 

Options have been given to the librarian but no modules or libraries. 

filename - nothing of importance in file 

The file name specified in a library indirect file or in an include directive 
was empty or contained nothing but white space or comments. 

filename - line number - only one file name per line 

More than one file name has been placed on a single line within an 
indirect file. 

filename - line number - unrecognised directive directive 

An unrecognised directive has been found in an indirect file. 
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This chapter describes the linker tool ilink which combines a number of com- 
piled modules and libraries into a linked object tile. The chapter begins with a 
short introduction to the toolset linker, goes on to describe the command line syn- 
tax and command inpul files, and ends by describing some of the linker options 
and other features of the linker's operation. 



19.1 Introduction 

The linker links a number of compiled modules and library files into a single 
linked object file, resolving all external references. The (inker may be used to 
link object files produced by oc the OCCann 2 compiler, the librarian ilibr, or 
by icvlink the file format converter. Code produced by the linker can be used 
as input to the configurer and collector tools to produce a bootable code file. 

The linker can be driven directly Irom the command line or indirectly from a linker 
indirect file. This is a text file which contains a list of files to be linked, together 
with directives to the linker. 

The [inker is designed to accept input files in the Transputer Common Object file 
Format (TCOFF) supported by this release of the toolset. However, the linker 
can be directed to produce output files in linker File Format (LFF). In this format 
the output is compatible with either the iboot or iconf tools used by previous 
(IMS D706/D605/D505) releases of the toolset. 

The operation of the linker in terms of standard input and output file extensions 
is shown befow. 




19.2 Running the linker 

To invoke the linker use the following command line: 
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^ i 1 i nk [filenames] { options } 

where: filenames is a list of compiled files, library files, or files converted from 
previous toolsets using icvlink. 

options is a list of any of the options given in tables 19.1 and 19.2. 



Options must be preceded by '-" for UNJX based toolsets and */' for 
MS-DOS and VMS based toolsets. 

Options may be entered in upper or lower case and can be given in 
any order. 

Options must be separated by spaces. 



If no arguments are given on the command line a help page is displayed giving 
the command syntax. 

!f an error occurs during the linking operation no output files are produced. 

Example: 

UNIX based toolsets: 

oc simple 

ilink simple. tco hostio.lib -f occama.lnk 

icollect simpleJku -t 
iserver -se -sb simple M 

MS-DOS/VMS based toolsets: 

oc simple 

ilink simple. tco hostio.lib /f occcuna.lnk 

icollect simpleJku A 
iserver /se /sb simple, btl 

In this example a compiled file Is linked for the default transputer T414, using 
the linker indirect file occama.lnk. This example also shows the steps for 
compiling, booting and loading the program. 
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Option 



Description 



TA 

TB 
T212 
T222 
M212 

T2 
T225 

T3 
T400 
T414 

T4 
T425 

T5 
TSOO 

T8 
T801 
T805 

T9 



Specifies target transputer class TA (T400. T414. T425, T800. 

T801, T805) 

Specifies target transputer class TB (T400, T414, T425) 

Specifies a T212 target processor. 

Specifies a T222 target processor. Same as T212. 

Specifies a lA2^2 target processor. Same as T212. 

Same as T212, T222 and M212. 

Specifies a T225 target processor. 

Same as T225. 

Specifies a T400 target processor. Same as T425. 

Specifies a T4t4 target processor. 

This is the default processor type and may be omitted when linking 

for a T414 processor. 

Same as T414 (default). 

Specifies a T425 target processor. 

Same as T400 and T425 

Specifies a TSOO target processor. 

Same as TSOO. 

Specifies a T801 target processor. Same as TSOS 

Specifies a T805 target processor. 

Same as TBOl and T805. 



Table 19,1 ilink command line options 
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Option 


Description 


H 

S 
X 


Generates the linked unit in HALT mode. This is the default 
mode lor the linker and may be omitted for HALT mode 
programs. This option is mutually exclusive with the 'S' 
option. 

Generates the linked unit in STOP mode. This option Is 
mutually exclusive with the 'H' option. 

Generates the linked unit in UNIVERSAL mode. See sec- 
tion 19.4.2 below. 


T 
LB 

LC 


Specifies that the output is to be generated in TCOFF for- 
mat. This format is the default format. 
Specifies that the output is to be generated in LFF format, 
for use with the iboot and iconf tools (supported by 
previous (If^S D705/D605/D505) releases of the toolset). 
Specifies that the output is to be generated in LFF format, 
for use with the iconf tool (supported by previous (IMS 
D705;D605/D505} releases of the toolset). 


EX 

F filename 


Allows the extraction of modules without linking them. 
Specifies a linker indirect file. 


I 


Displays progress information as the linking proceeds. 


KB memorysize 


Specifies virtual memory required in Kilobytes. 


L 


Loads the tool onto a transputer board and terminates. 


ME entryname 


Specifies the name of the main entry point of the program 
and is equivalent to the #WA[NENTRY directive, (see be- 
low). 


MO filename 


Generates a module information file with the specified 
name. 


filename 


Specifies an output file. 


u 


Allows unresolved references. 


XM 


Directs the transputer-hosted versions of the tool to be ex- 
ecuted so that they can be restarted without rebooting by 
the server. 


xo 


Directs the transputer-hosted versions of the tooi to be ex- 
ecuted once on the transputer board and then terminate. 


Y 


Disables interactive debugging for Occam modules. 



Table 19.2 ilink command line options 
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19.2.1 Default command line 

A set of default command line options can be defined for the tool using the 
ILINKARG environment variable. Options must be specified using the syntax 
required by the command line. 



19.3 Linker indirect files 

Lfnker Indirect files are text files containing lists of input files and commands to 
the linker. Indirect files are specified on the command line using the 'f' option. 

Indirect files can contain filenames, linker directives, and comments. Filenames 
and directives must be on separate lines. Comment lines are introduced by the 
double dash (' — ') character sequence and extend to the end of line. Comments 
must occupy a single line. 

Indirect files can include other indirect files. 



19.3.1 Linker directives 

The linker supports six directives which can be used to tine tune the linking 
operation. Linker directives must be incorporated in indirect files (they cannot 
be specified on the linker command line) and are Introduced by the hash (*#') 
character. 

The six linker directives are summarised below and described in detail in the 
following sections. 



Directive 


Description 


#alias 

tdefine 

tinclude 

ttmainentry 

#reference 

^section 


Defines a set of aliases for a symbol name. 
Assigns an integer value to a symbol name. 
Specifies a linker indirect file. 
Defines the program main entry point. 
Creates a reference to a given name. 
Defines the linking priority of a module. 


Note: Symbol names are case sensitive. 
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#alias basename {aliases} 

The #alias directive defines a fist of aliases for a given base name. Any 
reference to the alias is converted to the base name before the name is resolved 
or defined. For example, if a module contains a call to routine 'proc^', which 
does not exist, then another routine 'proc_d* may be given the atlas 'proc^' in 
order to force the call to be made to routine 'proc_d'. 

#alias proc-d proc-a 

In the above example the reference to 'proc_a' is considered to be resolved. 
Modules may be loaded from the library for 'proc-d' but the linker will not attempt 
to search for library modules for 'proc.a'. Should a procedure called 'proca' 
be found In any module then an error will result as the symbol will be multiply 
defined. 

#def ine symbolname value 

The #def ine directive defines a symbol and gives it a value. This value must 
either be an optionally signed decimal integer, or an unsigned hexadecimal in- 
teger. (If it is the latter tt must be preceded by a # sign). 

Note this directive Is not applicable to Occam. 

#include filename 

The #inciude directive allows a further linker indirect file to be specified. Linker 
indirect files can be nested to any level. The following is an example of nested 
indirect files: 

-- user's .Ink file: 

userprocl -tco — module 

#mainentry proc_a — main entry point directive 

#include sub. Ink — nested indirect file 



— user's sub. Ink file: 

userproc2.tco — further modules 

userprocS . tco 

hostio . lib — library 
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#mainentry symbolname 

The #mainentry directive defines the main entry point of the program, This 
directive is equivalent to the *ME' command line option. Only one main entry 
point may be specified. If it is omitted the linker will select the first valid entry 
point in its input as a default. If there is more than one such symbol the linker 
wil[ warn that there is an ambiguity. 

#ref erence symbolname 

The #ref erence directive creates a forward reference to a given symbol. This 
allows names to be made known to the linker in advance, or forces linking of 
library modules that would otherwise be ignored. The purpose is to allow the 
inclusion of library initialisation routines which might not othenrt/ise be included. 
For example: 

#ref erence SOMpen 

The above example causes so.open to be included in the link, whether it is 
needed or not. 

#section name 

The #section directive enables the user to define the order in which particular 
modules occur in the executable code. 

In order to use this directive one or more OCCam modules must have been 
compiled using the compiler directive #pragma linkage. Details of the syntax 
may be found in section 25- 

The compiler directive associates a section name with the code of a compi- 
lation module. A section name may take the default value "text%base" or 
"pri%text%base'' or a name specified by the user. 

The linker will place modules, that are associated with the section name 
"pri%text%base", first in the code of the linked unit, in the order in which 
these modules are encountered. When the linker directive ftsection is used 
this default condition is overridden. The modules identified by user defined sec- 
tion names will be placed first in the linked module, in the order in which the 
#section directives are encountered. These will be followed by any other 
modules in an undefined order at the end of the linked unit. 
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For example: 

isection f irst%section%name 
#section seGond%section%name 

In the above example any modules identified by f irst%section%name will 
be linked first, foliowed by any modules identified by second%section%name, 
followed by any other modules. 



19.3.2 Linker indirect files - supplied with the toolset 

Three linker indirect files are supplied with the toolset. Each file contains a 
list of library files which may be required to be linked but which are additional to 
those obviously referenced by the program. These include compiler libraries and 
support for interactive debugging, Each file supports different target processor 
types, as shown below. 



Linker indirect file 


Target processors 


occam2 . Ink 
occama . Ink 
occamS . Ink 


T212/r222/T225/M212 
T400/T41 4/r425/TA/TB 
T800/T801/T805 



Depending on the other inputs and options specified on the command line the 
linker will select which libraries it requires from the supplied indirect file. 



19.4 Linker options 

19.4.1 Processor types 

A number of options are provided to enable the user to specify the target pro- 
cessor for the linked object file, see table 19,1. Only one target processor or 
transputer class may be specified and this must be compatible with the proces- 
sor types or transputer class used to compile the modules. (See section 4.3 tor 
details of transputer classes). 

If no target processor is specified, the processor type for the linked object file 
will default to a T414 processor type. 

If any input file in the list is incompatible with the processor type In use, the link 
fails and an error is reported. 
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19.4.2 Error modes - options H, s and x 

Three error modes are provided by the toolset for compiling and linking programs; 

HALT An error halts the transputer Immediately. 

STOP An error slops the process and causes graceful degradation. 

UNIVERSAL Modules compiled in this mode may be run in either HALT 

or STOP mode depending on which mode is selected at link 

time. 

Modules that are to be linked together must be compiled for compatible error 
modes. Table 19.3 indicates the compilation error modes which are compatible 
and the possible error modes they may be linked in. 



Compatible 
compilation 
error modes 


ilink 
options 


HALT. UNIVERSAL 


H 


STOP, UNIVERSAL 


S 


UNIVERSAL 


X 



Table 19.3 ilink error modes 

Note: modules which have been complied in UNIVERSAL error mode may also 
be linked in this mode. However, if the resulting linked unit is then processed by 
the icollect tool it will be treated by icollect as if it had been linked in 
HALT mode. 

The linker will produce an error if an input file is in a mode, incompatible with 
the command line options or defaults. 



19.4.3 TCOFF and LFF output files - options T, lb, lc 

These three options enable the format of the linked unit output file to be changed. 
The linker will default to option T if none is specified. 

Option 'T' specifies that the linked unit is to be output in TCOFF format This 
file may then be processed by other tools in the current toolset, for example, the 
configurer occonf and the collector icollect. 
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The 'LB' and 'lc options specify that the linked unit is to be output in LFF format 
so that it is compatibSe with the IMS D705/D605/D505 releases of the toolset. 
The *LB' option produces a file compatible with the iboot and iconf tools 
used by previous toolsets. The specifed main entry point of the linked program 
is then available for bootstrapping by iboot or configuring by iconf. 

The 'LC' option is used in mixed language programming for OCCam programs 
only. No main entry point need be specified. 

When the 'LB' and 'LC' options are used the output file will not be compatibfe 
with the current toolset. 



19.4.4 Extraction of library modules - option EX 

This Option allows the extraction of modules unlinked. The linker functions as 
normal except that it does not produce a linked unit as output. The output 
produced by this option is a concatenation of the component modules that would 
have made up the linked unit. By default the output file produced will have the 
extension .Iku. although It is not a linked unit. An alternative output filename 
and extension can be specified using the ilink '0' option. 

This mechanism can be used for creating sub units for linking at a later date or for 
extraction of modules from libraries. The linker '0' option and the #REFERENCE 
directive are particularly useful for controlling the content of the output. 



19.4.5 Dispiay information - option I 

This option enables the display of linkage information as the link operation pro- 
ceeds. 



19.4.6 Virtual memory- option KB 

The KB option allows the user to specify how much memory the linker will use 
for storing the image of the users program. By default the linker will attempt 
to slore the entire image in memory. In situations where memory is limited, an 
amount (>= 1 Kbytes) may be specified. If the program Is larger than the amount 
specified then the linker will use the host filing system as an intermediate store. 
A reduction in speed may be expected at link-time. 
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19.4.7 Main entry point - option ME 

The ME option defines the main entry point of the program ie. the point from 
which linking will start. This option is squivalent to the #mainentry directive 
and takes a symbol name as its argument, which is case sensitive. Only one 
main entry point may be specified. If it is omitted the linker will select the first 
valid entry point in its input as a default. If there is more than one such symbol 
the linker will warn that there is an ambiguity. 



19.4.8 Link map filename - option mo 

This option causes a link map fiie to be produced with the specified name. A 
file extension should be specified as there is no default available. If the option 
is not specified a separate link map file is not produced. 

A link map file is a text file containing information such as the name of the main 
entry point and the position of modules in the code file. For more information 
about link map files see section 19.6. 



19.4.9 Linked unit output file - option o 

The name of the linked unit output file can be specified using the 'o' option. If 
the option is not specified the output file is narned after the first input file given 
on the command line and a . Iku extension is added. If the first file on the 
command line is an indirect file the output file takes the name of the first file 
listed in the indirect file. 

Note: That because there is no restriction on the order in which files may be 
listed it is up to the user to ensure that his output file is named appropriately. 



19.4.10 Permit unresolved references - option u 

The linker normally attempts to resolve all external references in the list of input 
files and reports any that are unresolved as errors. 

Sometimes it is desirable to allow unresolved external references, for example 
during program development. The 'u' option allows the link to proceed to com- 
pletion by assuming unresolved references are to be resolved as zero. Warning 
messages may still be generated and the program will only execute correctly if 
such references are in fact redundant. 
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19.4.11 Disable interactive debugging - option Y 

This option applies to Occam modules only. 

The linker supports interactive debugging by default. When interactive debugging 
is enabled the linker will generate calls to library routines to perform channel input 
and output rather than using the transputer's instructions. Interactive debugging 
must be enabled in order to use the interactive features of the debugger. 

Interactive debugging may be disabled for Occam modules by using the linker 
'Y' option. This option forces the linker to select modules that use sequences of 
transputer jnstnjctions for input and output, resulting in faster code execution. 

19.5 Selective linking of library modules 

Library modules that are compiled for incompalible processor types or error 
modes are ignored by the linker. This allows library modules to be selectively 
loaded for specific processor types or transputer classes. 

Libraries are also selected for linking on the basis of previous usage. Modules 
that are used by several input files are linked in only once. 

19.6 The link map file 

A file containing a map of the code being linked will be generated if the command 
line option MO is specified. 
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The file is generated in text format and contains information which may assist 
the user during program debugging. The map contains information about two 
categories of input file; separate compilation units, and library modules. The 
following information is included; 

• Details of the target processor. 

• Details of the main entry point - Its source and the amount of workspace 
and vector space used. 

• A fist of the linkage sections used indicating the number of words each 
occupies. 

• A list of modules used, indicating the source of the module, error mode, 
address, size and the first reference used to call it. (Addresses are 
dispiayed as byte offsets from the start of the code). 

Figure 19.1 provides an example of a link map file produced when linking the 
program simple, occ in default mode. 



Llink modula Information fll« varslon 2.00.03 

target: 8iarple.lk.u T414 B 

Main entry point: aimpla from sltnplfl.tco, Bimple.occ 

Horkspaca: IB wordfl Vectorspaca: 128 word* 

PROC eimpl* (CHAH OF SP fe, 

csAs t:^ sp tt, 

[ I XNI mamory ] 
SZQ 
£■? 

tB> 



Saction t*Xt%b 


asQ 


1816 


bytes 








Total Coda 




1S16 


bytes 








Flla 


Sourca 


Moda 




Bdrtr 


Six* 


Rafaranca 


filn^la. tco 


mlaipl^.occ 


HH S 







164 


. 


hodtio.llb 


acfaollna.occ 


TA H 




164 


152 


■o.caad.acbo.line 


hoftlo.llh 


exit. pah 


TA S 




316 


100 


«o.exit 


hoatlo.llto 


gatJcay.oca 


lA H 




41 € 


9fi 


ap.gatkay 


host io. lib 


•pMrlta.ocG 


TA n 




512 


188 


sp.Hzita 


hoMtLo.lXh 


wstrlng. DGc 


lA H 




700 


452 


»o. write. atrlng 


hestlo.Ilb 


puta.occ 


lA H 




1152 


180 


*p.put» 


hoBtio.Ilb 


Aowcita . occ 


lA H 




1332 


9£ 


ao.tacita 


virtual. lib 


virtual . tiap 


lA X 




1428 


264 


VIRTUAL - IHft 


dabuc^.lib 


aamproca.ttap 


TA X 




1692 


124 


SEMAP aOBE. WAIT % 



Figure 19.1 Example link map file produced for simple . occ 

Independent of whether the mo option is used, the module data and details of 
the target processor are always included in the Jinked unit output file in the form 
of a comment. 
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19.7 Using imafcef for version control 

The imakef tool may be used to simplify the linking of complex programs, 
particularly those which use libraries that are nested within other libraries or 
compilation units. 

Note: for imakef to function the file extensions described in chapter 21 must 
be used. 



19.8 Error messages 

This section lists each error and warning message that can be generated by the 
linker. Messages are in the standard toolset format which is explained in section 
2.12.1. 



19.8.1 Warning messages 

filename - bad format: reason 

The named file does not conform to a recognised INMOS file format or 
has been corrupted. 

Siie bytes too large for 16 bit target 

The code part of the linked unit has exceeded the address space of the 
T212 derived processor family. 

filename - symbol, implementation of channei arrays has changed 

LFF files are often generated so that the LFF configurer may be used, but 
it should be noted that channel arrays should not be used as parameters 
to configured procedures since they are implemented differently in the 
new Occam compiler and the old configurer. 

filename - symbol symbol not found 

The specified symbol was not found in any of the supplied modules or 
libraries. 
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fitenamel - usage of symbol out of step with filename2 

Languages such as OCCam have a #USE file directive which causes the 
compiler to scan the ft'/e for details concerning certain program resources. 
It Is therefore essential that this file be unchanged at link time. This 
diagnostic indicates that this is not the case. There are several possible 
causes: 

File2 has been recompiled after file1 , In which case filel requires 
recompiling. 

The file that occurred in the #USE directive has been replaced by 
a different version of the file at link time. 

The fife that occurred in the #uSe directive has not been supplied 
to the linker, but the linker has located a different version of a 
required entrypoint elsewhere. 

The Occam compiler may need to scan certain libraries, of which 
the user is unaware. Specifying one of the linker indirect fiSes 
occam2 . Ink, occama . Ink or occamB . Ink sinould take care 
of these 'hidden' libraries. 



19.8.2 Errors 

filename - name clash with symbol ivom filename 

In languages such as Occam entrypoints may be scoped, ie. extra 
information is associated with each symbol to indicate which version of 
that entry point it is. This allows programs to be safely lir^ked even though 
there are several different versions of the same entrypoint occurring at 
different lexical levels within the program. 

This error indicates that a language without such scoping has been mixed 
with a scoped language such as Occam and a name conflict has oc- 
curred between a scoped and non scoped symbol. 

filename - symbol symbol multiply defined 

The symbol, introduced in the specified file, has been introduced previ- 
ously, causing a conflict. The same module may have been supplied to 
the linker more than once or there may be two or more modules with the 
same entry point or data item defined. 
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filename - symbol symbol not found 

The specified symbol was not lound in any of the supplied modules or 
libraries- 

filename - usage of symbol out of step with namefile 

Languages such as Occam have a #USE file directive which causes the 
compiler to scan the ^//e for details concerning certain program resources. 
It is therefore essential that this file be unchanged at link time. This 
diagnostic indicates that this is not the case. There are several possible 
causes: 

FiEe2 has been recompiled after filel, in which casefilel requires 
recompiling. 

The file that occurred in the #USE directive has been replaced by 
a different version of the file at link time. 

The file that occurred in the #USE directive has not been suppiied 
to the linker, but the linker has located a different version of a 
required entrypoint elsewhere. 

The Occam compiler may need to scan certain libraries, of which 
the user is unaware. Specifying one of the linker indirect files 
occam2 . Ink, occama . Ink or occamS . Ink should take care 
of these 'hidden' libraries. 

Serious errors 

filename - bad format: reason 

The named file does not conform to a recognised INMOS ftie format or 
has been corrupted. 

filename - fine number- bad format: excessively long line in Indirect file 

A line Is too long. The length is implimentation dependent, but on all 
currently supported hosts it is long enough so as only to be exceeded in 
error. 

filename - line number- bad format: file name missing after directive 

A directive (such as INCLUDE) has no file name as an argument. 
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filename - tine number- bad format: directive invalid number 

A numeric parameter supplied to a directive does not correspond to the 
appropriate format. 

filename - bad format: multiple main entry points encountered 

A symbol may be defined to be the main entry point of a program by a 
compiler. Only one such symbol must exist within a single link. 

filename • line number- bad format: non ASCII character in indirect file 

The indirect file contains some non printable text. A common mistake is 
to specify a library or module with the F command line argument or the 
INCLUDE directive. 

filename - bad format: not linkable file or library 

The linker expects that all files names presented without a preceeding 
switch (on the command line) or directive (in an indirect file) are either 
libraries or modules. 

filename - fine number - bad format: only single parameter for directive 

The directive has been given loo many parameters. 
Cannot create output without main entry point 

No main entry point has been specified. 

Command line: 1k minimum for paged memory option 

When using the KB option, the amount of memory used to hold the image 
of the program being linked is specified. There is a minimum size of 1 k. 

Command line: token 

An illegal token has been encountered on the command line. 
Command line: bad format number 

A numerical parameter of the wrong format has been found. 
Command line; Image limit multiply specified 

The command line option'KB' has been specified more than once, 
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Command line: 'load and terminate' option set, some arguments Invalid 

Options to load and terminate the linker have been specified in conjunc- 
tion with other command line options. The linker cannot excute these 
options if it has been instructed to terminate first. 

Command line: multiple debug modes 

The command line option 'Y' has been specified more than once. 
Command line: multiple error modes 

More than one error mode has been specified to the linker. 
Command line: multiple module files specified 

The command line option 'MO' has been specified more than once. 
Command line: multiple output files specified 

The command tine option '0' has been specified more than once. 
Command line: multiple target type 

More than one target processor type has been specified to the linker. 
Command line: only one output format allowed 

The options 'T', 'LB' and "LC are mutually exclusive. 
filename - could not open for Input 

The named file could not be found/opened for reading. 
filename - could not open for output 

The named file could not be opened for writing. 
filename - line number- could not open for reading 

The file name specified in an include directive couEd not opened. 
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Could not open temporary file 

The 'KB' option has been used in a directory where there is no write 
access or not enough disc space. 

Invalid or missing descriptor for main entry point symbol 

The specified main entry point to the program does not have a valid 
Occam descriptor. This occurs if the wrong symbol name has been 
used, for example a data symbol in C. 

filename - mode; mode - linker mode: mode 

The linker has been given a module to link which has been compiled 
with attributes incompatible with the options (or lack thereof) on the linker 
command line. 

Multiple main entry points specified 

The main entry point has been specified on tine command line or in an 
indirect file more than once, 

filename - line number- directive not enough arguments 

The wrong number of arguments have been supplied to a directive. 

filename - nothing of importance in file 

The file name specified in an INCLUDE directive was empty or contained 
nothing but white space or comments. 

Nothing to link 

Various options have been given to the linker but no modules or libraries. 

filename - line number- only one file name per line 

More than one file name has been placed on a singie line within an 
indirect file, 

filename - line number- directive too many arguments 

The wrong number of arguments have been supplied to a directive. 
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Unknown error modes not supported in the LFF format 

When generating LFF format files, certain constructs will have no repre- 
sentation. For example processor types that have come into existance 
since the LFF format was defined. 

Unknown processors not supported in the LFF format 

When generating LFF format files, certain constructs will have no repre- 
sentation. For example processor types that have come into existance 
since the LFF format was defined. 

filename - line number- unrecognised directive directive 

An unrecognised directive has been found in an indirect file. 

19.8.3 Embedded messages 

Tools that create modules to be linked with ilink may embed "messages" 
within them. Three levels of severity exist; serious, warning, and message. The 
documentation of the appropriate tool should be consulted for more information. 
The format of these messages is as follows: 

Serious - ilink - filename - message: message 

Warning - ilink - filename - message: message 

Message - ilink - filename - message 
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This chapter describes the binary lister tool ilist, which takes an object file 
and displays information about the object code in a readable form. The chapter 
provides examples of display options and ends with a list of error messages 
which may be generated by ilist. 



20.1 Introduction 

The binary lister tool ilist reads an object code file, decodes it, and displays 
useful information about the object code on the screen. The output may be 
redirected to a file. Command line options control the category of data displayed. 

The ilist tool can decode and display object fiies produced by the Occam 
2 compiler, the ANSI C compiler, the linker, librarian, tile converter, configurer 
and collector tools. Text files, file formats produced by ieprom and separately 
compiled units designed to be dynamically loaded via kernel . run can also be 
displayed using ilist. Files in editable ASCII format are listed without further 
processing. 

The ilist tool will also list compilation and linked units in Linker File Format 
(LFF). (This file format was used by previous versions of INMOS toolsets e.g, 
the IMS D705/D605/D505 and IMS D511A/D611A/D711D series toolsets). 

Object code files reflect the modular structure of the original source. Single unit 
compilations produce a file containing a single object module, whereas units 
containing many compilations, such as libraries and concatenations of modules, 
produce object files vi/ith as many object modules. The data produced by ilist 
reflects the modular composition of object files. 



20.2 Data displays 

There are several categories of data that can be displayed. Categories are 
selected by options on the comn^and line. 
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The main categories are: 

• Procedural data - procedural interfaces in the form of OCCam function 
or procedure headings for all entry points in each module, showing pa- 
rameters, data types and channel usage. This data can only be provided 
for code produced by oc the Occam 2 compiler. 

• Symbol data- symbol names in each module. Information is displayed 
in tabular form. 

• External reference data - names of external symbols used by each mod- 
ule. Information is displayed in tabular form. 

« Module data- data for each module including target processor, compi- 
lation mode, and module file name. 

• Code listing - code contained in each module, displayed in hexadecimal 
format. 

• Index data - the content of library indexes. 

20.2.1 Example displays used in this chapter 

The example displays used in this chapter show the output from the lister when 
used to list the following files; 

• simple. occ 

• simple. tco 

• simple .Iku 

• simple. cfb 

• hostio.lib 

The example program simple, occ (introduced in chapter 4) was processed 
by the occam 2 toolsel to produce a compiJation file, linked unit and bootable 
file. 

simple. occ was compiled for a T414 processor in HALT mode using oc. 
The compiled code was then linked with hostio.lib and the linker Indirect 
file occama . Ink. 

The Occam library hostio.lib Is used to demonstrate certain options, for 
example, the display of ihe library index. 

72TDS275 02 March 1991 



20.3 Running the lister 387 

20.3 Running the lister 

To invoke the binary lister use the following command line: 

^ i 1 i s t { filenames } {op tions } 

where: filenames is a list of one or more files to be displayed. 

options is a list of one or more of the options given in table 20,1 . Options 
will only be applied to files of the appropriate fiJe type. 



r 



options must be preceded by '-' for UNIX based toolsets and '/' for 
MS-DOS and VMS based tooisets. 

Options may be entered in upper or lower case and can be given in 
any order. 

Options must be separated by spaces. 



If no arguments are given on the command line a help page is displayed giving 
command syntax. 

ilist will attempt to identify the file type by its contents. If filenames only are 
supplied, ilist uses the default option w. 

Example: 

ilist simple. tco -a UNIX based toolsets 

ilist simple. tco /a MS-DOS and VMS based toolsets 

In this example ilist is being instructed to display all the symbol data for the 
file simple, tco. 

Table 20.2 lists the available options and indicates which file formats they may 
be used lo list. The table also lists the file types tt is recommended to use with 
each option, in order of usefulness. 

ilist sends its output to the host standard output stream, normally the terminal 
screen. Facilities available on the host system may allow you to redirect the 
output to a file, or send tt tc another process, such as a sort program. For details 
of these facilities consult the documentation for your system. Alternatively the 
ilist 'o' command line option may be used to redirect output to a specified 
file. 



72TDS275 02 March 1991 



388 



20 ilist — binary lister 



Option 



Description 



E 

H 
I 
L 
M 
N 

o filename 



R reference 



T 
W 



XM 



XO 



Displays all the available information on the symbols used 
within the specified nnodules. 

Displays the code in the specified file as hexadecimal. This 
option also Invokes the 'T' option by default. 
Displays all exported names in the specified modules. 
Displays the specified file(s) in hexadecimal format. 
Displays full progress information as the lister njns. 
Loads the lister onto a transputer board and terminates. 
Displays module data. 
Displays Information from the library index. 
Specifies an output file. If more than one file is specified the 
last one specified is used. 

Dispiays any procedural interfaces found in the specified mod- 
ules. 

Displays the library module(s) containing the specified refer- 
ence. This option is used in conjunction with other options to 
display data for a specific symbol. If more than one library file 
Is specified the last one specified is used. 
Dispiays a fuil listing of a file in any file format. 
Causes the lister to identify a file. The filename (Including the 
search path if applicable) is displayed followed by the file type. 
This is the default option. 

Displays all external references made by the specified mod- 
ules. 

Directs transputer-hosted versions of the tool to be executed 
so that they can be restarted without rebooting by the server. 

Directs the transputer-hosted versions of the tool to be exe- 
cuted once on the transputer board and then terminate. 



Table 20.1 ilist command line options 

20.3.1 Default command line 

A set of default command line options can be defined for the tool using the 
ILISTARG environmental variable. Options must be specified using the syntax 
required by the command line. 
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Option 


Permitted 


Recommended 




file format 


usage 


H 


Any format 




o 


Any format 




T 


Any format 




W 


Any format 




A 


TCOFF only 


■ lib. .tco, ,l]cu 


C 


TCOFF only 


.tco. .Iku. .lib 


E 


TCOFF only 


-lib, .tco. .Iku 


M 


TCOFF only 


,tco, .Iku, .lib 


N 


TCOFF libraries only 


.lib 


P 


TCOFF only 


.lib, ,tco, .Iku 


R 


TCOFF fibraries only 


,lib 


X 


TCOFF only 


.lib, ,tco, .Iku 



Table 20.2 Recommended options 

20.4 Speclfylrig an output file - option o 

The o option enables the user to redirect the display data to an output file. If more 
than one output file is specified on the command line then the last one specified 
is used. File extensions should be specified; defaults are not assumed. 

Display options are described in the following sections. 



20,5 Symbol data - option a 

This option displays all the available information about the symbols used within 
the specified modules. A tabular format is used. The data produced by this 
display is extensive and detailed and may require skilled interpretation. 



72 TDS 275 02 



March 1991 



390 20 ilist — binary lister 

The following information is given: 
« Symbol name. 

• Section attributes, if applicable. 

• Symbol attributes. 

• The number of the symbol within the module pfus the number of Its origin. 

• Module name. 

• Target processor, 
« Error mode. 

• Interactive debugging - if disabled indicated by the presence of a 'Y' 
character. If this field is blank then interactive debugging is enabled. 

Certain attributes appfy only to symbols which are section names. If they are 
applicable, these attributes are indicated by the following nomenclature and dis- 
played as a character string: 

R - Read section. 

W - Write section. 

X - Execute section. 

D - Debug section. 

V "Virtual section. 
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Attributes for a[l symbols, including section names, are also indicated by a char- 
acter string, using the following nomenclature: 



Symbol 


Description 


attribute 




L 


Symbol local to the module. 


E 


Symbol exported from the module. 


1 


Symbol imported to the module. 


W 


Weak attribute, indicates that the symbol laltes the value when 
not defined. 


C 


Conditional attribute, indicates that the first value given to the 
symbol is always used. 


u 


Unindexed, indicates that the symbol is not present in the library 
index. 


p 


Provisional attribute, indicates that the last value given to the 
symbol is always used. 


o 


indicates that the symbol is an origin symbol. The origin symbol 
Is used by the linker to check the origin oi the module, in the 
example in figure 20.1 four origin symbols are listed. 



Symbol attributes are displayed immediately after the section attributes, and each 
attribute is displayed at a specific position in the string. Attributes which are not 
present are indicated by a hyphen '-'. 

The position of each attribute in the string Is as follows: 

RWXDV LEIWCDPO 

Figure 20. 1 provides an example of the symbol data displayed for a single module 
simple . tco by the A option. 
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tWcttb^B* R-X-- -E Blmpla-ccc T414 H 

loa*14t«3ct _^_^_ L' — - 1 ■Impla.oco C414 H 

■ inpl«.oco:5ie6ACD2 >>..»» .£ .^o z slinpla.occ T414 H 

bo. writA. Atring — I 2 BlutplA.occ T414 H 

watring.oac:5D454245 1 4 Blmpla.occ !['414 H 

■o. read. «cho. line — I 5 sijnpla.occ T414 H 

Aoholina . occ: 5S44 2F81 — I O C slmpla . oca T414 B 

■o. writs.nl — I 1 simple, occ r414 B 

■o. write. 8trlng.nl — I B simple. occ T414 H 

»0.*5cit — I S BlTTtple.occ r414 H 

fclclt .puc:AB2F3979 — I ^-0 10 Blmple.ocG r414 H 

■ in^la -E 11 Biicplo-occ III414 H 

■inplB'^wB -E U-- 12 »iii^l«.oGG 1414 H 

•inpl»'v» E— U-- 13 single. occ X4H H 



Figure 20.1 Example output produced by the A option. 



20.6 Code listing - option c 

This option produces a full listing of the code in the same format as that generated 
by the 'T' option, but with the addition of a hex listing of the code at each 
LOAD.TEXT directive. This option maybe accompanied by the 'T' option; if the 
'T' option is not specified it Is supplied automatically. 

The output from this option gives an ASCII dump, in hexadecimal format, of the 
code lor each module. It can be used on any object code. 

When used to display object code produced by the OCCam compiler, the code 
for each module is displayed as a contiguous block of lines, where each line has 
the format: 

address ASCII hex ASCII characters 

where: addre$$'\s the address of the first byte on the line, expressed as an offset 
Irom the start of the module. 

ASCH hex is the hex representation of the code 

ASCII characters are the ASCII characters corresponding to the hex code 

In all cases code is read from left to right. If a value is not printable it is replaced 
by a dot ( . ). 

Figure 20.2 shows the code listing produced by listing simple, tco with the C 
option. 

Note: the display normally appears embedded within the display produced by 
the T option. Only the lines corresponding to the code listing are illustrated here. 
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000010E6 DOOatOES 2744;iFB D77C23F4 D640D57D . . ' . 'D' . . | #. . @ . > 

000010F6 D12147D0 244721FE 7A79269S 7DD3X5D2 . *G.$Q\ .zyt.} . , . 

00001106 7$D17ED(3 147A7925 9F7D7JL79 2e907DDl v. { . . zy%. }zy« . } . 

00G01116 46002440 21rB7a.79 24987641 25P27641 F. 5fl ! . lyS- vA,%. vi 

00001126 25F24QF0 2ir3F474 F021F37D 01740073 *. g. ! . .t . ! . } . t . ( 

00001136 7A792490 70007730 7A7923&E Ba22P050 zyS . } .wOzy* . . '■ .P 

00001146 6C65fil73 65207479 70652079 6F7S7220 leaa* typ« your 

00001156 6E616D65 203A4365 6C6C6F20 FFC99A3B aaxM :Hella . . . ; 

00001166 00002020 20202020 20202020 20202020 

00001176 20202020 20202020 £0202020 20202020 



Figure 20.2 Example output produced by the C option. 

20.7 Exported names - option e 

The output from this option is in a tabuiar format. It consists of a list of names 
exported by the modules. For C programs the option wiil aiso display any globally 
visible data. 

The following information is given by the display: 

• Exported name. 

• The name of the module in which the exported name is found. 

• Language used. 

• Target processor. 

• Error mode. 

• Interactive debugging - if disabled indicated by the presence of a 'Y' 
character. If this field is blank then interactive debugging is enabled. 

Figure 20.3 shows a small Section of the output produced by listing the Occam 
2 library hostio.lib using the E option. 



■o . read. *cho . int 64 


-> 


rsint64.oce 


OCCAM 


U 


^ 


Bo,raad.«cho.b4x.lnt64 


-> 


rahint64.ccc 


OCCfiM 


Nl 


X 


■o . raad. acho . raaL32 


-> 


teteal32.occ 


OCCIH 


TA 


X 


■o . raad. acto . r««164 


-> 


rareal64.oac 


OCCAM 


TB 


a 


■□ . read. scho . raal64 


-> 


tacaal.64. qcc 


OCCAM 


TB 


B 


*Q.r*ad.«chD.r4al64 


-> 


tareal£4, occ: 


OCCAM 


TB 


X 


ae . raad. mcbo . r«al64 


-> 


raEaal64.acc 


OCCAM 


TSOO 


H 


>o.r«ad.ac'hD.raaie4 


-> 


raceal64.occ 


OCCAM 


TSOO 


S 


•iS.rBad.achQ.real64 


-> 


rflresa64,0cc 


OCCAM 


TSOO 


J 



Figure 20.3 Example output produced by the E option. 
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20.8 Hexadecimal/ASCII dump - option h 

This option provides a display of the specified files in hexadecimal and ASCII 
format. The option does not attempt to identify file types and may be used to 
display any files which the lister has previously identified incorrectly. 

The output takes the form of a hexadecimal representation of the whole of the 
file content. The display has a similar appearance to that produced by the C 
option, however, the C option only functions on code found within the file. 

Each module is displayed as a contiguous block of lines, where each line has 

the format: 

address ASCII hex ASCII characters 

where: address is the address of the first byte on the line, expressed in hex as 
an offset from the start of the module. 

ASCII hex is the hex representation of the characters found. 

ASCII characters are the ASCII characlers corresponding to the hex 
code. 

In ail cases code is read from left to right. If a value is not prJnlabie it is replaced 
by a dot ( . ). 

Figure 20.4 shows the display produced by listing the text file simple, occ 
using the h option. 



OOOODQOO 23494E43 4C554445 2D22686F 131i&9$F llNCLUQE "ha«tlo 

00000010 ?S£9££&3 220A5Q52 4F4320T3 69eD70ec .InC'.PROC •In^^l 

00000020 65202943 4a414E20 4F4e2053 50206673 • (CHAH OF SP f» 

00000030 2C207473 2C205B50 494ES420 £D656D6f , bm, I]IHI timtaO 



OOOOOl^O 6ee572£0 46524P4D 20302046 4F52206C f«r FRQH FOR 1 

OOOOOieC 656E6774 £85I3?90A 20202020 736F2E65 angth] ) . ad. a 

OOODOISO 78697420 2866732C 2074732C 20737073 xlt (f«- t«, Bp> 

OOOOOIAO 2E737563 63657373 290A3A0A OAOA . CUCC«B9) . : , . . 



Figure 20.4 Example ouput produced by the H option. 
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20.9 Module data - option m 

This option displays any header information whicli is present. This may include 
version control data, general comments that may have been appended to the 
fife during use of the toolset and copyright information. The data is displayed for 
individual modules in the object fiEe and includes: 

• Module name 

• Transputer type and compilation error mode 

• Language type 

• Version control data 

• Comments Inserted by the toolset, for example, copyright clauses. 

Data is displayed in separate blocks for each module. Some of the data is also 
used by other tools in the toolset, for example, some comments are used by 
the debugger tool idebug while version information is used by some tools for 
compatibility testing. 

When linked units are displayed using this option, a long comment will be dis- 
played. This comment gives details of the allocation of memory to each sepa- 
rately compiled code and library module used in the linked module. The following 
information is given in tabular format: 

• Code type - Separately compiled code (SC) or library module (LIB). 

• Module name. 

« Address offset in linked module. 

• Start address. 

• End address. 

• Reference in library (if applicable) used to locate the relevant library mod- 
ule. 

The example in figure 20.5 shows the output produced by the M option when 
listing a compiled file simple .tco followed by a linked unit simple , Iku. 
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In this example the following line indicates where the output for simple. Iku 
begins. 



MODULE : LINKED 



T414 H 



HOPQI£: OCCAM T414 H 

VERSION: cc Bi]i{>l*.occ 

COMHEHr: dgcajil 2 product compllar (2Sth January 1990) 

COMMENT: oacam 2 compilar vl.€B (alpha4. 6pra) (17:44:02 Feb 17 l^SO) 

MODULE; LIHKED T414 H 

VEKSIOH: lilnX <varlous> 

COMMENT: LINKED FILE 

COMMEMT: LINKER TCOFF 

SC aijRpla.teo (0Q00002J 000000 000159 

LIE hootio.llb (0167103) 00016D D0D327 

LIB hDEtio.Lib (0102336) 00032& QD0419 

UB hoatio.lib (0091^04) OQ042Cf 000511 

LIB bostio.lib (0151276) 000512 000859 

LIE hosblo.Lib (00BSa73) 000B€Q 001035 

LIB bQBtlo.lib (0066344) 001036 001331 

LIB virtual. lib <Q00131«) 001332 001583 

LIB dabug.lib (0005199) 001584 001703 



achfilina . occ: 5E442FS1 

6xit.pax:AB2F3979 

getkey . occ : BC2BD465 

so.wclta.nl 

put B . oca : 5AF27B3 5 

ao. writs 

VIRTUAL. IN 

5£HAFSOB£ . SIGNAL 



Figure 20.5 Example display produced by the M option. 
20.10 Library index data - option N 

This option is used to list library indexes. The data is given in a tabular format. 
For each entry in the index ths following information is given: 

• The address of the module in the library. 

• The symbol name. 

• The language the module is written in. 

• The target processor type. 

• The error mode used. 

• Interactive debugging - if disabled indicated by the presence of a 'Y' 
character, if this field is blank then interactive debugging is enabled. 

Figure 20.6 Shows a small section of the output produced by listing the library 
index for the OCCam 2 library hostio . lib. 
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000156C9 


■o.gats 


PCOM 


TA X 


0Q01CEA4 


BO. gets 


OCCUI 


T212 X 


0Q03DCC9 


Bo.inultlplaxor 


QCCIM 


TA X Y 


0004 J 7ED 


so . multiplexor 


ocaw 


T212 X Y 


aOOIA4EC 


8D . multLiplajfor 


OCCUI 


TA X 


00021E1& 


&D. multiplexor 


OCCUI 


T212 X 


0003&4£E 


so . opan 


OCCAM 


TA X Y 


0003F1B2 


so . op&a 


OCCUI 


T21S X Y 


0Q0H3DC 


so . open 


OCCAM 


TA X 


oQOisaei 


so . Dp«n 


OCCAM 


T212 X 



Figure 20.6 Example display produced by the N option. 

20,11 Procedural interface data - option p 

This option only applies to OCCam modules and displays procedural information 
for ail function or procedure headings encountered in the module. The foltowing 
information is displayed: 

• Target processor. 

• Error mode. 

• Language used. 

• Amount of workspace used by the procedure. 

• Amount of vector space used by the procedure. 

• Parameters used by the procedure. 

• Data type of parameters. 

• Channel usage, if applicable. 

A channet marked with an ? is an input channel to the code of that entry point, 
and a channel marked with ! is an output channel. 

When a library file is listed this will be indicated by the words 'index entry 
mode:' rather than 'DESCRIPTOR mode'. 

Figure 20.7 shows the procedural data output for the file simple, tco. 
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DESCKIPrOR mod*: T414 H 
DESCRIPTOR mod*: T414 H 
wa: 76 vb: 125 


languag*: 
luiguaga : 


Lang: 
Lang: 


OCCAM <ORIGIK DRSCRIPrOR> 
OCCAH 


\ 


PROC single (CHAN OF SP fs. 
CHAN OF SP ts, 










[]INT mamory) 
SEQ 
fa? 










V: -' 








J 



Figure 20.7 Example display produced by the P option 



20.12 Specify reference - option R 

This option is used in conjunction with any of the other options to locate a specific 
symbol within a named library. All library modules that export the symbol are 
displayed. Note: symbol names are case sensitive. 

The example in figure 20.8 was generated on a UNIX host, by the following 
command line: 



ilist hostio.lib -e 



-r so, open 



V 



■o.opan 
■p.c>p«n 
Bo.pp«n 

•o.op*n 
mp . opan 
■a . opan 
ap.op«n 



-> opan.acc 
-> open.occ 
-> open^occ 
-> apan.acc 
-> apan . occ 
-> open.occ 
-> open.occ 
-> Opan. dee 



ocam 
occui 

OCCAM 
OCCAM 
OCCAM 
OCCAM 
OCCAM 
OCCftH 



TA X Y 
TA x; If 

T212 X T 
T212 X T 
TA X 
TA X 
T212 X 
T2IZ X 



Figure 20.8 Example display produced by the E and R options. 



20.13 Full ilsting - option t 

This option displays all data found in the input fife. Provided that ilist recog- 
nises the file type, the file is decoded in its own format. Text file are displayed 
as text and unrecognised file types are displayed as a hexadecimal dump. 

Data is not displayed in a tabular form but is output in the sequence in which it 
Is found in the module. 

The display formats are tailored to each file format and are intended for diagnostic 
support and analysis; large amounts of data are produced which may require 
skilled interpretation. 
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Figure 20.9 shows part of the fulE data output for the file simple . tco. 



00000000 LINKABLE 

00000002 ST31ET_H0EHILE COKE FKOL PPSUP 31132 HS^IS B lanq: OCCAM "" 

00000010 VERSXOH tool: oc origin: aiii^la.Dcc 

00000020 COMMENT PRIHT "000*111 2 pct?duct conjpllac (2Ctli January 1990)" 

00000051 COMMENT PRINT "occain 2 COn^lltr vl.66 (a.lpba4. 6pr9) 

(1?:44:02 F«b 17 1990)" 
00000091 SECriOM REA EXE EXP ■■teKt*baaa" id: 
00QOQQ9F SYMBOL LOG "local %text" id: 1 
OODOOOAD SET_L0AD_EOIHT id: 
OOOOOOBO DEFTNE_IABEL id: 1 

000000B3 SYMBOL EXP ORI ■■»ini>i».oac:S166ACD2" id: 2 
OOOOOOCIL SSSCfa^tOR id: 2 lAng: OCCAM <ORIGIH DESCRIFlOl^ 

000010E3 LOAI>_'rZXT tytae: 160 

000011B6 ALJUSTPOINT -30 

OOOOllBE SYMBOL IMP "flo. write. String" id: 3 

00a0119E LDAD_PREFIX six^'. 6 AP[SV:3-LP> instr: j 

000011A7 SYMBOL IMP ORI "wEtring.occ:£D45424S" id: 4 

OOOOllBF SPECIFTjORIGIN id: 3 origin: 4 

000011C3 SYMBOL IMP "60. read. echo. lina" id: 5 

0Q0011D8 LOAD_PREFIX alze; € AP(£V:5-LP) instc: j 

QOOOISDO DEFIME_EYMEOL id: 11 SV:l+2 
00001508 DEFIHE_SYMEOL id: IZ 76 
0000150D DEFIHE^SYMEOL id: 13 12S 
00001512 DESCRIPTOR Id: 11 lang: OCCAM 
wb: 76 vs: 128 
PEOC *inrpleCCHAH OF SP fa, 
CHAM Cfe SP ts, 
[]IBr fl»(iioryJ 
SEQ 

fB? 

tBi 
00001568 EHD^HODULS 
■-—^ _*„— 

Figure 20.9 Example display produced by option T for a .tco file. 

The full data listing of a configured file shows how the processes are mapped 
onto a transputer system and has a different appearence to other displays pro- 
duced by this option. 

Figure 20.10 shows the full data output for the file simple. cfb. The exam- 
ple shows that there are three initialisation processes, inserted by the toolset, 
followed by one user defined process. 
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000Q0OO4 OPIIOH moda; »lze: 



OOOOQOIB PILE Id: 
00DD0O3B FILE Id: L 
0000005E FILE Id: 2 
OOOOOOai FILE id; 3 
OODOOOAl END FILES 
000000A9 PROCESSOR 



ladext #D67 origin: #27fi7F6 nams: "syajjroc. lib" 
ind«:c; *26Ee origin: jf27ED3C nuna: "Byeprocllb" 
Index: #6134 origin: #2776AF fiaj»: "syaproc.lib" 
Index: #2 origin: #270326 name: "demo.lku" 

Id: type: T414 moda: HALT NOCONF alz«: -1 



0O0000C5 
0OOO02AD 

00 0O0ZC5 
0a0C02DD 

oooGosrs 
oaooo^FD 

00500315 
0000032D 
OOO0Q345 
00000350 
00000365 

0000037D 
00000395 
000003AD 
000003B5 

000003CD 
0DO003ES 
000Q03FD 
00000415 
000004LD 
00000425 
0000042D 
00000435 



PARAMETER offset: 2ei& size: 473 

PROCESS id: type: IHITSYSTEM mode: LOHjPRI EEfi H0_3EE_ST*CK 

I nana: "" 

2104 Blze: 496 ant£y. off set : 2 file, id: 
alze: S4 typ«: STACK param.siza: 32 



I CODE offset: 
I DATA offsat: 
END PROCESS 
PROCESS id: 1 
I na£i*: 

I CODE oftsmt: 
I DATA offset: 

I DATA off£at: 

EHD PROCESS 
PROCESS Id: 2 
{ fianid: 
I CODE offsAt: 
I DATA offsftt: 
EKD PROCESS 
PROCESS id: 3 
I name: 
I CODE off sat; 
I DATA Offset: 
I DATA offsat; 
END PROCESS 

EHD PROCESSOR 

EKD PROCESSORS 

END LINKS 

END CHAlffiELS 



typa: IHITOVERUlY mocE*; LOH_PRl SEQ NO SEP STACK 

4816 Biza: 292^ entry. off ■•£: 1 flla.ld: 1 
4116 Blza: 672 type: STACK p»raio.Blz«: 28 
7740 aiza: 512 typo: VECTOR 

typo: INIT nioda: HiaH_PRI PAR WO_SEPjSIAaC 

3292 aiza: 824 entry .off cat : 3 fll«.id: 2 
3086 Biza: 176 typa: STACK parun.aiza: 2S 

typa: USER mode: LCiW_PRI PAR «O^SEP_STACK 

344 Blza: 1760 entry. off set : 2 fila.ld: 3 
size: 303 type; STAGE puuu.elxa: 36 
2104 b1z«: 512 type: VECTOR 



Figure 20.1 Example display produced by option T for a , cfb file. 



20.14 File identification - option w 

This option causes the lister to identify the file type, ilist takes a heuristic 
approach to file identification. The filename is displayed along with the file type. 
The search path is also given if applicable. This is the default command line 
invocation if no other option is supplied. 

Table 20.3 indicates how the lister classifies file types. 
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File format 


Default 


Listed f[[e 




extension 


type 


TCOFF compiled unit 


.tco 


TCOFF LINKABLE UNIT 


TCOFF compiled library unit 


-lib 


TCOFF LINKABLE UNIT LIBRARY 


TCOFF linked unit 


.Iku 


TCOFF LINKED UNIT 


TCOFF linked library unit 


Jib 


TCOFF LINKED UNIT LIBRARY 


Configuration binary 


.cfb 


CONFtGURATlON BINARY 


Core dump 


.dmp 


CORE DUMP FILE 


Network dump 


.dmp 


NETWORK DUMP 


LFF file 


.cxx, .txx 


LFFSC 


LFF library 


Jib 


LFF LIBRARY 


Extracted SC 


.rxx 


EXTRACTED SC 


iboot program 


.bxx 


BOOTABLE PROGRAM (iboot) 


Extracted program 


.btl 


BOOTABLE PROGRAM 


Empty fiie 


- 


EMPTY FILE 


Text files 


- 


TEXT FILE 


None of the above 


- 


UNKNOWN BINARY FORMAT 



Table 20.3 File types recognised by ilist 

where SC files are separately compiled files. 

LFF files are separately compiled or linked files In LFF format. 

Extracted files are files which have been compiled and developed to be 
dynamically ioaded onto a transputer system. 

iboot programs are programs which have had a bootstrap added by 
the iboot tool, supported by previous issues {IMS D705/D605/D505) of 
the toolset. 
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20.15 External reference data - option x 

This option displays a list o? all the code and data symbols Imported by the 
modules specified to the lister, i.e. it lists their external references. External 
references are references to separately compiled units. For C programs the 
option will also display any external references to globally visible data. 

The output from this option is In a tabular format. It consists of a list of external 
references and their associated nnodules. 

The following information is displayed: 

• External reference i.e. name of the separately compiEed unit. 

• The name of the module in which the external reference exists. 

• Language used. 

• Target processor. 

• Error mode. 

• Interactive debugging - if disabled indicated by the presence of a 'Y' 
character. If this field is blank then interactive debugging is enabled. 

Figure 20.1 1 shows a small section of the output produced by listing the OCCam 
library hostio . lib using the X option. 



REJLL64I05IRING 

■p.wrLCa 

HEAL G 4 T05 TRTHC 

ap. writs 

■p . g«t]c*y 

■p . gatlcsy 

•p.wrltft 

•p . tima 

■P . opan 

■p.cloB* 



<- 


WEeal64.occ 


0CC3LM 


TBOO S T 


<- 


HrBa.lfi4.>:>C:{: 


OCCAM 


TBOO S Y 


<- 


wt:«*ie4.aaa 


OCCJLM 


reoo X T 


<- 


wraB.lfi4.oaa 


OCCAM 


TfiOO X Y 


<- 


r«adlina..occ 


OCCAM 


TA X Y 


<* 


•chaliiiB. oao 


OCCAM 


TA X Y 


<- 


«choliA*.occ 


OCCAM 


TA X Y 


<- 


tiiELea.occ 


OCCAM 


TA X Y 


<- 


opanbsn^.Dec 


OCCAM 


T212 X Y 


<- 


opantminp . oac 


OCCAM 


T212 X Y 



Figure 20.1 1 Example display produced by the X option. 



20.16 Error messages 

This section list each error ane warning message that can be generated by the 
lister. Messages are in the standard toolset format which is explained in section 
2.12.1. 
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20.16.1 Warning messages 

filename - reason 

The named file does not conform to a recognised INMOS file format or 
has been corrupted, 

20.16.2 Serious errors 

fUename - bad format: reason 

The named file does not conform to a recognised [NMOS file format or 
has tieen corrupted. 

filename - could not open for input 

The named file could not be found/opened for reading. 
filename - could not open for output 

The named file could not be opened for writing. 

filename - file type does not correspond to command line options 

The options given lo the lister apply to formats dissimilar to the format of 
the file being read. 

must supply additional TCOFF options witfi reference reference 

The required format of the listing has not been specified. 

filename - no entry for reference in library index 

The specified reference cannot be found in the library Index. 
parsing command line token 

An unrecognised token was found on the command line. 

filename - unexpected end of file 

The named file does not confonm to a known INMOS file format or has 
been corrupted. 
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21 imakef — Makefile 
generator 



This chapter describes the Makefile generator imakef that creates Makefiles 
for input to MAKE programs. It explains how the tool can be used to create 
Makefiles and describes the special file naming conventions that allow imakef 
to create Makefiles for mixtures of code types. The chapter describes the format 
of Makefiles generated by imakef and ends with a list of error messages. 



21.1 Introduction 

MAKE programs automate program building by recompiling only those compo- 
nents that have been changed since the last compilation. To do this they read 
a Makefile which contains information about the inter-dependencies of files with 
one another, along with command lines for rebuilding the program. 

imakef creates Makefiles for all types of toolset object files using its built in 
knowledge of how files referenced within the target file depend on one another. 
It is intended to be used with all INMOS language toolsets that generate TCOFF 
object code, its mode of operation for different languages is controlled by com- 
mand line options. The Makefile is generated in a standard format for input to 
most MAKE programs. 

Makefiles created using imakef are compatible with many public domain and 
proprietary MAKE programs. The following MAKE programs are directly com- 
patible: 

• Borland MfliCE. 

• UNIX MAKE. 

• GNU MAKE. 

However, Microsoft make is not compatible. 

The source of imakef is supplied with the toolset so that it can be modified for 
use with other MAKE programs. 
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21.2 How imakef works 

imakef operates by working back from the target file to determine its depen- 
dencies on other files, using its knowledge of inputs and outputs of each tool 
and the compNation architecture of the toolset. For example, compiled object 
files must be created from language source files using the compiler. In a similar 
way linked files must be generated from compiled files, and bootable flies from 
linked units or configuration data files, imakef works back from the target file, 
determining file dependencies and creating commands to recompile the code 
where necessary. 



21.2.1 Target files 

The following table lists the types of object files for which imakef can create 
Makefiles. The fiie extensions required by imakef are aiso given for each of 
thetiies (see section 21.2.2). 



File type 


Extension 


Compiled code. 


.txx 


Linked code. 


,cxx 


Bootable code for single transputer programs. 


.hxx 


Bootable code for multitransputer programs. 


.btl 


Dynamicaliy loadable code. 


.rxx 


Libraries. 


.lib 


Configuration binary files. 


.cfb 



21.2.2 File extensions for use with imakef 

imakef identifies files and file types by a special set of file extensions which 
specify the transputer type and error mode and allow it to produce Makefiles for 
mixed module combinations. Note that these extensions differ from the standard 
toolset defaults and must be used for all stages of program development for all 
types of target file. 

The naming convention is based on a three-character file extension which iden- 
tifies different types of source and object files. Some object flies use the sec- 
ond and third characters to identify the transputer type and execution error 
mode. This form is used for compiled code, linked units, bootable files, and 
non-bootable files. 

The main extensions are shown tn figure 21.1 in relation to toolset program 
development. 
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Target files in bold 



pgmh 



\ -inc ; 



occonf 






^•-TcfM 



(±>£]OK5)-li3^ 



icollect 



ilibr 



v''0 




Figure 21.1 Main target files showing file extensions required 



Values that can be taken by the second cliaracter of certain object files to des- 
ignate a transputer target are listed below. 



Character 


Transputer types 
supported 


2 


T212. T222. M212 


3 


T225 


4 


T414 


5 


T425, T400 


8 


T300 


9 


T805. T801 


a 


Class TA 


b 


Class TB 



Object code may be generated in one of three error modes: HALT, STOP or 
UNIVERSAL, These are represented by the letters 'h\ 's' and 'x' respectively, 
which may be given as the third character of the file extension. 
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Examples: 

.t4x refers to a compiled module largetted for the T4 transputer class, in UNI- 
VERSAL error mode. 

. tSh refers to a module largetted for the TSOO transputer in HALT error mode. 



21.3 Running the Makefile generator 

The imakef program takes as input a list of files generated by tools in the 
toolset and generates a Makefile, containing full instructions of how to build the 
application program. The output file is named after the first target filename and 
is given a .mak extension (if no output file is specified on the command line). 

To invoke imakef use the following command line: 
^ imake f {filenames} { options} 

where: ff/enames is a list of target files for which Makefiles are to be generated. If 
more than one file is specified the single Makefile generated will generate 
all of the specified files. 

options is a list, in any order, of one or more options from Table 21 .1 . 



Options must be preceded by '-' for UNIX based toolsets and */' for 
MS-DOS and VMS based toolsets. 

Options may be entered in upper or lower case and can be given in 
any order on the command line. 

Options must be separated by spaces- 



If no arguments are given on the command line a help page is displayed giving 
the command syntax. 



21.3.1 Example of use 

imakef simple, b4h 

This creates the Makefile simple. mak which when used as input to MAKE 
generates the bootable file simple. b4h. 



72TDS275 02 March 1991 



21.3 Running the Makefile generator 



409 



Option 



Description 



I 

L 
MI 

filename 
R 

XM 

XO 
Y 



This option is only used when incorporating C modules into the 
program. It specifies that the list of files to be linked is to be 
read from a linker indirect file. 

Disables the generation of debugging information in compila- 
tions. The default is to compile with full debugging information. 

Displays full progress Information as the tool njns. 

Loads the tool onto the transputer board and terminates. 

Do not include dependencies on isearch. 

Specifies an output file. If no file is specified the output file is 
named after the target file and given the .mak extension. 

Writes a deletion rule Into the Makefile. 

Directs the transputer-hosted versions of the tool to be executed 
so that they can be restarted without rebooting by the server. 

Directs the transputer-hosted versions of the tool to be executed 
once on the transputer board and then terminate. 

Disables interactive (breakpoint) debugging in all compilations. 
The default is to compile with full breakpoint debugging informa- 
tion. 



Table 21.1 imakef options 

21.3.2 Incorporating C modules 

imakef can also be used for mixed language programs which incorporate C 
modules by specifying the 'C option. This opJion directs imakef to look for one 
or more linker indirect files from which to determine file dependencies. 

Linker indirect files must be supplied for all linked units, which include modules 
supplied in C, on which imakef is to be used. Such files take the name of the 
linked unit to which they relate but have the extension . ink. The linker indirect 
file must include all components of a program, including Occam as well as C 
modules, and any libraries that are used. 

The linker indirect file defines the components to be linked and provides a starting 
point for determining the dependencies of the C components of the program. 

An example is given in section 21.4 of how imakef may be used to build a 
mixed language program. 
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21.3.3 Configuration description files 

When imakef is required to build a Makefile for a multitransputer program it 
will look for the presence of a configuration description fi[e which has the same 
name as the program to be built. 

Provided the 'C option is not used imakef will look first for a file with the 
extension .pgm, (which can be read by the OCCam configurer occonf). If, 
however, a .pgmfile is not present imakef will then look for a *cfs file (which 
can be read by the ANSI C configurer icconf ). 

When the 'C option is used the reverse is true, imakef looks first for a . cf s 
file and if the appropriate file is not present, then it will look tor a .pgm file. 



21.3.4 Disabling debug data 

Two options disable the creation of debug data. 

The 'D' option disables the generation of ail debugging information in the target 
file. If this option is used the resulting target code canrlot be debugged. 

The 'Y* option disables only the data required for inleractive (breakpoint con- 
trolled) debugging, if this option Is given no breakpoint debugging operations 
can be used on the final program. Post-mortem debugging is unaffected. 

21.3.5 Removing intermediate files 

Intermediate files can be removed in final program build by specifyfng the 'R' 
option. This Option adds a delete rule to the Makefile which directs MAKE to 
remove all intermediate files once the program is built. The delete operation is 
only honoured if MAKE is subsequently invoked with delete or clean as the 
target. 

21.3.6 Files found on iskarch 

When imakef runs, it includes all dependencies in the set of rules. Wlien 
building a program, it is often not necessary to record dependencies on standard 
system components such as hostio.lib, which are found using ISEARCH. 
The *NI' option prevents imakef from recording any dependencies on files 
found using isearch, thus creating a clearer and more portable Makefile. 
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21.4 imakef examples 

This section contains three examples of the use of imakef. The first example 
shows how to create a Makefile for a multi-module program running on a single 
transputer and the second example shows how to create a Makefile for a con- 
figured program. The third example is for a mixed language program run on a 
single transputer 

The program used for the first two examples is the pipeline sorter program which 
is supplied in the exampfes directory. 

21.4.1 Single transputer program 

The example program is made up of four files: 

sorthdr *inc 
element . occ 
inout - occ 
sorter -OCC 

To create the Makefile for the example program use the command: 

imakef sorter . b4h 

Note the use of the .b4h extension instead of .btl. Using this form of ex- 
tension informs imakef that we wish to create a bootable program for a single 
transputer without the aid of the configurer. 

The Makefile generator has built-in knowledge of the file name rules of the 
toolset. In this example, It knows by examining the file name that the program 
to be built is for a single T414 processor in HALT mode, and that the source 
of the main body of the program is in the fiie sorter. occ. Et reads the file 
sorter . occ and discovers that it uses a library called hostio . lib, the two 
compilation units inout and element, and two include files, sorthdr . inc 
and hostio . inc. It then reads the sources of the include files and compilation 
units and finds no more file dependencies. 

With this information about source file and their dependencies, imakef builds 
a Makefile called sorter .mak containing full instructions on how to build the 
program and creates a linker indirect file sorter . 14h (see section 21 .7). 

To build the program run the MAKE program on sorter. mak. The entire 
program will be automatically compiled, linked and made bootable, ready for 
loading onto the transputer. 
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21.4.2 Multitransputer program 

This version of the sorter program is configured to place linked units on four 
processors. The program is made up of the following files: 

sorthdr . inc 
element .occ 
inout , occ 
sortb3c.pgm 

To create the Makefile use the following command: 

imakef sortbSc ,btl 

The -btl extension informs imakef that the target is a configured program, 
to be built from a configuration description file called sortbSc.pgm. 

The configuration description references two linked units: 

#USE " inout. c4h" 
#USE "element. c4h" 

Note the use of the . cxx form of extension instead of the toolset default exten- 
sion for linked units . Iku. 

imakef reads the ,pgm file and will produce a file called sortbSc .mak con- 
taining a MAKE description of the program. 

To build the program run the MAKE program on sortbScmak. 



21.4.3 Mixed language program 

The following example, uses the mixed language program described in sections 
9.2.5 and 9.2.6. 

To create the Makefile for the example program use one of the following com- 
mands: 

imakef callc.b4h -c (UNIX) 

imakef callc.b4h /c (MS-DOSA/MS) 

This command informs imakef that we wish to create a bootable program for 
a single T414 processor in HALT mode. The 'C option tells imakef that the 
program also includes modules written In C. 
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The example program is made up of the following files: 

callc.t4h -Compiled OCCam module. 

csubfunc.t4x ~ Compiled C module. 

imakef needs to know the names of the C components cf the program, and 
looks forthe associated linker indirect file callc . ink. Because a linker indirect 
file is supplied to imakef , it must contain a list of all modules to be linked. 

callc. Ink must contain the following files: 

callc .'t4h 
csubfunc.'t4x 
callc. lib 
hostio.lib 
libcred. lib 
#INCLODE occama.luk 

The Occam module is listed first, since It contains the main entry point of the 
program. Note the use of the t4h and t4x extensions. The C moduie is to be 
compiled in UNIVERSAL mode, which is the standard mode forthe C compiler. 
UNIVERSAL mode may be called by any of the three Occam compilation error 
modes. 

The library libcred. lib is the C reduced runtime library used by the mod- 
ule and callc. lib and hostio.lib are the Occam libraries, occama.lnk 
contains a list of OCCam compiier libraries which may be required. 

With this information imakef builds the Makefile callc. mak. 



21.5 Format of Makefiles 

Makefiles essentially consist of a number of rules for building all the parts of 
a program. Each rule contains two main elements: a definition of the file's 
dependencies in a format acceptable to MAKE programs; and the command lo 
recreate the file on a specific host. Ali Makefiles also contain macros which 
define command strings and option combinations. 



21.5.1 Macros 

All Makefiles created by imakef include a set of macro definitions inserted at 
the head of the file. 
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Macros define strings which are used to call the compiler, the configurer, the 
linker, the librarian, the collector, and the eprom formatter tools^ ar^d fixed com- 
binations of options for these tools. 

Macros are provided so that customised versions of the toolset commands, and 
specific comt>inations of options, can be easily incorporated. Existing macros 
can be modified for specific host environments, and new macros created, by 
editing the Makefile. 

The full set of macros defined by imakef can be found by consulting any 
Makefile created by the took 

21.5.2 Rules 

Rules define the dependencies of object files on other files and specify action 
$tring$xo build those files. For example: 

example , t 4h : example , occ 

$ (OCCAM) example -t4 -h -o example. t4h $ (OCOPT) 

This rule first defines the target as the compiled program example .t4h, which 
is dependent on the source file example . occ and then specifies the command 
that must be invoked to build it. 

The first rule in all Makefiles is for the main target. Succeeding rules define 
subcomponents of the main target, and are listed hierarchically. 

Action strings 

Action strings define the complete command line needed to recreate a specific 
file. The format is similar for all tools and consists of a call to the tool via a 
predefined macro, a fixed set of parameters, a list of command line options, 
probably also via a macro, and the output filename. (The output file is specified 
on the command line so that the rebuilt file is always written to the directory that 
contains the source.) 



21.5.3 Delete rule 

The delete rule directs MAKE to remove all intermediate object files once the 
program has been built. It consists of a single labelled action string which invokes 
the host system 'delete file' command. Deletion is only performed if MAKE is 
subsequently invoked with the DELETE option. 

The delete rule is appended to the Makefile by specifying the imakef 'R' option. 
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21.5.4 Editing the Makefile 

Makefiles created by the imakef tool can be edited for specific requirements. 
For example, new macros can be added and new rules defined for compiling 
and linking code written in other languages. 

Adding options 

imakef generates action strings which have the minimunn of options for each 
tool, in most cases additional options are unnecessary or may be specified 
using compiler directives. To modify the set of default options for a particular 
tool simply edit the appropriate macro in the IVIakefile. 

For example, if the output of progress information is to be enabled for afl invo- 
cations of the compiler, the compiler 'i' option would be added to the OCOPT 
macro which defines the standard combination of options for invoking the com- 
piler Alternatively a new macro containing only the *I' option could be defined 
and added to each compiler action string, 

Re-running imakef 

Once the set of options have been changed in the macros, it is useful to retain 
this set of options when imakef is run again. For this reason, imakef will 
check for the existence of a previous Makefile. If one exists, it will re-use (in the 
new Makefile) the set of macro definitions from the old one, plus any additional 
text up lo a line marked "imakef cut". 



21.6 Library usage files 

Library usage files describe the dependencies of a library on other libraries or 
separately compiled code. They contain a list of files to which the library must 
be tinked before it can be run, and ensure that the correct linker commands are 
generated. Library usage files are only required when the source of the library 
is not available. 

Library usage files are given the same name as the library to which they relate, 
but with a -liu extension and are created using imakef. To create a library 
usage file, specify the library name and add the .liu extension. For example, 
the following command creates a library usage file for the library mylib, lib: 

imakef mylib. liu 
When imakef is used to create a library usage file no Makefile is generated. 
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21.7 Linker indirect files 

imakef will generate a linker indirect file for OCCam modules which require 
linking. The file is named after the target filename but is given an extension of 
the form . ixx. The file consists of a list of modules to be linked, as well as an 
iiKCLUDE statement which references a further linker indirect file, containing 
references to the appropriate compiler libraries, This latter type of linker indirect 
file is supplied with the toolset, (see section 19.3.2). imakef decides which 
compiler libraries will be required, from the extension of the linked object file to 
be generated and this determines which linker indirect file is included. 

Section 21.3.2 gives details of linker indirect files required when C modules are 
present. These indirect files have the extension ink. 

21.8 Error messages 

imakef generates error messages of severities Warning and Error. Messages 
are displayed in standard toolset format. 

Cannot have a makefile 

The file specified on the command line is not one for which imakef can 
generate a Makefile, imakef can only create Makefiles for object files 
and bootable files. 

Cannot open "filename" ireason 

The file specified as the output file cannot be opened for writing by the 
program, for the reason given. 

Cannot write linker command file 

The linker command file cannot be opened for writing by the program. 

Command line is invalid 

An incorrect command line was supplied to the program. Check the 
syntax of the command and try again. 

Error whilst reading 

A file system error has occurred whilst reading the source. 
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#IMPOHT references are illegal in configuration text 

At the given line number in the file there is a reference to the # IMPORT 
directive, which is illegal for configuration source. 

^INCLUDE may not reference a library 

Tfie # INCLUDE directive is being used to reference a file with the , lib 
extension. 

#INCLUDE may not reference binary files 

The #INCLUDE directive Is being used to reference a file containing 
compiled code. 

Incomplete compiler directive 

At the given line number in the file there is an invalid compiler directive. 

Library on PATH "pathname" also exists In the current directory 

A library with the specified name has been found on the current search 
path and in the current directory. 

Malloc failed 

The program has failed while trying to dynamically allocate memory for 
its own use. Try using a transputer board with more memory. If the 
program is being run on the host it may be possible to increase the 
memory available using host commands. 

Options are Incorrectly delimited 

The terminating bracket, which determines the options in a library build 
file, Is missing at the given line number. 

#SC references are illegal In configuration text 

At the given line number in the file there is a #sc directive, which Is illegal 
in configuration source code. 
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#5C, #USE may not reference source files 

The directives %SC and #USE cannot be used to reference Occam 
source code. 

Source file does not exist 

The referenced source file does not exist on the system. 
Target is not a derivable file 

The specified file cannot be generated by the toolset. 

Tree checking faiied - no output performed 

The tree of files has been found to be invalid and unusable for gener- 
ating Makefile. This message always follows a message indicating what 
is wrong with the tree. The most common reason for this error is the 
presence of cyclic references in the source. 

"filename" unknown/illegal file reference 

A compiler directive is attempting to reference the wrong type of file. 
Writing file 

An host system error occurred while the file was being written. 
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This chapter describes the host file server iserver which loads application 
programs onto transputer networks and provides runtime access to the host. 
{Information regarding server programs, supplied with other INMOS products, is 
given in the Delivery Manual that accompanies this release). 



22.1 Introduction 

The host file server iserver performs two functions; 

• Loads bootable programs onto transputer hardware 

• Provides the runtime environment which atlows the program to talk^o the 
host. 

At the application program level, all communication with the host file server is 
through the standard i/o libraries. The host file server provides an intermediate 
Interface through which the i/o Junctions can communicate with any of the sup- 
ported hosts. The interface is based on a fixed protocol and is impfemented 
by an underlying set of functions written in C. A description of the protocol and 
definitions of the functions can be found in part 2, appendix H. 

22.1.1 Loadable programs 

Before a program can be loaded onto a transputer network it must be compiled 
and linked. It may then be made bootable using the collector tool icollect. 
If no output file was specified when the program was built the loadable file will 
have a .btl file extension if the default extension is used. I( imakef has been 
used to build the program the fiie will have an extension of the form .hxx. For 
further details of the file extension system used by imakef see section 21 .2.2. 

22.2 Running the server 

To invoke the host file server use the following command line: 

p- iserver bootablefile {options} 

where: options is a Ifst of one or more options from table 22.1 . 
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Options must be preceded by '-' for UNIX based toolsets and V for 
MS-DOS and VMS based toolsets. 

Options may be entered in upper or lower case and can be given in 
any order on the command line. 

Options must be separated by spaces. 



If no arguments are given on the command line a help page is displayed giving 
the command syntax. 



Option 


Description 


SA 


Analyses the root transputer and peeks 8K of its memory. 


SB filename 


Loads the program contained in the specified file. 


SC filename 


Copies the specified file to the root transputer link. 


SE 


Terminates the server if the transputer error flag is set. 


SI 


Displays progress information as the program is loaded. 


SL name 


Specifies device name or link address. 


SP n 


Sets the number of KBytes of memory peeked on Analyse. 


SR 


Resets the root transputer and subsystem on the iink. 


ss 


Serves the link, that is, starts up the runtime server environ- 




ment that enables programs to communicate with the host. 


*SB filename' is equivalent to SR SS Si SC filename. 



Table 22.1 iserver options 

22.2.1 Examptes of use 
UNIX based toolsets: 

oc simple 

iiink simple.tco hostio.Iib -f occama.tnk 

icollect simple Aku -t 

iserver -se -sb simple. btl 
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MS-DOSA/MS based toolsets: 

oc simple 

ifink simpleJco hostio.lib /f occama.Ink 

{collect simple.Iku /t 

iserver /se /sb simple, btl 

In this example iserver is instructed to load the bootable file simple. btl 
and lo terminate on error. The example also shows the steps for compiling, 
linking and booting the program. 



22.2.2 Supplying parameters to the program 

Any text supplied on the command line that cannot be interpreted as a server 
option is passed to the program as a parameter, iserver option strings should 
not be used as program parameters. 

It is recommended that all two-letter options beginning with 'S' are reserved. 



22.2.3 Checking and clearing the network 

On transputer boards the network can be checked and reset using a network 
check program such as ispy. 

The ispy program is provided as part of the board support software for INWOS 
iq systems products. These products are available separately through your local 
INMOS distributor. 

An alternative to using a network check program to clear the netwoii^ is to load 
a dummy process onto each processor. In the act of loading the process code 
the error flag is cleared. This method is described in section 14.3.6. 



22.2.4 Terminating the server 

To terminate the server press the ISERVER internjpt key. The iserver inter- 
rupt key is the same as the standard host systenn BREAK key. 

When the interrupt key is pressed the program does not abort immediately but 
provides the following options: 

Cx)exit, (s)hell, or (c) ontinue? 

To confirm your intention to abort the program type 'x' or press [returnj . which 
terminates the server. 
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To suspend the server in order to resume the program later, type 's* for shell. 

Note: On some systems the shell option may require a host environment vari- 
able. For further information see the Delivery Manual that accompanies the 
release. 

To cancel the interrupt and continue running the program, type 'c'. 



22.2.5 Options to use when loading the program 

The name of the file containing the program to be loaded is specified using either 
the 'SC or the 'SB' option and must be followed by a filename. The 'SB' option 
has the same effect as specifying the foilowing combination of options: 'SC SI 

SR SS\ 

For programs which communicate via the host file server the 'SS' option mustbe 
specified in order to start up the host communications environment. When the 
program has been loaded the server provides runtime access to host services. 

To load a program onto a board without resetting the root transputer, use the 
'SC option. This should only be done if the transputer has already been reset, 
or has a resident program that can interpret the file. To reset the transputer 
subsystem before loading the program use the 'SR' or 'SB' options- 

To terminate the server immediately after loading the program use the 'SR' and 
'SC options together. This combination of options resets the transputer, loads 
the program onto the board, and terminates. 

To load a board in analyse mode, for example when you wish to use the debugger 
to examine the program's execution, use the 'SA' option to dump the first 8 Kbytes 
of the transputer's memory (starting from MOSTNEG INT). The data is stored 
in an internal buffer which is read by the idump tool when programs are to be 
debugged that use the root transputer. 



22.2.6 Specifying a link address - option SL 

The server contains a default address or device name for communicating with 
boot from link boards. The address or name can be changed by specifying 
the 'SL' option followed by the new value. Addresses can be given as decimal 
numbers, or in hexadecimal format by prefixing the number with '#'. 



72TDS275 02 March 1991 



22.3 Server functions 423 

The default address is overridden by the value of host environment variable 
TRANSPUTER, if this variable has been set on the system. The address or 
name defined by this variable is itself overridden by Qny address or name given 
after the 'SL' option. 



22.2.7 Terminating on error - option SE 

When debugging programs it is usefuf to force the server to terminate when the 
subsystem's error flag is set. To do ti^is use the 'SE' option. The error flag of a 
transputer is normally set by a program fault. 



22.3 Server functions 

This section describes the basic set of server functions. All versions of the 
iserver will support these functions, enabling bootable transputer programs 
to be used with any version of the toolset. 

These functions are not intended for direct use by applications programmers. 
They are briefly described here for programmers who wish to implement a server 
on a new host, or to add new facilities to the existing server. Details of the 
functions can be found in part 2, appendix H. 

The functions are divided into three groups: 

1 File system commands 

2 Host environment commands 

3 Server controf commands 

Commands in each group are summarised in the following tables. 
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File system commands 



Command 


Description 


Fop en 


Opens a file, and returns a stream identifier. 


Fclose 


Closes a file. 


FGetBJock 


Reads a block of data, in bytes, with status return. 


FPutBlock 


Writes a block of data, in bytes, witli status return. 


Fread 


Reads a data block, in bytes. 


Fwrite 


Writes a data block, in bytes. 


Fgets 


Reads a line from an open stream. 


Fputs 


Writes a line to an open stream. 


Fflush 


Flushes an open stream to the destination device. 


Fseek 


Resets the file position. 


Ftefl 


Returns the current file position. 


Feof 


Tests for end-of-file. 


Ferror 


Returns error status of a given stream. 


Isatty 


Determines if a stream is a terminal. 


Remove 


Deletes a tile. 


Rename 


Renames a file. 



Host environment commands 



Command 


Description 


Getkey 


Reads a character from the keyboard. 




Pollkey 


PoJIs the keyboard- 




Getenv 


Retrieves a host environment variable. 




Time 


Returns iocal and universal time. 




System 


Runs a command on the host system. 
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Server control commands 



Command 


Description 


Exit 


Terminates the server. 


CommandLine 


Retrieves the server invocation command line. 


Core 


Retrieves the contents of a peeked transputer's memory. 


Version 


Retrieves revision data about the server. 


MSDOS 


Periorms an MS-DOS specific operation. 
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22.4 Error messages 

Aborted by user 

This message is displayed when the program is interrupted by pressing 
the BREAK key (Ctrl-C or Ctri-Break). 

Bad link specification 

The link name is invalid. 

Boot filename is too long, maximum size is number chatacXers 

The specified filename was too long, number is the maximum sfze for 
filenames. 

Cannot find boot file filename 

The server cannot open the specified file. 

Command line too long (at string) 

The maximum permissible command line length has been exceeded. The 
overflow occurred at string. 

Copy filename is too long, maximum size is num/^er ctiaracters 

The specified filename was too long, number \s the maximum size for 

filenames. 

Error flag raised by transputer 

The program has set the error flag on the transputer. Use idebug to 
debug the program. 

Expected a filename after -SB option 

The 'SB' option requires the name of a file io load. 
Expected a filename after -5C option 

The 'SC* option requires the name of a fife to load. 
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Expected a name after -SL option 

The 'SL' option requires a linl< name or address. 
Expected a number after -SP option 

The 'SP' option requires the number of Kbytes So peel^. 

Failed to allocate CoreDump buffer 

Tine SGrver was unable to allocate enougli memory to copy the requested 
amount of transputer memory. 

Failed to analyse root transputer 

The link driver could not analyse the transputer 
Failed to reset root transputer 

The link driver could not reset the transputer. 
Link name Is too long, maximum size is number ct\aracX&rs 

The specified name was too long, numberis the maximum length. 

Protocol error, message 

incorrect protocol on the link. This can happen If there is a hardware 
fault, or if an incorrect version of the server is used. 

message can be any of the following: 

got number bytes at start of a transaction 

packet size is too large 

read nonsense from the link 

timed out getting a further dataname 

timed out sending reply message 

For more information about server protocols see part 2, appendix H. 
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Reset and ana[yse are incompatible 

Reset and analyse options cannot be used together. 
Timed out peeking word number 

The server was unable to analyse the transputer. 
Transputer error flag has been set 

The program has set the error flag. Debug the program. 

ijnable to access a transputer 

The server was unable to gain access to a link. This occurs when the 
link address or device name, specified either with the SL option or the 
TRANSPUTER environment variable, is incorrect. 

Unable to free transputer iink 

The server was unable to free the link resource because of a host error. 
The reason for the error will be host dependent. 

Unable to get request from link 

The server tailed to get a packet from the transputer. This error indicates 
some general failure. 

Unable to write byte number io the boot link 

The transputer did not accept the file for loading. This can occur if the 
transputer was not reset or because the file was corrupted or in incorrect 
format, or the network does not match that defined to the configurer. 
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This chapter describes the T425 simulator tool isim that allows programs to be 
run and tested without T425 transputer hardware. The chapter explains how to 
invoke the tool and describes the simulator commands that allow the simulated 
program to be debugged interactively. 



23.1 Introduction 

The simulator can run any transputer program that would run on a single IMS 
T425 mounted on a normal transputer evaluation board and supported by a host 
running iserver. No transputer hardware is required unless you have an MS- 
DOS host, in which case isim does requires a 32-bit transputer processor. This 
is due to the memory requirements of isim. 

Because the simulator runs the same code that would be loaded onto a real 
transputer, any program that runs satisfactorily in the simulator will run on an 
IMS T425. Because all 32-bit transputers are compatible at the source level, the 
same program can also be run on any IMS 32-bit processor after recompiling 
for the correct processor type. 

The simulator also provides a reduced set of debugging facilities similar to those 
of the debugger Monitor page. Additional features provided by the simulator are 
the ability to set break points at simulated transputer addresses and to single 
step the program. The program should be loaded into memory (using the [g], |j1 
or [p] commands} before breakpoint debugging facilities are used. This ensures 
that breakpoints are not oven/i/ritten during the booting phase. 

The simulator can also be used to familiarise new users with transputers and 
transputer programming and as a teaching aid. 



23.2 Running the simulator 

To run the simulator use the following command line: 

► isim filename [programparameters] {options} 
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where: filename is the program bootable file. 

programparameters is a list of parameters to the program. The list of 
parameters may follow the isim option N and parameters must be sep- 
arated by spaces. See section 23-2.1 . 

options is a list of isixn options from Table 23.1 . 



Options must be preceded by '-' for UNIX based toolsets and 7' for 
MS-DOS and VMS based toolsets. 

Options may be entered in upper or lower case and can be given in 
any order on the command line. 

Options must be separated by spaces. 



If no arguments are given on the command line a help page Is dispiayed giving 
the command syntax. 



23.2.1 Passing In parameters to the program 

Program parameters can be passed to programs which are simulated on any 
host. Parameter passing is equivalent to running a transputer bootable program 
using iserver. 

isim wiil normally parse the command line and any options it recognises as its 
own will not be passed to the user program. In cases where options are required 
for a user program which clash with one of the isim options the *N' option can 
be used. After the 'N' option isim ceases parsing the command line for its own 
options; the remainder of the command line is simpley passed through to the 
user program. 



23.2.2 Example of use 

isim simple, btl 

This invokes the simulator on the program nanned "Simple". 

When first invoked the simulator enters the debugging environment. To start the 
program invoke the 'G' command. The program runs untii it completes success- 
fuliy, a njntime error occurs, or a break point is reached. 

If an error occurs the processor halts, the error flag is set, and the program can 
be debugged using commands to examine memory and registers. 
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Option 



Description 



BQ 

BV 

I 
L 
N 

XM 

XO 



Batch mode operation. The simulator runs in line mode i.e. full 
display data is not provided. Commands are read in from the input 
stream e.g. the keyboard and executed. The commands are not 
echoed to the output stream e.g. the display screen, as they are 
executed. 

Batch Quiet mode. The simulator automaticaily executes the pro- 
gram specified on the command line and then terminates, if an 
error occurs, the appropriate message will be displayed. The de- 
bugging facilities of the simulator are not available in this mode. 

Batch Verify mode. Similar to batch mode, except that the com- 
mands and prompts displayed when running the simulator in inter- 
active mode are echoed to the output stream e.g. the display. 
Displays information about the simulator as it runs. 
Loads the tool onto the transputer board and terminates. 
No more options for the simulator. Any options entered after this 
option will be assumed to be program parameters to be passed to 
the program running on the simulator. 

Directs the transputer-hosted versions of the tool to be executed 
so that they can be restarted without rebooting by the server. 
Directs the transputer-hosted versions of the toot to be executed 
once on the transputer board and then terminate. 



Table 23.1 isim options 



23.2.3 ITERMfile 



Like the debugger, the simulator reads the ITERMfile to determine how to control 
the terminal screen and to map a few simulator commands. The ITERMfile must 
be defined in the host environment variable iterm. 



23,3 Monitor page display 

The simulator Monitor page is similar to that of the debugger, which is described 
in chapter 14. Data displayed at the simulator Monitor page includes the follow- 
ing: 
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iptr Contents of instruction pointer (address of the next in- 

struction to be executed). 

Wptr Contents of workspace pointer 

Error Status of error flag. 

Halt On Error Status of halt on error flag. 

Fptrl Pointer to the front of the low priority active process 

queue. If 'jump 0' breaks are enabled the letter B is dis- 
played after the pointer value. 

Bptrl Pointer to the back of the !ow priority active process 

queue. 

FptrO Pointer to the front of the high priority active process 

queue. 

BptrO Pointer to the back of the high priority active process 

queue. 
TPtrl Pointer to the low priority timer queue. If the timer is 

disabled the letter X is displayed after the pointer value. 
TPtrO Pointer to the high priority timer queue. 

If wptr contains the most negative address value, it will be described as 'invalid'. 
This normally means that no process is executing in the simulator (for example, 
the program may have become deadlocked). 

The Monitor page also displays the last instruction executed, a summary of 
Monitor page commands, and, if an error has occurred, the cause of the error. 



23.4 Simulator commands 

All simulator commands are given at the Monitor page. Many of the commands 
are similar to those of the debugger Monitor page, however, there are a number 
of implementation differences. Full descriptions of the commands are given in 
the following sections. 
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23.4.1 Specifying numerical parameters 

Some simulator commands require numerical parameters, such as addresses. 
These car^ be specified as simple expressions in decimal or hexadecimal format. 
Expressions can be the sum of two expressions, the result of subtracting one 
expression from another, or constants. Constants that can be specified: Areg, 
Breg, Creg, iptr, wptr, decimal constants, hexadecimal constants, or ab- 
breviated hexadecimal constants. Hexadecimal constants are specified using the 
prefix #. Abbreviated hex constants can be created by prefixing the sequence 
of hex digits with *%' which assumes the hexadecimal prefix '8000. . . /, For 
example, the hex number '8000F8A' can be specified in the abbreviated form 
'%F8A'. 



23.4.2 Commands mapped by ITERM 

Several commands for controlling the display are mapped to specific keys by the 
ITERM file. The keys to use lor these commands can be found by consulting 
the keyboard layouts supplied in the Delivery Manual. 
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Simulator debugging commands are listed in the following tables. 



Key 


Meaning 


Description 


A 


ASCII 


Displays a portion of memory in ASCIL 


B 


Break points 


Breakpoint menu. 


D 


Disassemble 


Displays transputer instructions at a specified 
area of memory. 


G 


Go 


Runs (or resumes) the program. 


H 


Hex 


Displays a portion of memory in hexadecimal. 


1 


Inspect 


Displays a portion of memory in any OCCam type. 


J 


Jump into program 


Runs (or resumes) the program. Same as G, 


L 


Links 


Displays iptr and Wdesc for processes waiting 
for input or output on a Eink, or for a signal on the 
Event pin. 


M 


Memory map 


This option is not supported tor the current 
toolset. 


N 


Create dump file 


Creates a core dump file. 


P 


Program boot 


Simulates a program 'boot' onto the transputer. 


Q 


Quit 


Quits the simulator. 


R 


Run queue 


Displays Iptr and Wdesc for processes on the 
high or low priority active process queues. 


S 


Single step 


Executes the next transputer instruction. 


T 


Timer queue 


Displays iptr and Wdesc and wake-up times 
for processes on the high or low priority timer 
queues. 


U 


Assign register 


Assigns a value to a register. 


? 


Help 


Displays help information. 



Key 


Meaning 


Description 


[HELPi a 


Help 


Displays help information. 


IREFRESHJ B 


Refresh 


Redraws the screen. 


IFINISHJ It 


Quit 


Quits the simulator. 


m 




Scrolls the current display. 


i For key bindings see Delivery Manual. See also section 23.4.2. 
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[a] - ASCII 

This command displays a segment of transputer memory in ASCII format, starting 
at a specific address, if no address is given the default address wptr is used. 
Specify a start address after the prompt: 

(Start address (Wptr}) ? 



Either press [return] to accept the default address, or enter the desired address, 
The address can be entered as a decimal number, a hexadecimal number pre- 
ceded by '#', or the short form '%h. , ,h'. 

The memory is displayed in blocks of 13 rows of 32 ASCII bytes, each row 
preceded by an absolute address in hexadecimal. Bytes are ordered from left to 
right in each row. Unprintable characters are substituted by a full stop. 

[lit Et IPAGE upj , [PAGE DOWN ] keys can be used to scroll the display. 



[bJ- Breakpoints 

Sets, displays, and cancels break points at specified memory locations or proce- 
dure calls. The program should be loaded into memory (using the [g], [j]or[p] 
commands) before this command is used to set breakpoints, (The [d[ command 
may also be used prior to this command, to determine where to set breakpoints). 

The command displays the Breakpoint Options Page: 
Breakpoint Options Page 

1) Set breakpoint at Address 

2) Display breakpoints 

3) Cancel breakpoint at Address 

Select Option? 

Options are selected by entering one of the single digit commands. The following 
prompts are displayed depending on the command selection: 

command prompt 

1 (break address) ? 

3 (break address (ALL) ) 

Pressing jreturnI with no typed input in response to command 1 cancels the 
option; in response to command 3, it causes all breakpoints to be cancelled. 
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After each breakpoint command the user is returned to the simulator command 
prompt. 

[d] - Disassemble 

The Disassemble command disassembles memory into transputer insiructions. 
Specify an address at which to start disassembly after the prompt: 

(Start address (Iptr) ) ? 

Either press [return] to accept the default address, or enter the desired address. 
The address can be entered as a decimal number, a hexadecimal number pre- 
ceded by '#', or the short form '%h. . .h\ 

The memory is displayed in batches of thirteen transputer instructions, starting 
with the instruction at the specified address. If the specified address is within 
an instnjction, the disassembly begins at the start of that instruction. Where the 
preceding code is data ending with a transputer 'pf ix" or *nf ix' instruction, 
disassembly begins at the start of the pf ix or n£ix code. 

Each instruction is displayed on a single line preceded by the address corre- 
sponding to the first byte of the instruction. The disassembly is a direct transla- 
tion of memory contents into instructions; it neither inserts labels, nor provides 
symbolic operands. 

IT] [J] IPAGE UPl IPAGE down] keys can be used to scroll the display. 

[g]-Go 

Starts the program, or continues njnning the program after a breakpoint or error 
has been encountered. The program will njn until it completes successfully, sets 
the error flag, or reaches a break point. 

To start the program, specify a break point address after the following prompt 
and press ireturni : 

(break point address) 



The default is not to set a break point. 
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[H]-Hex 

The Hex command displays memory in hexadecima]. Specify the start address 
after the prompt: 

(Start address (Wptr) ? 

Press IRETURNI to accept the default address, or enter the desired address. The 
address can be entered as a decimal number, a hexadecimal r^umber preceded 
by '#'. or the short form '%h. . .h\ If the specified start address is within a word, 
the start address is aligned to the start of that word. 

The memory is displayed as rows of words in hexadecimal format. Each row 
contains four words of eight hekadecimal digits^ with the most significant byte 
first. 

Words are ordered Jeft to right in the row starting from the lowest address. The 
word specified by the start address is the top leftmost word ol the display. 

The address at the start of each line is an absolute address displayed in hex- 
adecimal format. 

Ul - Inspect 

The Inspect command can be used to inspect the contents of an entire array. 

Specify a start address after the prompt: 

(Start address (Wptr)) ? 

Either press IreturnI to accept the default address, or enterthe desired address. 
The address can be entered as a decimal number, a hexadecimal number pre- 
ceded by '#', or the short form '%h. . .h\ 
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When a start address has been given, the following prompt is displayed: 

Typed memory dump 

" ASCII 

1 - INT 

2 - BYTE 

3 - BOOL 

4 - INT16 

5 - INT32 

6 - INT64 (Not implemented) 

7 - REAL32 (Not implemented) 

8 - REAL64 (Not implemented) 

9 - CHAN 

Which Occam type ? 

Give the number corresponding to the type you wish to display or press IreturnI 
to accept the default type. Initially the default wi[! be hex; for subsequent use 
of the command the default takes the value of the last selected type. 

ASCII arrays are displayed in the format used by the Monitor page command 
'ASCir. other types are displayed both in their normal representation and hex- 
adecimal format. 

The memory is displayed as thirteen rows of data. The address at the start 
of each line is an absolute address displayed as a hexadecimal number. The 
element specified by the start address is on the lop row of the display. 

Start addresses are aligned to the nearest valid boundary for the type, that is: 
BYTE and BOOL to the nearest byte; INT16 to the nearest even byte; int, 
INT32 and CHAN to the nearest word. 

[J]- Jump into program 

Same as |g] - starts or continues running the program. 
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\l\ - Links 

Displays information about simulated links. 

The Links command displays the instruction pointer iptr, workspace descriptor 
Wdesc and priority, oftlie processes waiting forcomn:iunication on a link, or for a 
signal on the Event pin. ]f no process is waiting, the link is described as 'Empty'. 
Link connections on the processor, and the link from which the processor was 
booted are also displayed. 

The format of the display Is similar to the following: 

(Lo) 



Link out Iptr: #80000256 


Wdesc: 


#80000091 


Link 1 out Empty 






Link 2 out Empty 






Link 3 out Empty 






Link in Empty 






Link 1 in Empty 






Link 2 in Empty 






Link 3 in Empty 







Link connected to Host 
Links 1, 2, 3 not connected 

Booted from link 

[m] - Memory map 

This option is not applicable to the current version of isim, If used the following 
message will be displayed: 

Memory Map Invalid 

[n] - Create dump file 

Creates a core dump file from which the program can be debugged off-line. 
The name of the file and the number of bytes to write must be specified. A 
fJEe extension is not required and should not be specified. The dump file Is 
automatically given the .dmp extension. 
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[p] - Program boot 

Loads the program into transputer memory ('boots the program') so that debug- 
ging can start at beginning of the application program without stepping tiirough 
bootstrap loading code. The program is loaded into memory but is not auto- 
matically run. This command can only be used prior to executing any other 
instructions. 

[q] - Quit 

Quits the simulator, and returns to the host operating system. 

[W]- Run queue 

This command displays iptrs and wdescs tor processes waiting on the proces- 
sor's active process queues. If both high and low priority front process queues 
are empty, the following message is displayed: 

Both process queues are empty 

If neither queue Is empty, you are required to specify the queue: 

High or low priority process queue ? <H, L) 

Type 'H' or 'L' as required. If only one queue is empty isim displays the non- 
empty queue, 

The screen display is paged. To view other processes scroll the display us- 
ing the [CURSOR UPL [CURSOR doWn| . IlineupN ilinedowni . jpageupi . and 
I PAGE Dowisil keys. 

[si - Single step transputer instruction 

This comnnand executes the transputer instruction pointed to by Iptr. By re- 
peating the command the user may single step through the program, observing 
the changes to the process queues and registers, as the display is updated. 

[t] - Timer queue 

This command displays iptrs, wdescs, and wake-up times for processes wait- 
ing on the processor's timer queues. Prompts and displays are similar to those 
for the Run queue command. 
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[u1- Assign 

Assigns a value to a register, Iptr or wptr. To assign a value, specify the 
register by name (abbreviations are permined), and give a value to be assigned 
to the register. This enables the program to be re-run (using [g] or [J| ) with 
alternative vaiues in the registers, 

\?} - Help 

Lists the available simulator commands. 



I HELP I - Help 

Lists the available simulator commands. 



REFRESH^ -Refresh 



Refreshes the screen. 



FINISH -Quit 



Quits the simulator, and returns to the host operating system. 

\J], \J}, IPAGE UPf . and IPAGE downI keys may be used to scroll the display. 

23.5 Batch mode operation 

isim can be run in batch mode by setting up the environment variable 
ISIMBATCH. If this variable is defined on the system isim automatrcally selects 
batch mode operation. 



23.5.1 Setting up isimbatch 

ISIMSATCH is set up on the system as an environment variable using the 
appropriate command for your host system. 

VERIFY and NOVERIFY modes which enable and disable the output of input 
commands and user responses are defined by setting a value for ISIMBATCE. 
In MS-DOS the command to use is the set command. For example: 

C:\ set ISIMBATCH=VERlFy 
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C:\ set lSlMBAa'CH=NOVERIFY 

In UNIX the equivalent command is setenv and on VMS systems the command 
to use is define. Details of liow to use these commands can be found in the 
user documentation for your system. 



23.5.2 Input command files 

In batch mode isim is driven from a command script containing simulator com- 
mands and responses to prompts. All prompts by isim must be followed by a 
valid response. 



23.5.3 Output 

Output can be written to a log file or displayed at the terminal. Input and output 
streams can be assigned to files or the user's terminal by commands an the 
host. 

isim can be set up to operate in VERIFY or NOVERIFY mode by setting a dif- 
ferent values for ISIMBATCH. In VERIFY mode all prompts and user responses 
are included in the output. 



23,5.4 Batch mode commands 

Batch mode simulator commands 'A' through 'u' are the same as the interactive 
commands. Two additional commands generate special batch mode output: 



Key 


Meaning 


Description 


J 


Query state 


Displays values of registers and queue pointers. 


. 


Where 


Displays next Iptr and transputer instnjction. 



[?] - Query state 

Displays information about the processor state, Including current values of reg- 
isters, queue pointers, and error flag status. For example: 

Processor state 
Iptr #80000070 

Wptr #800000C8 

Areg #80000070 

Breg #80000008 

Creg #80000010 
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Error Clear 

Halt on Error Set 

Fptrl (Low #00000000 

Bptrl queue) #00000000 

FptrO (High #00000000 

BptrO q^ieue) #00000000 

Tptrl (timer #2D2D2D2D 

TptrO (queues #2D2D2D2D 

rn - Where 

Displays the iptr of the next instruction to execute and a disassembly of that 
instnjction. For example: 



Iptr #80000070. Low Priority, Next Instruction : ajw 
42 - #2A 



23.6 Error messages 

Cannot open bootflle ^filename' 

The file containing the code to be run could not be opened or could not 
be found. 

Environment variable 'IBOARDSIZE' does not exist 

Board memory size must be specified to the system using the the host en- 
vironment variable iboardsize. Details of how to set up iboardsize 
on your system can be found in the Delivery Manual, 

Environment variable 1TERM' not set up 

The ITERM definition file for the simulator function keys nnust be specified 
in the iteem host environment variable. 

IBOARDSIZE is too small (at least number byXes required) 

The simulator requires a minimum memory size in order to run correctly. 
Modify the iboardsize variable and retry the program. 
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tTERM error 

Iterm initialisation has failed 

The iTERM file for setting up the terminai codes is invalid. fTERM error 
describes the fault in ihe file. 

Simulator terminated: Error fiag set - message 

Simulator messages may be output when the simulator halts (i.e. as an 
error condition). 

rrtessage can be one of: 

arithmetic overflow 
arithmetic underflow 
long oveflow 
subscript out of range 
count out of range 
check single 
check word 
arithmetic exception 
floating point error 

Simulator terminated: message 

Simulator messages may be output when the simulator halts, due to an 
invalid operation within the program being simulated. 

message can be one of: 

attempt made to input from non-existent hard channel 

Attempt to input from output linS<. 
attempt made to output to non-existent hard channel 

Attempt to output to input link. 
attempt to output to unattached hard channel 

Attempt to output on unattached link. 
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attempt to read illegal memory byte at hhhhhhhh 

The memory address specified is invalid (not witliin IBOARD- 
SIZE). 

attempt to read illegal memory word at hhhhhhhh 

Invalid memory address or attempt to access non word aligned. 
attempt to set Illegal memory byte pointer 

Invalid memory address (not within IBOARDSIZE). 
attempt to set Illegal memory word pointer 

Invalid memory address or attempt to access non word aligned. 
attempt to write illegal memory byte at hhhhhhhh 

Invalid memory address (not within IBOARDSIZE), 
attempt to write Illegal memory word at hhhhhhhh 

Invalid memory address or attempt to access non word aligned. 

high priority process restored from save area 

A swapped out low priority process has been written over during 
an interrupt. 

Illegal operand (nnn) to operate command 

An attempt has been made to execute invalid instruction for the 
T425. 

inputting iserver packet larger than expected 

Illegal ISERVER protocol packet on input, 
input from iserver when Iserver outputting 

ISERVER packet input before leading output sent. 
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output [server packet larger than expected 

fllegai ISERVER protocol packet on output. 
output to iserver when iserver inputting 

ISERVER packet output before response to last output received. 
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This chapter describes the skip loader tool that allows programs to be loaded 
onto transpuler networks overthe root transputer. The tool sets up adatatransfer 
protocol on the root transputer that allows programs running on the rest of the 
network to communicate directly with the host. 



24.1 Introduction 

The skip tool iskip prepares a network to load a program over the root trans- 
puter by setting up a transparent route-through process on the root transputer to 
transfer data from the application program running on the target network to and 
from the host computer. A subsequent call to iserver loads the program onto 
the network connected to the root transputer, but does not use the root trans- 
puter as part of the network. The root transputer is in effect rendered transparent 
to the rest of the network. The route-through process uses a simple protocol that 
transfers data byte by byte between the program and the host. 

After iskip has been invoked to set up the data link across the root transputer, 
the program can be loaded down the host link using iserver. 

iskip can be used to skip any number of processors and load a program into 
any part of a network, see section 24.2.2. 

iskip itself nnay only be executed on 32 bit transputers although It may be 
used to reach both 16 and 32 bit transputers for target program execution. 



24.1.1 Uses of the skip tool 

The skip tool has two main uses : 

1 To allow programs configured for specific arrangements of transputers 
to be loaded onto the target network without using the root transputer 
to njn the program. The root transputer helps to load the program onto 
the network and subsequentiy provides a route-through process which 
transfers data from the application program to the host. 

Example of boards supplied by INIVIOS that can be used to skip load 
programs are the IMS B004 PC add-in board, which contains a single 
IMS T414 transputer, and the IMS BOOS PC motherboard fitted with a 
TRAM in slot zero to act as the root transputer. Other slots on the 
motherboard can be used to accommodate the target network. 
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2 Programs configured for a network that normally incorporates the root 
transputer can be debugged without having to use idump to save root 
transputer's memory to disk. Programs can be loaded into the network 
connected to the root transputer and the debugger can safely njn on 
the root transputer without overwriting the program. The external net- 
work must have the correct number and arrangement of processors and 
memory for the program to be loaded. 

This can make debugging transputer programs easier when an extra 
transputer is available. 



24.2 Running the skip tool 

To invoke the iskip tool use the following command line: 

► iskip linknumber { options } 

where; Unknumbens the link on the root transputer to which the target transputer 
network is connected. 

options is a list, in any order, of one or more options from table 24.1 , 



Options must be preceded by '- for UNIX based toolsets and 7' for 
MS-DOS and VMS based toolsets. 

Options can be entered in upper or lower case and can be given in 
any order on the command line. 

Options must be separated by spaces. 



If no arguments are given on the command line a help page is displayed giving 
the command syntax. 



Option 



Description 



Directs iskip to monitor the subsystem error status and termi- 
nates when it becomes set. 

Reset subsystem. Resets all transputers connected downstream 
of link linknumber. Does not reset the root transputer. 

Displays detailed progress information as the tool loads. 



Table 24.1 iskip options 
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24.2.1 Skipping a single transputer 

This example illustrates how to use iskip to skip over the root transputer for 
the example network shown in figure 24.1 . 
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Figure 24.1 Skipping a single transputer 



Subsystem wired down 

iskip 2 -r 
iskip 2 /r 



(UNIX based toolsets) 
(MS-DOS/VMS based toolsets) 



In this example iskip is invoked for a network where the subsystem is wired 
down (see section 14,4.1). The network is prepared to load the program over 
the root transputer, which Is connected So the network via link 2; the 'r' option 
resets the target network. 



Subsystem wired subs 



iskip 2 
iskip 2 



-r 
/r 



-e 



(UNIX based toolsets) 
(MS-DOSA/MS based toolsets) 



In this example iskip is invoked for a network where the subsystem is wired 
subs (see section 14.4.1). The 'e' option has been added to the example, to 
direct iskip lo monitor the subsystem error status, see section 24,2.4. 



24.2.2 Skipping multiple transputers 

This example illustrates how to use iskip to skip over two transputers (starting 
with the root transputer) for the example network shown in figure 24.2 

Normally iskip is invoked via its driver program; this resets the root trans- 
puter and loads the transputer bootable image iskip. btl onto the transputer 
(essentially it performs an iserver -se -sb iskip. btl operation). 
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Figure 24.2 Skipping over two transputers 

Note: because the root transputer is reset, running iskip twice in succession 
will not achieve any more than njnning iskip once; the second invocation will 
reset the first and load iskip onto the root transputer. 

In order to si^ip over more than one transputer, iskip must be loaded onto 
subsequent transputers by a 'different' method that does not involve resetting 
the root transputer. This is best illustrated by an example as shown belov,/ {for 
a networl< wired subs): 



iskip 2 
iserver 



-r -e 
-se -ss 



-sc iskip. btl 



(UNIX based toolsets) 



i^kip 2 /r /e (MS-DOSA/MS based toolsets) 

iserver /se /ss /sc iskip, btl 

iskip. btl is the transputer bootable component of iskip. it may be found 
in the itools directory of this toolset release. For details of toolset directories 
see the delivery manual supplied with this toolset. 



24.2.3 Loading a program 

Once iskip has been invoked to prepare the network, the program is loaded 
by invoking iserver with the 'SE', 'SS' and 'SC options, iserver must be 
invoked with the 'SE' option if the error flag is required to be monitored. This 
applies whether the iskip 'e' option is used or not. For example: 

iserver -se -ss -sc myprog.btl (UNIX based toolsets) 
iserver /se /ss /sc myprog.btl (MS-DOSA/MS based toolsets) 

Note: After using the skip tool the root transputer must nof be reset or analysed, 
that is. iserver must not be invoked with the 'SR', 'SB', or 'SA' options, while 
iskip is required to njn. 
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24.2.4 Monitoring the error status - option E 

The iskip 'E' option should onty be used when the sub-network is connected 
to the Subsystem port of the root transputer i.e. 'wired subs'. When the sub- 
network is connected to the Down port on the root transputer i.e. 'wired Down\ 
the 'E' option must not be used. (For further information about subsystem wiring 
see section 6.4). 

The 'E' option instructs iskip to monitor the subsystem error status and termi- 
nate when it becomes set. When it terminates it sets its own en^or flag in order 
that the server may detect that an error in the subsystem has occured. This 
allows the program to be debugged. 

If the subsystem error status is not properly monitored when the program is 
run, the server may become suspended when a program error occurs, in these 
circumstances the server can be terminated using the host system BREAK key. 

Note: There is a delay of one second after iskip is invoked with the 'E' option 
before monitoring of the subsystem error status begins; if the program tails before 
this the sen/er may not terminate correctly and the host system BREAK key 
should be used. 



24.2.5 Clearing the error flag 

If either iskip or iserver detect that the error flag is set Immediately a 
program starts executing it is likely that the network consists of more processors 
than are currently being used and that one or more of the unused processors 
has its error flag set. 

On transputer boards the network may be reset using network check programs 
such as ispy which clear all error flags. 

The ispy program is provided as part of the board support software for INMOS 
/q systems products. These products are available separately through your local 
INMOS distributor. 

An alternative to using a network check program to dear the network is to load 
a dummy process onto each processor. In the act of loading the process code 
the error flag is cleared. This method is described in section 14.3.6. 
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24.3 Error messages 

This section lists error messages that can be generated by the skip tool. 
Called jrtcorrectly 

Command line error. Check command line syntax and retry. 
Cannot read server's command line 

Syntax error. Retry the command. 
Duplicate option: option 

option was supplied more than once on the command line. 
No filename supplied 

No filename was supplied on the command line. 
This option must be followed by a parameter: option 

The option specified requires a parameter. Check syntax and retry. 
Unknown option: option 

The specified Option is invalid. Check option list and retry. 

You must specify a Knk number (0 to 3) 

A link number is required. Specify the number of the root transputer link 
to which the network is connected. If you specify the host link an error is 
reported. 
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This chapter describes the Occam 2 compiler oc, It describes the command 
line syntax and its options, explains about error modes, transputer targets and 
separately compiled units, and describes the compiler directives in detail. The 
implementation of channels, which has changed from the previous release of the 
compiler, in the \MS D705/D605/D505 products, is also discussed. The chapter 
ends with a description of how usage and alias checking is implemented and a 
Ifst of error messages. 

The compiler implements certain extensions to the language e.g. retyping 
channels and channel constructors. These extensions are described in chapter 
10 together with facilities for low level programming and dynamic code load- 
ing. More detailed information which describes how Occam is implemented on 
the transputer is given in part 2 appendix D. The appendix describes how the 
compiler allocates nnemory and gives details of type mapping, hardware depen- 
dencies and language. 



25.1 Introduction 

The toolset compiler implements the Occam 2 language targetting to IMS T400, 
T414, T425, T800, T801, T805 and T2 series transputers. For a full description 
and formal definition of the Occam 2 language see the 'Occam 2 Reference 
Manual'. 

Each compilation of a program must be targetted at a specific transputer type or 
class, in one of three execution error modes and with interactive debugging either 
enabled or disabled. The selection or not of interactive debugging determines 
the method of channel input/output used by the compiler. All components of a 
program to be run on the same transputer must be compiled for compatible target 
processors, error modes, and method of channel i/o. The compiler provides 
comprehensive error message information. 

Six directives, extensions to standard Occam, are recognised by the Occam 2 
compiler. These are #us£, #include, #import, #option, #comment and 
#PRAGMA. Compiler directives are described in section 25.10. 

Occam source files can contain references to object code libraries, OCcam 
source to be included in the compilation, separately compiled OCCam code, 
and code produced by compilers for other languages. 
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Libraries and separately compiled units must be already compiled before any file 
which references them can itself be compiled. It is the programmer's responsi- 
bility to ensure all components of a program are compiled in the correct order 
and that object code is kept up to date with changes in the source. This may 
be assisted by using a MAKE program in conjunction with the imakef tool. 
The imakef toot depends on a particuiar system of file extensions being used. 
For details of version control using MAKE programs and the imakef tool see 
chapter 21. 

The operation of the compiler in terms of standard file extensions is shown below. 




The object file is generated by the compiler in Transputer Common Object File 
Format (TCOFF). Object files are required to be in this format to be compatible 
with other tools In the tooiset such as the librarian and linker tools. 



25.2 Running the compiler 

The Occam 2 compiler takes as input an occam source file and compiles It 
Into a binary object file. Command line options determine the target transputer 
for the compilation, the compilation error mode, and other compiler facilities such 
as alias and usage checking. 

A target processor and compilation error mode should be specified for each 
compilation. The compiler default is to produce code for the T414 in HALT 
mode, and for code of this type the transputer target and error mode options 
may be onnitted. 

To invoke the compiler use the following command line: 
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^ oc filename { options} 

where: filename ts the name of the file containing the source code. If you do 
not specify a file extension, the extension .occ is assumed. 

options is a list, in any order, of one or more of the options given in 
tables 25.1 to 25.3. 



Options must be preceded by '-' for UNIX based toolsets and '/' for 
MS-DOS and VMS based toolsets. 

Options may be entered in upper or lower case and can be given in 

any order. 

Options must be separated by spaces. 



If no arguments are given on the command line a help page is displayed giving 
the command syntax. 

If the compilation is unsuccessful, error messages are displayed giving the name 
of the file and the number of the line where the error occurred. Compiler error 
messages are listed in section 25.15. 

Example: 

UNIX based toolsets: 

oc simple 

ilink simple.tco hostio.iib -f occama.Ink 
icollect simple. Iku -t 
iserver -se -sb slmple.btl 

MS-DOS/VMS based toolsets: 

oc simple 

ilink simple.tco hostio.iib /f occama.Ink 

icollect simple.Iku A 

iserver /se /sb slmple.btl 

In this example a file is compiled for the default transputer T414. This example 
also shows the steps for linking (using the linker indirect file occama.Ink), 
booting and loading the program. 
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Option 


Description 


TA 

TB 
T212 
T222 
M212 

T2 
T225 

T3 
T400 
T414 

T4 
T425 

T5 
T800 

T8 
T801 
T805 

T9 


Compile for transputer class TA {T400, T414, T425, T800, T801, 
TS05) 

Compile for transputer class TB {T400, T41 4. T425) 
Compile for a T212 processor. 
Compile for a T222 processor. Same as T212. 
Compile for a M2t2 processor. Same as T212, 
Same as T212. T222 and M212. 
Compile for a T225 processor. 
Same as T225. 

Compile for a T400 processor. Same as T425. 
Compile for T414 processor. 

This is the default processor type and may be omitted when com- 
piling for a T414 processor. 

Same as T414 (default). 

Compile for a T425 processor. 

Same as T4 00 and T425 

Compile for a T800 processor 

Same as TflOO. 

Compile for a TS01 processor. SameasTSOS 

Compile for a T805 processor. 

Same as T801 and T805. 


H 

S 
X 


Produces code in HALT mode. This is the default compilation mode 
and may be omitted for HALT mode programs. 
Produces code in STOP mode. 
Produces code in UNIVERSAL mode. 


G 


Enables the compiler to recognise the restricted range of transputer 

instructions, via the asm and GUY constructs. See part 2 appendix 

B for the list of permitted instructions. 

Enables the compiler to recognise the lull range of transputer in- 

stmctions, via the ASM and GUY constructs. See the 'Transputer 

instruction set: a compiler writer's guide' for the complete list of 

instructions. 


K 
U 


Disables run-time range checking- The default is to insert run-time 
range checks. See section 25.5 

Disables the insertion of code to perform run-time error checks, 
The default is to perform run-time error checks. See section 25.5 



Table 25.1 OCCam 2 compiler options 
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Option 


Description 


NA 


Disables the insertion of run-time checks for calls to 

ASSERT. 


L 
XM 

XO 


Loads the conr^piler and terminates. Useful for loading the 
compiler onto a transputer system prior to compiling a pro- 
gram. 

Compile many programs. The compiler will toop, accepting 
multiple command tines from the server. Used when the 
compiler is loaded onto a transputer system. 
Compile a single program only. Used when the compiler is 
loaded onto a transputer system. 


A 


Prevents the compiler from performing alias checking. This 
option also disables usage checking. The default is to per- 
form alias checking. When alias checking is enabled, the 
compiler may insert run-time alias checks. Details of alias 
and usage checking rules are given in the 'occam 2 Refer- 
ence Manual'. 


B 


Displays messages in brief (single line) format. 


C 


Disables the generation of object code. The compiler per- 
forms syntax, semantic, alias and usage checking only. 


D 


Generates minimal debugging information. The default is 
to produce full debugging information. Debugging data is 
required by the debugger and by the transputer simulator. 


E 


Disables the use of the compiler libraries. This prevents the 
compilation of some programs which require 'complicated' 
arithmetic such as real arithmetic on a processor which does 
not have a floating point unit. If this option is used and the 
Occam code requires use of the libraries, an error is re- 
ported. 


I 


Displays additional information as the compiler runs. This 
information includes target and error mode, and information 
about directives as they are processed. The default is not to 
display this information. 


N 


Disables usage checking. The default is to perform usage 
checking. Usage checking is also ojsabled by option ^a'. 
Details of usage checking rules are given in the 'Occam 2 
Reference Manual' and in section 25.13 of this chapter. 


outputfiie 


Specifies the name of the output file. If no output file is 
specified the compiler uses the current directory and input 
filename and adds a .tco extension. 


R filename 


Redirects error messages to a file. 



Table 25.2 OCCam 2 compiler options 
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Option 


Description 


V 


Prevents the compilef from producing code which has a sep- 
arate vector space requirement. The default Is to produce 
code which uses separate vector space. 


Y 


Disables mteractive debugging with idebug. See sec- 
tion 25.7 


NWP 
NWU 


Disables warning messages being generated when parame- 
ters are not used. 

Disables warning messages being generated when variables 
or routines are not used. 


WD 
WO 


Provides a warning whenever a name is descoped. 
Provides a warning whenever a run-time alias check is gen- 
erated. 



Table 25.3 Occam 2 compiler options 



25.2.1 Filenames 

Occam source files can be given any legal filename for the host system you 
are using. The use of the .occ extension for Occam source, and the ,inc 
extension for files containing declarations of constants and protocols, is recom- 
mended. 

Output flies are specified using the 'O' option. If you do not specify a fllenamep 
the input filename is used (minus any directory name) and a .tco file extension 
is added. In this case the file will be placed in the current directory i.e. the 
directory from which the compiler is involved. 

If you use the Makefile generator tool imakef to assist with version control you 
must use the extensions described in chapter 21, 



25.3 Transputer targets 

The compiler produces code for the IMS T212. M212, T222, T225, T400, T414, 
T425, T800, T801 and T805 transputers. Command line options are provided to 
specify the processor type for the compilation. If more than one processor type 
is specified, the compilation will terminate imoiediately and an error message 
will be displayed. 
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For the purpose of generating common code for several transputer types, trans- 
puters are also grouped into the following transputer classes. 



Transputer 


Transputer 






class 


types 






types 








T2 


T212, M212, 


T222 




T3 


T225 






14 


T414 






T5 


T400, T425 






T8 


T800 






T9 


T801, T805 






TA 


T400, T414, 


T425, T800, 


T801, T805 


TB 


T800, T801, 


T805 





The concept of transputer classes is to provide the user with greater flexibility in 
the use of program modules: 

• Code can be compiled so that It maybe run on a wide range of transputer 
types. 

• Code may be compiled once and then be called by separate programs 
to run on different processor types. 

• Libraries can be created from code compiled for a transputer class which 
may then be called by programs ainning on different processor types. 
The use of transputer classes in libraries enables the size of the library 
to be kept relatively small without the need for multiple copies for specific 
transputers. 

In order to develop programs which exploit transputer classes a few simple rules 
must be followed. These rules govern the way modules, which are compiled 
for different processor types, may call each other and be linked. Full details of 
transputer types and classes in given in section 4.3, This section explains how 
to develop programs using single and mixed processor types and definds the 
rules to be followed. 
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25.4 Compilation error modes 

The compilation error mode determines the behaviour of a program if it fails 
during execution. There are two main modes; HALT system and STOP process. 
There is also a special mode called UNIVERSAL. Command line options are 
provided to select the error mode for the compilation. Specifying more than 
one error mode will cause the compilation to terminate immediately and an error 
message wil! be displayed- 

The execution behaviour of programs compiled In the different modes is as fol- 
lows: 

HALT When an error occurs In the program the transputer halts. This 

is useful for developing and debugging systems and is the de- 
fault mode. For errors to be detected correctly the server must 
be invoked with the 'SE' option. 

STOP When an error occurs the system behaves like the Occam 

STOP process, that is the process causing an error does not 
continue. Other processes continue until they become depen- 
dent upon the stopped process. This ensures that a failure 
En one process does not automatically produce failure in other 
processes. Using this mode it is possible to build a system 
with redundancy and enable a system to run even if parts of 
the program fail or processes fail because a time out is ex- 
ceeded. 

UNIVERSAL UNIVERSAL mode enables the user to compile code that may 
be njn with either HALT or STOP mode in effect. The deci- 
sion about which mode to adopt need not be taken until the 
separately compiled modules are combined into a linked object 
file. On linking the modules, any code that has been compiled 
in UNIVERSAL error mode will adopt the error mode of the 
other modules i.e. either HALT mode or STOP mode. HALT 
and STOP error modes may not be combined on the same 
processor. 

Code compiled in either HALT or STOP mode may calf code compiled m UNI- 
VERSAL mode, however, code compiled in UNIVERSAL mode may only call 
code which has also been compiled in UNIVERSAL mode. It cannot call code 
which has been compiled in HALT or STOP mode. 

All separately compiled units for a single processor must be compiled for com- 
patible error modes. Where a library is used the module with the appropriate 
error mode will be selected. 
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Compilation error modes and their effect are described in more detail in 4.4. Tfiis 
section also describes how tlie command line options 'K' and 'u' may be used 
to influence the level of run-time checks inserted by the compiler The section 
also describes how the UNIVERSAL and UNDEFINED error modes supported 
by the IMS D705/D605/D505 issues Of the tooiset may be implemented, using 
combinations of command line options. 

25.5 Enable/Disable Error Detection 

By default the compiler ir\serts code to execute run-time chec[<s for errors it 
cannot detect at compile time. In some circumstances It may be desirable to 
omit the njn time error checking In one part of a program, for example, in a time- 
crittcal section of code, while retaining error checks in other parts of a program, 
tor debugging purposes. Three command line options are provided to enable 
the user to control the degree of run-time error detection performed; they are the 
'K'. *U' and 'NA' options. 

The compiler option 'K' disables the run-time range checks for the module being 
compiled. Range checking only includes checks on array subscripting and array 
lengths. 

The compiler option 'u' prevents the compiler from inserting any code to explic- 
itly perform run-time checks. This will disable run-time checks associated with 
type conversion, shift operations, array access, range validation and replicated 
constructs such as Seq, par, if, and alt. 

The 'NA' option prevents the compiler from inserting any code to check calls 
to ASSERT. In effect, each assert behaves like skip. Any calls to assert 
which can be evaluated at compile time will still be checked. 

The effect of using these options is described in detail in section 4.4.1. 
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25,6 Enabling/disabling warning messages 

There are four command line options which allow the user to either enable or 
disable the generation of certain warning messages produced by the compiler: 

• The 'NWP' option disables warning messages being generated when pa- 
rameters to procedures are not used. 

• The NWU option disables warning messages being generated when vari- 
ables or routines are not used. 

• The WD option provides a warning whenever a name is descoped. for 
example when a name is used twice and one occurrence of it is hidden 
within an inner procedure. See section 8 of the 'occam 2 Reference 
Manual' for details of occam scope rules. 

■ The WO option provides a warning whenever a njn-time alias check is 
generated i.e. to check that variables do not overlap. These checks 
generate extra code and the user may wish to be alerted to this. 

Section 25.15.1 lists the various warning messages which are affected by these 

options. 



25.7 Support for interactive debugging 

The Occam 2 compiler supports interactive debugging by default. When inter- 
active debugging is enabled the compiler will generate calls to library routines to 
perform channel input and output, rather than using the transputer's instructions. 
Interactive debugging must be enabled in order to use the interactive features of 
the debugger. 

Interactive debugging may be disabled by using the compiler 'Y' option. This 
option forces the compiler to use sequences of transputer Instructions for channel 
input and output, resulting Jn faster code execution. 

Code which has interactive debugging disabled may call code which has Interac- 
tive debugging enabled, but nof vice versa. However, when interactive debugging 
is disabled in one part of the program this will prevent the interactive features of 
the debugger being used on the program as a whole. 
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25.8 Separately compiled units and libraries 

Any group of one or more occam procedures and/or functions may be compiled 
separately provided they are completely self-contained and make no ejcternal ref- 
erences except via their parameters or compiler directives. Separate compilation 
is used to reduce the need for recompilation, and to split compifalions into smaller 
parts. Separately compiled code is known as a compilation unit. 

Any collection of connpiiation units may be made into a library using the librarian. 
For details of how to create libraries see chapter 18, 

Libraries and compilation units differ in the following ways: 

* Libraries are selectively loaded as required by the transputer type and 
error mode of the compilation, whereas separately compiled units are 
always loaded. If a unit containing incompatible code is used an error is 
generated, whereas libraries containing incompatible code are ignored. 

• Separate compilation units that are contained in libraries can be selec- 
tively loaded. 

All separate compilation units and libraries must be connpiled before the program 
that references them is itself compiled, An easy way to ensure this is to use the 
toolset Makefile generator imakef with a suitable Make utility. For more details 
see chapter 21. 



25.9 ASM and guy code 

Two compiler options are provided to enable the compiler to recognise transputer 
instructions, via the ASM and guy constructs. The 'G' option enables a limited 
range of instmctions, which are listed in part 2 appendix B. The 'W option enables 
the full range of instructions. For further details of the low level programming 
supported by the toolset see chapter 10. 



25.10 Compiler directives 

The Occam compiler supports a number of directives that improve program 
readability and assist with file referencing. They allow Occam source to be 
included from other files, permit code to be used from separately compiled units 
and libraries, including C and FORTRAN code, and support the insertion of 
comments in object code. 

Note: That the maximum depth of nesting of include files permitted within a 
single compilation unit is twenty. 
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The directives are as follows: 

^INCLUDE - inserts Occam source code 

#USE - references separately compiled units and libraries 

#IMP0RT - references non-occam compiled code 

#COMMENT - inserts comments in object code 

#0PTI0N - allows selection of compiler options from within source 

text 

#PRAGMA - references segments of code for mixed language com- 
pilations and/or linking functions 

If the compiler 'l' option is used directives are displayed on the screen as the 
compilation proceeds. 



25.10.1 Syntax 

Directives must occupy a single fine. 

Filenames referred to in compiler directives must be enclosed in double quotes 
("). Files are located according to the search strategy defined in section 2.10.3. 

If double quotes are to be used within a directive, the double quote character 
must be preceded by an asterisk (*). 

The scope of directives are defined, like declarations of constants and protocols, 
by the level of indentation in the Occam source. 

When imakef is used, if a filename in a #USE, flNCLUDE or #IMP0RT direc- 
tive does not already have an extension then imakef will add the appropriate 
extension depending upon the target that it is attempting to build. If you use 
the Makefile generator tool imakef you must use the extensions described in 
chapter 21. 



25.10.2 #INCLUDE directive 

The #INCLUDE directive inserts the contents of a named file at the point in the 
program source where the directive occurs, with the same indentation as the 
directive. 

#INCLUDE files can be used by any number of programs^ including separately 
compiled units, and are commonly used to share common declarations of con- 
stants and protocols between several programs. 
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To track file dependencies within included fiies use of the imakef tool is rec- 
ommended. 

The syntax of the # include directive is as follows: 

# INCLDDE " filename" [comment] 

where: filename is the name of the file to be included. The extension must be 
supplied. 

comment \s any text preceded by the characters ' — '. 

The first text after the directive must be the filename enclosed within double 
quotes ("). All other text on the line is ignored and may be used for comments. 
Included files may be nested to a depth of twenty levels, 

25.10.3 #USE directive 

The #USE directive allows separately compiled occam units and libraries (in 
TCOFF format) to be referenced from Occam source. The file referenced by 
the #USE directive must be complied for a compatible processor type and com- 
piiation mode as the main program, and should be nnade available in all modes 
for which the program will be compiled. 

The compiler ignores all library modules compiled with a processor type or com- 
pilation mode incompatible with the current compilation. 

A library may be used in any number of separately compiled units or other 
libraries, provided that each unit contains the #USE directive. 

Any names in the library which do not conform to Occam syntax, and which 
have not been translated by means of a translate pragma will be ignored. 
Note: this means that a translate pragma must precede its related #USE 
directive. See section 25.10.7. 

The syntax ot the #nSE directive is as follows: 

#USE " filename" [comment] 
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where: filename is the name of the object code file. The object fiie can be a 
compiJed ( . tco) or library ( . lib) file. If you omit the fiEe extension, the 
compiler adds the extension of the output fiEe. This will be .tco unless 
you specified an output filename using the 'o' option. 

comment is any text preceded by the characters ' — '. 

The first text after the #nsE directive must be the filename, which must be 
enclosed within double quotes ("). All other text on the line is ignored and may 
be used for comments. 



25.10.4 #IMP0RT directive 

The # IMPORT directive is retained for compatibility with previous versions of 
the toolset (IMS 0705/0605/0505 products} which used special interlace code 
to enable the import of foreign languages. This method may still be used, as 
documented in appendix F to the ANSI C toolset user manual. 

The # IMPORT directive allows code produced by compatible non-OCCam com- 
piters to be referenced from OCCam programs. The code produced must aiso 
be compatible with the toolset linker iiink. 

The #iMPORT and #use directives are in fact the same as far as the compiler 
is concerned and either may be used, imakef will also accept either directive, 
however, when imakef encounters an #IMP0RT directive it assumes that the 
module is of another language type and does not look for further dependencies. 

The syntax of the # import directive :s as follows: 

# IMPORT " filename" [comment] 

where: filename Is the name of the compiled equivalent OCCarn process, if no 
extension is given the .tco extension is assumed, 

comment Is any text preceded by the characters ' — '. 

The first text after the #imp0RT directive must be the file name, which must be 
enclosed within double quotes ("). All other text on the line is ignored and may 
be used for comments. 
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An example of how to use the #import directive is given below: 
#IMPORT "Gentry. lib" — C interface code 



PROC . ENTRY (f s , ts , flag, ws 1 , ws2r in , out) 
-- call C language program 

The parameters supplied in the program call, flag, wsl, ws2, in, and out 
are those of the type 2 procedural interface. The program must be linked with 
C libraries centry , lib and libc . lib. 

The implementation of this method of mixed language programming is described 
in appendix F of the ANSI C toolset user manual, 

Chapter 9 of this manual provides details of an alternative method of mixed 
language programming where non-occam programs are called directly using 
library functions. 

Changes from the IMS D705/D605/D505 products 

The example above, illustrates the method of mixed language programming im- 
plemented by the IMS D705/D605/D505 products, with the following modifica- 
tions to make it compatible with the current toolset: 



A library of C entry points is used in place of a prelinked version of the program. 
This is because all linking now takes place together In one pass. 

The program is referred to by its interface name PROC, entry. This means 
that only one C program may be called from any Occam program. 
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25.10.5 #C0MMENT directive 

The #COMMENT directive allows comments to be placed in the object code. 

The syntax of the #C0MMENT directive is as follows: 

#COMMENT "stn'ng" 

where: string is the text of the comn-ient. Comments must be enclosed in double 
quotes loilowing the #C0MMENT directive. Comments cannot be split 
over more than one line. 

Comments may not appear at the exact position in the object code corresponding 
with the source code directive, but the sequence of comments in the file Is always 
maintained. Comments are stripped from the object code winen it is linked or 
made bootable. 

Tlie main use for the #C0MMENT directive is in libraries where it can be used 
to indicate a version number, record dependencies on other libraries, and hold 
copyright information. 

The binary lister tool ilist can be used to display comments inserted with the 
#COMMENT directive. 

An example of how to use the #COmmekt directive is given below: 
PiyjC my. lib () 

#COMMENT "My library VI. 3, 18 May 1988" 
#COMMENT "Copyright me 1988" 

SEQ 

. . . library source 
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25.10.6 #OPTiON directive 

The #0PTI0N directive allows you to specify compiler options within the source 
text of a compilation unit. The options apply to the whole compilation and are 
added to the command line when the compiler is invoked. Only compiler options 
that relate directly to the source can be specified with the #option directive, 
namely: 

A - disable alias (and usage) checking. 

E - disable the compiler libraries. 

G - allow sequential code inserts (asm and guy constructs). 

K -disable the insertion of run-time range checks. 

N - disable usage checking. 

U - disable the insertion of any run-time error checks. 

V - disable separate vector space usage. 

W - enaWe full code inserts, {asm and GUY constructs). 

Y - disable interactive debugging with idebug. 

Specifying any other compiler option produces an error. 

#OPTiON directives can only appear in the file to which they apply; they cannot 
be nested in an included file. #OPTiON directives must also be the first non- 
blank or non-comment text in the source file, ft they are found at any other 
position in the file an error is reported. 

The syntax of the #0PTI0N directive is as follows: 

tOPTiON " optionname {optionname} " [comment] 

where: optionname is any option permitted In a #OPTlON directive. Spaces 
within the double quotes are ignored. No option prefix character is re- 
quired in the syntax and none should be specified. 

comment is any text preceded by the characters ' — '. 

The first text after the #OPTION directive must be the list of options enclosed 
in double quotes. All other text on the line is ignored and may be used tor 
comments. 
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An example of how to use the #0PTI0N directive is given below. In the example 
the unit does not require usage checking but contains transputer code inserts 
from the restricted set. 

— This compilation unit requires sequential 

— code inserts and does not pass the usage check. 

#OPTION "G N" 

PROC X 

body of procedure 



The #OPTlOK directive should only be used for compiler options that are always 
required. 



25.10.7 #PRAGMA directive 

The #PRAGMA directive is provided to reference segments of code for mixed 
language compilations and/or linking functions. The syntax of the #pragma 
directive is as follows: 

#PRAGMA pragma-name {optiona! values} [comment] 

where: pragma-name may take the value: 

EXTERNAL, LINKAGE or TRANSLATE. 

Optional values may be specified for each type of pragma. The values 
thai the options may take are specific to the pragma being used; they 
are described below. 

comment is any text preceded by the characters ' — '. Alt pragma types 
may have a comment appended to them. 
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#PRAGMA EXTERNAL "declaration" comment 

This directive allows access to other language compilations. "Deciaratton" is 
a PROC or FUNCTION declaration, with formal parameters which correspond 
to the required calling convention. This is followed (within the string) by two 
numbers in decimal, indicating the number of workspace slots (words) and op- 
tionally the number of vectorspace slots to reserve for that call. The number of 
vectorspace slots defaults to 0. The number of the workspace slots should not 
include those needed to set up the parameters for the calk Note; that if the 
vectorspace requirement is zero, then no vectorspace pointer parameter will be 
passed to the routine. 

It is important to ensure that enough space is allocated, both for workspace and 
vectorspace, because the compiler cannot check for overruns. 

The syntax of the declaration is as follows: 

formal procedure or function declaration = workspace [, vectorspace] 

Examples: 

#PRAGMA EXTERNAL "PROC pi (VAL INT x, y) = 20" 
#PRAGMA EXTERNAL "PROC p2 (VAL INT x, y) =20, 100" 
#PRAGMA EXTERNAL "lUT FUNCTION fl (VAL INT x, y) = 50" 

The procedure or function name is the name by which the external routine is 
accessed from the Occam source. It is also the name which will be used by the 
linker to access the external language function, though this may be modified by 
use of the TRANSLATE pragma (see chapter 9). 

#PRAGMA TRM^SILATK identifier " string" comment 

This is used to enable linkage with routines whose entry point names do not 
correspond to Occam syntax for identifier names; both imported names to be 
called by this compilation unit and exported names defined in this compilation 
unit. An entry point is a name which is visible to the linker. Thus procedures and 
functions declared at the outermost level of a compilation unit are entry points, 
whereas nested procedures and functions are not. 

Any entry point defined in the compilation unit whose name matches identifier 
is translated to string when inserted into the object file, and hence can only be 
referenced as string when linking. String may not contain the NULL character 
{"*#00'). 
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Any entry points in #uSEd libraries and other compilation units whose names 
match string can be referred to within the compilation unit as identifier. This also 
applies to identifiers defined by EXTERNAL pragmas. TRANSLATE pragmas 
must precede any reference to their identifier. 

For example: 

#PRAGMA TRANSLATE c, routine "C_routine" 
#PRAGMA EXTERNAL "PROC c. routine () = 100" 

fPRAGMA LINKAGE {" sectlon-name"] comment 

This directive enables the user to identify modules that he wishes to be placed 
in on-chip RAM. The user may then prioritise the order in which these modules 
are linked together by using a linker directive. On-chip RAM is allocated to 
workspace first and then to code. Provided there is enough RAM available it 
should be possible for commonly used subroutines to be processed in the on- 
chip RAM. This should make the program run faster. 

Normally the compiler creates the object code in a section named "text%base". 
The #PRAGMA LINKAGE directive causes the compiler to change the name of 
the section to that supplied in the string. If the directive is used but no sec- 
tion name is provided by the user^ the compiler supplies the default section 
name "pri%text%base" . More than one module may take the section name 
"pri%text%base". 

A linker directive is used to change the order in which code modules are linked to- 
gether, by supplying a list of prioritised section-names, see chapter 1 9. Provided 
that the linker does not encounter any linker directives listing section-names, it 
will place "pri%text%base" modules first. Any unnamed nfiodules are added 
in an undefined order at the end of the Hnked unit. 

Note: floating point routines such as rkal320p and real320PERR are auto- 
matically optinnised by the compiler by placing them in a "pri%text%base" 
section. 

The #PRAGMA LINKAGE directive should appear at the start of the source 
code, immediately following the #option directive, if one is present. 

For example: 

#option "N" 

#PRAGMA LINKAGE "PRIORITYl" — highest priority 
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25.11 INLINE keyword 

The keyword INLINE may be used immediately before the PROC or FUNCTION 
keywordof any procedure or function declaration. This will cause the body of the 
procedure or function to be expanded inline in any call, and the declaration will 
not be compiled as a normal routine. Use of inline procedures or functions 
may increase the size of the object module but will also avoid the overheads 
incurred in executing extra calls. 

Examples: 

INT INLINE FUNCTION sumS (VAL INT x, y, z, ) IS x 

+ (y + z) : 



INLINE PROC seterror () 
error := TRUE 



A call to the FUNCTION sum3: 

so.write.int {fs, ts, sum3 {x,y, z) , 0) 
would be expanded by the compiler thus: 

so.write,int (fs, ts, x + (y + 2)^0) 

Note: the declaration is marked with the keyword, but the call is affected. This 
means that you cannot inline expand procedures and functions which have been 
declared by a #USE directive; to achieve that effect you may put the source of 
the routine, marked with the INLINE keyword, in a separate file, and include 
this file with an #INCLUDE directive. 

25.12 Implementation of channels 

The implementation of channels by the compiler has changed with this issue 
of the toolset. The data type of a channel is now 'pointer to channel' rather 
than 'channel'. This means that scalar channels remain the same but arrays of 
channels become arrays of pointers to channels. 

As a result of this PLACEing arrays of channels has also changed. 

PLACE array. of .channels AT n; 
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now places the array of pointers at that address. 

PLACE scalar .channel AT n: 

places the channel word at that address. 

An example of the placement of channels on links is given in chapter 10. 

Arrays of channels may now be constructed out of a list of other channefs. For 
exannple: 

PROC p (CHAU OF protocol a, [2] CHAN OF protocol b) 
[3]CHAN OF protocol c IS [a, b[0]j b[l]] : 
— channel constructor 

ALT i = FOR SIZE c 
c[i] ? data 



Channel constructors extend the existing facilities for manipulating channels, 
further information is given in chapter 10. 



25.13 Implementation of usage checking 

This section describes the usage checking that is implemented by the compiler. 

25.13.1 Usage rules of Occam 2 

The usage checking rules of Occam 2 are as follows: 

• No variable assigned to, or input to, in any component of a parallel may 
be used in any other component. 

• No channel may be used for input in more than one component process 
of a parallel. 

■ No channel may be used for output in more than one connponent of a 
parallel. 
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25,13,2 Checking of non-array elements 

Variables and channels which are not elements of arrays are checked according 
to the rules of Occam 2. 



25.13,3 Checking of arrays of variables and channels 

Where possible, the compiler treats each element of an array as an independent 
variable. This makes it possible to assign to the first and second elements of an 
array in parallel. 

For usage checking to operate in this way, it must be possible for the compiler 
to evaluate all possible subscript values of an array. The compiler is capable of 
evaluating expressions consisting entirely of constant values and operators (but 
not function calls). Where a replicator is used in an expression the compiler can 
evaluate the expression for all values of the index provided that the replicator's 
base and count can be evaluated. Note: however, that as each iteration of the 
routine is checked, this can slow the compiler down. 

Where an array subscript contains variables, a function call, or the index of 
a replicator where the base or the count cannot be evaluated, the compiler 
assumes that alJ possible subscripts of the array may be used. This may cause 
a spurious error. For example, consider the following program fragment: 

X := 1 
PAR 

a[0] := 1 
a[x] := 2 

The compiler reports the assignment to a [x] as a usage error. The fragment 
could be changed to: 

VAL X IS 1: 
FAR 

a[0] := 1 

a[x] := 2 

This would be accepted by the compiler because x can be evaluated at compile 
time. 
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The compiler checks segments of arrays similarly to simple subscripts. Where 
the base and count of a segment can be evaluated, each segment is treated as 
though it has been used individually. Where the base or count cannot be evalu- 
ated, the compiler behaves as if the whole array has been used. For example, 
the following code is accepted without generating an error: 

PAR 

[a FROM 4 FOR 4] := x 

a[8] := 2 

[a FROM 9 FOR 3] := y 

25.13.4 Arrays as procedure parameters 

Any variable array which is the parameter of a procedure is treated as a single 
entity. That is, if any element of the array is referenced, the compiler treats the 
whole array as being referenced. Similarly, if any variable array, or element of a 
variable array is used free in a procedure then the compiler treats it as if every 
element were used. For example, tl^e compiler reports an error in the following 
code because it considers every element of a to have been used when p(a) 
occurred. 

PROC pC[]INT a) 
a[l] := 2 

PAR 
P(a) 
a[0] := 2 

Similarly, where one element of an array of channels is used for input or output 
within a procedure, the compiler treats the array as if ali elements were used in 
the same way. For example, the compiler reports an error in the following code 
because it considers an output has been performed on every element of c when 
p() occurred. 



— c free in p 



PROC p() 
C[l] f 


2 


PAR 

PO 
c[0] ! 


1 
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25.13.5 Abbreviating variables and channels 

The compiler treats an element which is abbreviated in an element abbreviation 
as If it had been assigned to, whether or not it is actually updated. If this causes 
an apparently correct program to be rejected the program should be altered 
to use a VAL abbreviation. For example, the compiler reports an error in the 
following code because it considers the first component of the PAR to have been 
assigned to t>. 

PAR 

a IS b : 
X := a 
y := b 

This could be changed to: 

PAR 

VAL a IS b : 
X := a 
y := b 

Where a channel is an abbreviation of a channel array element, the compiler 
behaves as if the whole of the channel array had been used unless the element 
IS an array element with constant subscripts, a constant segment of an array (i,e. 
with constant base and count) or a constant segment with constant subscripts. 



25.14 Implementation of alias checking 

This section describes the alias checking that is implemented by the compiler. 

25,14.1 Alias Checking 

In the following Rules 'assigned to' means 'assigned to by assignment or input'. 

Scalar variables 

(Rule 1) If a scalar variable appears in the abbreviated expression of a VAL 
abbreviation, for example; 

X in VAL a IS X + 2 : 

then that variable may not be assigned to or abbreviated by a non-VAL abbrevi- 
ation anywhere within the scope of the VAL abbreviation. 
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(Rule 2) If a scalar variable is abbreviated in a non-VAL abbreviation, for exam- 
ple: 

X in a IS X : 

then that variable may not be referenced anywhere within the scope of the ab- 
breviation. 

Arrays 

The rules for arrays attempt to treat each element of the array as an individual 
scalar variable. They allow the maximum freedom possible without introducing 
run time checking code except at points of abbreviation. 

In the following text the word constant means any expression that can be eval- 
uated at compile time. 

If an array is referenced in the expression of a VAL abbreviation, for example: 

X in VAL a IS x[i] : 

then the following rules apply to the use of the array within the scope of the 
abbreviation: 

(Rut© 3) If the subscript is constant then elements of the array may be assigned 
to as long as they are only subscripted by constant values different from the 
abbreviated subscript. Any element of the array may also appear anywhere in 
the expression of a VAL abbreviation. Any other elements of the array may be 
non-VAL abbreviated, and njn time checking code is generated if subscripts used 
in the abbreviation are not constant. 

(Rule 4) If the subscript is not constant then no element of the array may be 
assigned to unless it is first non-VAL abbreviated. The non-VAL abbreviation 
wiil have to generate run time cede to check that it does not overlap the VAL 
abbreviation. The array may be used in the expression of a VAL abbreviation. 

Elements of the array may be accessed anywhere within the scope of the ab- 
breviation except where restricted by further abbreviations. 

If an array is abbreviated in a non-VAL abbreviation, for example: 

X in a IS x[i] : 

then the following rules apply to the use of the array within the scope of the 
abbreviation: 
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(Rule 5) If the subscript is constant then elements of the array may be read and 
assigned to as long as they are accessed by constant subscripts different from 
the abbreviated subscript. Other elements of the array may be abbreviated in 
further VAL and non-VAL abbreviations, and run time checking code is generated 
if subscripts used in the abbreviation are not constants. 

(Rule 6} If the subscript is not constant then the array may not be referenced 
at all except in abbreviations where njn time checking code is needed to check 
that the abbreviations do not overlap. 

(Rule 7) Variables used in subscripts of the array being abbreviated act as if 
they have been VAL abbreviated. In the above example 'i' acts as if it has 
been VAL abbreviated and cannot be altered in the scope of the abbreviation. 
Where elements of the array being abbreviated are used in the subscript of the 
array then the abbreviation is checked as if the subscript expression was VAL 
abbreviated just before the non-VAL abbreviation. For example: 

a IS x[x[2] ] : 

is checked as \i it was written: 

VAL subscript IS x[2] : 
a IS X [subscript] : 

which (by Rule (6) above) will generate run time checking code. 



25.15 Error messages 

All messages produced by the compiler are in the standard toolset format. 

The compiler libraries are automatically loaded if required, unless the compiler 
'E' option is used. 

The compiler finds the compiler libraries by searching the path specified by the 
host environment variable isearch. The most common cause of a compiler 
library error is failure to set up this logical name correctly. 

No object files are generated if an error occurs. 

The error messages listed here are those which are produced by incorrect use 
of the compiler, caused for instance by failing to specify command tine options 
correctly. The compiler also reports all syntax and semantic errors found in the 
program; these messages are not listed here as they are language specific and 
therefore outside the scope of this document. 
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25.15,1 Warning messages 

Badly formed #PRAGMA name directive 

The pragma directive does not conform to the required syntax- 
name is not used 

The named variable is never used. This warning may be disabfed by the 
Nwu command line option. 

Name name descopes a previous declaration 

This name descopes another name which has already been declared. 
This warning Is only enabled when the WD command line option is used. 

No compatible entrypoints found in name 

The named library contains no routines which may be called from this 
error mode and/or processor type. 

Parameter name is not used 

The named parameter is never used. This warning may be disabled by 
the NWP command line option. 

Placement expression for name clashes wi!h interactive debugger 

The named variable is placed on one of the transputer [inks. This may 
interfere with the INMOS interactive debugging system. 

Placement expression for name wraps around memory 

The calculation of the machine address for this variable has overflowed; 
the truncated address is used. 

Routine name imported by multiple #DSEs 

The named routine exists in two different libraries; an implementation 
restriction nneans that this is not permitted. 

Routine name is not used 

The named routine was never called. This warning may be disabled by 
the NWU command line option. 
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Run-time disjointness check inserted 

number Run-time disjointness check inserted 

The compiler has inserted run-time checks to ensure tliat variables are 
not aliased (i.e. that they do not overlap). This warning Is only enabled 
when the wo command iine option is used. 

TRANSLATE ignored: Module containing name has already been loaded 

The #TRANSiiATE pragma must precede any #USE of a library contain- 
ing that string. 

TRANSLATE ignored: Name name has already been used 

You may not specify multiple translation strings for the same name. 

TRANSLATE ignored: String contains NULL character 

The specified string for a #TRANSLATE pragma may not include a NULL 
(zero) byte. 

TRANSLATE ignored: String name has already been used 

You may not specify multiple names to be translated to the same string. 

Unknown #pragma name: name 
The pragma name is ignored. 

Workspace clashes with variable placed at workspace number 

A variable has been placed AT workspace number, and this clashes 
either with another placed variable, or with the compiler's workspace al- 
location requirements. 
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25.15.2 Errors 

Bad object file format 

Library or separately compiled procedure object code is not in the correct 
format. The code may not have been linked correctly, or the file may have 
become corrupted. 

Badly formed compiler directive 

A compiler directive following # was not recognised. 

Badly formed ^EXTERNAL directive 

The number of workspace slots to reserve tor the call has not been spec- 
ified or negative workspace or vector space slots have been specified in 
error. 

Cannot open file "string" 

File is missing, or file system error. 
Cannot open output file 

The object file could not be opened. File system error. 

Cannot open output file (string) 

The file given as parameter to the command line R option could not be 
opened. 

Cannot open source file 

The source fiie cannot be opened. Either it does not exist, or there is a 
file system error. 

Descriptor has incorrect format 

Library or separately compiled procedure object code is not in the correct 
format. The code may not have been linked correctly, or the file may have 
become corrupted. 

Duplicate error modes on command line 

Multiple error modes may not be specified for the compilation. 
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Duplicate processor types on command line 

Multiple processor types may not be specified for the compilation. 

Expected string after #COMMENT 

#COMMEWT directive musl be followed by a string containing the com- 
ment. 

Expected string after #OPTION 

tfOPTiON directive must be followed by a string containing the options . 

'Filename' is not a valid object file 

Library or separately compiled unit object code is not in the correct format. 
The code may not have been linked correctly, orthe file may have become 
cornjpted. 

Files nested too deeply 

The maximum depth of nesting permitted within a single compilation unit 
is twenty. 

Code Insertion Is not enabled 

You must use the G or w options to enable assembler inserts. 
Instruction is not available in current code insertion mode 

You must set the w option in order to use this Instruction. 
Instruction is not available on target processor 

The given instruction is not present in the target instruction set. 
Invalid command line option {string) 

The user specified an unrecognised command line option. 
Missing filename 

Filename is missing on #USE, #include or # import directive. 
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Missing object file name 

There is no object file name parameter to \he command line o option. 
Missing output fife name 

There is no output file name parameter to the command line R option. 
No filename given 

No source file was specified on the command line, 

number reading source file 

File system error. The source file or an include file could not be read. 
number IS the host file system error number 

number ^Nrlting to object file 

File system error. The object file could not be written to. number is the 
host file system error number. 

Option in illegal position 

Only one #Option directive is allowed in a file, and it must be on the 
first non-blank or non-comment line in a file. 

Run out of symbol space 

The source compilation unit is too large to be compiled. 
Unrecognised option "char" in option string 

Incorrect compiler options specified after a #option directive. 
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This chapter describes the configurer tool occonf that configures code for trans- 
puter networks. It describes the command line syntax and explains how the tool 
is used to generate a configuration data file for input to the code collector tool. 
The chapter ends with a list of error messages. 



26.1 Introduction 

The configurer takes a configuration description created using the transputer 
configuration language and produces a configuration data file which icollect 
uses to generate bootable code for a transputer network. 

A configuration description describes how code is to be run on a network of 
transputers. It consists of separate definitions of the software and hardware 
networks, and a mapping description which defines how the software wiil be 
placed on the processor network. Using this description the configurer allocates 
code to particular processors and performs wide ranging consistency checks on 
the mapping of software to hardware. 

Linked modules and libraries which are referred to by a configuration description 
must be already compiled and linked before any file which references them can 
itself be configured. 

The operation of the configurer tool in ternns of toolset default file extensions is 
illustrated below. 




occonf produces two output files; a configuration data file and a subsidiary file 
which has the extension . clu, this is used by the collector 
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26.2 Running the configurer 

The configurer lakes as input a configuration description file and produces a 
configuration data file for input to the collector tool. 

To run the configurer use the foilowing command line: 

P- occonf filename {options} 

where: filename is the configuration description file. If no file extension Is speci- 
fied, the extension pgm is assumed. Only one file may be specified. 

options is a list of one or more options from tables 26.1 and 26.2. 



Options must be preceded by '- for UNIX based toolsets and 7' for 
MS-DOS and VMS based toolsets. 

Options may be entered in upper or lower case and can be given in 
any order on the command line. 

Options must be separated by spaces. 



If no arguments are given on the command line a help page is displayed giving 
the command syntax. 

Examptes of use: 

UNIX based toolsets: 

oc simple 

{link simple.tco hostio.lib -foccamaJnk 
occonf simple. pgm 
icolfect simple.cfb 
iseiver -sb simple.btl -se 

MS-DOS and VMS based toolsets: 

oc simple 

ilink simple.tco hostio.lib if occama.Ink 

occonf simple •pgia 

icoilect simple.cfb 

(server /sb simpfe.btl /se 
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Option 


Description 


B 
C 

I 

outputfile 
R filename 

V 
Y 


Displays messages in brief (single line) format. 

Disables the generation of object code. The configurer per- 
forms syntax, semantic, alias and usage checking only. 

Displays ejctra information as the tool runs. This information 
includes target and error mode, and information about direc- 
tives as they are processed. The default is not to display this 
information. 

Loads the tool onto the transputer board and terminates. 

Specifies an output filename. If no output file is specified the 
configurer uses the input filename and adds the file extension 
.cfb. 

Redirects error and information messages to a file. 
Prevents the configurer from producing code which has a sep- 
arate vector space requirement. The default is to produce 
code which uses separate vector space. 

Disables interactive debugging with idebug. 


RA 
RO 


Creates a file suitable for a boot-from-ROM application in 
which the code and data are both loaded into RAiv!. 

Creates a file suitable for a boot-from-ROM application in 
which the code is loaded into ROM and the data is loaded 
into RAM, 


H 

3 
X 


Produces code in HALT error mode. This is the default con- 
figuration mode and may be omitted for HALT error mode 
programs. 

Produces code in STOP error mode. 

Produces code in UNIVERSAL error mode. 


K 

U 

MA 


Disables run-time range checking. The default is to insert 
run-time range checking. 

Disables the insertion of all extra run-time error checking. The 
default is to insert run-time error checks. This is a 'stronger' 
option than K. and can be used to implement the OCcam 
UNDEFINED error mode. 

Disables the insertion of run-time checks for calls to assert. 


G 
W 


Enables the configurer to recognise the restricted range of 
transputer instructions, via the ASM or GDY constructs. 

Enablestheconfigurerto recognise the full range of transputer 
instructions, via the ASM or GUY constructs. 



Table 26,1 Configurer options 
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Option 


Description 


RE 


Enables memory lay-out re-ordering. 


NWP 
NWU 
WD 
WO 


Do not warn if parameters are not used. 

Do not warn if variables or routines are not used. 

Provides a warning whenever a name is descoped. 

Provides a warning whenever a run-time alias check is gen- 
erated. 


XM 

xo 


Directs the transputer-hosted versions of the tool to be exe- 
cuted so that they can be restarted without rebooting by the 
sen/er 

Directs the transputer-hosted versions of the tool to be exe- 
cuted once on the transputer board and then terminate. 



Table 26.2 Configurer options 



26.2.1 Search paths 

If a directory path Is not specified the configurer uses the standard toolset search 
mechanism for locating input files, include files, and sysiem library files. Briefly, 
the current directory is searched first, followed by the directories specified by 
ISEARCH (if defined on the system). For details see section 2.10.3. 



26.3 Boot-from-ROM options 

The boot-from-ROM options 'RO' and 'RA' indicate that the program is to be 
collected for loading into EPROM and select the execution mode (from ROM or 
RAM) for the root transputer code. 

Note: The same boot-from-ROM option {'RO' or 'RA' as appropriate) mustB}so 
be supplied to icollect when the EPROM-loadable program is created. The 
option specifies to the collector the correct EPROM mode for the program. 

For further details see section 12.7. 
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26.4 Configuration error modes 

The configuration error mode determines the behaviour of a program if it fails 
during execution. The execution behaviour of programs configured in the differ- 
ent modes is as follows: 

HALT An error halts the transputer immediately. 

STOP An error stops the process and causes graceful degradation. 

UNIVERSAL Code configured in this mode behave as either HALT or STOP 

mode, according to the state of the transputer's HaltOnError 

flag. 

The error mode selected for the configuration must be compatible with the er- 
ror mode of the compiled units, referenced by the configuration source. The 
configurer will produce an error message, if this is not the case. 

Table 26.3 indicates the compilation error modes which are compatible and the 
possible error mode they may be configured for. 



Compatible 
compilation 
error modes 


occonf 
options 


HALT, UNIVERSAL 


H 


STOP, UNIVERSAL 


s 


UNIVERSAL 


X 



Table 26.3 occonf error modes 

Compilation error modes and their effect are described in more detail in section 
4.4. 

Note: that OCCam UNDEFINED mode can be achieved by using the configurer 
"u" option, to disable the insertion of run-time checks. This option behaves in 
the same way as the 'U' option to the Occam compiler, which is documented in 
section 4.4. 
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26,5 Enable/Disable Error Detection 

By default the configurer inserts code to execute run-time checks for errors it 
cannot detect during configuration. In some circumstances it may be desirable 
to onnit the run-time error checl<ing in one part of a program, for example, in 
a time-critical section of code, while retaining error checks in other parts of a 
program, for debugging purposes. Three command line options are provided to 
enable the user to control the degree of run-time error detection performed; they 
are the 'K', 'U' and 'NA' options. 

The 'K' option disables the Insertion of lun-time range checks on array subscript- 
ing and array lengths. 

The '0' option prevents the configurer from inserting any code to explicitly per- 
form njn-time checks. This option will disable njn-time checks associated with 
type conversion, shift operations, array access, range validation and replicated 
constructs such as SEQ, par, if, and alt. 

The 'NA' option prevents the configurer from inserting any code to check calls 
to ASSERT. In effect, each assert behaves like skip. Any calls to assert 
which can be evaluated during configuration wilt still be checked. 

Note: that some checks are still performed; some transputer instructions implic- 
itly check for erroneous conditions. 

The K, u and NA options behave in exactly the same way, as the same options 
provided for the occam compiler. The effect of using these options is described 
in detail In section 4.4.1, 



26*6 Enabling memory lay-out re-ordering 

The 'RE' option enables the user to have more control of the layout of code and 
data areas in memory. When this option is used, the special processor attributes 
'order. code' and *order,vs' can be used to indicate the relative priority of 
different data areas, see section 5.5.3. Note: use of this option means that the 
INMOS debugger cannot be used, neither In interactive mode nor in postmortem 
mode. 
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26.7 Enabling/disabling warning messages 

There are four command line options which allow the user to either enable or 
disable the generation of certain warning messages by the configurer: 

• The 'NWP' option disables warning messages being generated when pa- 
rameters to procedures are not used. 

• The Nwu option disables warning messages being generated when vari- 
ables or routines are not used. 

• The WD option provides a warning whenever a name is descoped, for 
example when a name is used twice and one occurrence of it is hidden 
within an inner procedure. See section 8 of the 'OCCBfTt 2 Reference 
Manual' for details of Occam scope ailes. 

• The wo option provides a warning whenever a run-time alias check is 
generated i.e. to check that variables do not overlap. These checks 
generate extra code and the user may wish to be alerted to this. 

Section 26.10 lists the various warning messages which are affected by these 
options. 



26.8 Support for interactive debugging 

Interactive debugging is supported by default. When interactive debugging is en- 
abled the configurer will generate calls to iibrary routines to perform channel input 
and output, rather than using the transputer's instructions. Interactive debugging 
must be enabled In order to use the interactive features of the debugger. 

Interactive debugging may be disabled by using the configurer 'Y' option. This 
option forces the configurer to use sequences of transputer instructions for chan- 
nel Input and output, resulting in taster code execution. 

Code which has interactive debugging disabled may call code which has interac- 
tive debugging enabled, but no/ vice versa. However, when interactive debugging 
is disabled in one part of the program this will prevent the interactive features of 
the debugger being used on the program as a whole. 
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26.9 ASM and guy code 

Two configurer options are provided to enable the configurer to recognise trans- 
puter instructions, via tine ASM and GUY constructs. The 'G' option enables a 
limited range of instructions, which are listed in part 2, appendix B. The 'W op- 
tion enables the full range of instructions. For further details of the low level 
programming supported by the toolset see chapter 10. 

26.10 Configurer diagnostics 

If the source code does not conform to the occam 2 language definition, then 
the configurer will issue diagnostics, in the form of error messages, during the 
compilation process, When this occurs no object file nor configuration binary file 
will be produced. 

Errors in the configuration source produce diagnostic messages in standard 
toolset format. Details of the format can be found in section 2.12.1. 

Diagnostics are generated at severities Warning, Error, and Fatal. 

Diagnostic messages are listed in the following sections by severity. 
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26.10.1 Warning messages 

The lollowing diagnostic messages are generated at severity level Warning, 

Badly formed #PRAGMA name directive 

The pragma directive does not conform to the required syntax. 

name is not used 

The named variable Is never used. This warning may be disabled by 
means of the NWU command line option. 

Name name descopes a previous declaration. 

This name descopes another name which has already been declared. 
This warning is only enabled by means of the WD command line option. 

Parameter name is not used 

The named parameter is never used. This warning may be disabled by 
means of the NWP command line option. 

Placement expression for name clashes with interactive debugger 

The named variable is placed on one of the transputer links. This may 
interfere with the INMOS interactive debugging system. 

Placement expression for name wraps around memory 

The calculation of the machine address for this variable has overflowed; 
the truncated address is used. 

Routine name is not used 

The named routine is never called. This warning may be disabled by 
means of the NWU connmand line option. 

Run-time disjointness check inserted or 
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numberBun-t\me disjointness checks inserted 

The configurer has inserted njn-time ciiecks to ensure that variables are 
not aliased (i.e. that they do not overlap). This warning is only enabled 
by means of the wo command line option. 

TRANSLATE ignored: Name name has already been used 

Multiple translation strings may not be specified for the same name. 

TRANSLATE ignored: String contains NULL character 

The specified string for a TRANSLATE pragma may not contain a NULL 
(zero) byte, 

TRANSLATE ignored: String name has already been used 

Multiple names may not be specified to be translated to the same string, 

TRANSLATE ignored: Module containing name has already been loaded 

The TRANSLATE pragma must precede any #USE of a library containing 
that string. 

Unknown #PRAGMA name: name 

The pragma name is ignored. 

Workspace clashes with variable placed at workspace number 

A variable has been PLACED AT WORKSPACE numtier, and this clashes 
either with another placed variabie, or with the configurer's workspace al- 
focation requirements. 
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